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इस भाग में भिन्न पृष्ठ संख्याको जाती है जिससे कि यह अलग संकलन के रूप में रखा जा सके 
Separato paping plven to this part in order that it may be fHodor parado compilation 


- 


भाग - - खण्ड 3 - - उप - मण्ड ( ) 
PART II - Section 3 - Sub -section (i ) 


( रक्षा मंत्रालय को छोड़कर ) भारत सरकार के मंत्रालयों और ( संघ राज्य क्षेत्र प्रशासनों को छोड़कर ) 
केन्द्रीय अधिकारियों द्वारा विधि के अन्तर्गत बनाए और जारी किए गए साधारण नियम 

जिसमें साधारण प्रकार के प्रावेश , उपनियम प्राधि सम्मिलित हैं 
Gepoval Statutory Rules (including Orders, Bye- laws etc of a general character) issued by the Ministries 
al Government of India (other than the Ministry of Defence ) and by the Central Authorlties (other 

than the Administrations of Union Territories ) 

योजना मंत्रालय 

( सांख्यिकी विभाग ) 

नई दिल्ली , 28 जून , 1982 
साका नि0 592.- - संविधान, श्री धारा 109 के पल्लक द्या । प्रदत शक्तियों का प्रयोग करते हा राष्ट्रपति महाग केन्द्रीय सांखिकीय संगठन 
( प्रौद्योगिफ मांख्यिकी कक्ष ) ( श्रेणी- 1 पद ) भर्ती नियम , 1972 में संशोधन करने डाग निम्नलिखित नियम बनाते हैं , अर्थात्:- - 

1. ( 1 ) ये निया केन्द्रीय मंगियफी नगठन ( प्रौद्योगिक माम्यिकी का ) ( श्रेणी-1 पद ) भर्ती (मंशोधन ) नियम, 1982 को जाय । 
( 2 ) ये नियम भारत के गजपत्र में प्रकाशित होने को नारी मे लागू होगे । 
2 . केन्द्रीय मख्यिकीय संगठन ( प्रौद्योगिक गांत्रियको पक्ष ) ( श्रेणी-1 पद ) भर्ती (संशोधन ) नियम 1972 में 
( क ) शब्द एवं प्रक्षर " श्रेणी- 1 " जहां भी आते हैं के स्थान पर वर्ग " क " प्रतिस्थापित किया जाएगा । 
1 ) अनमूची के लिए. निम्नलिखित अनमची प्रतिस्थापित की जाएगी , अर्थात् . - 

_ __ अनुसूची 
पर कोलम पदों की वर्गीकरण 

येतनमान 

प्रवरण पद सोधी भर्ती बाले व्यक्ति - क्या केन्द्रीय मीधी भर्ती बालों के लिए 
अथवा यों के लिए प्राय मिविल सेवा प्रवेभिन शैक्षिक और अन्य 
अप्रवरण पत्र 

(पेंशन ) पहनाएं 
नियम , 
1972 के अधीन 
जोड़े गए 
यो की सेवा 

ग्राहय हैं । 
- - - - - - - - -- - - - - - -- - 
. 

. _ _ ... - -- - . -. . . - -- - - - - - - 
उपनियेणत 

गामाला 100- 50 - 16000 माग पद नहीं होना या नहीं होता लाा न हो होला 
मचा ग्रप प. 
राजविन 

- - -- - -- - - - - - - 
G / 82 

- --- - - 


संग्या 


- -- 


- - - 


5 


- - - 


प्रशासन 


- - - - - 


- 


- - - - - - 


- - - - - - - - - 


- - - - - - - - - 


- - - 


- 


- - 


- - 


- 
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क्या सीधी भर्ती वाले परिवीक्षा की क्या मी पनि मोधी भर्ती सेवा पदोन्नति प्रतिनियुकिन स्थानांतरण यदि विभागीय पदोन्नति किन परिस्थितियों 
म्यझ्नियों के लिए अवधि, यदि या पदोन्नति से अथवा प्रति- द्वारा की गयी मर्मी के मामले में समिति है तो उसका मी करते समय सं 
निर्धारित प्रायु कोई हो नियुक्नि /स्थानांतरण में तथा जिन श्रेष्ठों से पदोन्ननि/प्रतिनियुक्ति गठन क्या है 

लोक सेवा आयोग 
तथा शैक्षिक ताएं विनिम्न पतियों द्वारा गर्ती स्थानांतरण किए जाने हैं 

परामर्श लेना होगा 
पोलम किए जाने 

की जामे पाली रिक्तियों की 
बाले व्यक्तियों के 

प्रतिशतता 
संबंध में भी लागू होगी 

- - -- - - - - - - - - - - - - - - - - - - - - -- 


10 


11 


12 


13 


--- - - - - - 
लागू नहीं होता 2 वर्ष 


पदोन्नति से , जिसके न होने पर पदोन्नति : 

1 , वर्ग क विभागीय पदोन्ननि प्रत्येक अवसर पर चयन 
प्रतिनियुक्ति पर स्थानांतरण से । केन्द्रीय मांख्यिकीय संगठन ममिति ( पदोन्नति पर करने के लिए संभ लोक 

( प्रौद्योगिक सांख्यिकीय क्ष ) विचार करने के लिए ) सेवा आयोग का परा .. . 
के ( गैर केन्द्रीय मचिवालय जिसमें निम्नलिखित है: - लेना होगा संघ लोक 
सेवा ) के अनुभाग अधिकारी 1. अध्यक्ष/ सदस्य, गंघ सेवा आयोग का परा 
जिन की ग्रेड में 8 वर्ष की लोक सेवा आयोग -- मर्श उस ममय भी 
नियमित सेवा हो । 

अध्यक्ष 

पावश्यक होगा जब इन 
प्रतिनियमित पर स्थानांतरण : 2 . महानिदेशक अपर नियमों में भनेई-मणोधन 
केन्द्रीय सरकार के अधीन सचिव , के० मा० करना हूं:/ छूट . देनी 
सदृश्य पदों पर 700 - संगठन -- सदस्य 
1300 रु० के वेतनमान 3. उप - सचिव , मांख्यिकी 
के पद पर 5 वर्ष विभाग - - मदस्य 
फा अनुभव या समकक्ष या 2. वर्ग , क विभागीय 
650 - 1200 र० के वेतन- पदोन्नति समिति 
मान वाले पद पर 8 वर्ष का ( स्थायीकरण पर विचार 
अनुभव तथा प्रशासन , स्थापना करने के लिए ) 
भोर लेखा कार्य का अनुभव जिसमें निम्नलिखित है : - - 
हो । 

फ , सचिव , साख्यिकी 
( प्रतिनियुक्ति की अवधि तीन विभाग -- अध्यक्ष 
वर्ष से अधिक नहीं होगी ।) प. महानिदेशक अपर मत्रिय 

केन्द्रीय सांख्यिकी संग 

टन - - मदस्य 
ग उप मचित्र , साख्यक य 

विभाग — सदस्य 
टिप्पणी : स्थायीकरण से 

संबंधित विभागीय 
पदोन्नति समिति की 
कार्यवाही संघ लोक 
सेवा प्रायोग को अनु 
मोदन के लिए भेजी 
जाएगी । यदि फिर भी 
संघ लोक सेवा प्रायोग 
के द्वारा इसका अनुमोदन 
नहीं किया जाता 
है , विभागीय पदोन्नति 
समिति, की एक नई 
बैठक बुलाई जाएगी 
जिसकी अध्यक्षता, 
अध्यक्ष या मवस्य मंध 
लोक सेवा प्रायोग करेगा । 


( प्रतिनियुक्ति की अवधि 3 वर्ष से 
अधिक नहीं होगी । ) 


( नल टिप्पणो. - मूल नियम दिनांक 13- 1-73 के सामान्य संबंधित नियम 17 के प्रधिन प्रकाशित किए गए ) 

__ 2, निगम सामान्य साँवधिक नियम 9 40 दिनांक 3-8- 1975 के अधीन संशोधित किए गए ( अधिसूचना संख्या ए- 12018/ 2/ 72-स्था०- ५ दिनांक 
14/ 27 फरवरी 1975, ) 

[ फा० सं० ए - 12018/ 2/ 80-स्या० ) 

वी०डी० आहूजा, उप सचिव 


- - 


- - 


-- 


- 
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MINISTRY OF PLANNING 

(Department of Statistics ) 

New Delhi, the 28th June, 1982 
G . S. R . 592.- In exercise of the powers conferred by the proviso to article 309 of the Constitution , the President hereby makes 
the following rules further to amend the Central Statistical Organisation ( Industrial Statistics Wing ) (Class I post) Recruitment Rules , 
1972, namely :--- 


Amendment ) Rutes, 1982 . 

62) They shall come into force on the date of their publication in the Official Gazette . 
2 . In the Central Statistical Organisation (Industrial Statistics Wing) ( Class I posty Recruitment Rules, 1972 -- - 
(a ) for the word and letter “ Class I” wherever they occur ; the word and letter “ Group A " shall be substituted ; 
(b ) for the Schedule , the following Schedule shall be substituted , namely : 


Name of 
Posts 


SCHEDULE 
No. of Classification Scale of Pay Whether Age limit for direct 
Posts 

Selection recruits 
post or 
non 
Selection Post 


Educational and other quali 
fications required for direct 
recruits 


Whether 
benefit of 
added 
years of 
service 
addmissible 
under rule 
30 of the 
C . C .S . 
(Pension ) 
Rules. 1972 


6a 


- 


nomina 


mane m 7 
Notapplicable 


Deputy Director 
( Administration ) 


3456 
General Rs. 1200 -50 - Selection Not applicbale 
Central 1600 
Service 
Group ‘ A ’ 
Gazetted 


Not 
applicable 


(One ) 


Whether age and Period of 
educational quali - probation , 
fications prescri- if any 
bed for direct re 
cruits will apply in 
the case of Pro 
motees 
Org . . 9 

Not applicable 2 years 


Method of rectt . whether In case of rectt by promotion / If a DPC exists , what 
by direct rectt.or by pro - deputation /transfer , giades is its composition 
motion or by deputation from which promotion depu 
tansfer & percentage of tation transfer to be made 
the vacancies to be filled 
by various methods 


Circumstances 
in which U . P . 
S . C . is to be 
consulted in 
making rect. 


11 


10 
By promotion , failing 
whioh by transfer on 
deputation 


12 

. * *T3 
Promotion 

1. Group ‘ A ’ DPC (for Selection on 
Section Officers (Non -Cential considering promotion ) each occasion 
Secretariat Service) of the consisting of: 

shall bemadein 
Central Statistical Organi- (i) Chairman /Member, consultation 
sation (Industrial Statis- Union Public Service with the U . P . S . 
tics Wing ) with 8 years Commission - Chair - C . Consultation 
regular service in the grade . man . 

with the U . P . 
Transfer on deputation : 

S . C . also ne 
Officers under the Central ( ii ) Director General) cessary while 

Government holding analo - Additional Secretary , amending/rela 


service in 


posts in 


the ( iii ) Deputy Secretary , 


provisions 


of 


equivalent or with 8 years Member. 
service in posts in the scale 2 . Group A D . P . C . 
of Rs. 650 - 1200 or equiva - for considering (con 
lent and having experience firmation ) consisting 
of administration , estab - of : 
lishment and accounts (i) Secretary , Department 
work . 

of Statistics -- Chairman . 
(Period of deputation shall ( ii ) Director General/ 
not exceed 3 yeais ) . 

Additional Secretary 
Central Statistical Or 

ganisation Member . 
( iii) Deputy Secretary, 

Deptt of Statistics , 
Member . 


ITT II- -UIT 3 (1) ] 


TCH FT TTATE : 10 TETTE , 198291€ 19, 1904 


1501 


AN 


MINISTRY OF PLANNING 

(Department of Statistics ) 

New Delhi, the 28th June , 1982 
- GGR192 . - In exercise of the powers conferred by the proviso to article 309 of the Constitution , the President hereby makes 
the following rules further to amend the Central Statistical Organisation ( Industrial Statistics Wing ) (Class I post) Recruitment Rules , 
1972 , namely : 

. 17 These rules may be called the Central Statistical Organisation (Industrial Statistics Wing ) (Class I post) Recruitment 
Mhendment) Rules, 1982 . 

12 ) They shall come into force on the date of their publication in the Official Gazette . 
2 . In the Central Statistical Organisation (Industrial Statistics Wing) (Class I posty Recruitment Rules, 1972 
(a ) for the word and letter Class 1” wherever they occur ; the word and letter “ Group A ” shall be substituted ; 
(b ) for the Schedule , the following Schedule shall be substituted , namely : 


Tame of 
Posts 


SCHEDULE 
No . of Classification Scale of Pay Whether Age limit for direct 
Posts 

Selection recruits 
post or 
non 
Selection Post 


Educational and other quali 
fications required for direct 
recruits 


Whether 
benefit of 
added 
years of 
service 
addmissible 
under rule 
30 of the 
C . C . S . 
(Pension ) 
Rules , 1972 

ба 
Not 
applicable 


Not applicbale 


Not applicable 


Deputy Director 
(Administration ) 


(One ) 


3 - - - - - - - 5 
General Rs. 1200 -50 - Selection 
Central 1600 
Service 
Group A 
Gazetted 


Whether age and Period of 
educational quali- probation , 
fications prescri- if any 
bec for direct re 
cruits will apply in 
the case of Pro 
motees 


Method of rectt. whether In case of recit by promotion / If a DPC exists , what 
by direct rectt. or by pro - depuiation /transfer , giades is its con position 
notion or by deputation from which promotion depu 
tansfer & percentage of tation trinsfer to be made 
the vacancies to be filled 
by various methods 


Circumstances 
in which U . P . 
S . C . is to be 
consulted in 
making rect. 


12 


Not applicable 


2 years 


· 10 
By promotion , failing 
whioh by transfer on 
deputation 


ceco 


11 

- moto3 
Promotion 

1. Group ‘ A ’ DPC (for Selection on 
Section Officers (Non - Cential considering promotion ) each occasion 
Secretariat Service ) of the consisting of : 

shall be made in 
Central Statistical Oigani- (i) Chairman /Member, consultation 
sation (Industrial Statis - Union Public Service with the U . P . S . 
tics Wing) with 8 years Commission - Chair- C . Consultation 
regular service in the grade. man . 

with the U .P . 
Transfer on deputation : 

S .C . also ne 
Officers under the Central ( ii ) Director General/ 

Governmentholding analo - Additional Secretary , amending/rela 
gous posts or with 5 years C . S . O . - Member . xing any of the 
service in posts in the ( iii) Deputy Secretary, provisions of 
scale of Rs. 700 - 1300 or Deptt . of Statistics - these rules. 
equivalent or with 8 years Member. 
service in posts in the scale 2 . Group ‘ A ’ D . P. C . 
of Rs. 650 -1200 or cquiva - for considering (con 
lent and having experience firmation ) consisting 
of administration , estab - of : 
lishment and accounts (i) Secretary , Department 
work . 

of Statistics - Chairman . 
( Period of deputation shall (ii) Director General/ 
not exceed 3 years ) . 

Additional Secretary 
Central Statistical Or 

ganisation - Member , 
( iii ) Deputy Secretary , 

Deptt of Statistics 
Member . 
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- 


- - 


- 


- 


- - - - - 


- 


- 


- - - 


( ख ) जिसने अपने पति या अपनी पत्नी के जीवित होते हुए किमी व्यमित से विवाह किया है , 
उक्त पद पर नियुक्ति का पान नहीं होगा , 

परन्तु यदि केन्द्रीय सरकार का यह ममाधान हो जाता है कि ऐमा विवाह ऐसे व्यक्ति और, विवाह के अन्य पक्षकार को लाग स्त्रीय विधि के प्रधान 
अनुज्ञेय है और, ऐसा करने के लिए अन्य आधार हैं तो वह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट , मकेगी । 

5 शिथिल करने की शक्ति - -- जहां केन्द्रीय सरकार की यह राय है कि ऐसा फरमा प्रावश्यक या समीचीन है, वहां वह, उसके लिए जो कारण है 
उन्हें लेखमद करके तथा संघ लोक सेवा प्रायोग से परामर्श करके , इन नियमों के किसी उपबंध को किसी वर्ग या प्रवर्ग के व्यक्तियों को बायत, प्रादेश द्वारा 
शिथिल कर सकेगी । 

___ . व्यावृत्ति :- - इन नियमों की कोई भी बात ऐसे प्रारक्षणों, आयु-सं मा में छूट और अन्य रियायतों पर प्रभाव नही. डालेगी, जिनका केन्द्रीय सरकार 
बारा इस सम्बन्ध में समय -समय पर निकाले गये प्रादेशों के अनुमार अनसूचित जातियों, अनुसूचित जनजातियों और अन्य विशेष प्रवर्गों के व्यक्तियों के लिए 
उपमन्ध करना अपेक्षित है । 

अनुसूची 
पद का नाम पदों की वर्गीकरण वेतनमान चयन पद या सीधे भर्ती किए जाने सेवा में सीधे भतीं किए जाने वाले व्यक्तियों 
.- संध्या 

प्रलयन पद वाले व्यक्तियों के लिए जोड़े गए के लिए शैक्षिक प्रौर अभ्य पहनाएं 
पायु -सीमा 

वर्षों का 
फायदा 
केन्द्रीय 
सिविल 
सेवा (पेंशन ), 


नियम , 


1972 के 
नियम 30 
के अधीन 
अनुशेय है 
या नहीं 


- - - 


- - - 


- - - - 


- 


6क 
_ _ _ . _ _ _ _ _ _ _ 

- - 
लग नरी हाना खान नही हाता लागू नहीं होता 


- -- --- - - 

लागु नहीं होता 


अनुमान आधार 
(१ पयजित ) 


2 3 

4 
_ _ - _ - - - - - 
मात्रारग केन्द्रीय 650 - 30 -740- 
( 1982) सेवा समूह " " 35- 810-40रो० 
कार्यभार राजपत्रित 35-880- 40 
के प्राधार 

1000 ६०रो०- 40 
पर 

1200 रुपये 
परिवर्तन 
किया जा 
सकता है । 


11 


सीधे भी किए जाने परिवीक्षा को भर्ती की पति/भर्ती सीधे होगी प्रोन्नति/ प्र.प्तानयुक्स/स्थानितरण याच विभागीय प्रोन्नति भर्ती करने में किन 
वाले व्यक्तियों के अवधि, यदि या प्रोन्नति द्वारा याप्रतिनियुक्मि / वाग भर्ती की दशा में ये श्रेणियों ममिति हो तो उसकी संरचना परिसंस्थानों में संय 
लिए विहित आयु कोई हो स्थानतिरण द्वारा भी की जाने जिनमे प्रो नति प्रतिनियुक्ति स्था 

लोक सेवा आयोग से 
और शैक्षिक प्रहताएं वाली रिक्तियों की प्रतिशतना । नांतरण किया जाएगा 

परामर्शकिया जाएगा 
प्रोन्नति की दशा में 
लागू होगी या नहीं 

9 10 

12 

13 
लागू नही होना लागू नही होला प्रतिनियुक्ति पर स्थानांगरण द्वारा प्रतिनियुक्ति पर स्थानांनतरण : लागू नहीं होना इस पद पर नियुक्ति 

फेन्द्रीय सरकार के अधीन ऐसे 

के लिए फ्रिमा मधिकारी 
अधिकारी 

का चयन करसे सय , 
( क ) जो सदृश पद धारण किए 

मंघ लोक सेवा आयोग 
हुए हैं या 

से परामर्श करना 
) जिन्होने 550- 900 रु० 

पावश्यक नहीं है । 
के वेतनमान या ममतुल्य 
वेतनमान वाले पदों पर 

3 वर्ष सेवा की है , या 
। जिन्होने 425- 700- 800 
९० के या ममतुल्य बैतन 
मान घाले पदों पर 8 वर्षे 

सेवा की है । पोर 
- - - - - -- - - - - - 

- - - 


- 


- 
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( 1 ) जो प्रत्यक्ष कर विधि या 

संबद्ध प्रक्रिया में अनुभव 
put 
( प्रतिनियुक्ति की अवधि 
सामान्यत: 3 वर्ष से अधिक 
at Ett) 


[ 770 TO 9 -12018/ 1/80 - 71789 - ] 
जी० एस० मेहरा, प्रवर सचिव 


other matters relating to the said post shall be as specificd in 
Columns 5 to 14 of the said Schedule . 


4 , Disqualification .-- No person : 
(a ) who has cntered into or cont: acicas a maitiage with 

a person having a spouse living , or 


MINISTRY OF FINANCE 

New Delhi, the 24th June , 1982 
G . S . R 594 , - - exercise of the powers conferred by the 
proviso to article 309 of the Constitution and in superhos 
sion of the Ministry of Finance (Department of Revenue ) 
(Central Board of Direct Taxes ) Section Officer ( Excluded ) 
and Assistant ( Technical) Class Il Recruitment Rules, 1965, 
so far as it relates to the post of " Section Officer ( Excluded ) " , 
except as respect things done or omitted to be done before 
such supciscusion , the President hereby makes the following 
rulos regulating the method of Recruitment to the post of 
Section Oflicer ( Excluded ) in the Central Board of Direct 
Tavey , Ministry of l inunce (Department of Revenue ), 
namoly : - - 


( b ) who, having a spouse living, has entered into or 

contracted a martiago with any person , shall be 

eligible for appointment to the said post. 
Provided that the Central Government may, if sutisfied 
that such marriage is permissible under the personal law 
applicable to such person and the other party to the marri 
age and that there are other grounds for su doing , exempt 
any person from the operation of this rule . 


1 . Short lille und Commencement. - ( 1 ) These rules may 
be called the Ministry of Finance (Department of Re 
venue ) Section Officer ( Excluded , Central Bourd of Direct 
Taxes ) Recruitment Rules , 1982 . 

( 2 ) They shall come into force on the date of their publi 
cation in the Official Gazette . 


5 . Power to relax .- Where the Central Government is of 
the opinion that it is necessary or expedicut yo to do , it 
may, by order for vasons to be recorded in writing and 
in consultation with tho Union Public Service Commission , 
relax any of the provisions of these rules with respect to 
any class or category of persons. 


2 . Number, classification and scale of pay .-- - The number 
of the said post its classification and the scale of pay attach 
ed thereto shall be as specifiod in column 2 to 4 of the Sche 
dule annexed to these rules . 


6 . Saving. - Nothing in these rules shall affect reservations, 
Tulaxation of age limit and other concessiony required to be 
provided for candidates belonging to the Scheduled Castes, 
and the Scheduled Tribes and other special categories in 
accordance with the orders issued by the Central Govern 
ment from time to time in this regard . 


3. Method of recruitment, age limit, qualifications , etc . 
The method of recruitment, age limit, qualifications and 


SCHEDULE 


Name of post 


No . of Classification Scale of 
Posts 

Pay 


Whether Age liinit for direct 
Selection recruits 
post or 
non -selection 
Post 


Educational and other quali 
cutions required for direct 
recruits 


Whether 
bonefit of 
addod 
years of 
service 
addmissible 
under rule 
30 of the 
C . C . S . 
( Pension ) 
Rules, 1972 


ба 


- P 
Section Officer2 ( 1982) * 
(Excluded ) 


Not applicable 


Not 
applicable 


Not applicable 


General Rs. 650- 30. Not 
Central 740 -35 -810 - applicable 
Service EB - 35 -880 
Group B 40 - 1000 -EB 
Gazetted 40 - 1200 


* Subject 
to 
variation 
dependent 
on 
workload , 
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Whether age and 
educational quali- 
fications prescri- 
bed for direct re 
cruits will apply in 
the case of Pro 
motees 


Period of Method of rectt . whether In case of rectt . by promotion / If a DPC exists , what 
probation, by direct rectt. or by pro- deputation/ transfer , glades is its composition 
if any motion or by deputation / from which promotion /depu 

transfer & percentage of tation /transfer to be made 
thọ vacancies to be filled 
by various methods 


Circunistances 
in which U . P . 
S . C . is to be 
consulted in 
making rectt. 


- - 


- - 


- - 


- 


- 


- - - - 


- 


- . 


10 


11 


12 


14 


13 
Not applicable 


Not applicable 


Not appli- 
cable 


By transfer on deputation Transfer on deputation 

(i) Officers under the Cential 

Government : 
( a ) holding analogous posts ; 


Consultation 

with the U . P. 
S . C . not nece 
ssary while se 
locting an offi 
cer for appoint 
ment to the 
post . 


or 


(b ) with 3 years service in 

posts in the scale of Rs. 

550 -900 or cquivalent or 
(c ) with 8 years service in posts 

in the scale of Rs. 425- 700 

800 or equivalent ; and 
(ii ) possessing experience in 

direct taxes laws and con 
nected procedures : ( Period 
of deputation shall ordi. 
narily not exceed 3 years) . 

- - - - - - - - 


- - 


- 


- - 


[ E. No . A .12018 /1 /80 - AD . I] 

G . S . MEHRA, Under Secy . 


395 


1284 


( भार्षिक कार्य विभाग ) 

नई दिल्ली, 18 जून , 1982 
सा० का० नि० 595. - - संविधान के अनुच्छेद 309 के परन्तुक 
द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए , राष्टपति इस अधिसूचना द्वारा 
वित्त मंत्रालय , प्रार्थिक कार्य विभाग ( मैंक नोट प्रेम देवास प्रवर्गीकृत 
पौद्योगिक सबर्ग के पव ) भर्ती नियमावली, खण्ड 1975 को और आगे 
संशोधित करने के लिए निम्नलिखित नियम बनाते है : 
____ 1. ( 1) इन नियमो को विन मन्त्रालय, प्रार्थिक कार्यविभाग ( बैंक नोट 
प्रेस देवाम , अवर्गीकन प्रौद्योगिक संवर्ग के पद ) भर्ती ( संशोधन ) 
नियमावली, 1982 कहा जाएगा । 

( 2 ) ये गरकारी राजपन्न में प्रकाशित होने की तारीख से लागू 
होंगे । 
____ 2. वित्त मंत्रालय , आर्थिक कार्य विभाग ( मैक नोट प्रेस , देवास 
अवर्गीकृत प्रौद्योगिक पद ) भर्ती नियमावली , 1975 में नियम 4 को 
निम्नलिखित नियम पाग प्रतिस्थापित किया जाएगा । 

"भर्ती का तरीका, आयु सीमा पार प्रर्हता आदि : 

( 1 ) उपर्युक्त पदों पर भी का तरीका, प्रायु सीमा , अहसाए और 
तत्संबंधी अन्य विषय वह होगे जसे कि उपयुक्त को अनुसूची के कालम 
6 से 14 तक विनिविष्ट हैं । 

( 2 ) प्रायु सीमा का निश्चय करने के लिए निर्णायक नारीख भारत 
में ( अण्डमान और निकोबार तथा लक्षद्वीप से भिन्न ) उम्मीदवारों से 
प्रार्थनापत्न की प्राप्ति की तारीख होगी । उन मामलों में जहा नियुक्तियां रोजगार 
केन्द्र के माध्यम से की जाती हों , निर्णायफ तारीम्र वह अन्तिम तारीख 
होगी अब सफ रोजगार केन्द्रों को नाम भेजने के लिए कहा गया 
हो । 
( 3 ) दि प्रवरण के किसी चरण में नियुक्ति कर ने वाले अधिकारी 

की यह राय हो कि इन जातियों के लिए प्रारक्षिम पदों 
के भरने के लिए इन ममवायो से उपयुक्त अनुभव सम्पन्न 


उम्मीदवारों के मिलने की संभावना नहीं है तो नियुक्ति करने 
वाले अधिकारी के विवेक पर सीधी भर्ती के लिए 
विनिर्दिष्ट अनुभव संबंधी महताएं अनुसूचित जानियों या अनु 

मूचित जनजातियों के उम्मीदवारों के मामले में शिथिलनीय होंगी । " 
पाद टिप्पणी : भारत के राजपत्र की अधिसूचना संख्या सा . या . नि० 

235, दिनांक 21- 2- 1976, भाग 11, खण्ड (i ), पृष्ठ 
433 से 454 तक प्रकाशित मुख्य नियम देखिए । जो 

बाद में निम्नलिखित द्वारा संशोधित किए गए : 
1. अधिसूचना संख्या सा०कानि9 1028 दिनांक 17- 7- 76 
2. अधिसूचना संख्या - मदेव 1665 

27- 11- 76 
3. अधिसूचना संख्या -गव 

25- 3 - 78 
4. अधिसूचना मरूपा - सदैय 

28- 10- 78 
5. अधिसूचना संख्या - नदेव 1424 

2 - 12- 78 
6 . अधिसूचना संख्या - तदैव 

20- 1 - 79 
7. अधिसूचना संख्या - नदय 143 

27- 1 - 79 
8. अधिसूचना संख्या वैव 1207 

29- 9- 79 
9 अधिसूचना संख्या - तदैव -- 1233 
10. अधिसूचना संख्या - नदेव -- 

16- 4 - 80 
11. अधिसूचना संख्या - तदैव 

7 - 6 - 80 
12. अधिसूचना संख्या -- मदेव 

7 - 6 - 80 
13. अधिसूचना संख्या तदेव ____ 349 , 4- 1- 81 
14. अधिसूचना संख्या --नवैव 

4 - 4- 81 
15. अधिसूचना संख्या - तदेव 1051 

5 -12- 81 
[ सं० 2/ 2/ 8 1-मी० एन० पी० ] 
सी० जी० पथरोज , प्रवर सचिव 


6 - 10 - 79 


570 


610 


611 


350 


(Department of Econojnic Affairs) 

New Delhi , the 13th June, 1982 
G . S. R . 595. - In exercise of the powers conferred by 
the proviso to article 309 of the Constitution , the President 
hereby makes the following rules futher to atnend the 
Ministry of Finance, Departnient of Economic Affairs 
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dates belonging to the Scheduled Castes or the 
Scheduled Tribes. if at any stage of selection 
the appointing authority is of the opinion that 
sufficient number of candidates belonging to these 
communities possessing the requisite experience 
are not likely to be available to fill up the posts 
reserved for them ," 


( Bank Note Press , Dewas, Unclassifled Industrial Cadre 
Posts) Recruitment Rules, 1975, namely : 

1. (1 ) These rules may be called the Ministry of Finance, 
Department of Economic Affairs (Bank Note Press , DeWAS, 
Unclassified Industrial Cadre Posts ) Recruitment (Amend 
ment) Rules, 1982 . 

( 2) They shall come into force on the date of their publi 
cation in the Official Gazette . 

2 . For rule 4 of the Ministry of Finance, Department of 
Economic Affairs ( Bank Note Press , Dewas , Unclassified In 
dustrial Cadre Posts ) Recruitment Rules , 1975, the following 
rule shall be substituted , namely : 
" 4. Method of recruitment , age limit, qualification , 

etc . 
( 1 ) Method of recruitment to the said posts, age 

limit , qualifications and other matters relating 
thereto shul} be as specified in columns 6 to 14 

of the Schedule aforesaid , 
(2) The crucial date for determining the age limit 

shall be the closing date for receipt of the uppli 
cations from candidates in India (other than 
those in the Andaman and Nicobar Islands and 
Lakshadweep ) . In case the appointments are 
made through the Employment Exchange, tho 
crucial date will be the last date upto which tho 
Employment Exchanges are asked to submit the 

names . 
( 3 ) The qualification regarding experience specified 

for direct recruitment is relaxable at the discretion 
of the appointing authority in the case of candi 


Footnote . -- The principal rules published vide Notification 
No . G . S . R , 235 dated 21st Febituary , 1976, Gazette of 
India , Part II, Section 3(i), pp. 433 to 454. 
Subsequently amended by 
1 . Notification No . GSR 1028 

dt, 17- 7 - 16 
2. Notification No. GSR 1665 

ht. 27-11- 76 
3 . Notification No. GSR 395 

dt , 25- 3 - 78 
4 . Notification No. GSR 1284 

dt. 28- 10 - 78 
5. Notification No. GSR 1424 

dt. 2 - 12- 78 
6 . Notification No . GSR 75 

đt , 20- 1 - 79 
7 . Notification No. GSR 143 

dt. 27 - 1 - 79 
8. Notification No . GSR 1207 

dt . 29- 9 - 79 
9 . Notification No . GSR 1233 

dt. 6 - 160 - 79 
10 . Notification No. GSR 570 

t. 16- 4 - 80 
11. Notification No. GSR 610 

dt, 7- 6 - 80 
12. Notification No , GSR 611 

dt. 7- 6 - 80 
13 . Notification No . GSR 34 ) 

đt . 4 - 4 - 81 
14 . Notification No . GSR 350 

dt. 4 - 4 - 81 
15. Notification No . GSR 1051 

dt. 5-12- 81 


[ No . F . 2 / 2 / 80 - BNP ] 
____ C. G. PATHROSE, Under Secy . 


स्वास्थ्य और परिवार कल्याण मंत्रालय 

( स्वास्थ्य विभाग ) 

नई दिल्ली , 25 जून 1982 
साका०नि० 59 6. • संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए राष्ट्रपति एततवार। जवाहरलाल स्नातकोत्तर 
चिकित्सा शिक्षा एवं अनुसंधान संस्थान, पांडिचेरी में ममाज विज्ञानी के पद पर भर्ती की पद्धति को विनियमित करने के लिए निम्नलिखित नियम मनाने है 
अर्थात् : -- 
1. संक्षिप्त शीर्षक और प्रारम्भ : 

1. इन नियमों का नाम जवाहरलाल स्नातकोत्तर चिकिन्मा शिक्षा एवं अनुसंधान संस्थान, पांडिचेरी ( ममाज विज्ञानी ) भर्ती नियम 1982 है । 

2. ये मरकारी गजपत्र में प्रकाशित होने की तिथि को प्रवन होगे । 
2. मध्या , वर्गीकरण तथा वेतनमान : 

पदों की संख्या, उनका वर्गीकरण नथा धेतनमान वही होंगे जैसा कि अनुसूची के स्तम्भ 2 मे 4 में निर्दिष्ट है । 
3. भर्ती की विधि , प्रायुमीमा, अर्हमाए प्रादि : 

उक्त पदों पर भर्ती की विधि , प्रायुसीमा , अहंताएं तथा अन्य वातें वहीं होंगी जैसे कि उक्त अनुसूची के सनम्म 5 से 14 में निर्दिष्ट है । 
4. प्रनता: कोई व्यक्ति 

( क ) जो किसी ऐसे व्यक्ति में विवाह करमा झरती है अथवा विवाह की संविदा करता करती है जिसका कि पति या जिसकी पत्नी जीवित हो ; अथवा 
( ख ) जो ध्यक्ति एक पति / एक पत्नी के जीवित रहते हुए किसी व्यक्ति के गाथ विवाह करता /करती है प्रथया विवाह की संविदा करता /करती है, 

सेवा में नियुक्म होने का पात्र नहीं होगा । 
परम्सु केन्द्रीय सरकार यह समाधान होने पर कि ऐमा विवाह ऐसे व्यक्ति और विवाह के दूसरे पक्षकार पर लागू होने वाली स्त्रीय विधि के अधीन 
अनय है , और ऐसा करने के अन्य प्राधार हैं , किसी भी व्यक्ति को हम नियम के प्रवर्तन से छूट दे सकती है । 
5. छूट देने की शक्ति . 

जहां फेन्द्रीय सरकार का यह विचार हो कि छूट देना आवश्यक या उचित है वहां संघ लोक सेवा आयोग के परामर्श से और लिखिन कारणों के प्राधार 
पर पादेश द्वारा किमी श्रेणी या वर्ग से संबंधित व्यक्तियों को इन नियमों में मिमी उपबन्ध मे छूट दे सकती है । 
6. व्यावृति : 

इम मंबंध में केन्द्रीय सरकार द्वारा समय- समय पर जारी किये गये मादेशो के अनुमार अनुसूचित जाति / अनुमूचित जनजाति तथा विशेष वर्गों के व्यक्तियों 
के लिये जिन प्रारक्षणों और अन्य रियायतों की व्यवस्था करना अपेक्षिन है , उन पर इन नियमों की किसी बात का प्रभाव नहीं पड़ेगा । 
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पदों का नाम 


बतनमाम 


पदों की वर्गीकरण 
सम्मा 


अनुसूची 

बयन पर प्रभवा मोधकर्ती वाले उम्मी - क्या सेवा में मौधे ती गाणे उम्मीदवारों 
गैर चयन पर बवारों के लिए पात्र जोड़े गए बर्षों से अपेक्षित शैक्षिक तथा अन्य 
गीमा 

का लाभ योग्यताएं 
केन्द्रीय लिपि 
कीय सेवा 
( पेंशन ) 
नियम , 
1972 के 
नियम 30 के 
अंतर्गत मान्य 
होगा । 


- - - . - . ... ... .. .... . - -- - --- -- --- - 


- . . 


. 


- - 


- 


- 


- 


- - - 


- - 


- 


ममाण विजानी 


नहीं 


* 1 मामान्य केन्द्रीय 700- 40- 900- लागू नहीं होता 
( 1982 ) सेवा ग्रुप " क " बरी.- 40- 1100 
* कार्य - गजपत्रित अलिपिक 50-1300 १० 
भार के वर्गीय 
अनुमार 
इम मंख्या में परिवर्तन 
फिया जा मकमा है । 


35 वर्ष से अधिक नहीं 
( केन्द्रीय सरकार माग 
जारी किए गए अनुदेगों 
के अनुसार सरकारी 
कर्मचारियों के लिए 
वर्ष तक शिभिननीय ) 
नोट - आयु सीमा प्रब 

धारित करने की 
निर्णायक तारीख 
भारत के उम्मी 
बारौ से भावन 
पक्ष प्राप्त करने 
की अंतिम तिषि 
होगी ( अंगमान 
पौर निकोबार 
मषा लक्ष्यवीप के 
उम्मीदवारों को 
छोड़कर ) 


पावश्यक 
1 . किसी मान्यताप्राप्त विपन 
विद्यालय की निग्री या ममकक्ष 

योग्यता । 
2. किसी मान्यता प्राप्त विश्व 
विद्यालय या संस्था से समाज 
मेवा या ममाज कल्याण या 

मामाजिक कार्य या समाज 
विज्ञान या मामाजिक मनो 
विज्ञान या मानवविज्ञान में 
स्मातकोसर डिग्री या डिप्लोमा 
अथवा समकक्ष योग्यता । 
किमी प्रायुर्विज्ञान संस्था 
या अनुसंधान केन्द्र में मानन 
विज्ञान अथवा मेडिकल मोगल 
प्रथया सामुदायिक स्वास्थ्य 
अनुमंधान की योजना बनाने , 
संगठित करने और चलाने 
के किमी उत्तरदायी पद पर 

5 वर्षों का अनुभव । 
बांछनीय : 
1. किमी मान्यता -प्राप्त विश्व 
विद्यालय से संबर विषय 
में डाक्टरेट की डिग्री 
अथवा ममकम योग्यता 
2. अनुसंधान रीति-विज्ञान में 

प्रशिक्षण । 
3. तमिल का फार्मसाधक 

शान । 
नोट 1 : गुपहिन उम्मीदवारों 

के मामले में संघ 
लोक सेवा प्रायोग के 
थियेक पर महंताए 

णिथिलमीय है । 
नोट 2: अनुभूचित जाति पौर 

जनजाति के उम्मीव 
पारों के मामले में 
संघ लोक सेवा आयोग 
के विवेक पर अनुन 
मुंबंधी प्रहनाएं शिथि 


364 GI/32 - 2 
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1 . _ 


_ 


_ 


_ _ 


64 


56 


- - - 


- 


- 


मनीय हैं यदि चयन 
को किसी अवस्था में 
संघ लोक सेवा आयोग 
का यह विचार हो 
कि इन उम्मीदवारों 
के लिए प्रारक्षित 
रिक्त पदों को भरने 
के लिए इन आसियों 
के अपेक्षिक अनुभव 
बने बाले उम्मीदवारों 
के पर्याप्त संगया में 
उपसम्ध होने की 
संभावना नहीं है । 


- 


- 


- 


क्या सीधी भर्ती के परिवीक्षा अवधि भर्ती की विधि गीधी मी या मवि पदोन्नति प्रतिनियुक्ति स्या - मषि विभागीय पदोलति थे परिस्थितियां जिनमें 
सम्मीदवारों के लिए यदि कोई हो । पदोन्नति द्वारा प्रपया प्रतिनियुक्सि / नान्तरण द्वारा भर्ती होती तो वे ग्रेड समति है तो उसकी संरचना भर्ती के लिए संघ 
मिर्धारित मायु तथा . स्थानान्तरण द्वारा तथा विनिन्न जिममें पदोन्नति/ प्रतिनियुक्ति क्या है । 

लोक सेवा आयोग का 
योग्यताएं पदोन्नति विधियों से भरी जाने वाली रि - स्पामान्तरण किया जाता है । 

परामर्श लिया जाना 
पाले उम्मीदवारों पर 

क्तियों का प्रतिशत । 
भी लागू होंगी 


- 


- 


10 


11 


12 


13 


माग नहीं होता 


2 वर्ष 


प्रतिनियुक्ति पर स्थानान्तरण द्वारा प्रतिनियुक्ति पर स्थामान्तरण वर्ग " क " विभागीय पदोन्नति सीधी भर्तीकरते समय 
ऐसा न होने पर सीधे भी वारा । केन्द्रीय सरकार अथवा राज्य समिति ( पुष्टि के विचार और गिस अधिकारी 
सरकारों के अधीन ऐसे आधि- हेतु ) : । 

को प्रतिनियुक्त 
कारियों को ( क ) (i ) ममान 1. संयुक्त सचिव, स्वास्थ्य के लिए चुनते 

पर पर हों, अथवा और परिवार कल्याण समय संघ लोक सेवा 
( ii ) 650- 1200 २० मंत्रालय --- अध्यक्ष आयोग से परामर्श 

प्रथया समकक्ष वेसन - 2. उपमहानिदेशक - - सदस्य लेमा जरूरी है । 


वर्ष की सेवा पूरी कर 

चुके हों ; मथवा 
( iii ) 550- 900३० प्रथवा 

ममकक्ष वेतनमान के 
पद पांच वर्ष की सेवा 
पूरी कर चुके हों ; 

पोर 
( 1 ) कालम 8 में सीधी भर्ती के 

लिए निर्धारित शैक्षिक 
महंताएं और अनुपरखते 


मतकता -- - मदस्य 
मोट : पुष्टि पर विचार करने 

संबंध। विभागीय पदो 
म्नति समिति का कार्य 
या प्रायोग को अनुमोदन 
के लिए भेजा जायेगा । 
यदि, आयोग इसका 
अनुमोदन नह। कारता 
तो संघ लोक सेगा 
प्रायोग के अध्यक्ष या 
हमके किसी सदस्य 
की अध्यक्षता में विमा 
गीय पदोन्नति समिति 
की बैठक नए सिरे से 
बुलाई जायेगी । 


शवधि 3 वर्ष से अधिक नहीं 

होगी ) । 


[ पल सं० जैड- 28015/ 28/ 80- एम.ई. ( पी . जी . )] 

एस० पी० सीन, एक अधिकारी 


cruitment to the post of Social Scientist in tho Jawaharlal 
Institute of Post Graduate Medical Education and Research , 
Pondicherry , namely : - -- 


MINISTRY OF HEALTH & FAMILY WELFARE 

( Deparment of Health ) 

New Delhi , the 25th June, 1982 
G .S. R. 596. - In exercise of the powers conferred by the 
proviso to article 309 of the Constitution the President here 
by makes the following rules regulating the inethod of re 


1. Short title and commencement. — ( 1 ) These rules may 
be called the Jawaharlal Institute of Post Graduate Medical 
Education and Research , Pondicherry ( Social Scientist ) Re 
cruitment Rules, 1982. 
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( 2 ) They shall come into force on the date of their publi 
cation in the Official Gazette . 


2 . Number, classification and scale of pay. The number 
of the said post, its classification and the scale of pay attach 
ed thereto shall be as specified in columns 2 to 4 of the 
Schedule annexed to these rules. 


3 . Method of recruitment, age limit , qualification etc . — 
The method of recruitment, Age limit, quallGcations , and 
other matters relating to the said post shall be as specified in 
columns 5 to 14 of the said schedule . 


shall be eligible for appointment to the suid post : 

Provided that the Central Government may , if satisfied 
that such marriage is permissible under ihe personal law 
applicable to such person and the other party to the marri 
age and that there are other grounds for so doing , exempt 
any person from the operation of this rule . 

5 . Power to relax. — Where the Central Government is of 
opinion that it is necessary or expedient so to do , it may 
by order , for icasons to be recorded in writing and in con 
Sullition with the Union Public Service Commission , relax 
any of the provision of these rules with repect to any class 
or category of persone, 

6 . Saving . — Nothing in these ruleg shall affect reservations , 
relaxation of age limit and other concessions sequired to be 
provided for candidates belonging to the Schedules Caste , 
the Scheduled Tribes and other special catogories in accor 
dance with the orders issues by the Central Government 
from time to timo in this regard . 


4 . Disqualification . — No person , 


( a ) who has entered into or contracted a marriage with 

A person having a spouse living ; or 
( b ) who , having a spouse living, has entered into or 

contracted a marriage with any person , 


SCHEDULE 


Name of post 


No. of 

posts 


Educational and other quali 
fications required for direct 
recruits 


Classification Scale ofpay Whethor Age limit for direct Whiother 
selection recruits 

benefit of 
post or 

added 
non - yolection 

yoars of 
pogt 

service 
admissible 
under rule 
30 of the 
C . C . S . 
(Pension ) 
Rules , 1972 


1 


2 


6 


8 


LUA 


- 


- 


- 


Social Scientist 


1 * General 
( 1982 ) Central 
* Subject Service 
to variation Group A 

depen - Gazetted 
dent on Non -Minis 
work - terial 
load 


Rs. 700 -40 - Not Not exceeding 35 No 
900 - EB - 40 applicable ycass (Relaxable 
1100- 50 - 1300 

for Government Ser 
yants by 5 years in 
accordance with the 
Instructions issued by 
the Contral Govern 
ment.) 
Noto : The crucial dato 

for determining the 
age limit shall be the 
closing date for re 
ceipt of applica 
tions from candida 
tos in India (other 
than those in Andel 
man and Nicobar 
Íslands and Laksh 
dweep ). 


- - - - - - - - - 
Essential : 
(i) Degree of a recognised 

university or cquivalent . 
( ii ) Post-graduate Degree or 

Diploma in Social Servico 
or Social Welfare or Social 
Work or Sociology or 
Social Psychology of 
Anthropology of a re 
cognised University or 

institution or equivalent. 
( ili) 5 years experience in a 

responsible capacity in 
planning, organizing and 
conducting Anthropologi. 
cal or Medical Social or 
Community Health Re 
search in a Medical 
Institution or Research 

Centre . 
Desirable : 
(ii) Doctorate Degree in the 

rolevant subject from 
recognised University or 

equivalent. 
( ii ) Training in research 

mothodology . 
(iil ) Working knowledge of 

Tamil 
Note : 1 : Qualificatioins aro 

rolaxable at the discrotion 
of the Union Public Sor 
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vice Conmission in case of 
candidotes olherwise well 

qualified , 
Note : 2 : The qualification 

regarding experience is re 
Taxable at the discretion 
of the Union Public Ser 
vice Commission in the 
case of candidates bolong 
ging to Scheduled Castes 
and Scheduled Tribes if , 
at any stage of selection, 
the Union Public Service 
Commission is of the 
opoilin that sufficient nun 
ber of candidates from 
these communities pos 
sossing the requisite ex 
perience are not likely to 
be available to fill up the 
vacancies reserved for 
theni. 


If a DPC exists, what is 
its composition 


Whcthcr ago and Period of 
oducational quali. probation 
Acations proscri- if any . 
bed for direct re 
crults will apply in 
the case of promo 


Mothod of rectt. whether In case of recit. by promo 
by diroct rectt . or promo- tion /deputation /transfer, 
tion or by deputation grades from whic proino 
transfer and percentage lion deputation /transfer to 
of thevacancies to be fill - bo made 
ad by various mettods 


Circumstancos 
in which UPSC 
is to be cousul 
tod in making 
rcctt. 


teos . 


9 


10 


13 


10 
2 years 


Not applicable 


12 

14 
By transfer on deputation Transfer on Deputation Group A 

Consultation 
falling which by direct Oficers under the Central Departmental Promotion with the U . P .S . C . 
recruitment Governmontor State Committee : 

necessary while 
Governments 

(for considering confir- making direct 
(a ) (0) holding analogous posts ; mation ). 

recruitment and 
or 

selecting an 
( ii) with three years Service 1. Joint Secretary Minis - officer for ap . 

in posts in the scale of Rs. try of Health & Family pointment on 

650 -1205 or equivalent; or Welfarc - Chairman deputation . 
(lit) with five years service in 2 . Deputy Director Genc 

posts in the scale of Rs. ral - Member 

550 -900 or equivalent; and 3. Director , Administra 
(b ) possessing the educa.ional lion & Vigilance 

qualifications and expo- — Member 
rience prescribed for direct Note : The proceeding on 
recruits under column 8. the Departmental Pro 
( Period of deputation shall molion Committee re 
ordinarily not exceed 3 lating to confirmation 
years ). 

shall be sent to the 
Union Public Service 
Commission for appro 
val, If , however, these 
are not approved by the 
Union Public Service 
Commission, a fresh 
meeting of the Depart 
mental Promotion 
Cominittce to be pre 
sided over by the 
Chairman or a Member 
of the Union Public 
Service Commission 
shall be held . 

[No. 2-28015/ 28/ 80 -ME(PG ) 
S.P. BHASIN , Desk Officer. 


- 


- 


- 


- 


- - - 


- 


- - 


- 


- - - - - - 


[ग करते हुए, तi मिवाय भाषा ) के पद 
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कृषि मंत्रालय 
( रुदि और तारिता दिन.ग ) 

मई दिलमी, 25 जून , 1982 
HIotofo 597, - गष्ट्रपमि मंविधान के अनुच्छेद 300 के परन्तुन द्वारा प्रथम शक्तियों का प्रयोग करते हुए , कृषि विमानम निदेशालय (विद्यम 
इंजीनियर ) सी नियम , 1972 और कृषि विमानम मिदेशालय (विद्युत इंजीनियर ) री मंशोधन नियम , 1974 को उन मातों के मियाय मधिक्रांत करते हुए 
गिम्हे ऐसे अधिक गा के पूर्व किया गया है या करम का लोप किया गया है . कृषि विमानन निदेशालय में उप मुख्य इंजीनियर ( मलेक्ट्रोनिकी प्रौर मयंत्र ) के पद 
पर भर्ती की पद्धति का विनियमन पारने के लिए निम्नलिखित नियम बनाने है , अर्थात :--- 

1. मंक्षिप्त नाम और प्रारंभ :-- - ( 1 ) इन नियमों का मक्षिप्त नाम " कृषि विभानन निदेशालय उप मुख्य इंजीनियर ( इलेक्ट्रोनिकी और मयंत्र ) भर्ती 
नियम , 1982 " है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रथून होंगे । 

2. पद मस्या, वर्गीकरण और बेतममान .---उपन पद पदों की संख्या जगका वर्गीकरण और उसका बेतनमान ये होंगे, जो इन नियमों मे उपायस अनुसूची 
के स्तम् 2 में 4 में विनिर्दिष्ट है । 

3. भर्ती की पद्धति , पाय मीमा और अन्य महता प्राति --. उक्न पद पर भर्ती की पति, पाय म मा , प्रहलाएं और उनसे संबंधित मन्य बात ये 
होंगी जो उफत अनुसूची के मम्भ 5 से 13 में विनिर्दिष्ट है । 

4. निरहनाएं : वह व्यक्ति- - 
( क ) जिसमे एमे व्यदिन से जिसका पति या जिसकी पत्नी जीवित है , विवाह किया है, या 

( ब ) जिसमे अपने पति या अपनी पत्नी के जीवित होते हुए किसी व्यक्ति से विवाह किया है , 
उक्त पद पर नियुक्ति का पात्र महीं होगा : 

परन्तु यदि केन्द्रीय सरकार का यह ममाधाम हो जाता है कि ऐसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लागू स्वीय विधि के मधीन 
अनुमेय है पीर गामा करने के लिए अन्य प्राधार हैं , मो वह किसी व्यक्ति को इस नियम के प्रवर्तन में छूट दे सकेगी । 

5. शिथिल करने की शक्ति : जहां केन्द्रीय सरकार की यर, गय है कि ऐमा करना आवश्यक या समीचीन है , पहा वह, उसके लिए जो कारण हैं लेखमय 
करके मथा संघ लोक मेवा आयोग से परामर्ण करके , इन नियमों के किसी उपबंध को फिमी नगं या प्रवर्ग के व्यक्तियों की बाबत, आदेश द्वारा शिथिल कर 
सकेगी । 

6. व्यावृत्ति : इन नियमों की कोई भी बात ऐसे प्रारक्षणा, प्राय मीमा में छूट और अन्य रियायतो पर प्रभाव नहीं डालेगी, जिनका केन्द्रीय सरकार द्वारा 
म संमंध मे समय-समय पर निकाले गए प्रादेशों के अनुमार अनुसूचित जातियों, अनुसूचित जनजानियो और अन्य विशेष प्रवगों के व्यक्ाियों के लिए उपबंध 
करमा अपेक्षित है । 

अनुसूची 


पद का नाम 


पदों की ४ 


वर्गीकरण 


मनमान 


चयन पद अथवा 
प्रथयम पद 


सख्या 


सांधे कती किए जाने वाले सेवा में जोड़े गये मांध भी किए जाने 
व्यक्तियों के लिए प्राय वर्षों का फायदा वाले व्यक्तियों के लिए 
मामा 

केन्द्रीय मिचिन शशिफ और अन्य 
मेघा ( पेंशन ) पहलाएं 
नियम , 1972 
के नियम 30 
के अधीन अन 
शेय है या नहीं 


• - - 


- - 


- 


- 


- - 


2 


5 


6क 


7 


- - 


- 


- 


- 


- 


एक 


1500- 60- 1800 लाग नहीं होता 


नहीं 


उप मुख्य इंजीनियर 
( इलेक्ट्रोनिकी पोर 
संयंत्र ) 


साधारण केन्द्रीय सेवा 
समूह "क " राजपत्रित 


43 वर्ष से अधिक नहीं ( भर- 
फारी मेयकों के लिए शिथिल 
की जा सकता है ) 
टिप्पणः प्रायु सीमा अवधागिन 

फरने की निर्णायक 
नारीख भारत में 
पहने थाने अभ्य 
यियों से ( उनमें 
निमो अंदमान 
मोर निकोबार ग 
मधा लक्षदीप में 
रहने हैं ) भावेधन 


मावश्यक : 
( 1 ) किमी मान्यता 
प्राप्त संस्थान में 
विधुन या इलेक्ट्रॉनिकी 
मीनियर में विप्लोमा 

या 
कित : मान्यताप्राप्त 
विश्वविद्यालय से 
भौतिक विज्ञान या 
गणिन विषयों सहित 
विज्ञान में उपाधि या 
ममतुम्य . 
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- 


-- - 


- 


- 


- 


- - 


- 


- - 


- 


- 


- 


- 


- - 


12 


5 


68 


प्राप्त करने की 
अंतिम तारीख होगी । 


( 2 ) निम्नलिखित 
समूहों में वायुयान 
अनुरक्षण इंजीनियर 
वायुयान रेडियो प्रनु 
रक्षण इंजीनियर में 
ममुशप्ति : 
समूह "क "- प्रव 
पौर ख की अनुरक्षण 
पनुप्ति वायुयान 
रेडियो जिसके अंतर्गत 
वायुषाहित रेडियो 
संचार भोर विक 
चालन उपस्कर मा 
जाएं । 
समूह " "- प्रवर्ग म 
की अनुरक्षण वायुयान 
इंजीनियर अनुज्ञप्ति 
जिसके अंतर्गत विद्युत 
उपस्कर मोर इंजन 
ज्वलन माधिन मा 
जाएं । 
समूह "ग "-प्रवर्ग भ 
वायुयान अनुरक्षण 
इजोनियर अनुज्ञप्ति 
जिसके अंतर्गत यंत्र 
को पालित पौरविद्युत 
चालित वायुयान मोर 
इंजन उपकरण मा 

जाएं । 
( 3 ) संचार/विक पालन 

जास्फर या वायुयान 
विद्युत/ बलन उपस्कर 
या पायुकान यांत्रिक 
विद्युत उपकरणों 
अनुराग मोर उन्हें 
मारहाल करने का 
10 वर्ष का अनुभव 
टिप्पण : ( 1 ) मई ताएं 

मन्या समुप्रहित मय 
थियों की दशा में 
संघ लोक सेवा प्रायोग 
के विवेकानुमार शिथिल 

को आ सकती हैं । 
टिप्पण : ( 2 ) प्रमुभव 
संबंधी प्रर्हताएं संघ 
लोक सेवा प्रायोग के 
विवेकानुसार अनुसूचित 
जातियों अथवा अनु 
सूचित जन जातियों 
के प्रध्यमियों 
के मामले में उस 
पशा में शिथिल को 
जा सकती हैं जबकि 
चपन के किसी प्रक्रम 
पर संघ लोक सेवा 
पायोग को यह राय 
है कि इनके लिए 
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64 


प्रारक्षित रिक्तियों 
को भरने के लिए 
अपेक्षित अनुभव रखने 
वाले इन ममुदायों 
के अभ्यर्थी पर्याप्त 
संख्या में उपनन्ध 
नहीं हो सकेंगे । 


वांछनीय :किसी विमा 
मन संगठन में तकनीकी 
प्रशासन या इले 
स्ट्रीमिकी या विद्युत 
या उपकरण मरम्मत 
कर्मशाला में कार्य 
करने का अनुभव 


में भर्तीकिए जाने परिवीला को 
पाले व्यक्तियों के लिए अधि, यदि कोई 
विहित प्राय पोर हो 
शैक्षिक अहंताएं प्रो 
अति की दशा में लागू 
होंगमा नहीं 


भर्ती को पति/भर्ती मीधे होगी प्रोन्नति प्रतिनियुक्ति स्थानान्तरण यदि विभागीय प्रोन्मति समिति पर्ती करने में किम 
या प्रोन्नति वारा या प्रतिनियुक्ति हारा भर्ती के दशा में श्रेणियाँ हैलो उसकी संरचना 

परिस्थितियों में संघ 
स्थानानतरण द्वारा भर्तीकिए जाने जिनसे प्राग्नति प्रतिनियुक्ति/ स्था 

लोक सेवा प्रायोग मे 
वाल ििकयों की प्रतिशतता नांतरण किया जाएगा 

परामर्श किया जाएगा 


- - -- - -- - - - 


- - - - - - - - - 


- 


10 


11 


12 


- - - . .- -- 
प्राय: - महीं 
शैक्षिक पईनाएं - - 


यो वर्ष 


प्रोन्नति/प्रतिनियुक्ति पर स्थान 
तरण ( जिसके अंतर्गसमस्यावधि 
संविदा भी है ) रा जिसके न हो 
सकने पर सीधी भर्ती द्वारा 


प्रोन्नतिः ( प्रतिनियुक्ति पर स्थाना - पुष्टि पर विचार के लिए समूह नयम प्रत्येक प्रम्पर 
तरण ) जिसके अंतर्गत प्रल्पावधि " क " विभागीय प्रोम्नति पर संघ लोक सेवा 
संस्किो में है । 

समान में निम्नलिखित होंगे पोयोग के पगम से 
( क ) ( 1 ) भारतीय वायु सेमा प्रर्थात् :- - 

किया जाएगा । इन 
की भानिक इंज निगरी 1. संयुक्त सचिव (निवेश ) नियमों के किन्हीं उप 
( इलेक्ट्रोनिकी ) शाखा के ऐसे 

- - अध्यक्ष बंधों को संशोधित 
फ्लाइट सेफ्टनेंट या स्वाइन 2. संयुक्त सचिव (प्र० ) शिपिल फरते समय 
सीपर जिन्हें वायुयान विद्युत 

- सदस्य प्रायोग से परामर्श 
और संयंत्र उपकरण या रेडियो 3. निवेशक (पपी ) करना आवश्यक है । 
उपस्कर के सुरक्षण और उसके 

- - सदस्य 
अंगरहाल करने का 10 वर्ष का 4. निदेशक ( कृषि विमानन ) 
अनुभव हो । 

- - सदस्य 
(:: ) स्तम्भ 7 ( 2 ) में उल्लिखित 5. संयुक्त प्रायुक्त ( मोबी 
तनों सभहों में से किसी एक में एफ ) 
11 वर्ष के भीतर वायुयान 

- - सवस्य 
अनुरक्षण इंजनियर/ वाययान टिप्पम : पुष्टि से संबंधित 
रेडियो अनुरक्षण में विभागीय प्रोन्नति समिति 
अनुप्सि प्राप्त करनं होगी की कार्यवाह यां संघ लोक 
पोर उसे समूह में दूसरी अनु. सेवा प्रायोग के अनमोपनार्थ 
अप्ति उसके पश्चात् एक वर्ष भेजी जाएंगी किन्तु यदि 
के भीतर मास करनी होगी । प्रायोग इनका अनुमोदन नहीं 
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- - 


- 


- 


- 


- 


- 


- 


O 


10 


__ 11 


13 


12 


___ 12 


( य ) केन्द्रीय राज्य सरकारों है तो विभागीय प्रमनि 

लोक उस क्रमों अर्थ मरकारी समति की बैठक संपनीर 
स्पागम या कानन मंगठन में मेवा प्रामाग के प्रया 
मदण्य पद धारण करने वाले किन साधताना 
अधिकारी या ऐसे अधिकारी में फिर मे योग । 
जिलोंने 1100 -150 ) या मन . 
तुल्य मतनमान बाले पदों में 5 
वर्ष सेवा की है और जो स्तम्भ 
7 में मे मीधी भर्ती किए जाने 
धाले व्यक्तियों के लिए विहिन 

गक्षिक अशा रखने हैं । 
( प ) मा विभागीय ज्येष्ट रेशियों 

ईये नियर जिसने उस श्रेगों में 
नियमित प्राधार पर 5 वर्ष 
सेवा की है और जी स्तम्म 7 
में मधी भर्तीकिए जाने वाले 

निक्षयों के लिए ( 1 ) और 
( :: ) में विहिा कि महंताएं 
रखता है, पर विचार किया 
जाएगा और यवि पद पर 
नियुक्त के लिए उसका चयन 
कर लिया जाता है तो उस पर 
फो प्रोन्नति द्वारा भरा गया 
समझा जाएगा । ( प्रतिनियुक्ति 
संविदा की मर्वाध सामान्यत : 
4 वर्ष से अधिक नहीं होगी । 


[ मं० 2- 29/ 7 :- 


एम . ] 


s speci 


and other matters relating to the said post shall be 
lied in columns 5 to 13 of the Schedule aforesaid . 

4 . Disqualification . — No person -- 


(2 ) who has entored into or contracted a marriage with 

a person having a spouse living , or 


MINISTRY OF AGRICULTURE 

( Dept . of Agri. & Cooperation) 

New Delhi, the 26th June , 1982 
G . S . R . 597. - In exercise of the powers conferred by 
the proviso to article 309 of the Constitution and in super 
session of the Directorate of Agricultyral Aviativn ( Elecuri 
cal Engineer ) , Recruitment Rules , 1972, and the Directorate 
of Agricultural Aviation ( Electrical Engineer ) Recruitment 
(Amendment) Rules , 1974 except in respect of things done or 
omilted to be done before such supersession , ihe President 
hereby makes the following rules regulating the method of 
recruitment to the post of Deputy Chief Engineer (Electro 
nice and Instruments ) , in the Directorate of Agricultural 
Aviation, namely : 

1. Short title and commencement. - - ( 1 ) Theso rules may 
to called the Directorate of Agricultural Aviation , Deputy 
Chief Enginer ( Electoruics and Instrionts ) Recruitment 
Ruley, 1982. 

( 2 ) They shall come into force on the date of their publl . 
cation in the Official Gazette . 


( b ) who, having a spouse living , has entered into or 

contracted a marriage with any person , 
shall be eligible for appointment to the said post : 

Provided that the Central Government may , if satisfied 
that such marriage is permissible under the personal law 
applicuble to such person and the other party to the mar 
age and that there are other grounds for so doing , exempt 
any person from the operation of this rule . 

5 . Power to relax. - - Where the Central Government is of 
opinion that it is necessary or expedicnt so to do, it may , 
by order, for reasons to be recorded in writing and in con 
sultation with the Union Public Service Comundssion , relax 
any of the provisions of these rules with respect to any class 
of category of persons . 
__ _ 6. Saving. - Nothing in these rules , shall affect reservations , 
relaxation of age limit and other concessione required to ho 
provided for tho Scheduled Castes , the Scheduled Tribes and 
other special categories of persons in accordance with the 
orders issued hy the Central Government from time to time 
in this regard. 


2. Number, classification and scale of pay. The number 
of the said post. its classification and the scale of pay attach 
ed thereto shall be as specificd in columns 2 to 4 of the 
Schedule annexed to those 17les. 

3 . Method of recruitment, age limit and other qualifications 
ctc . - --The method of recruitment, age limil, sualifications 
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SCHEDULE 


wi . . 


- 


- 


- - 


Name of Post 


No . of Classifi - 

Posts cation 


Scale of 
Pay 


Age limit for diroct 


Tecruits 


Whether 
Selection 
post or 
non -Selec 
tion Post 


Educational and other qualifi 
cations required for direct to 
cruits. 


Whether 
benefit of 
added 
years of 
service 
admissible 
under rule 
30 of the 
C . C . S . 
(Pension ) 
Rulos , 1972 


5 


6a 


Deputy Chief 


î 


General 


Doputy Chlof 
Engineer 
( Eloctronics and 
Instruments). 


Rs. 1500 -60. Not 
1800 applicable 


Rs. 1500-60. Not 


General 
Catral 
Servico 
Group ‘ A 
Gazetted . 


Not exceeding 45 No. 
years (Rolaxablo for 
Goverament servants ). 
Note : Tho crucial 
date for determining 
the age limit shall 
be tho closing date 
for receipt of app]l 
cations from candi 
dates in India (other 
than those in Anda 
man and Nicobar 
Islands and Laksha 
dwcop ) . 


Essential 
(1) Diploma in Eloctrical or 

Electronics Enginooring 
of a rocognisod Institution , 

OR 
degree in Science with Phy 

sics or Mathematics as 
a cloctivo subjoct of a 
recognised University or 

equivalent. 
(11) Aircraft Maintenance 

Engineor /Aircraft Radio 
Majatenance Englaoer 

Ilcance in any one of the 
undormontioned groups : 
Group A - Aircraft Radio 

Maintenance , Engineer li 
conces la category A & B to 
cover Airborne Radio Com 
munication and Naviga 

tion equipment. 
Group B - Aircraft Mainto 

panco Engincor Licencog in 
Catogory X to cover 
Electrical equipmont and 
Engino Ignition Apparatus 
Group C ---Aircraft Main 
tenance Engineer ſconces in 
category X to cover 
Mochanically and Eloctri 
cally oporated aircraft and 

Engine Instruments, 
( ill ) 10 years eperlenco in 
maintonance and ovorhaut 
of communication /Naviga 
tion equipment or aircraft 
Electrical/Ignition equip 
ment or Aircraft mochani. 
cal Electrical Instruments . 
Noto 1 : Qualifications 
are relaxable at tho dis 
cretion of the Union Pub 
lc Service Commission 
in caso of candidatos 

otherwise woll qualifod . 
Noto 2 : The qualification ( ) 

regarding exporlonco is/ 
aro rolaxablo at the dis 
crotion of the Union 
Public Service Comma 
sion in the case of candi 


364 GI/82 -- 3 
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2 


- 


- 


- 


- 


- 


- - - 


- 


- 


- -- - 


dates belonging to Sche 
duled Castes and Scho 
dulcd Tribos if, at any 
stage of selection , tho 
Union Public Service Com 
mission is of the opinion 
that sufficient number of 
candidates from these 
communities possessing 
the requisite experience are 
not likely to be available 
to fill up the vacancies re 

served for them . 
Desirable : 
Experience in Technical 

Administration of Electro 
nics or Electrical or Ins 
trument Repairer Work 
shop in an aviation Orga 
nisation , 


- 


Whother age and period of 
oducational quali- probation , 
fications prescri- If any. 
bed for diroct re 
cruits will apply in 
tho caso O . promo 
tees . 


Method of rectt. whether In case of rectt. by promo- 
by direct rectt. or by promo- tion /deputatlon / transfer 
tion or by deputation /trans- grades from wbich promo 
fer and percentage of the tlon /deputation /transter to 
vacancies to bo filled by bemade. 
varlous methods 


Jia DPC exists , what is Circumstances in 
its composition 

which U . P . S . C . 
is to be con 

sulted in 
making rectt. 


9 


10 


11 


12 


13 


Age : No: 2 your 
Educational 
Qualifications : Yes 


By promotion /transfer Promotion /transfer on depu - Group A Departmental Selection on 

on deputation inclu - tation ( including short- term Pronotion Committee cach occassion 
dlag short-term contra - Contract) ; 

(for considering Con - shall be made in 
ct) failing which by (a )(1) Fit. Lt, or San . Ldr. offirmation ) consisting of : consultation 
direot recruitment. aeronautical Engineering 1. Jt. Secy ,-- -Chairman with UPSC . 
( Electronics ) Branch of IAF ( Inputs ). 

Consultation 
with 10 years experience in 

with the com 
maintenance and overhaul 2 . Jt. Socy, - - Member inission also 
of Aircraft clectrical and (Admn . ) 

Docessary while 
instruments or radio equip - 3. Director (PP ) - Member amending/ rola 
ment. 

4 . Director - Member xing any of the 
( il) Must acquire Aircraft Agricultural Aviation provisions of 

Maintenance Engineer /Alr- 5. Jt. Commissioner the rules, 
craft Radio Maintenance (CBF ) - -Momber. 
Engineer licence in any ono Note :- - Tho procoeding 
of the three groups men - of the Departmental 
tioned in column 1 ( li ) Promotion Committee 
within it years and second relating to confrma 
licence of the same group tion shall be sont to the 
within 1 year thorcafter. commission for appro 
(b ) Officers under the Con val. If, however , these 

tral/State Governments/ are not approved by the 
Public Undertakings / Semi tho Commission , a 
Goveromont/Autonomous fresh meeting of the 
or Statutory Organisations Departmental Pro 
holding analogous posts or notion Committec 10 
with 5 yongservice in posts bo presided over by the 
Ir the scale ofRs. 1100 - 1600 Chairman or a Mom 
or equivalent and possosing ber of the UPSC . shall 
the educational qualifica - be held . 
tions laid down for direct 
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10 


11 


12 


13 


recruits under column 7 . 
( c ) The Departmental Senior 

Ridio Engineer with 5years 
rogular scryice in the grado 
and possessing ossential 
qualifications (i) and (ii) 
prescribed for direct re 
ciuitmo t in column 7 shall 
be considered and in caso 
ho is selected for appoirit 
ment to the post the samo 
shall be deemed to have 
been Alled by promotion . 
(Period ofdeputation /contract 

shall ordinarily not exceed 
4 years). 


[ No. 2-29/ 72- PPS ] 


सा . का . नि . 598. - - राष्ट्रपति , संविधान के अनुच्छेष 300 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए, वनस्पति रक्षण संगरोष सपा 
संभयन निदेशालय , फरीदाबाद में निदेशक , केंद्रीय फीटनाशी प्रयोगशाला के पद पर भर्ती की पद्धति का विनियमन करने के लिए निम्नलिखित नियम बनाते हैं ; 
प्रात् : 


___ 1. संक्षिप्त नाम और प्रारंभ: ---( 1 ) इन नियमों का संक्षिप्त नाम धनस्पप्ति रक्षण संगरोध तथा संभयन निदेशालय निदेशक केंद्रीय कीटनाशी प्रयोगशाला 
भर्ती नियम , 1982 है । ( 2 ) ये राजपत्र में प्रकाशम की तारीख से प्रवृस्त होंगे । 


2. पद संख्या , वर्गीकरण और वेतनमान : - उक्त पद की संख्या , उसका वर्गीकरण और उसका घेतनमान वे होंगे , जो इन नियमों से उपायब अनुसूची 
के स्तम्भ 2 से 4 में विनिविष्ट हैं । 


3. भर्ती की पद्धति , प्रायु सीमा और अन्य अर्हताएं प्रावि : - उमत पद पर भर्ती की पति, मायु सीमा महंताएं और उससे संबंधित पम्य मार्ते वे होंगी 
जो उक्त अनुसूची के स्तम्भ 5 से 13 में विनिर्दिष्ट हैं । 


4, निरर्हताएं : - वह व्यक्ति --- 


( क ) जिसने ऐसे व्यक्ति से , जिसका पति या जिसकी पली जीवित है, विवाह किया है, या 


( ख ) जिसने अपने पति या अपनी पत्नी के जीवित होते हुए किसी व्यक्ति से विवाह किया है , 
उपत पद पर नियुक्ति का पात्र नहीं होगा : 


परन्तु यदि केंद्रीय सरकार का यह समाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लागू स्वीय विधि के मधीम 
मनुज्ञेय है और ऐसा करने के लिए अन्य माधार हैं तो वह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकेगी । 


5. शिथिल करने की शक्ति : -- जहां केंद्रीय सरकार की यह राय है कि ऐसा करना प्रावश्यक या समीचीन है, वहाँ यह उसके लिए प्रो कारण हैं उन्हें 
लेखन करके तथा संघ लोक सेवा प्रायोग से परामर्श करके , इन नियमों के किसी उपबंध को किसी वर्ग या प्रवर्ग के म्यक्तियों की बाबत, भावेश द्वारा 
शिथिल कर सकेगी । 


__ _ 6, व्यावृत्ति : -- इन नियमों को कोई भी गात ऐसे प्रारमणों , प्रायु सीमा में छूट और अन्य रियायतों पर प्रभाव नहीं डालेगी, जिनका केंद्रीय सरकार द्वारा 
इस संबंध में समय समय पर निकाले गए प्रादेशों के अनुसार अनुसूचित जातियों , अनुसूचित जनजातिमों पार पन्य विशेष प्रवर्गों के व्यक्तियों के लिए 
उपबंध करना अपेक्षित है । 
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मनुसूची 


पद का माम 


वेतनमान 


पयों की पर्गीकरण 
संख्या 


जयम पद अपना सीधे भर्ती किए जाने सेवा में सीधे भर्ती किए जाने वाले 
भनयन पर बाले व्यक्तियों के लिए जोड़े गार व्यक्तियों के लिए शैक्षिक 
मामु सीमा 

वों का और अन्य महताएं 
फायवा केंद्रीय 
सिविल 
सेवा (पेंशन ) 
नियम , 
1972 के 
नियम 30 
के अधीन 
मनुमेय है 
या नहीं 


- 


3 


5 


नहीं 


मिदेशक (केंद्रीय ( 1981 ) साधारण केन्द्रीय 2000-125/ 2 
कीट-नाशी प्रयोगशाला * कार्य- सेवा समूह "क " 225000 

मार के राजपत्रित 
प्राधार 
परि 
वर्तन 
किया जा 
सकता 


लागू नहीं होता अधिमानत : 50 वर्ष 

से कम 
टिम्पण : प्रायु सीमा 
अवधारित करने लिए 
निर्णायक तारीख भारत 
में रहने वाले मम्यपियों 
से ( उनसे मिल जो 
अंदमान और निको . 
बार पीप समूह तथा 
लमवीप में रहते हैं ) 
भावेदन प्राप्त करने 
के लिए नियत की गई 
प्रतिम तारीष होगी । 


प्रावश्यक : 
( 1) किसी मान्यताप्राप्त 
विश्वविद्यालय से कीट 
विज्ञान | सूत्र कृषि विज्ञान 
पावप रोग विज्ञान | रसायम 
विज्ञान ( फार्मनिक ) 
मा जंष रसायन विज्ञान 
में डाक्टरेट की उपाधि 
( 2 ) पादप रक्षण कार्य 

का पर्यवेक्षीय हैसियत 
में 14 वर्ष का व्यावहारिक 
मनुभव (जिसमें अनुसंधान 
कार्य का पर्याप्त अनुभव 
सम्मिलित है ) जिसमें 
से 5 वर्ष की अनुभव 
पीड़फनाशी के रजिस्ट्री 
करण और पीड़कनाषी 
विधान के प्रवर्तन के 

क्षेत्र में होना चाहिए । 
टिप्पण : 1 मईताएं भन्मपा 
सुहित मयपियों की 
दशा में संघ लोक सेवा 
भापोग के बिकानुसार 
शिथिल की जा सकती 


2. अनुभव संबंधी महताए 
संघ लोक सेवा प्रायोग 
के विवेकानुसार मनुसूचित 
जातियों अथवा मनुसूचित 
जनजातियों के प्रभ्य 
मियों के मामलों में उस 
दशा में शिथिल की जा 
सकती है , जब कि यम के 
किसी प्रक्रम पर संप लोक 
सेवा भायोग की यह 
राय हो कि इनके 
लिए प्रारक्षित पदो पर 
भर्ती के लिए प्रपेक्षित 
अनुभव रखने वाले 
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इन समुदायों के 
अम्पर्षी पर्याप्त संख्मा 

में उपमन्म नहीं हो सकेंगे । 
नांछनीय : 
( 1) मीटनाशी प्रयोगशाला 

को चलाने की पर्याप्त 
प्रशासकीय अनुभव और 

अनुसंधान कार्य का अनुभव । 
( 2 ) कीटनाणी की वालिटी 

और रक्षण से संबंधित 
परियोजनाओं की योजना 
सगठन और समन्वम 
करने के कार्य का पमु 


- 


- 


- 


सीधे भती किए परिवीक्षा की 
जाने वाले व्यक्तियों प्रधि, यदि कोई 
के लिए विहित मायु हो , 
पौर शैक्षिक भर्हताए 
प्रोन्नति की दशा में 
लागू होगी या नहीं 


भर्ती की पति/भर्ती सीधे होगी प्रोन्नप्ति/ प्रतिनियुक्ति/ स्थाना- यदि विभागीय प्रोप्रति भर्ती करने में किम 
या प्रोन्नति द्वारा या प्रति- तरण द्वारा भी की षशा समिति है तो उसकी परिस्थितियों में संच 
नियुक्ति स्थानान्तरण द्वारा में वे श्रेणियां जिनसे प्रोमति संरचना 

लोक सेवा आयोग 
भर्ती किए जाने वाली प्रतिनियुक्ति / स्थानान्तरण 

से परामर्श किया 
रिक्तियों की प्रतिशतता किया जाएगा 

नापगा 


10 


11 


12 


___ 13 


लागू नहीं होता 


2 वर्ष 


सीधी भर्ती द्वारा जिसके म हो प्रतिनियुक्ति पर स्थानान्तरण ( पुष्टि पर विचार करने चयन प्रत्येक अवसर 
सकने पर प्रतिनियुक्ति पर (जिसके अंतर्गत अरूपाविधि के लिए ) समूह " म " पर संघ लोक सेगा 
स्थानान्तरण द्वारा (जिसके संविधा भी है ) 

विभागीय प्रोन्नति प्रामोग के परामर्श 
अंतर्गत प्रल्पाविधि संविधा केंद्रीय / राज्य सरकारों / लोफ 1. संयुक्त सचिव ( म० र . से किया जाएगा । 
भी है ) 

उपक्रमों | भई सरकारी तथा सं० ) कृषि विभाग 
स्वायत्त या कानूनी संगटनों प्रध्यक्ष 
कृषि विश्वविद्यालयों / मान्यता 2. संयुक्त सचिव ( प्रशासन ) 
प्राप्त अनुसंधान संस्थानों कृषि विभाग --- 
या परिषदों के ऐसे अधिका - सवस्य 
रियों --- 

3. वनस्पति रहण समाह 
( क ) ( 1 ) सदृश पद धारण कार, बनस्पति रमाण 
किए हुए हैं, या ( 2 ) संगरोध तथा चयन 
जिन्होंने 1800 - 2000 २० निदेशालय - सषस्य 
के या समतुल्य वेतनमाम वाले टिप्पण : पुष्टि से संबंधित 
पद पर 2 वर्ष सेवा की है । विभागीय प्रौषति समिति 
( 3 ) 1500-1800 / 2000 की कार्यवाहियां प्रायोग 

रु० के या समतुल्य वेतन के अनुमोदनार्थ भेजी 
मान वाले पद पर 5 वर्ष सेषा जाएंगी (किन्तु यदि 
की है । पौर 

प्रायोग छनका अनुमोदन 
( ख ) जिनके पास स्तंभ 7 में महीं करता है तो विभा 
सीधी भर्ती किए जाने वाले गीय प्रोन्नति समिति की 
व्यक्तियों के लिए विहित बैठक संघ लोक सेवा 
शैक्षिक महंताएं और अनुभव प्रायोग के अध्यक्ष या 
हैं ( प्रतिनियुक्ति/ संविदा की सदस्य की प्रध्यक्षता 
अवषि 5 वर्ष से अधिक नहीं में फिर से होगी ) 
होगी ) 


[ सं० 13- 7/ 77- पीपीएस ] 
पी०के० तेमनी निवेशक , पमस्पति रमा 
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G .S . R . 598 . . in exorcise of the powers conferred by the 4 . Disqualification . - No person , 
proviso to article 309 of the Constitution , the President here 
by makes the following rules regulating the method of re 

(a ) who has entered into or contracted a marriage with 
cruitment to the post of Director, Central Insecticides Labora 

A person having a spousc living, or 
tory in the Directorate of Plant Protection, Quarantine and 
Storage , Faridabad , namely : 

(b ) who, having a spouse living, has entered into or 

contracted a marriage with any person , shall bo 

eligible for appointment to the said post : 
1, Short title and commencement. - ( 1) These rules may be 
called the Directorate of Plant Protection , Quarantine and 

Provided that the Central Government may , if satisfied 
Storago , Director, Central Insecticides Laboratory , Recruitment that such marriage is permissible under the personal law 
Rules, 1982. 

applicable to such person and the other party to the marri 
ago and that there are other grounds for so doing , cxempt 

any person from the operation of this rule . 
(2 ) They shall como into force on the date of their publi 
cation in the Official Gazette. 

5 . Power to relax . Where the Central Government is of 

opinion that it is necessary or expedient so to do , it may , 
2 . Number, classification and scale of pay.-- The numher of 

by order , for reasons to be recorded in writing and in con 
the said post, its classification and the scale of pay attached 

sultation with the Union Public Service Commission relax 
thereto shall be 0.9 specified in columns 2 to 4 of the Sche 

any of the provisions of these rules with respect to any class 
dule annexed to these rules. 

or category of persons. 

6 . Saving.- -Nothing in these rules shall affect reservations, 
3 . Method of recruitment, age limit and other qualifications. relaxation of age limit and other concessiorts required to be 
etc . - - The method of recruitment, age limit, qualifications and provided for the Scheduled Castos , tho Scheduled Tribes and 
olher matters relating to the said post shall be as specified orders issued by the Ceniral Government from timo to time 
in columns 5 to 13 of the Schedule aforesaid . 

in this regard 


SCHEDULE 


Classification 


Scale of pay 


Nam of post No. of 

posts 


Whether Age limit for direct 
selection recruits 

post or 
non golect 
tion post 


whether Educationaland cther queli - 
benefit of fications required for direct 
added years 

recruits 
of service 
admissible 

under rulc 
30 of the 
C . C . S . 
( Pension ) 
Rules 1972 


1 


2 


3 


4 


5 


6 


6a 


No 


1 General Central Rs. 2000 -125 /2 N . A . 
( 1981) Service group (A ) 2250 
Subject Gizetted . 


vuria tio 
dependent 

OD 
worklord . 


Preferably below 50 

years 
Note : the cruciv ] date 
for determining the age 
limit shall be the clos . 
ing date for receipt of 
applications from 
candidates in India 
(other then those 
in Andamon & 
Nicob - r Islands and 
Likshadweep ). 


Essential : 
(i) Doctorate Degree in Ento 

mology/Nomatology / 
Plant Pathology /Chemis . 
try ( Organic ) or Bio 
Chemistry from a re 
cognised University or 

equivalent. 
( ii ) 14 year s practical ex 

perience in a supervi 
sory capacity of plant 
protection work (includ 
ing adequate experience 
of research ) out of which 
5 years experience should 
be in the Neld of registra 
tion of pesticides and 
enforcement of pesticides 

legislation . 
Nute 1 : Qualifications aro 

relaxable at the discretion 
of the UPSC in case of 
candidatos otherwise well 

qualified . 
Note 2 : The qualification ( s) 

rogi rding experience is/are 
relaxable lit the discretion 
of the U . P . S . C . in the case 
of candidates belonging to 
Scheduled Castes and 
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1 


3 
- 


- 


- 


- 


- 


- - 


- - 


- - 


- 


- - 


- - - 


- 


- 


- 


-- 


- 


- 


- 


- 


- - - 


- - 


- - - - - - - - 
Scheduled Tribes if , at iny 
stage of selection the 
U . P . S . C . is of the opinion 
that sufficient number of 
candido tes from these con 
munities possessing the 
requisite experience are not 
likely to be available to fill 
up the vacancies reserved 
for thein , 


Desirable : 


(1) Adequato administrative 
experience of running in 
insecticide Laboratory and 
research experience . 
( li) Experience of planning , 
orga nising and co -ordina 
tion projects relating to 
quality and safety of 
pesticides. 


mm 


10 


11 


13 


Whether age and Period of Method of recruitment In case of recruitment by pro . If a DPC exists what is Circunstances 
cducational quali - probation , whether by direct recruit - motion / deputation /transfer, its compositions 

in which the 
fications prescrib - if any ment or by promotion gredes from which pro . 

U . P . S . C . is 
ed for direct re or by deputation /transfer motion deputation /transfer 

to be consul 
cruits will apply in and percentage of the to be made 

ted in making 
the case of vacancies to be filled by 

recruitment 
promotees 

various methods 
8 

12 
NA 2 years By direct recruitment fail - Transfer on deputation ( includ - Group A D . P. C . (for Solection on each 

ing which by transfer on ing short-term contract: considering confirmation ) cccasion shall be 
deputation (including Officers under the Central/Sta to 1 . JointSecretary (PP & S ) me de inconslta 
short-term contract ) Govts / Public Underta king D /o Agriculture sution with U . P . 
Seini Govt ., Autonomous 

- Chairman S . C . 
or Statutory Organisations / 2 . Joint Secretary ( Admn) 
Agricultural Universities/ D /o Agriculture 
recognised Research Insti 

- Member , 
tutions or Councils . 3, Plant Protection Ad 
(a ) (i) holding analogous posts ; viser to the Govt. of 

OR 

Jodja Dte . of PPQ & $ 
( it ) with 2 years service in the 

- Member . 
posts in the scale of Rs. Note : The proceedings of 
1800 -2000 or equivalent ; the DPC relating to con . 
OR 

firmation shall be sent 
( iii ) with Syears service in post to the Commission for 

in the scale of Rs. 1500 - 1800 / 8pproval. If however 

2000 or equlyolent; and these are notapproved 
(b ) possessing theeduca tional by the Ccmmission a 

qualifications & experience fresh meeting of the 
prescribed fordirectrecruits DP. C . to be presided 
under Col, 7. (Period of depų - over by the Chairman or 
tation contractshallnotcx - member of the UPSC 
ceed 5 ycars ). 

shrul be held . 

(N3. 13-7/ 77- PPS] 
B . K . TAIMNI, Director (P.P .) 
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___ नई दिल्ली, 23 जून , 1982 
सा० का० मि० 59g - गष्ट्रपति संविधान के अनुच्छेद 309 के परन्तुफ द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए कृषि मंत्रालय ( तकनीकी अराजपत्रित 
समूह " " और समूह " ग " पर भर्ती) नियम, 1959 का मोर संशोधन करने के लिए निम्नलिखित नियम बनाते हैं , अर्थात : 
___ 1 ( 1 ) इन नियमों का संक्षिप्त नाम कृषि मंत्रालय ( तकनीकी अराजपत्रित समूह " ख " और समूह "ग " पद भर्ती " (मंशोधन ) नियम, 1982 है 

( 2 ) ये राजपन में प्रकापान की तारीख को प्रमृत्त होंगे । 

2. कृषि मंत्रालय ( तकनीकी पराजपत्रित समूह " a " और " ग " पर भर्ती ) नियम , 1959 की अनुसूची में “ समूह ग अराजपत्रित पद " शीर्ष के नीष 
मद 64 तथा उससे संबंधित प्रविष्टियों के पश्चात निम्नलिखित मवें और प्रविष्टियां अंतःस्थापित की जाएगी मतिः 


5 


अपयन 


1 2 

3 
65 प्रचालक 1 * साधारण फेंद्रीय सेवा 260- 6- 326 
( फोटो प्रतिलिपि * कार्य भार के समूह " ग " पराजपत्रित ६०रो०- 8- 35010 

प्राधार पर प्रलिपिकवर्गीय 
परिवर्तन 
किया जा 
सकता है । 


यंस ) 


25 वर्ष* * ( केंद्रीय सरकार ( 1 ) मैट्रिक या समतुल्म 
द्वारा जारी किए गए ( 2 ) विभिन्न फोटो प्रनिलिपि यंत्रों 
अनुदेशों, प्रादेशों के प्रमु - के प्रचालन और अनुरक्षण में 
सार सरकारी सेवकों प्रशिक्षण प्राप्त होना चाहिए 
के लिए शिथिल करके ( 3 ) फोटोस्टेट कापी तैयार 
35 वर्ष तक की जा करने का एक वर्ष का अनुभव 
सकती है ) । 

होना चाहिए 
* *स्तम्भ 6 में वर्णित 

प्रायु सीमा मषधारित 
करने के लिए निर्णायक 
तारीख भारत में 
रहने वाले अभ्यापियों 
में ( उनसे भिन्न जो 
भवमान और निकोबार 
डीप समूह तथा लाशीप 
में रहते है । 
भावेदन प्राप्त करने के 
लिए नियत की गई 
प्रतिम तारीख होगी । 
ऐसे पवों की बाबत 
जिन पर भर्ती रोजगार 
कार्यालय के माध्यम से 
की जाती है, मासु 
सीमा प्रवधारित 
करने की निर्णायक 
तारीच वह तारीख 
होगी जिस तक रोजगार 
कार्यालय से नाम भेजने 
के लिए माहा गया है । 


13 


2 वर्ष 


10 
प्रोन्नति पारा जिसके न हो 
सकमे पर सीधी भर्ती पारा 


11 

12 
ऐसे कनिष्ठ गैस्टेटनर प्रापरेटरों 1. प्रशासन भारसाधक लागू नहीं होता 

में से , जिन्होंने उस श्रेणी में उपसचिव | निवेशक 
3 वर्ष नियमित सेवा की है 

- - प्रध्यक्ष 
पौर ऐसे वफतरियों जमा - 2. प्रवर सचिव ( प्रा . ) 
पारों (जिमके प्रेतर्गत पयन 

– सदस्य 
श्रेणी दफ्तरी / जमावार भी 3. प्रवर सचिव जो 
हैं ) में से जिन्होंने उस अनुसूचित जाति, मनु 
श्रेणी में 6 वर्ष नियमिति सूचित जानजाति का 
सेवा की है और जो प्रतिनिधित्व करता हो 
पद पर नियुक्ति के लिए 

- सदस्य 
विचार किए जाने के इच्छुक 4. बाहरी विभाग से 
हों , प्रोमति द्वारा उनके पास अपर वषिय - सदस्य 
कम से कम मिडिल स्टैन्डर 
पास की महता होनी चाहिए 
पौर उन्हें फोटो प्रतिलिपि 
यंत्र के प्रचालन और मनुरक्षण 
में प्रवीणता प्राप्त होनी 
चाहिए । 
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5 


6 


- 


- - - -- - 


- 


- - 


- 


- 


- - -- - - 


- 


- - 


- 


- 


- - 


- 


- 


- - 


- 


- 


- - - 


- 


- - - - 


- 


- - 


- 


- - - - 


- -- - 


- - - -- 


- -- - - --- 
66 नक्शानवीस 1 * 
( पी०पी०एम०सेल ) 


साधारण केंद्रीय सेवा 425-15- 500 - लागू नहीं होता 
समूह "ग " पराजप - दरो०- 15- 560 
त्रित अलिपिकवर्गीय 20- 70070 


25 वर्ष * * 

आवश्यक : 
( केंद्रीय सरकार द्वारा जारी नक्शानवीस ( सिविल में डिप्लोमा 
किए गए आदेशों और और 3 वर्ष का व्यावहारिक 

अनुदेणों के अनुसार अनुभघ या प्राई० टी० आई० 
मिथिल करके 35 वर्ष 

राष्ट्रीय व्यवसाय 
तक की जा सकती है ) । प्रमाण पत्र राष्ट्रीय शिक्षना और 

5 वर्ष का घ्यावहारिक अनुभव 
बांछनीय : 
जल प्रबंध , जल निकास पौर 
भू संरक्षण इंजीनियरी से 
संबंधित रेखाचिन तैयार करने 
का अनुभव । 


-- 


- - 


- 


10 


11 


12 


1313 


लागू नहीं होता 


2 वर्षे 


सीधी भर्ती द्वारा 


लागू नहीं होता 


लागू नहीं होता । 


1 अमायन भारमाधक का 

उपसघिय निदेशक -- अध्यक्ष 
2. अवर मचिष ( प्रशासन ) 

- ~- सदस्य 
3. प्रवर सचिव, जो 
अनुसूचित जाति अनु 
सूचित जनजाति का 
प्रतिनिधित्व करता हो 


-- - सदस्य 


4 बाहरी विभाग से 

प्रवर मनिव - - सदस्य 
* कार्यभार के माधार 

परिवर्तन किया जा 


* * स्तम्भ 6 में वर्णित 

प्रायु सीमा प्रवधारित 
करने के लिएनिर्णायक 
तारीख भारत में 
रहने वाले अभ्यर्थियों 
से ( उनमे भिश जो 
अंदमान और निको 
बार द्वीप समूह तथा 
लक्षद्वीप में रहते हैं ) 
प्रावेदन प्राप्त करने के 
लिए नियत की गई 
अंतिम तारीख होगी । 
ऐसे पदों की बाबत जिन 
पर भर्ती रोजगार 
कार्यालय के माध्यम से 
की जाती है, प्रायु 
मीमा अवधारित 
करने की निर्णायक 
तारीख वह तारीख 
होगी, जिम तारीख तक 
रोजगार कार्यालय से 
नाम भेजने के लिए 
कहा गया है । 

[ मं० 12023 ( 25 ) / 80 - ई 4 

मरोज एम० कपूर , अवर सचिव 


364 GI/ 82 -- 4 
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New Delhi, the 23rd June 1982 


G . S. R . 599 . - Inoxercise of the powers conferred by the proylso toarticle 309 of the Constitution the President hereby mikes the 
following rulcs further tu am :nd the Ministry of Agriculture (Recruitment to Technical Non - gə zettec Group B srd C pct ) Rulcs , 
1959 nr mely ; 


1.(1) These rules m y be called the Ministry of Agriculturo (Recruitment to Technical Non -Gszetted Grcus B ond C posts) 
(Amendment) Rules 1982 , 


(2 ) They shall como into force on the date of their publica tion in the Official Gazette. 


- 


- - - - - - 


- 


- 


s 


- - - 


- 


- 


- 


- 


- 


- 


- 


2 . In the Minets of Agriculture (Recruitment to Technicalnon -ga zetted Group B and C posts) Rules , 1959 in 11. Salicculc , 
under the heading "Gronie C Non -gazetted Posts after item 64 a nd the entries relating thereto the following itemsand entries shall be 
Inserted namely 
3 

- - - - - - - - - - - - - - -- 
Operator (Photo 1 * General Central Rs. 260 -6 - 326 - Non - select- 25 Yers. @ (Relex: ble (1) Matriculat cnc quiv : lort. 
Services Group EB -8 -350 

for Govt,servants 
Copying Machine) 

(ii) should have undergone train 
Non -gazetted 

upto 35 yrs in rccor ingio the operationand upkeep 
Non -Ministerial 

dance with the instruc - of different photo -cc pying mɛ - 
tionsorordergissued chines. 
by the CentralGovt, (iii )Onc ycer s cxperience in 

developing photo - stat copics. 


ion 


10 


11 


12 


- - - - 


- - 


No 

2 year By promotion failing By promotionfrom Junior Ges. 1 . Deputy Scorers 13 /Di Nir pplicable 

which by direct recruit - totner Operator with 3 yer rs ector in charge of the 
ment 

regular service in the gra de Administra tinn - Chairman 
and Dafrios /Jamaders (in - 2 . Under Sccretasy (ACmn ) 
cluding Selection Grede Member . 
Daftries /Jamadars) with six 3 , Under Secretary re 
years regular service presenting SC /ST -Member 
in the gradeand williog to be 4 . Under Secretary ficm 
considered for the post. They outside Dep: rtment 
should possessminimum quali- Member 
fications of Middle Sta ndard 
Pass and also have proficicn 
cy in oporating and main 

taining Photo Copying Machine . 
* Subject to variation dependent on workloid . 

" The crucialdate for determining the age limitmentioned in Col. 6 of the Recruitment Rules willinc ch .cese be the closing de te for 
receipt of a pplications from candidates in India (other than Andamenend Niccbar Ioloridsard Lt kibicara ) . 

Toineet of posts . the appointments to which are made throligh the Employment Exchanges , the crucis I do te for determining the 
Age limit will . in eich case , bo tho 13st date upto which the employment Exchenges ? re feked to submit the nemer : 


- 


- - 


- - 


- - 


- - 


- - 


- 


__ - .-- - - 


- - 


- - 


- 


- 


- - 


- - 


- - - 


- 


- 


- - 


- . - - 


- - 


- - 


- 


- - . . - 


- . 


- - 


- - 


. - - . 
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2 

-- - - - - - - - - - - - - -- - - - - -- 
66 Draftsman ( PPM 1 * Generul Central Rs. 425 - 1 - 500- Not applic - 25yrs a ( Reli xable Essential 
Cell) 

Services Group EB - 15 -560- 20 - able . for Govt. servants up Diploma in Draftsmonship ( Civil ) 
C Non- ga zetted 700 / 

to 35yrs in accord - with3years practice l experience : 
Non- Ministerial 

anco with instructions 

OR 
or orders issued by National Trade Certificate/Na 
Central Govt. 

tional Apprenticeship from 
I. T .I. with 5 years practical 

experience . 
Desirable : 
Experience in preparation of 

drawing related to water 


Conservation engineering. 
- - -- - - - 


- - -- - -- - - - -- 


- - - - - -- -- 


- 


- - - 


- 


- 


- 


-- 


- 


- - - - - - - - 


- - -- - 


-- 


- 


- - - - 
10 


- 


- - - - - 


- 


- - - 


- 


- 


- - 


- - 


- - 


- - 


- - 


- 


- 


- - 


- - 


- - 


- - 


- - - 


- - 


- - 


- - 


- - 


- - 


- - - - - - - - - 


- - 


-- 


-- 


- - 


- 


- - - - - - - - - - - - - - - - - - 
12 

13 
1 . Deputy Secretury/ Dir - Not applicable. 
tor in charge of Admi 


Natapplicable. 


2 years 


Direct recruitment. 


Notapplicable . 


2 . Under Secretary (Admo . 

-- -Member. 
3 . Under Secretary rcpre 

sentung SC/ ST - Member 
4 . Under Secretary from 

outside Department - 

- - Member . 
* Subject to vari tion dependent on work -loed . 

u Thecrucialdate fordetermining theagęlimitmintioned in Col.6 ofthe RecruitmentRules will in each case be the closing date for 
recript of applications from candida tes in India (other than Andaman and Niccbar Islands and Liks weep ). 

In respect of13sts the appointments to which are m de through the Employment Exchanges the crucial di te for deleiming the Ege 
limitwill in e ch c se , bethelistdate upto which the Employment Exchangesa reasked to submitthe ne mes . 

INo. 12023 (25)/80 - E. IT] 
SAROJ S . KAPOOR , Under Secy . 


( बाच विमाग ) 

मई दिल्ली , 22 जून , 1982 
. सा० का० नि० 600 -- राष्ट्रपति , संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए , पौर खाय विभाग ( समूह " ख " पद ) 
मर्ती नियम , 1968 को जहा उनका सम्परध अनुसंधान सहायक के पद मे है, उन बातों के सिवाय अधिकान्त करते हुए जिन्हें ऐसे अधिक्रमण से पूर्व किया 
गया है या करने का लोप किया गया है, ( कृषि मंत्रालय बाग विभाग में अनुसंधान सहायक ( कार्य अध्ययन ) के पद पर भर्ती की पति का मिनियमन करने 
के लिए निम्नलिखित नियम बनाते हैं । अर्थात: 

1. संक्षिप्त माम मौर प्रारम्भ.-( 1 ) इन नियमों का संक्षिप्त माम खाच मिभाग, अनुसंधान. सहयक ( कार्य अध्ययन ) भर्ती नियम , 1982 है । 
( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत . होंगे । 
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2. पद - संख्या , वर्गीकरण और वेतनमानः - उम्न पदों की संख्या, उसका / उनका वर्गीकरण और उनके वेतनमान बे होंगे , जो इन नियमों से उपाय 
अनसूची के स्तम्भ 2 से 4 में विनिर्दिष्ट हैं । 


3. भर्ती की पद्धति, आयु सीमा और अन्य प्राईसाए:- उमत पदों पर भर्ती की पति, आयु सीमा , प्राईताए मौर उनसे संबंधित भम्प पारों से होंग.. जो 
उक्त अनुसूची के स्तम्भ 5 से 13 में विनिर्विष्ट हैं । 


4. निरर्हताए: वह व्यक्ति - - 


( क ) जिराने ऐसे व्यक्ति से , जिसका पति गा जिसकी पत्नी जीधित है, विवाह किया है, या 
( ब ) जिसने अपने पति या अपनी पत्नी के जीवित होते हुए किसी व्यक्ति से विवाह किया है । 


उमस पद पर नियुक्ति का पात्र नहीं होगा , 


परन्स रादि केन्द्रीय सरकार का यह समाधान हो जाता है कि ऐसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लाग स्वीय विधि के अधीन 
अनुशेय है और ऐसा करने के लिए अन्य प्राधार हैं तो यह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकेगी । 


5. शिपिल करने की शक्ति :- जहां केन्द्रीय सरकार की यह राय है कि ऐसा करना आवश्यक या समीचीन है, यह वहां, उसके लिए जो कारण है 
उममें लेग्यबद्ध करके तथा संघ लोक सेवा आयोग से परामर्श करके , इन नियमों के किमी उपबन्ध को किसी जर्ग या प्रवर्ग के व्यक्तियों की बाबत , 
आदेश द्वारा शिथिल कर सकेगी । 


अनुसूची 


पद का नाम 


वेतनमान 


पदों की वर्गीकरण 
संख्या 


चयन पर अथवा सीधे भर्ती किए जाने वाले संधेि भर्ती किए जाने वाले व्यक्तियों 
अचयन पर व्यक्तियों के लिए प्रायु के लिए शैक्षिक और अन्य प्रईताए 

सोमा 


5 


पो 


लागू नहीं होता 


अनुसंधान सहायक 
( कार्य अध्ययन ) 


साधारण केन्द्रीय सेवा 550- 25 -750 - लागू नहीं होता लागू नहीं होता । 
ममूह ख अराजप - ५० रो० 30 
त्रित अलपिकवर्गीय 900९० 


- 


- 


सीधे भर्ती किए जाने परिवीक्षा के भर्ती के पति भी संधे होर्ग प्रोन्नति / प्रतिनियक्ति | स्थाना - यदि विभगीय प्रोमति भर्ती करमे में किम 
वाले व्यक्तियों के मवधि, यदि कोई या प्रोन्नति प्राग या प्रतिनियुक्ति स्तरण द्वारा भर्ती की दशा में समिति है तो उसकी संरचना परिस्थितियों में संध 
लिए विहित मायु हो स्थानान्तरण . द्वारा भर्ती किए थे श्रेणियां जिनसे प्रोन्नति / प्रति 

लोक सेवा प्रायोग से 
पोर शैक्षिक अर्हताएं जाने वाली रिक्तिया की प्रति - नियुक्ति / स्थानान्तहण किया 

परामर्श किया जायेगा 
प्रोमति में वशा में 

शतता 

नाएगा 
लागू होंगी या 
नहीं 


- - 


10 


11 


12 


___ 13 


मागू नहीं होता 


लागू नहीं होता 


प्रतिनियुक्ति पर स्थानान्तरण केन्द्रीय सरकार के कृषि मंत्रालय , लागू नहीं होता 
हारा 

खाक विभाग के अधिकारी 
जिनके न हो सकने पर केन्द्रीय 
सरकार के अन्य मंत्रालयों / 
विभागों के ऐसे अधिकारी 
जिनके पास 
( i ) किसी मान्यताप्राप्त विश्व 
विद्यालय की उपाधि या इसके 
समतुल्य , 


इन नियमों में किन्हीं 
उपबंधों को संशोधित 
शिथिल करते समय 
संघ लोक सेवा 
मायोग से परामर्श 
किया जाएगा । 


- 
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10 


- - - - 


-- 


- 


- - 
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- 


- 


- - 


- 


[ भाग II -- खण्ड 3 ( i)1 

भारत का राजपन्न : जुलाई 10, 1982/ भाषाढ़ 19, 1904 
- - - - - - - - - - - -- -- -- - - - - - - - - - - - - - - - --- --- - - - - - - - - - - -- - - - - - - - - - - - - - - - - - - - - - - -- - - - - - - 

11 

12 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -- 

- - - - --- - - - - - - - - - - - - 
( ii ) जिन्होंने 425 - 800 / 425 

- 700 रु० के या समतुल्ला 
वेतनमान वाले पदों पर 5 

वर्ष नियमित सेवा की है । 
( iii ) जिन्होंने सचिवालय प्रशिक्षण 

मोर प्रबन्ध संस्थान से आधा 
रिक प्रबंध सेवा पाठ्यक्रम 
या किसी अन्य मान्यता प्राप्त 
संस्था से उसके तुल्य कोई 
प्रशिक्षण सफलता पूर्वक प्राप्त 
किया है या उसका पात्र है । 
स्पष्टीकरण : यदि किसी ऐसे अधि 

कारी का जिसने उपयुक्त 
पाठ्यक्रम प्राप्त नहीं किया 
है, चयन कर लिया जाता 
है तो उसरो उपर्युक्त पाठ्य 
क्रम यथा शीघ्र पूरा करने 
को अपेक्षा की जाएगी , और 
उमका उस पद पर प्रतिधारण 
इस शर्त के प्रधान होगा 
कि यह उक्त पाठ्यक्रम 
अपनी मियुक्ति से एक वर्ष 
की अवधि के भीतर सफल 

लतापूर्वक पूरा फरे । 
( प्रतिनियुक्ति की अवधि सामा 

मान्यत : 3 वर्ष से अधिक 
नहीं होगी । ) 


[ फा० सं० ए -1201 3/ 1/ 82 -ई II] 


प्रेम माथ , प्रवर सचिव 


( Department of Food ) 


___ 3. Method of recruitment , age limit, and other qualifica 
tions. - The method of recruitment, age limit, qualifications 
and other matters relating to tho said post shall be as speci 
ficd in columns 5 to 13 of the said Schedule . 


New Delhi, the 22nd June , 1982 


4 . Disqualifications. -- No person, 


( a ) who has entered into or contracted a marriago with 

a person having a spouso living, or 


G .S . R. 600. - In exercise of the powers conferred by the 
proviso to article 309 of the Constitution , and in supersession 
of the Department of Food ( Group B posts ) Recruitment 
Rules , 1969 in so far as they to the post of Research 
Assistant and except things donc or omitted to be done be 
foro such supersession , the President hereby makes the fol 
lowing rules regulating the method of recruitment to the 
post of Research Assistant (Work Study ) in the Ministry of 
Agriculture, Department of Food , namely ; 


( b ) who, having a spouse living, has entered into or con 

tracted a marriage with any person , 


shall be eligible for appointment to the said post : 


1. ( 1) Short title and commencement. -- ( 1 ) These rules 
may be called the Department of Food , Rescarch Assistant 
(Work Study) Recruitment Rules, 1982. 


Provided that the Central Government, may , if satisfied 
that such marriage is permissible under the personal law 
applicable to such person and the other party to the marri 
age and there are other grounds for 60 doing, exempt any 
person from the operation of this rule . 


( 2 ) They shall come into force on the date of their publi 
cation in the Official Gazette . 


2 . Number , classification and scale of pay. ---The number of 
the posts , their classification and the scale of pay attached 
thoreto shall be as specified in columus 2 to 4 of the Sche 
dulo annexed thoroto . 


5 . Power to rclax .- - Where the Central Government is of 
Opinion that it is necessary or expedient so to do, it may , 
by order , for reasons to be recorded in writing and in con 
sultation with the Union Public Service Commission , relax 
any of the provisions of these rules with respect to any class 
Os category of posts or person8. 
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SCHEDULE 


(PART II - Sec3 (1)] 
- - - - -- - - - - - - 


- 


- 


= - = - = 


- - 


- 


A 


- - 


Nam : of the post 


N ). of Classification 


Scule of poy 


Age limit for direct 

cruits 


- - - - - - 

qui liti 
direct 


post 


- - - --- - - - - - 
Educational and cther 

cations required for 
recruity 


Whether 
selection 
post of 
non - selec - 
tion post. 


Not applicable , 


Research Assistant Two 
(Work Study) 


Gonora 1 Central Rs. 550 - 25 - 750 - Not applic . Not < pplicable . 
Service , Group EB - 30 - 900 able. 

B Non gazetted 
Non -Ministerial 
- - - - - - - - - - - - 

- - - -- - - - 


- 


- 


- 


- 


- 


- 


- - 


- 


- - - - 


- 


- - - - - - - - - - - - - 

- - - - - - - - - - - - - - - 
Whether age and Period of Mothod of recruitment In csse of recruitmont by pro If ? Departmental Pro - Circumstances 
educational quali- probation , whether by direct recruit - motion , deputation trans- motion Committee exits . under which 
fications prescrib - if dny ment or by transfer on fer , grades from which pro - what is its conipositions the Union 
ed for direct rec deputation or transfer notion deputation , trans - 

Public Service 
cruits will apply in and percentage of the fer to be mi de 

Commission is 
the case of pro vacancies to be filled by 

to be consul 
motees cach method 

ted in making 

recruitment, 
- 

- - - - - 
10 11 

12 

13 
Not applicable Not applicable By transfer on deputaion Officers of the Central Govrn - Not e pplicable , The UPSC hal 

ment in the Ministry of Agri 

be consulted 
culture, Departmentof Food 

wbil elmending 
failing which officers in other 

relaxing any of 
Ministries /Departments of 

tho provisions of 
the Central Govt. who shell 

these rules . 
have; 
(i) a degree of a recognised 

Universitiy or its equivalent; 
(il) rendered atler st 5 yeris 
regular service in posts in the 
sca le of Rs. 425- 800 /425- 700 
or cquia lent, and 
( iii ) Completed successfully , or 
bo eligible to undergo the basic 
Mingement services Course 
of the Institute of Secretarist 
Training and Manegement 
or a compara ble training in 
any other recognised insti 

tutions. 
Explana tion : If an cicer, who 

has not already undergone 
the said course is selected , 
he shall be required to under 
Bo the said course at the car 
liest and his continued 
tention in the post sh - 11 be 
subject to the condition that 
he complete the said course 
successfully within one year 
of the date of his appoint. 
ment. 
(Period of deputation shall or 
dinarily not exceed 3 years ) 


F . No , A - 12013 / 1 /82 - E -I )] 
PREM NATH , Under Secy. 


[ भाग II - -माण 3 ( ) ] 


भारत का राजपन्न : जुलाई , 10 1982/ पाषाय 19, 1904 
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प्रामीण विकास मंत्रालय 

नई दिल्ली , 22 जून , 1982 
सा० का० नि० 80 -- - राष्ट्रपति, संविधान के अनुच्छेद 309 के परन्तुफ द्वारा प्रदत्त माफ्तियों का प्रयोग करते हुए , और विपणन और निरीक्षण 
निदेशालय ( उप कार्यालयों में निम्नश्रेणी लिपिक ) भर्ती नियम , 1972 को उन बातों के सिवाय अधिक्रांत करते हुए जिन्हें ऐसे प्राधिक्रमण के पूर्व किया गया है 
या करने का लोप किया गया है , विपणन और निरीक्षण निटेणालय ग्रामीण विकास मंत्रालय के उपकार्यालयों में निम्नश्रेणी लिपिक के पदों पर भर्ती की परसि 
का विनियमन करने के लिए निम्न लिखित नियम मनाते हैं , अर्थात् : --- 

___ 1. संक्षिप्त नाम और प्रारम्भ :--- ( 1 ) इन नियमों का संक्षिप्त नाम विपणन और निरीक्षण निदेशालय ( उप कार्यालयों में निम्नश्रेणी लिपिक ) भर्ती 
नियम 1982 है । 

( 2 ) ये गजपत्र में प्रकाशन की तारीख को प्रवस होंगे । 
2. पद-मंख्या, वर्गीकरण , और वेतनमान : - - उक्त पत्र की संख्या, उसका वर्गीकरण और उसका वेतनमान ये होंगे जो इन नियमों से उपाबय अनुसूची 
के स्तम्भ ? मे 4 में विनिदिष्ट हैं । 

3. भर्ती की पद्धति, प्रामु सीमा और अन्य प्रस्ताएं प्रावि : --- उक्त पद पर भर्ती की पद्धति, पायु-सीमा, अहलाएं और उससे संबंधित अन्य बातें होंगी 
जो उपत अनुसूची के स्तम्भ 5 से 14 में विनिर्दिष्ट हैं । 

4. निरर्हताएं : यह व्यक्ति --- 
( क ) जिसने ऐमे व्यक्ति से , जिसका पति या जिसकी पत्नी जीवित है , विवाह किया है या 

( ख ) जिसने अपने पति या अपनी पत्नी के जी बिस होते हुए किमी व्यक्ति से विवाह किया है 
उफन पद पर नियुक्ति का पात्र नहीं होगा । 

परन्तु यदि केन्द्रीय सरकार का यह समाधान हो जाना है कि ऐसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को मागू स्वीय विधि के अधीन 
प्रन शेय है और ऐसा करने के लिए अन्य प्राधार है तो वह किमी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकेगी । 

___ 5. शिथिल करने की शक्ति : - जहां केन्द्रीय सरकार की यह राय है कि ऐसा करना प्रावश्मक या समीधीन है, वहाँ पह , उसके लिए जो कारण है उन्हें 
लेखबर करके नियमों के किसी उपबंध को फिमी धगं या प्रवर्ग के व्यक्तियों की बाधत , प्रावेश द्वारा शिथिल कर सकेगी । 

6. व्यावृत्ति : - इन नियमों की कोई भी बात ऐसे प्रारक्षणों , पाय मीमा में छूट और अन्य रियायतों पर प्रभाव नहीं डालेगी ; जिनका केन्द्रीय सरकार 
द्वारा इस संबंध में समय समय पर निकाले गए मादेशों के अनुमार अनुसूचित जातियों, अनुसुचित जन -जातियों पौर मन्य विशेष प्रवर्गों के व्यक्तियों के लिए उप 
मंघ करना अपेक्षित है । 

अनुसूची 
पद का नाम पदों की वर्गीकरण 

बेतनमान चयन पद सीधे भर्ती किए जाने सेवा में सीधे मर्ती किए जाने वाले 
संध्या 

प्रथया ताले व्यक्तियों के जोड़े गए व्यक्तियों के लिए शैमिक पौर 
अचयन पद लिए प्राय- सीमा वर्षों का अन्य महताए 

फायदा 
केन्द्रीय 
सिविल 


- - 


- 


- 


- 


मेवा 


( पेंशन ) 
नियम , 
1972 के 
मियम 30 
के अधीन 
अनुज्ञेय है 
मा नहीं 


निम्नश्रेणी लिपिक 


140 माधारण केन्द्रीय सेवा 260-6- 290-10 लागू नहीं 25 वर्ष से अधिक 

समूह " ग " अराजपत्रित रो- 6- 326- 8- होता नहीं । 
लिपिकवर्गीय 366-40 रो०- 8 

( सरकारी सेवकों 
390- 10- 40060 

के लिए केन्द्रीय 
सरकार Kारा आरी 
किए गए अनुदेशों 
या मादेशों के पन् 
सार शिथिल करके 
35 वर्ष तक की 

जा सकती है ) 
टिप्पण : -- पायु सीमा 

अवधारित करने के 
लिए निर्णायक , 


1. मैदिक या समतुल्य महताएं 
2 . अंग्रेजी में 30 शत प्रति 
मिनट या हिन्दी में 25 
शब्द प्रति मिनट कण की 
म्यूनतम गति 
परन्तु यह कि 
( क ) टंकन में उक्त मईताएं 

नही रखने वाला व्यक्ति 
भी इस शर्त के मधीन 
नियुक्ति किया जा सकता 

है कि वह वेतनमान में 
वेतनसि लेने या उस श्रेणी 
में स्थायीषप्त होने या 
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-- - 


- - - - - --- -- 


- - - - -- - - 


- -- --- 


- - 


- 


- 


- - - - - 


-- - 


-- - - 


तारीख, भारत में 
रहने वाले अभ्य 
थियों से ( उनसे 
भिन्न जो अन्यमान 
और निकोबार द्वीप 
समूह तथा लक्ष 
वीप में रहते हैं ) 
आवेदन प्राप्त करने 
के लिए नियत की 
गई अंतिम तारीख 

होगी । 
टिप्पण- 2 ऐसे पदों की 

बाबत जिन पर 
निय भित रोजगार 
कार्यालय के माध्य 
से की जाती है, 
प्राय- सीमा प्रवधा 
रित करने की 
निर्णायक तारीख 
वह तारीख होगी 
जिस तक रोजगार 
कार्यालय मे नाम 
भेजने के लिए 
कहा गया है । 


पुष्ट किए जाने का सब 
तक पान नहीं होगा जब 
तक कि यह अपेक्षित गति 

प्राप्त नहीं कर लेता है । 
( ख ) शारीरिक रूप से विक 
लांग व्यक्ति जो अन्यथा 
लिपिकवर्गीय पद धारण करने 
के लिए प्रहित है, किन्तु 
टंकन में उक्त प्रहता नहीं 
रखा हैं इस शस के अधीन 
नियुक्त किया जा सकता 
है कि विकलांग व्यक्तियों 
के लिए विशेष रोजगार 
कार्यालय से संबद्ध चिकित्सा 
बोर्ड और जहां बोई नहीं 
है वहां सिविल सर्जन यह 
प्रमाणित कर दे कि उक्त 
विकलांग व्यक्ति टेकन करने 
के योग्य नहीं है । 


सीधे भर्तीकिए जाने परिवीक्षा की अवधि भर्ती की पति /भर्ती सीधे होगी प्रोन्नति / प्रतिनिक्ति /स्थानान्तरण अदिविभागीय प्रोन्नति समिति भर्ती करने में किम 
पाले व्यक्तियों के लिए यदि कोई हो या प्रोन्नति द्वारा या प्रतिनियुक्ति द्वारा भर्ती की दशा में वे श्रेणियां है तो उसकी संरचना परिस्थितियों में संप 
विहित माय पोर स्थानान्तरण द्वारा भर्तीकिए जाने जिनसे प्रोप्रति प्रतिनियुक्ति स्पा 

लोक सेवा पायोग से 
शैक्षिक महताएं प्रोन्नति पाली रिक्तियों की प्रतिशतता नान्तरण किया जाएगा 

परामर्शकिया जाएगा । 
की दशा में लागू 
होगी या नहीं 


10 


11 


12 


13 


14 


लागू नहीं होता 


दो वर्ष 


( क ) 90 % सीधी भर्ती द्वारा लागू नहीं होना 

भरी जाएगी । 
( a ) 10 % रिक्तियां विपणन 

और निरीक्षण निदेशालय के 
उपकार्यालयों के समूह "घ 
कर्मचारियों में से जो मैट्रिक 
पास है या समतुल्य अर्हता 
रखते हैं और जिन्होंने समाह 
" ध " पद पर पांच वर्षनिय 
मिल सेवा की है,निम्नलिखित 

रीति से भरी जाएगी : ---- 
( 1 ) 5 % रिक्तियां उन 
समूह प कर्मचारियों में से 
जो ज्येष्ठता की विहित सीमा 
में है, ज्येष्ठता तथा उपयुक्तता 

के आधार पर भरी जाएगी । 
( 2 ) 5 % रिक्तियां विपणन 

पौर निरीक्षण निवेशालय 
द्वारा इस प्रयोजन के लिए 
ली गई मईक परीक्षा के 
मआधार पर भरी जाएंगी । 


समूह "ग " विभागीय प्रोन्नति लागू नहीं होता 

समिति में निम्नलिखित 
होंगे - - 
1. संयुक्त कृषि विपणन 
सलाहकार शाखा मुख्या 

लय , नागपुर - - अध्यक्ष 
2. प्रयोगशाला निवेशक , 

-- - सदस्य 
3. उपनिदेशक ( प्रशासन ) 

- ~ सदस्य 
4. बाहर के कार्यालय का 
एक समूह " क " पषि 
कारी - - सदस्य 


भाग II --- चण्ड 3(i)] 


भारत का राअपन्न : जुलाई 10, 1982/ प्राषाढ़ 19, 1904 


1531 


8 - - 
--- - - ---- - . - - 


- 10 - - - 
-- - -. . - . - . - . 


- 
- 


11 
-- - - - -- - -- -- - --- - - - -- - - 


12 
- - 


- 
- - - 


13 - - 
- - - -- - - - . . . . . . - - - -- - 


14 - 
- -- - - 


- - - - - -- -- - - - 


- - - 


- 


- 


- - - - -- - - - - - - -- 


परन्तु मह कि यदि बण ( ख ) 
( ii) के प्रधी न उपलब्ध 
रिक्तियों की संख्या से अधिक 
ऐमे कर्मचारी उम्न परीक्षा 
में महंना प्राप्त कर लेते 
हैं तो कर्मचारियों की ऐसी 
अधिक संख्या पर पश्चात् 
वर्ती वर्षों में होने वाली 
रिक्तियों को भरने के लिए 
विचार किया जाएगा इम 
प्रकार कि पूर्ववर्ती परीक्षा 
में पहला प्राप्त करने वाले 
कर्मचारियों पर परमात्वर्ती 
परीक्षा में महतो प्राप्त करने 
वाले कर्मचारियों से पूर्व 
विचार किया जाता है । 
परन्तु यह और कि यदि पर्याप्त 

संख्या में व्यापित उपलब्ध 
मष्टी होते तो निषितयो उसी 
रीप्ति से भरी जाएंगी जैसा 
कि खंड ( क ) में विहित है । 
टिप्पण 1 . परीक्षा के लिए 

पात्रता की अधिकतम भाय 
सीमा 50 वर्ष होगी । 
( अनुसूचित जाति / अनसूचित 
जनजाति के कमचारियों के 
लिए, 55 वर्ष ) 
टिपण 2. प्राय सीमा अवधा 

रित करने के लिए निर्णायक 
तारीख ययास्थिति वर्ष के 
पहले आधे भाग या दूमरे 
माधे भाग में पी गई परीक्षा 
के अनुमार 1 जनवरी या 
1 अगस्त होगी । 


[ म . फा० 1 -5 / 81-7.0 एम . ] 

राम सिंह, पवर मधिर 
4 . Disqualification. - No per300 , - - 


(a ) who has entered into or contracted a marriago with 

a person having a spouse living; or 


(b ) who , having a spounc living , has entered into or con 

tracted a marriage with any person , 


shall be cligible for appointment to the said post : 


MINISTRY OF RURAL DEVELOPMENT 

__ New Delhi, the 22nd June , 1982 
G . S. R. 601. ---In exercise of the powers conferred by 
the proviso to article 309 vf Me Constitution and in super 
ccasion of the Directorate of Markeling and Inspection 
( Lower Division Clerk in sub-inffices ) Recruitment Rules , 
1972 except as respects things done or omitted to be done 
before such suposession , the President hereby makes the 
following rules regulating he method of recruitment to the 
post of Lower Division Clerk in Sub -offices of the Directorate 
of Marketing and Inspection , Ministry of Rural Reconstruc 
tion, namely : 

1 . Short title and commencement.--- ( 1 ) These rules may 
be called the Directorate of Marketing and Inspection 
( Lower Division Clerk in Sub - offices ) Recruitment Rules , 
1982 . 

( 2 ) They shall come into forcc on the date of their publi 
cation in the Official Gazette . 

2 . Number of post , classification and scale of pay. -- The 
number of the said post, its classification and the scale of 
pay attached thereto shall be as specified it columns 2 to 4 
of the Schedule annexed to these rules . 

3 . Method of recruitment , age limit , qualifications, etc . - - 
The method of recruitment, age limit , qualifications and 
other matters relating to the said post, shall be as speciflcd 
in columns 5 10 14 of the said Schedule . 

364GI /82 - - 5 


Provided that the Central Government way , if satisfied 
that such marriage is permissiblc under the personal law 
applicable to such person and the other party to the marriago 
and that there are other grounds for 57 doing , exempt any 
person from the operation of this rule . 


3 . Power to relax. - Where the Central Government is of 
opinion that it is necessary or expedient so to do , it may , by 
order, for reasons to be recorded in writing, relax any of 
the provisions of these files with respect of any class or 
category of persons. 


6. Saving.- - Nothing in these rules shall affect reservations 
relaxation of age limit and other concessions required to be 
provided for the Scheduled Castes , the Scheduled Tribes and 
other special categories of persons , in accordance with the 
orders issued by the Central Government from time to time 
in this regard . 
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Namc of post 


No. of 
posts 


Classifi 
cation 


Scale of 
pay 


SCHEDULE 
Whether Ago limit for direct 
selection recruits 
post or 
non -sclec 
tion post 


Wother 
benefit of 
added yeas 
of service 
admissible 
under Rulo 


Educational and other quali 
fications required for direct 
recruits 


C . C . $ . 
(Pension ) 
Rulos , 1972 


1 2 
Lower Division 140 * General Rs. 261 -6 - 
Clerk 

Central 290- EB - 6 - 
* Subject to variations Service 326 - 8 - 366 
dependent on work - Group C , EB -8- 390 
load . 

Non 

10 -400 . 
Gazetted , 
Ministerial 


Not appli - Not exceeding 25 Not appli- 
cable years (Relaxable up - cable 

to 35 years for Gover 
ment servants in 
accordance with the 
instructions or orders 
issued by Centre 
Goverment) 
Noto 1 : The crucial 
date for determining 


1. Matriculation or cquiva 

lent qualifications. 
2 . Minimum spoed of 30 

w . p .m . in English or 25 
w .p .m . in Hindi Typo 
writing , provided that, 
(a ) a person not possessing 

the said qualifications in 
Typowriting may bc ap 
pointed subject to tho 
condition that he shall 
not be eligible for draw . 
ing increments in the 
pay scale or for Quagl 
Permanency or for con 
firmation in the grade till 
ho acquiros the requisito 
speed . 


the closing date for 
receipt of applica 
tions from candi 
dates in India (other 
than those in tho An 
daman and Nicobar 
Islands and Laksha 
dweep ). 
Note 2 : In caso of 
Appointment made 
through the Em 
ployment Exchanges 
the crucial date for 
determining tho ago 
limit shall be the last 
dato upto which the 
Employment Ex 
changes are asked to 
submit the samcs. 


(b ) a physically handl 

capped person who is 
otherwise qualified to 
hold a clerical post, but 
does not possess the said 
qualification in type 
writing may be appointed 
subject to the condtion 


attached to tho Special 
Employment Exchange 
for handicapped or , 
where there is no such 
Board , tho Civil Şur 
goon certifies that the 
sald handicapped 
person is not in a tit 
condition to be able to 


Whetor ago and Period of 
educational quali- probation 
fications prescri- if any 
bod for direct re 
cruits will apply in 
the case of pro 
motecs 


Method of recruitment In case of recruitmentby pro- If a Departmental Pro - Circumstance 
whether by direct recruit- motion deputation /transfer, motion Committee oxists , under which 
ment or by promtion or grades from which promotion ) what is its composition in Union Pub 
by deputation /transfer , deputation /transfer to be made 

lic Servico 
and percentage of the va 

Commission is 
cancies to be Allod by 

to be consul 
various methods 

ted in making 
recruitment 


a 


- 


- - - 


- - - - 


- - - - - 


- 


- - 


9 


10 


11 


12 


13 


Not applicable 


Two years 


Not applicable 


(a ) 90 % shall be fillod 

by direct recruit 

ment; 
( b ) 10 % of vacancies 

shall bo fill od from 
amongst Group D 
employecs belong 
ing to subordinate 
offices of the Dto . of 
Marketing and Ins 
pection who are 


14 
Group C Departmental Not applicable . 

Promotion Committeo 
consisting of - 
1 . Joint Agricultural Mar 

koting Adviser, Branch 
Hoad Office , Nagpur 

-- Chairman 
2 . Director of Labora 

torios -- -Member . 
3. Deputy Director 

( Admn.) - - Members . 


[ TT II - 


3 (i) 


472377 07042 : 
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9 


10 


11 


. 


12 


14 


- 


~ - 


— 


- — 


, 


4 . 


13 
A Group A Officer of 
an Outside Office 
member, 


Matriculates or pos 
sess equivalent qua 
lifications and have 
rendered five years 
regular servico in 
Group D post in 
the following man 

ner : 
(1) 5 % of the vacancioe 

may be filled on the 
basis of seniority 
cum - fitness from 
amongst those 
Group D employees 
who are within the 
range of seniority 

prescribed 
(il) 5 % of the vacancies 

may be filled on the 
basis of a qualifying 
examination held by 
the Directorate of 
Marketing and Ins 
poction for this pur 

pose : 
Provided that if more of 

such employees than 
the number of vacan 
cies available under 
clause b (li) qualify at 
tho said examination , 
such excess numbor of 
employeos shall be con 
sidered for filling the 
vacancies arisning in 
the subsequent years 
so that the employecs 
qualifying at an earlier 
examination arc con 
sidered before those 
who qualify at a later 

examination : 
Provided further that if 

sufficient numbor of 
persons do not bocomo 
available , tho vacancies 
shall be Alled in the 
samemanner as prescrib 

ed in clause ( a ) . 
Note 1 : The maximum 

age limit for oligibility 
for the examination 
shall bo 50 years ( 55 
years for the Scheduled 
Castos/tho Scheduled 

Tribes employees ) 
Note 2 : The crucial dato 

for determining the age 
limit shall be 1st of 
January or 1st of Au . 
gust accordingly as the 
oxamination is held in 
first half or the 
second half of the year , 
as the case may be. 


. 


(No . F . 1- 5 /81- Am ! 
Ranı Singh , Under Secy . 
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- 


- 


- 
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- 


- 


प्रामीण विकास मंत्रालय 


नई दिल्ली , 26 जून , 1982 


सा० का० मि . 602.-- - राष्ट्रपति, संविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करत हए, ग्रामीण विकास मंत्रालय 
सकनीकी सहायक ( ग्राम उबार ) के पद पर मर्ती की पति का विनियमन करने के लिए निम्नलिखित निमम बनाते हैं, अर्थात् :-- - 


___ 1 संक्षिप्त नाम और प्रारम्भ :- - ( 1 ) इम नियमों का संक्षिप्त नाम ग्रामीण विकास मंत्रालय , सकनीकी सहायक ( ग्राम उबार ) भर्ती नियम , 198 :: 


( 2) ये राजपत्र में प्रकाशन की तारीख को प्रवृत होगे । 


2. पद- संख्या, मर्गीकरण और बेतनमाम :-~-उक्न पद की संख्या, उसका वर्गीकरण और उमका बेतनमान ये होगे जो इन नियमो से उपाबर अनुसूची के 
स्तम्भ 2 से 4 में विनिर्दिष्ट है । 

3. भर्सी की पति, प्रायु सीमा और अन्य महंताएं प्रावि : -- उक्त पद पर भर्ती की परति , प्राय -मीमा, प्रहंताएं और उमसे संबधित अन्य बात व 
होंगी मो उमत अनुसूची के स्तम्भ 5 से 13 में विनिर्विष्ट है । 


निरईसाएं : - मह म्मनित,- -- 


( क ) जिसमे ऐसे व्यक्ति से , जिसका पति या जिसकी पत्नी जीवित है, विवाह किया है, या 


( ख ) जिसने अपने पति या अपनी पत्नी के जीवित होते हुए किसी व्यक्ति से विवाह किया है , 
उपम पद पर नियुमिन का पाय नहीं होगा : 


परन्तु यषि केन्द्रीय सरकार का यह समाधाम हो जाता है कि ऐमा विवाह ऐसे व्यक्ति और विमाह के अन्य पक्षकार को लाग स्वीय निधि के अधीन 
मनुय है और ऐसा करने के लिए अन्य प्राधार हैं तो यह किसी व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकेगी । 


5. शिथिल करने की शक्ति : - जहां केन्द्रीय सरकार की यह राय है कि ऐसा करना आवश्यक या समीचीन है , वहाँ मह, उसके लिए जो कारण है 
उन्हें लेखबर करके , इन नियमों के फिसी उपबंध को किसी वर्ग या प्रवर्ग के व्यक्तियों की बाबत , मावेश द्वारा शिथिल कर सकेगी । 


6. व्यावृत्ति :.- इन मियम की कोई भी पास ऐसे भारक्षणों, मायु सीमा में छूट और मन्य रियायतों पर प्रभाव नहीं डालेगी , जिसका केन्द्रीय सरकार 
मारा इस संबंध में ममय -समय पर निकाले गए मावेशों के अनुसार अनुसूचित जामियों पीर प्रमुसूचित जनजातियों और अन्य विशेष प्रवर्गों के व्यक्तियों के 
लिए उपबंध करना अपेक्षित है । 


- - 


- - -- 


- 


- 


- 


- - - 


- - 


- 


- 


- - - - 


- ~ 


अनुसूची 

- - - - - - - - - - - - -- - - - - - - -- - - - -- - - - - -- -- .-- . - - - - 
पद का नाम पदों की संख्या वर्गीकरण बेतनमान चयन पद अथवा मीधे भर्ती किए जाने वाले मीधे भर्तीकिए जाने वाले व्यक्तियां 

अपयन पद व्यक्तियों के लिए प्रायु- के लिए शैक्षिक पोर. अन्य पहनाएं 

सीमा 
- -- -- - - - - - - - -- - - - .. - .- - - - - - - - - 

-- - - - -- - - - - - - - - - - - - - - - - - - - - - - - 
12 

- - - - - - - - - - - - - -- - -- - - - - - - - - - 
तकनीकी सहायक * ( एमा ) साधारण केन्द्रीय सेवा 125- 15- 500- लागू नहीं होता ( 18 -- 25 वर्ष ) सरकारी मावश्यक : 
( माम उबार ) * कार्यभार समूह "ग " ) मगज- दरो - 15- 560 

सेवकों के लिए पांच अर्थशास्त्र, कृषि अर्थशास्त्र , ग्राम्य 
के पत्रिम ) अलिपिक - 20- 7000 

वर्ष तफ शिथिल की अर्थशास्त्र या वाणिज्य में स्नातक 
आधार वर्गीय 

जा सकती है । 

की उपाधि 
पर 

पायु -सीमा अवधारित करने वांछनीय : 
परिवर्तन 

के लिए निर्णायक तारीख मांख्यिकीय पद्धति का ज्ञान 
किया 

भारत में रहने वाले और ग्रामीण विकास कार्य का 
आ 

मधियों से ( जनमे अनुभव । 
सकता 

भिन्न जो मन्दमान और 
निकोबार दीप में रहते 
हैं ) मावेदन प्राप्त करने 
के लिए नियम की गई 
अंतिम तारीख होगी । 


- 


- 


- - 


- 


- 


-- 


- - 


- 


- 


- . -- . - - 


- - - - 


-- - - 


-- - - 


- - 


- 


- - 


- 


- 


- 


- 


- 


- 


- 


- - - 


- 


- 


- 


- 


- - 


- - 


- 


- 


- -- 


- . - 


- 


___ 10 


__ -- 


- - 


- 


- - - - 


- - - - - - 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- - 


- 


- - - 


- 


- 


- 


- 


- 


- 


- - 


- 


- - 


- 


- - -- - 


- - -- - 


- - 
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सीधे भर्ती किए जाने परिवीक्षा की अवधि भर्ती की पदमि / भी सीधे होगी प्रोन्नति / प्रतिनियुक्मिस्थानाम्मरण यदि विभागीय प्रोषति भर्ती करने में किन 
वाले व्यक्तियों के लिए यदि कोई हो या प्रोन्नति द्वारा या प्रतिनियुक्ति द्वाग भर्मी की दशा में पं श्रणियां समिति है तो उसकी मग्नन पिरिस्थितियों में संघ 
बिहिन प्राय और म्थानान्तरण द्वारा भर्ती किए जाने जिनमें प्रोन्नति प्रतिनियुक्ति स्था 

लोक सेवा प्रायोग मे 
शैक्षिक अहनाएं यानी रिक्तियों की प्रति- नालरण किया जाएगा । 

पगमर्धा किया जाएगा 
प्रोन्नति की दशा में 

शनता 
लागू होगी या नहीं 
- - - - - - - - 

-- - -- - - -- - -. - - ~ -- - - - -- -- -- -- - -- - - - - 
11 

14 

13 
- - -- -- -- - - - 
खाग नहीं होता । यर्ष मीधी भर्तीद्वारा जिसके न हो मकने स्थानान्तरण प्रतिनियुक्ति पर 1. प्रशासन का भार लागू नहीं होता 
पर म्मानान्तरण / प्रतिनियुक्ति पर स्थानान्तरण 

माधक उप सचिष । 
स्थानान्तरण वाग 

धारण करने वाले व्यक्ति या 2. उम प्रभाग का जिममें 
ग्रामीण विकास मंत्रालय में पद है प्रबर मचिव या 
ऐसे व्यक्ति जो सीधी भर्ती समतुल्य प्रास्थिति का 
किए आने वाले व्यक्तियो के ___ एक तकनीकी अधिकारी 
लिए विहिन अहन अनु- ~ - मदम्य 

भव रखते है । 3. कृषि विभाग में समूह 
( प्रतिनियुक्ति की अवधि मा - " ग " पदों का भार . 

मान्यत : तीन वर्ष से अधिक साधक अवर सचिव -- -- 
नहीं होगी ) 

- --मदम्य 
टिप्पण : यदि उक्त सदस्यों 
में से कोई भी अनु० 

ও মন সনজারি 
का नहीं है तो अध्यक्ष 
विभाग के अनु० जा० 
अनु० जनजाति के सम. 
मित प्रास्थिति के किसी 
अधिकारी को सदस्य के 
शप में नामनिर्देशित 
कर मकता है । 


[ सं० ए - 12018/ 23/ 80-स्या० I ] 

इन्दर, नाथ, अपर मधिल 


MINISTRY OF RURAL DEVELOPMENT 

New Delhi , the 26th June , 1982 
G. S. R , 602. - .[ n cxercisc of the the powers conferred by the proviso to article 309 of the Constitution , the President hereby makes 
the following rules regulating themethod of reaciuitment to the post of Technical Assistant (Rural Credit) in the Ministry of Rural Deve 
lopment , namely :- - 

1. Short title and commencement : ( i) These rules inay be called the Ministry of Rural Developmçut, Technical Assistant (Rural 
Credit ), Recruitment Rules , 1982. 

(2 ) They shall come into force on the date of their publication in the OfficialGazelle . 

2 . Number of post classification and scale of pay : The number of tue said post iis classification and the scale of ray attacbed therc 
to shall be as specified in columns 2 to 4 of the Schedule annexed to these rules . 


1elating to the said post shall be as specified in colunins 510 13 of the said Schedule. 

4. Disqualification : No person, 
( a ) Who has entered into or contracted a marriagewith a re son having a spore living or 

(b ) who having a spouse living , hus entered into or contacted a marriage with any person shall be cligble for appointment to 
the said post : provided that the Central Government may , if satisicd that such marriage is permissible under the personal law appli 
cable to such person and the other party to the marriage and that there are other grounds fos so doing , cxcmpt any person from the opeia 
tion of this rule , 

5 . Power to relax : Where the Central Government is of opinion that it is necessary or expedient so to do , it may, by order 
for reasons to be recorded in writing , relax any of the provisions of these rules with respect to any class or category of persons. 

0 . Saving : Noibing in these rules shall alicct rescIvauns, relaxation of age limit and other concessions required to be provided for 
the Scheduled Castos, the Scheduled Tribes and other special categories of persons in accordance witli the orders issued by the Central 
Government from linie 10 time in this regard . 
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-- - 


- 
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- - - - - - - - 


- 


- - - - - 


- 


- 


- 


Name of the post No. of Classification 

posts 


SCHEDULE 
- - - - - - - - - - - - 
Scale of pay Whether 

selection 
post or 
Non -selec 
tion post 


- - - -- - - - - - -- - 

Age limit for direct 
recruitment 


Educational and other qualifi 
cations roquired for direct ro 
cruits 


- - 


- - 


- - 


- 


- - 


- - 


- - 


-- - - - 


3 


- - 


- 


- 


- 


-- 


- 


- 


- 


- 


- 


- - - 


- 


- - - - - - - -- - - - - - - - - - - - - - 
Technical Ono General Central Rs. 425 - 15 - 500-EB - Not Appli - 18 - 25 year s (Relax - Essential 
Assistant ( Rural (Subject Service Gr. C 15- 560 -20- 700 cable able for Govt . ser - Bachelor s degree in Economics , 
Crodit) to varia - (Non -Gazetted ) 

vants upto 5 years. Agricultural Economics , Rural 
tion Non-Ministerial 

Tho crucial date for Economics or Commerce . 
dopendent 

determining the age Dosirable : 
on work 

limit shall be the knowledge of Statisticalmatters 
lond ) 

closing date for ren and experience in rural develop 
ceipt of applications ment work 
for candidates in 
India (other than 
those in Andaman 
& Nicobar Islands 
and Lakshadweep ) 

- - - - - - - - - - - - - - 


Whether age and Period of 
educational quali- probation , 
fications prescri- if any 
bed for direct re 
cruits will apply in 
the case of pro 
motecs 


- - 


- women 


- 


- 


- 


8 


Not applicable 


2 years 


Method of recruitment In case of recruitment by pro. If a Departmontal Pro- Circumstances 
whether by direct recruit - motion /doputation /transfer , motion Committee cxlsts under which 
mont or by promotion or grades from which promotion / what is its compositions the Union 
by deputation or transfer , deputation /transfer to be mado 

Public Sci vice 
and percentage of the va 

Coidmission is 
cancies to be filled by 

to be consul 
various method 

ted in making 

recruitment 
- - - - - - - - - - - - - - - - 

- - - - - 

- - - 
11 

12 

13 
- - - - - 

- - - -- - - - - - - - - - 
By direct l ecruitment, Transfer / Transfer on deputa - 1. Dy. Secy./Dir , incha - Not applicable 
failing wbich by trans- tion : 

rge of Admn. Chair 
fer/transfer on deputa - Persons holding analogous man 
tion . 

posts in tho Central Govt. 2 . Under Secy. or a Toch . 
or those in the Ministry of Officer of the equiva 
Rural Development, hav - lont rank of the Divi 
ing qualifications /experi- sion in which the post 
enco , prescribed for direct is located - Member 
recruits . ( Poriod of deputa - 3 . US incharge ofGr. C * 
tion shall bo ordinarily not posts in the Deptt. of 
exceeding thrce years) Agriculture - Member 

4 . Us ( A ) - Momber 
Note : If none of the 

abovo members belangs 
to SC /ST, the Chair 
man may nominate an 
officer of an appro 
priato rank of Deptt , 
belonging to SC /ST, 
us Member 


(No . A - 12018 /23/80 - Eszt. 1] 
INDAR NATH , Under Secy, 


[ भाग I] - - 


3 ( i) ] 


भारत का राजपत : जुलाई 10, 1982[ प्राचार 19, 1804 


1537 


- 


- - - - 


- 


- 


सिचाई मंशालय 


नई दिल्ली , 24 जून , 1982 


सा० का म० 603.- - राष्ट्रपति संविधान के पनुन्छ। 309 के परन्तक पाग प्रदल गक्तियों का प्रयोग करते हुए केंद्रीय भूगर्भ जल मौर्य, सिपाई मंत्रालय 
सहायक (हेम्पर ) के पद पर भर्ती की पदमि का विनियमम करने के लिए निम्नलिम्बित नियम बनाते है, अर्थात् :- - 

1 . संक्षिप्त नाम और प्रारम्भ : --- ( 1 ) इन नियमों का संक्षिप्त नाम मिचाई मंत्रालय , केंद्रीय भूगर्भ जल मोई, महायक ( हेम्पर ) , मती नियम , 1982 छ । 
( 2 ) ये राजपत्र में प्रकाशन की तारीख को प्रवृत्त होंगे । 


2. पद संख्या , वर्गीकरण और बेतनमान :-.-- उम्त पद की संख्या, उसका वर्गीकरण मोर उसका बेतनमान में होग , जो इससे इन नियमों से उपायय 
अमुमूषी के स्तम्भ 2 से 4 में विनिर्दिष्ट हैं । 


3. भर्ती की पति, प्रायुमीमा पोर अन्य प्रस्ताएं मादि : - उक्त पद पर भर्ती की पति, प्राय सीमा , महताएं और उससे संबंधित अन्य मात में होगा 
जो पूर्णोक्त अनुसूची के सम्म 5 से 13 में विनिविष्ट हैं । 


4. निरर्हताएं : वह व्यक्ति : 

( क ) जिमने ऐसे व्यक्ति से, जिसका पति या जिसकी पत्नी जीवित है, विवाह किया है, या 
( ब ) जिसने अपने पति या अपनी पत्नी के जीवित होते हुए किसी व्यक्ति से विवाह किया है, 


जगत पद पर नियुक्ति का पात्र नहीं होगा : 


परन्तु यदि केन्द्रीय सरकार या यह समाधान हो जाता है कि एसा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को लाग होम मिति के अधीम 
अनुमेय है और ऐमा करने के लिए अन्य प्राधार है तो वह फिमी व्यक्ति को इम नियम के प्रवर्तन से छूट दे सकेगी । 

5. शिपिल करने की प्रापित :- - जहाँ केन्द्रीय सरकार की यह राय है कि ऐसा करमा मावश्यक या समीचीन है, यहां वह, उसके लिए जो कारण है सरो 
लेवनय करके , इन नियमों के किसी उपबंध को किसी वर्ग या प्रवर्ग के व्यक्तियों की पामत , प्रादेशबारा शिथिल कर सकेगी । 


6. व्यावृत्ति : - इन नियमों की कोई भी बात ऐसे पारक्षणों, प्राय-मीमा में छट और अन्य रिमायतों पर प्रभाव नहीं डालेगी, जिनका केन्द्रीय सरकार 
द्वारा इस संबंध में समय - समय पर निकाले गए प्रादेशों के अनुसार अनुमूचित जातियों , अन सूचित जनजातियों और अन्य विशेष प्रवर्गों के अक्तियों के लिए 
उपबंध करना अपेक्षित है । 

अनुसूची 


- - 


- - 


-- - 


- 


- - 


- - 


- 


- - - - 


- 


- 


- 


पर का नाम 


पदों की 


वर्गीकरण 


बेतनमान 


अयन पद प्रथवा सीधे भी किए जाने सेवा में जोड़े सीधे मर्ती किए मामे बाले 
प्रपयन पर वाले व्यक्तियो के गए वर्षों का व्यक्तियों के लिए शैक्षिक 
लिए प्रायु-सीमा फायवा फेन्द्रीय और अन्य प्रस्ताए 

सिविल सेवा 
( पेंशन ) नियम 
1972 के नियम 
10 के मधीन 
प्रय है या 
नहीं 


- - - 


- - 


- -: - - 


--- - 


- - 


- 


- - - - - - -- -- 


- - - -- - - - - - - - - - - - - - 
* 753 साधारण केन्द्रीय 196- 3- 220- 

सेवा समूह " म " दरो0 - 3- 232 
अराजपत्रित 


. 


सहायक 
( हेल्पर ) 
* कार्यमार के 
प्राधार पर परि 
वर्तन किया जा 
सकता है । 


66 

- . - - - - - - - - - - -- - 
लागू नहीं होता 18- ~- 25 वर्ष ( सरकारी नहीं मावश्यक : 
सेवकों के लिये, केन्द्रीय 

मिडिल ( वो स्तर 
सरकार द्वारा जारी 

उत्तीणे कम से कम एक वर्ष का 
किये अनुदेशों और 

प्रकीर्ण यांत्रिक पा. यो को करने 
प्रादेशों के अनुसार शि 

का अनुभव 
थिल की जा सकती है । 

बॉम्भीय : 
प्रायु सीमा अबधारित 

मैट्रिकुलेट या मोटर गादी प्रमा 
करने के निर्णायक तारीख 

सीजल मैकेनिक से पाई०टी०माई . 
प्रत्येक मामले में यह तारीख 

का म्यवमाम प्रमाण -यज्ञ 
होगी जिस तक रोज 
गार कार्यालय से नाम 
भेजने के लिये कहा 
गया है । 


- -- - - - - - - - - - 


- 
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सीधे पती किये जाने वाले परिवीक्षा की मर्जी की पद्धति , मीधी मार्ग प्रोन्नमिप्रतिनियुपिन था - यदि कोई विभागीय भर्ती करने में किन 
व्यक्तियों के लिए पिहित प्राय और अवधि यदि द्वारा या पदान्नति द्वारा या मानमरण द्वारा भी की दशा में प्रोन्ननि ममिति है तो परिस्थितियों में संघ 
शैक्षिक अहंताएं पदोन्नति की दशा कोई हो । प्रतिनियुक्ति स्थानान्तरण द्वारा वे श्रेणियों जिनसे पान्नान उसकी मरचना 

लोक सेवा प्रायोग से 
में लागू होगी या नहीं तथा विभिन्न पद्धतियों से प्रतिनियुक्ति स्थानान्तरण मिया 

परामर्श किया जाएगा 
भरी जाने वाली रिक्तियों जाएगा 

का प्रतिशत । 
- -- - - -- - - --- -- - -- - - - - - -- - - - -- - - - - . 
- - - - --- -- - - --- - - - - ---- 

- - -- - 
89 10 

11 

12 
.. - - - - - - - - -- . -- . 

- - - - - - - - - - - - - - - - -- - - - - - - - - --- -- -- - - .... . - - - - - -- - - - - - - - -- - . 
लागू नहीं होता 

सीधे भर्ती वारा 

लागू नहीं होता 

( i ) अधीक्षक इंजीनियर लाग नहीं होता 

-- - अध्यक्ष 


- - - -- - - - - - --- 


- - - -- - 


- 


- - .- - - . - . - 


- - - 


. 


( ii ) कार्यपालक इंजीनियर 

ज्येष्ठ जल विज्ञान ( केन्द्रीय 
सरकार के किसी मम्प 
कार्यालय में सम्बद्ध ) 
- सदस्य 


( iii ) कार्यपालक इंजीनियर 

ज्येष्ठ जल विज्ञानी ( अनु 
सूचित जाति / अनुसूचित 
जन जाति से सम्बद्ध ) 
- ~ सदस्य 
ज्येष्ठ प्रशासनिक अधि 
कारी, केन्द्रीय भू गर्भ जल 

बोई - सदस्य 
- - -- -- - -- - - - - -- - - - - - - - - - 

[ सं० 23-1/ 82 एम पाई ( प.) ] 

ए० नटराजन , उप सलिम 


MINISTRY OF IRRIGATION 


4. Disqualifications.-~- No person,-~ 
(a ) who has entered into or contracted a marriage with 

a person having a spouse living, or 


New Delhi, the 24th June , 1982 


G. S. R. 603. --In exercise of the powers conferred by 
the proviso to article 309 of the Constitution , the President 
hereby makes the following rules regulating the method of 
recruitment to the post of Heiner in the Central Ground! 
Water Board, Ministry of Irrigation, namely :- -- 


( b ) who , having a spouse living, has entered into or 

contracted a marriage with any person, 
shall be eligible from appointment to the suid post . 

Provided that the Central Govertiment may , it satisfied 
that such marriage is permissible under the porsunal law 
applicable to such förson and the other party to the marriage 
and that there are other grounds for so doing, cxempt any 
person from the operation of this rule . 


1 . Short title and commenceinent. - - ( 1 ) These rules may 
be called the Ministry of the Irrigation , Central Ground 
Water Board (Helper ) Recruitment Rules, 1982 . 


12 ) Thçy shall come into force on the date of their publi 
cation in the Official Gazette . 


2. Number of posts, classification and scale of pay. - The 
nuinber of the said post, its classification and the scale ol 
pay attached thereto shall be us specified in colun] ns 2 to 4 
of the Schedule annexed to these rules. 


5. Power tu rolax . Where the Central Government is of 
the opinion that it is necessary or expedient so to do , 11 may, 
by order , for reasons to be rocorded in writiny relax any 
of the provisions of these rules with respect to any class 
OL cittegory of persons, 

6. Saving . -- Nothing in these rules shal ] affect reservations , 
relaxation of age limit and other concessions required to be 
provide for the Scheduled Castes , the Scheduled Tribes and 
other special categorics of persons in gacordance with the 
orders issued by the Central Goveroment from time to time 
in this regard , 


3 . Method of recruitment, age limit , qualification, etc.... 
The method of recruitment, age limit, qualifications in 
other matters relating to the said post shall he is specified 
in columns 5 to 13 of the said Sohedule . 


( * 11- 


3( 1) ] 
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SCHEDULE 


- 


- - 


- - - - - - - - - - - 
Nanio of post 


- - - 
Num - 
ber of 


- -- 
Classifi- 
cation 


Scalo of 

pay 


Age liinit for direct 

recruits 


Educational and other qualifi 

cation required for direct 
recruits 


post + 


Whether 
selection 
post or 
1011 
selection 
post 


Whether 
benefit 
of added 
years of 
service 
admissible 
under Rule 
30 of the 
C . C . S . 
( Pension ) 
Rules , 1972 


8 


No 


- - - - - - - - - - - - - - 
Helper 

* Subject to variation 
dependent on work 
load , 


220 -EB- 3 . 
232 


applicable 


Central 

Service 
Group D 
Non 
Gazatted 


18 - 25 years (relax . 

able upto 35 years 
for Government 
Servants in ac 
cordance with the 
instructions and 
order s issued by 
the Central 
Government. The 
crucial dato for 
determining the 
ago limit shall be 
the last date upto 
which the Em 
ployment Ex 
changes the asked 
to submit the 
names. 


Essential 
Middle passed (8th Standard ) 

At lcust one year s experi 
encc of handling miscel 
lancous mechanical jobs. 
Desirable : 
Matriculate or I. T. I. Trade 

certificate in automobile 
or diesel Mechanic . 


Whether age and Period of 
educational quall. probation , 
fications prescri- if any 
bed for direct rc 
crults will apply 
the case of pro 

motees 


Method of recruitments In case of recruitmentby pro - If a Departmental Pro - Circumstancos 
whether by diroct recruit - motion /deputation /transfer , motion Committee existe , under which 
ment or by promotion grades from which promotion ) what is its composition the Union 
or by deputation transfer (deputation / transfer to be 

Public Serviso 
and percentage of the va - mado . 

Commission is 
cancies to be filled by 

to be consult 
various methods 

cd in making 

recruitment 
11 - mincm 

13 

14 


10 


-- - 


Not Applicable 


2 years 


Direct recruitment 


Not applicable 


(1) Superintending En . Not applicablo 

gineer Chairman 
( ii ) Executive Enginocr / 
Senior Hydrologist 

Member 
(belonging to Scheduled 

Caste/ Scheduled Tribe ) 
(iii ) Executive Engineer / 
Senior Hydrologist 

- Member 
(belonging to any other 

Central Government 
Office ) 


tive Officer, Central 
Ground Water Board 

- Membor 


-- 


- 


- 


-- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- 


- - - 


- 


- 


- 


- 


-- 


- 


- 


(No. 23 -1 /82-MT (A ) 
A , NATARAJAN , Dy, Socy , 
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पर्यटन और मागर विमानन मंत्रालय 

नई दिल्ली, 8 जून, 1982 
सा . का . नि . 604.- - - संविधान के अनग्छेद 309 के परन्तुफबारा प्रदत्त शक्तियों का उपयोग करते हुए, राष्ट्रपति एतदारा नागर विमानन विभाग 
के अनुसंधान पौर विकास निदेशालय में प्रारूपकार (कलाकार ) ( समूह "ग " पद ) पर भर्ती की पसति को विनियमित करने के लिए निम्न लिखितनियम बनाते 
है, अर्थात् :- - - 

1. संक्षिप्त मौर्वक पौर लागू होना:- - ( 1 ) इस नियमों को अनुसन्धान और विकास मिरेमालय , मागर विमानन विभाग ( प्रारूपकार ) कलाकार ( समूह "म " 
पव ) भर्सी नियमावली, 1982 कहा जाएगा । 

( 2) ये नियम सरकारी राजपत्र में प्रकाशन की तारीख से प्रबूत होंगे । 

2. पदों के संख्या , वर्गीकरण प्रौर बेतनमान: - - उक्त पदों की संख्या, उनमा वर्गीकरण और उनसे सम्बद्ध बेतनमान नहीं होंगे जो इन नियमों मे उपाय 
मनुसूची के बामा 2 पोर 4 में दिए गए हैं । 

3. भर्ती की पति, मायु -सीमा और अहंताएं प्रावि : - - उक्त पद पर मर्ती की पदनि , प्रायु-सीमा , महेताएं मोर उससे सम्बर अन्य मामले वहीं होंगे 
जो उपरोक्त प्रनुसूची के खाना 6 से 13 में मिनिर्दिष्ट हैं । 

4. अनहताएं:- -कोई भी ऐसा व्यक्ति- - 

( क ) जिसमे किसी ऐसे व्यक्ति से विवाह या विवाह का अनुबन्ध किया है जिसका पति / पत्नी जीमित है, या . 
. ( स ) जिमने अपनी पत्नी/ पति के जीवित होते हुए भी किसी अन्य व्यक्ति से विवाह या विवाह का अनुग्ध कर लिया है, 
उपरोक्त पद पर नियुक्ति का पाना नहीं होगा । 

किन्तु यदि केन्द्रीय सरकार इस बात से सन्तुष्ट हो कि ऐसे व्यक्ति मौर मिवाह के अन्य पक्ष पर लागू स्त्रीय विधि के अधीन ऐसा विवाह भनुमत्य 
है और ऐसा करने के लिए अन्य प्राधार है तो किसी भी ऐसे व्यक्ति को इस नियम के प्रवर्तन से छूट दे सकती है । 

5. छूट देने की शक्ति :- - यपि केन्द्रीय सरकार की राय में ऐसा करना प्रावश्यक या समीचीन हो तो यह उन कारणों को पालेबबब करते हुए मादेश 
पारा किस वर्ग या श्रेणी के व्यक्तियों के लिए इस नियमावली के उपबन्धों में से किसी को में छूट दे सकती है । 

___ 6. अपवादः - - यह मियमावली अनुसूचित जातियों मनुसूचित जनजातियों और अन्य विषेष श्रेणियों के व्यक्तियों के लिए दिए जाने वाले प्रारमण तथा अन्य 
रियायतों के बारे में समय -समय पर केन्द्रीय सरकार वारा जारी किए गए मादेशों को प्रभावित नहीं करेंगी । 


पद का माम 


पदों की वर्गीकरण 


येतनमान 


या 


अनुसूची 
अनुसूची 

- . . 
चयन पर है सीधी भर्ती के लिए पायु क्या केन्द्रीय सीधी भर्ती के लिए मौलिक तथा 

सीमा मिविल सेवा अन्य पहनायें 
मपयन पर 

(पेंशन ) 
नियमावली 
1972 के 
नियम 30 
के अन्तर्गत 
सेवा के 
अतिरिक्त 
पर्गों का लाभ 
प्राहय होगा 


60 


प्रारूपकार ( कलाकार ) 1 


गैर - पयन 


नहीं 


सामान्म केन्द्रीय २०550 - 20 - 
सिवा ( समूह "ग " ) 650- 25 - 750 
अराजपमित, अलि 
पिकमर्गीम 


अनिवार्य : 
1. मैट्रिकुलेशन 

पोग्यता । 


पोर समकम 


प्राप्त किसी इंजीनियरी 
संस्थान का मैकेनिकल 
सापटमैनशिप का प्रमाण 


21 से 30 वर्ष के मीष 
( सरकारी कर्मचारियों के 
लिए 35 वर्ष तक छूट ) 
मोट : मायुसीमा निर्धारण के 
लिए भारत में उम्मीदवारों 

( अंडमान मौर निकोबार 
द्वीप समूह तथा लमदीप 
को छोड़कर ) से पावेदन 
प्राप्त होने की प्रतिम 
तारीख नियिक तारीच 
होगी । 
रोजगार कार्यालम के 
माध्यम से मर्ती के मामले 
में , पायुसीमा निर्धारण 


( 3 ) मैकेनिकल ड्राफट्समैन के 

रूप में तोम वर्ष का 
अनुमब जिसमें अनुदेशात्मक 
पारेजों के बिग्यास और 
सेटअप की योग्यता और 
अनुमब अक्षर लेखम की 


( भाग : -- 
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- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


6क 


के लिए रोजगार कार्या 
सय द्वारा नाम भेजने की 
प्रतिम तारीख निर्णायक 
तारीख होगी 


योग्यता और विभिन्न 
प्रचार माध्यमों में 
पोस्टर किस्म के मारेखों 
के रिजाइन बनामे पौर 
उनके प्रकाशन की 

योग्यता मामिल हों । 
बांछनीय : 

एक अतिरिक्त योग्यता 
के रूप में मियो सकिट 
ग्राइंग का मान । 


क्या सीधी भर्ती परिवीक्षा की भर्ती की पद्धति , क्या सीधी भर्ती पदोन्नति/ प्रतिनियुक्ति / स्थानांतरण यदि कोई विभागीय पदोन्नति प्रत्येक प्रतिस्थितिया 
बालों के लिए,विमि . अधि, यदि कोई वारा या पदोन्नति द्वारा या प्रति- द्वारा भर्ती के मामले में ऐसे ग्रेड जिन ममिति हो , तो उसका गठन जिनके अंतर्गत भाती 
विष्ट भायु तथा शैक्षिक हो नियुक्सि /स्थानांतरण द्वारा सपा से पदोम्मति/ प्रतिनियुक्ति स्थानां - क्या है 

करते समय संघ लोक 
महताएं पयोम्मति वाले विभिन्न पदसियों द्वारा भरी जाने तरण किया जाना अपेक्षित हो 

मेवा आयोग से परामर्स 
पत्तियों पर भी लागू बाली रिक्तियों का प्रतिशत 

लेना अपेक्षित हो 
होती हैं 


8 


10 


11 


12 


13 


2 वर्ष 


पदोन्नति द्वारा, जिसके सुपलब्ध पदोन्नति : 
म होने पर सीधी भर्ती द्वारा कनिष्ठ इंजीनियर के ग्रेड में 8 पर्व 

की नियमित सेना 


समूह "ग " विभागीय पदोन्नति ___ लागू नहीं होता 

समिति : 
( 1 ) निदेशक अनुसंधान 

पौर विकास को छोड़ 
कर कोई एक निदेशक 
जिसे उपमहानिदेशक 
( I ) द्वारा नामित 
किया गया हो 

- -- अध्यक्ष 
( 2 ) उपनिवेशक अनुसंधान 

और विकास/ वरिष्ठ 
बैज्ञानिक अधिकारी 

____ --- सदस्य 
( 3 ) सहायक मिषेशक प्रणासन 

-- सवस्य 


[ सं० ए-12018/( 1)/ 80- 11 ( वी ६/एस एफ एम ) ] 

बी . जयचनन , प्रवर सचिव 


MINISTRY OF TOURISM & CIVIL AVIATION 

New Delhi, the 8th Juno , 1982 
G .S .R . 604 , -- In exorcise of the powers conforred by the proviso to article 309 of the Constitution , the Presidenthereby makes the 
following rules regulating tho method of recruitment to the post of Draftsman (Artist) (Group C post) in the Research and Develop 
tant Directorate , Clyal Aviation Department, namely : 

1. Short title and commencement. - -(1 ) These rules may be called the Research and Development Directorate , Civil Aviation 
Department [ Draftsman ( Artist )] ( Group C post ) Resruitment Rules , 1982 . 


(2 ) They shall come into force on the date of their publication in the Official Gazette. 


Numbor of post, classification and scale of pay . The number of the said posi, its classification and the scale of pay attached 
thorelo shall bo as specified in columns 2 to 4 of the Schedule annexed to these rules. 


3 . Method of recruitment , age -limit , qualifications, etc .--- The method of recruitment to the said post , age limit, qualifications and 
other mattery connected therewith shall be as specitied in columns 5 10 13 of the Schedule aforesaid. . 
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4 . Disqualification . - No person , 


(a ) who has entered into or contracted a marriage with a person having a spouse living , or 


(h ) who, having a spousc living, bus entered into or contracted a marriage will any person , 


shall be eligible for appointment to the said post : 


Provided that the Central Government may, if satisfied that such marriage is permissible under tho personal law applicable to 
such person and the other party to the marriage and that there are other grounas for so doing , exempt any person from the opera 
tion of this rule . 


5 . Power to .rclax. - Where the Central Government is of opinion that it is necessary or cxpedient so to do , it may, by order and 
for reasons to bo recordod in writing , relax any of the provisions of these rules la respect of any class, ar category of persons. 


6 . Saving. - -Notblug in these rules shall affect reservation , relaxation cf age limit and other concessions required to be provided 
for candidates belonging to the Scheduled Castes, the Scheduled Tribes and other special categories of pesons in accordance with the 
arders issued by the Central Goveranient froni time to tinc in this regard . 


SCHEDULE 


Name of post 


Classification 


Scalc of pay 


No. of 
posts 


Whether Age Ilmit for direct 
selection recruits 
post or 
non - sclec 
tion post 


Whether Educational and oder quali 
benefit of fications required or direct 
added recruits. 
years 
of Service 
admissible 
under 
rulo 30 of 
tho Central 
Civi Sor 
Vico 
(Pension ) 
Rules, 
1972 


3 


4 


08 


- 


- 


- 


Draftsman (Arist) 


1 


No 


General Central Rs. 550 -20 - 
Service (Group 650 -25- 750). 
C ), Non - gazetted 
Non -Ministerial 


Non -scle- Between 21 and 30 
ction years (Relaxable for 

Government servants 
upto 35 years ) , 
Noto : Tho crucial 
date for determining 
the age limit shall 
be the closing date 
for receipt of appli. 
catious from candl. 
datcs in India ( other 
than those in Anda 
man and Nicobar Is 
lands and Laksha 
dweep). 
In case of recruit 
ment through Em . 
ployident Exchanges 
the crucial date for 
dotermining the agc 
limit shall be last date 
upto which the Emp 
loynleat Exchanges 
are requested to fur 
mish пался. 


Essential : 
1. Matriculation or cquiva 

lent qualification . 
2 . Should possess certificate of 

Mechanical draftsmanship 
from a Government recog. 

pisod Enginecring Institute . 
3 . Three year s experience 

AS Mechanical Draftsman 
including exporience 
and ability in tho 
layout and setup of Ins 
tructiogal diagrams includ 
ing letter writing ability and 
cxercise in delsgo and pro 
duction of poster type dia . 
gran la a variety of medium , 
Desirable : 
Knowledge of radio circuit 

drawing will bo an additional 
qualification . 
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Whether age and Period of Method of recruitment In case of recruitment by pro - if a Departmental Pro - Circumstances 
educational quali- probation , whether by direct recruit - motion /deputation trans motion Commiulce exists, in which Union 
fications prescrib- if any . ment or by promotion or fer, grades from which pro - what is its composition. Public Service 
cd for direct re by deputation transfer , motion/ deputation/transfer to 

Commission is 
cruits will apply in and percentage of the va - be made 

to be consul 
the case of pro . cancies to be filled by 

ted in making 
nottecs various methods 

recruitment . 


Ico 


- 


- - 


- 


- 


No 


___ • - - - - 

2 years 


10 11 

12 

13 
- - - -- - - - - - -- - - - - - - - - - - - - - - - --- - -- - - -- - - - -- - - -- -- - - - - - -- - - - - 
By promotion failing Promotion ; 

Group C Departmental Not applicable , 
which by direct recruit - Junior Engineer with 5 years Promotion Committee ; 
ment. regular service in the grade. 1 . A Director other than 

Director, Research 
and Development as 
nominated by Deputy 
Director General (I ) 

. . ... . . . . Chairman . 
2 . Deputy Derector of 

Research and Devclop 
ment/ Senior Scientific 

Officer , . . . Member . 
3 . Assistant Director of 

Adininistration . . . . . . 

Meinber . 
- - . - - - - - - - - - - - - - - - - - - - - - 

F. No. A . 12018 / i / 80 - E. I ( VE/SFS )] 


मा . का . नि . 605 -- संविधान के अनुच्छेद 309 के परन्तुक द्वारा 
प्रदत्त शक्तियों का उपयोग करते हुए, राष्ट्रपति एतद्वारा मागर घिमानन 
विभाग, नागर विमानन प्रशिक्षण केन्द्र ( श्रेणी-III पव ) भी नियमावली , 
1974 को मशोधित करते हुए निम्नलिखित नियम बनाने है, मतिः-- 


G. S. R. 605. -- In exercise of the powers conferted by 
the proviso to article 309 of the Constitution, the President 
bereby makes the following rules to amend the Civil Aviation 
Department, Civil Aviation Training Centre ( Class III posts ) 
Recruitment Rulcs, 1974, namely:---- 


( 1 ) 1. इन नियमों को मागर विमानन विभाग , नागर विमानन 
प्रशिक्षण केम्म ( श्रेणी-III पर ) भर्ती ( सशोधन ) नियमावली , 1981 
कहा जाएगा । 


1, ( 1) These rules may be called the Civil Aviation De . 
partment , Civil Aviation Training Centre ( Class III posts ) 
Recruitment ( Amendment ) Rules, 1982. 


2. ये गरकारी राजपत्र में प्रकाशम की तारीख से प्रवृत्त हांग । 


(2 ) They shall comic into force on the date of their publi 
calion in the Official Gazette . 


( 2) मागर विमानन विभाग , नागर विमानन प्रशिक्षण केन्द्र ( श्रेणी 
III पर ) भनी नियमावली , 1974 में : - - 


2. In the Civil Aviation Department, Civil Aviation Train . 
ing Centre ( Class I posts) Recruitment Rules , 1974 , -- 


( क ) जहा मही राम " श्रेणी-III " माया हो , वहां 
णठम भणी-II प्रतिस्थापित किया जाएगा । 


(a ) for the expression " Class III" wherever it occurs, 

the expression " Group C " shall be substituted ; 


( a ) प्रारूपकार ( कलाकार ) के पद से संबंधित अनभूमी 

में ऋम सं . 2 और उसके प्रमगत प्रविष्टियां को निकाल 
दिया जाएगा । 


( b ) in the Schedule, serial number 2 relating to the 

post of Draftsman (Artist ) and the entries thereto 
shall be omitted . 


[ फा० सं०-10 12018/ 7/ 80-ई- 1 (बी० ई० )/ एस०एफ०म० ] 

बी० अयनन्द्रन , प्रवर मचिय 


[ F. No.. A. 12018/ 7 / 8C- E.I.(VE/ SFS ) , 

V . JAYACHANDRAN, Under Secy. 


... - - - - - - - - - - - - - - - 
" The Principal Rules published in ihe Guzette of India , 
Frt II , Section 3 , Sub- Section (i ) dated the 8th June , 1974 
as on G . S. R, 565 at page 1243 . 


* ये मूल भर्ती नियम भारत के राजपत्र में दिनांक 6 जून , 1971, 
1243 र मा० का . नि . 565 द्वारा अधिसूबि पिए गए थे । 


- 
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संचार मंत्रालय 


( माफ तार बो ) 

नई दिल्ली , 25 जून , 1982 
HOREOनि . 606. - - राष्ट्रपति, मंविधान के अनुच्छेद 309 के परन्तुक द्वारा प्रदत्त शक्तियों का प्रयोग करते हुए संचार मंमालय डाक -तार गोर्ड के 
प्रधीन उपोष्ठ विक्रय अधिकारी, विक्रम अधिकारी और संपर्क अधिकारी के पदों पर भर्ती की पति का मिनियमम करने के लिए निम्नलिखित नियम 
मनाते हैं , अर्थात् 

1. संक्षिप्त नाम और प्रारम् : ( 1 ) इन नियमों का संक्षिप्त नाम डाक -तार विभाग ( ज्येष्ट विक्रय अधिकारी, मिक्रय अधिकारी और समर्क अधिकारी ) 
भर्ती नियम , 1982 है । 

( 2 ) ये राजपत्र में प्रकाशन की तारीख की प्रवृत्त होंगे । 
2. लागू होना : ये नियम इससे उपायड अनुसूची में विनिर्दिष्ट पदों को लागू होंगें । 

स मल्या वर्गीकरण और बेतनमान : उक्त पदों की संख्या , सनका वर्गीकरण मौर उनके वेतनमान बेहोंगे , जो इन नियमों से अपार अनुसूची 
के स्तम्भ 2 से 4 में विनिर्दिष्ट है । 

की पति, प्राय सीमा और अन्य महताएं मादि : उक्त पदों पर भर्ती की पति, प्रायु सीमा, महंताएं और उनसे संबंधित प्राथ बाते 
में होगी जो पूर्वोक्न अनुसूची के स्तम्भ 5 से 14 में विनिर्दिष्ट हैं । 

5. निरहंताएं : यह व्यक्ति 

को जिसने ऐसे व्यक्ति से , जिसका पति या जिमकी पत्नी मीषित है, विवाह किया है, या 
( ख ) जिमने अपने पति या अपनी पत्नी के जीवित होते हुए किसी व्यक्ति से विवाह किया है । 
उक्त पद पर नियुक्ति का पान्न मही होगा । 

पति केन्द्रीय सरकार का यह ममाधान हो जाता है कि ऐमा विवाह ऐसे व्यक्ति और विवाह के अन्य पक्षकार को साग स्वीय विधि के 
पाय है और ऐसा करने के लिए अन्य प्राधार हैं तो वह किसी व्यक्ति को इम नियम के पर्वसन छट दे सकेगी । 


सिपिस करने की सक्सिः जहां केन्द्रीय सरकार की यह राय है कि एसा करमा मावश्या या समीचीन है , वहां बह, उसके लिए जो कारण : 

वा संघ लोक सेवा प्रायोग से परामर्स करके , इम नियनों के किसी उपबन्ध को किसी वर्ग या प्रवर्ग के यक्तियों की बाबत , आदेशारा 
शिथिल कर सकेगी । 

, व्यापत्तिः इन नियमों की कोई भी बात ऐसे आरक्षणों, प्रायु सीमा में छूट और अन्य रियायतो पर प्रभाव नहीं डालेगी, जिनका केन्द्रीय मरकार द्वारा 

र में समय समय पर निकाले गए प्रादेसों के अनुसार अनुसूचित जामियों , अनुभूचित जनजातियों और अन्य विशेष प्रवर्गों के व्यक्तियों के लिए 
उपबंध करमा अपेक्षित । 


- 


- 


- 


. . - - - .- - 


- - 


- 


पदों 


वर्गीकरण 


वेतनमान 


पद का नाम 


पयन पक्ष अथवा 
अधयन पर 


संख्या 


सीधे भर्तीकिए आमे सेवा में जोड़े सीधे भर्ती किए जाने वाले 
जाने वाले व्यक्तियों के गए पो बस्तियों के लिए शैक्षिक 
लिए मायु सीमा का फायदा पीर अन्य महताएं 

कनीय सि 
विल सेवा 
(पेंशन नियम 
19122 
लियम 30 
के मधीम 
ममुमेय है 
या नहीं 


3 


ज्येष्ठ विक्रय मधि - 
कारी 


2 * साधारण केन्द्रीय 1100- 50-1600 लागू नहीं होता 40 वर्ष से अधिक नहीं 
1902 सेवा समूह ( क ) 

महीं ( सरकारी सेवकों 
* कार्यभार राजपत्रित , अलि 

के लिए 5 वर्ष तक 
के पिक वर्गीय 

शिथिल की जा सकती है । 
प्राधार | 

टिप्पण : भायु- सीमा 

प्रवधारित करने के लिए 
परिवर्तम 

निर्णायक तारीय प्रत्यक 


प्रावश्यक :-- -- 
( i ) किसी मान्यता प्राप्त 

विश्वविद्यालय से उपाधि 
या समतुल्य । 


पर । 


( ii ) किसी सरकारी पर्व 

सरकारी संगठम या किसी 


- - - 


- 


- - 


- 


- - --- 


- 


- - - - 


- - 


- - - 
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जा 
सकता है । 


मामले में , भारत में 
रहने वाले प्रभ्यापियों 
से ( उनमे भिन्न हो 
बन्धमान व निकोबार 
दीप तथा लक्ष्य प्रीप में 
रहसे है ) प्रावेदन प्राप्त 
करने के लिए नियुक्ति 
की गई अंतिम तारीब 
होगी । 


षयातिप्राप्त प्राइवेट 
ममुत्पान में पर्यवेक्षीय 
हैसियत में माणिज्मक 
प्रभार संबंधी कार्य 
का 7 वर्ष का अनुभव 


टिप्पणी:---- 1 प्रर्हताए अन्यथा 

मुभहित अभ्याथियों के 
मामले में मंप लोफ 
सेवा प्रायोग के 
विवेकानुसार शिथिल 

की जा सकती है । 
टिपणी : -- १. अनुभव संबंधी 

अर्हता ( अहंसाएं ) संप 
लोक सेवा आयोग के 
विवेकानमार अनुसूचित 
जातियों पोर अनुसूचित 
जनजातियों के अभ्य 
थियों के मामले में 
उस दिशा में शिथिल 
की जा सकती है ( हैं ) 
जब कि चयन के किसी 
प्रक्रम पर संघ लोक 
सेवा पायोग की यह 
राय है कि इनके 
लिए प्रारक्षित रिमित 
मों को भरने के लिए 
अपेक्षित अनुभव रखने 
वाले इन समुदायों 
के अभ्यर्थियों पर्याप्त 
संख्या में उपलब्ध नही 

हो सकेगे । 
बांछनीय 
किसी मान्यता प्राप्त संस्था 

से विज्ञापन जन संपर्क / 
पत्रकारिता पिप्लोमा 
या समतुल्य । 


- 


- 


- 


- 


- 


- 


- 


- 


. 


. 


. . . 


.. . . . . . 


. .. 


10 


12 


1 


सीधे भी किए जाने परिवीक्षा की अवधि भर्ती की पसति /भर्ती सीधे होगी प्रोमा /प्रतिनियुक्ति / स्थानान्तरण यषि विभागीय प्रोमति समिति भर्ती करने में , फिन 
पाले व्यक्तियों के यदि कोई हो या प्रोमति द्वारा या प्रतिनियुक्ति द्वारा भर्ती की दशा में वे श्रेणियां है तो उसकी सरमना परिस्थितियों में संब 
लिए निहित मामु और स्थानान्तरण द्वारा भर्ती किए जिनसे प्रोन्नति प्रतिनियुक्ति / स्था 

लोक सेवा भायोग से 
शैक्षिक प्रईताएं प्रीपति आने वाली रिक्तियों को न्तरण किया जापगा 

परामर्श किया जाएगा 
को षणा में लागू होगी 

प्रतिशतता 
या नहीं 

14 

more- - - - -- - -- 
बागू नहीं होता दो वर्ष ( i) 50 प्रतिशत प्रोन्नति/ प्रति- प्रोन्नति प्रतिनियुक्ति पर स्थाना - समूह ( क ) पि० प्रो० स० सीधे भर्ती करते समय 
नियुक्ति पर स्थानांतरण तरण 

पुष्टि के लिए विभागीय प्रो . संघ लोक सेवा 

(i ) केन्द्रीय सरकार के अधीन पति समिति में निम्न - पायोग से परामर्ण 
(ii ) 60 प्रतिशत प्रतिनियुक्ति ऐसे अधिकारी, जो लिखित होंगे : 

किया जाएगा । 
पर म्पानाम्तरण द्वारा ( i ) ( क ) सदृश पवधारण मवस्य ( प्रशासन ) मध्यक्ष 
जिसके न हो सकने पर किए हुए हैं ; या सदस्य डाक परिचालन सदस्य 
सीधी भर्ती द्वारा ( ब ) जिम्होंने 700-130050 -- उप महानिदेशक 

में या समतुल्य वेतन - ( कार्मिक ) सदस्य 
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.. . ........ .. .. . 
मान वाले पदों पर 5 वर्ष टिप्पण : पुष्टि से संबंधिन 
मेवा की है, या 

विभागीय प्रोन्नति ममिनि 
( मा ) जिन्होने 65()-1 211020 की कार्यवाहियां संघ 

के या ममतुल्य वेतन - लोक सेवा मायोग के 
मान वाले पदों पर, 8 अनुमोदनार्थ भेजी जाएंगी 

वर्ष सेवा की है ; और गी । किन्तु यवि संघ 
( 1 ) जिनके पास सीधे भर्ती लोक सेवा भायोग इन 

झिए जामे वाणे व्यक्तियों ___ का अनुमोदन नहीं करता 
के लिए संभ 7 के नीचे है तो विभागीय प्रोन्नति 
मिहित शैक्षिक अर्हता , समिति की बैठक के मंध 

अनुभव प्रावि है । लोक सेवा मायोग के 
( 2 ) ऐसे विभागीय विक्रय मध्यक्ष या किसी सदस्प 

अधिकारी पर भी विचार की मध्यक्षता में फिर से 
किया जाएगा जिसने उस 
श्रेणी में 8 वर्षनियमित 
सेवा की है और यदि 
उसका नियुक्ति के लिए 
चयन कर लिया आता 
है तो उस पद को प्रो 
अति गारा भरा गया 
माना जाएगा । 
( प्रतिनियुक्ति की अवधि 
मामाम्यतः 3 वर्ष से 
अधिक नहीं होगी ) 


... - - - - - - 


- - - - 


- - - - - -- - 


- - - - 


- 


- - - - - 


- - - - -- - 


-- 


- - 


- 


- - 


- - - - - - -- - - 


- - -- - - - 


- 


-- - 


- - - 


- - - - 


- 


- - 


- - 


- 


- - - -- -- - 


- - - 

- 


- - - -- -- - - - - - 
- -- - - . 


- 


2. विक्रय अधि 

कारी 


-- -- -- - - - - -- - - ...-- - - - - - - - -- - - ----- 
1 * साधारण केन्द्रीय 650-30- 740 लागु नहीं होता 
( 1982 ) सेवा समन्ह " ख " 35- 810-40 
* कार्य - राजपत्रित अलि 35 -880 - 40 
भार के पिक वर्गीय 1000-100 
माधार 

40- 120000 
पर 
परिब 


तन 


- - --- ---- - -- 
30 वर्ष से अधिक 

नहीं ( मरकारी सेवकों 
के लिए 5 वर्ष तक शि 
थिल की जा माती है । 
टिप्रतणः प्रायु मी 
मा भयभधारित करने 
के लिए निर्णायझ ता 
रीन प्रत्येक मामले में 
भारत में रहने वाले 
अभ्याथियों से ( उन 
भिल को मन्दमान और 
निकोबार दीपमधा 
लक्षवीप में रहने है ) 
प्रावधन प्राप्त करने 
के लिए नियत की 
गई मंतिम तारीख 
होगी । 


किया 

आ 
सकमा 


--- -- ---- - -- - --- - - -- --- -- - - - - 

पावश्यक 
( i ) किसी मान्यता प्राप्त 
विश्वविधालय से उपाधि या 

ममतुष्य । 
( ii ) किसी सरकारी अर्ध सरकारी संग 

ठन या किसी स्यातिप्राप्त प्राइवेट 
समुत्थान में पर्यवेक्षीय हैमियत 
में वाणिज्यिक प्रमार मंमंधी 
कार्य का 3 वर्ष का अनुभव । 
टिपण : 1 . अर्हताएं, अन्यथा 
सुप्रहित अभ्याथियों के मामले 
में संप लोक सेवा आयोग 
के विवेकानुमार शिपिल की 
आ सकती है । 
टिपण : 2 . अनुभव संबंधी 
माईसा ( पौर ) मताएं मंग 
लोक सेवा भायोग के विवेका 
नुसार प्रमुसूजिस जातियों माग 
अनुसूजित जन जातियों के 
प्रत्यार्थियों के मामले में उम 
दशा में शिथिल की जा सकती 
है ( है ) जब कि चयन के किमी .. 
प्रक्रम पर संघ लोक सेवा मा 
योग की यह राय हे कि इनक 
लिए भारभिन रिमनयो को 
भरने के लिए प्रपेक्षित प्रमः । 
रखने वाले इन समवारयों के 
अभयार्थी पर्याप्रत संख्या में उप 
लम्ध नही हो सकेगे । 
वांछनीय : 
किसी मान्यताप्राप्त संस्था से 
विज्ञापन / जन संपर्क पत्रकारिता में 
डिप्लोमा मगतुल्य 
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10 


11 


12 


13 


14 


- .. . --~ -- 


- -- - -- - --- - 


- 


- 


- - - - - - - - 


- - - - - - - - - - - 


- 


- 


- 


- 


लागू नहीं होता 


वो वर्ष 


प्रतिनियुक्ति पर स्थानान्तरण 
दाग जिमके न हो मकने पर 
सीधे भर्ती बाग । 


प्रतिनियुक्ति पर स्थानान्तरण : ममूह " " वि० प्रो० स० : सीधे भर्ती करने ममप 

कद्रिीय सरकार के अधीन पुष्टि पर विचार करने के संघ लोक मेवा 

ऐसे अधिकारी - लिए विभागीय प्रोन्नति आयोग में परा 
( i) ( क ) जो सदृश पद धारण ममिति में निम्नलिखित मर्शकिया जाएगा । 

किएहुए या ( ख ) जिन्होंने होंगे । 
5 50- 900 २० के या मदम्य ( प्रशासन ) - - अध्यक्ष 
ममतुल्य वेतनमान थाले सदस्य ( धाम परिचालन ) 
पदों पर 3 वर्ष सेवा की सदस्य 

निवेशक ( वाणिज्यिक प्रचार ) 
( ग ) जिन्होंने 425-700 रु० और जन संपर्क - सदस्प 

के या ममतुल्य वेतन टिप्पण : पुष्टि से संबंधित 
मान वाले पदों पर, 8 विभागीय प्रोन्नति समि 

वर्ष सेवा की है ; और ति की कार्यवाहियां , 
(ii) जिनके पास सीधे भर्ती संघ लोक सेवा प्रायोग 

किए जाने वाले व्यक्तियों के अनुमोदनार्थ भेजी 
के लिए स्तंभ 7 के नीचे जाएंगी । किन्सु, यदि संभ 
निहित शैक्षिक प्राईसा, लोक सेवा प्रायोग इन 

अनुभव प्रादि है I का अनुमोदन नहीं करता 
( प्रतिनियुक्ति की अवधि समान्यत : है तो , विभागीय प्रोन्नति 
3 वर्ष से अधिक नहीं होगी । ) समिति की बैठक संघ 

लोक साव आयोग के 
अध्यक्ष या किसी सदस्य 
की अध्यक्षमा में फिर से 
होगी । 


. . . . . . 


- - 


- - - - - 


- 


- 


- - - - 


- - - - 


- 


- 


- 


- 


- 


- 


- - - - - - 


- - . 


. 


. 


. . 


- - 


- - 


- 


- -- - - 


--- - । 


- 


- 


- 


- 


- - . 


-- 


- - - 


- 


- - - • - - - - - - 
लाग नहीं होना 


-- --- - - - - - -- -- -- - - - - - - - - - - - - - - - - - - - - - - -- - - - - - - - - -- --- - - ------ - - 
3. संपर्क अधिकारी 1 * साधारण केन्द्रीय 650-30-740 लागू नहीं होना लागू नहीं होता लागू नही 
* कार्य समूह " " राज - 35- 810दरो० 

होमा 
कार के पत्रित प्रलिपिक 35- 880 
प्राधार वर्गीय 

10-10000 
पर प 

रो०- 40 - 1200 
रिबर्तन 

स० 
किया मा 
सकता है 


- 


- 


354 GI/82 - 7 


11 


13 


14 


. - 


. - 


- 


- 


- 


- 


- 


- - - 


- 


- - -- 


- 


- 


- 


- 
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10 

12 
-- - - - - - - - - - - - - - - - - - - - .. - - - - - • - - - - - - -- - - 
प्रतिनियुक्ति पर स्थानान्तरण प्रतिनियुक्ति पर स्थानाग्मरण : ममूह " " वि०प्रो० स० . इस पद पर नियुक्ति 
वाग । 

केन्द्रीय सरकार के अधीन ऐसे पुष्टि पर विचार करने के के लिए चयन करने 
अधिकारी 

लिए , विभागीय प्रोन्ननि ममय संघ लोक 
( क ) (i ) जो सदृश पद धारण समिति में निम्नलिखित मेवा आयोग गे 
किए हुए है ; या होंगे । 

परामशकरना प्रा 
( ii ) जिन्होंने 550- 900 रु० सदस्य ( प्रशासन )...- अध्यक्ष धक नहीं है । 

के या ममतुल्य वेतनमान उन महानिदेशक ( कार्मिक 
थाले पदों पर 3 वर्षे सेवा सदस्य 
की है ; या 

निदेशक ( सी०पी० ) 
( iii ) जिन्होंने 425- 700रु० एण्ड पी० पार० ) -- मवस्य 

के या समतुल्य वेतनमान 
वाले पदों पर 8 वर्ष टिप्पण : पुष्टि से संबंधित 

मेवा की है ; और विभागीय समिति की कार्य 
( ख ) जिनके पाम निम्नलिखित चाहियो, संघ लोक संवा 

शैक्षिक पाहता , मनभय प्रायोग के अनुमोवनार्थ 
प्रावि हैं : - - 

भेजी जाएंगी । किन्नु , 
( i ) किसी मान्यता प्राप्त विश्थ- यदि संघ लोक सेवा 

विद्यालय की उपाधि या प्रायोग इनका अनुमोदन 
समतुल्य 

नहीं करता है तो विभा 
( ii ) संपर्क जनसंपर्क कार्य में गीय पदोन्नति समिनि 
तीन वर्ष का अनुभव । की मैठक संघ लोक 

सेवा आयोग के अध्यक्ष 
या किसी सदस्य की 
अध्यक्षता में फिर से 

होगी । 
( प्रतिनियुक्ति की अवधि सा 

मन्यतः 3 वर्ष से अधिक 
नही होगी ) 


- - - 


- 


- 


- - - - - 


- 


- - - - 


- 


- 


- - - - 


- 


- 


- 


- 


- - 


- 


- 


. 


. 


- 


- 


- - - . 


-- -- -- 


-. . -- - 


- 


- 


- - - 


- - 


- 


- 


- 


- - - 


-- - - 


-- -- 


- - - 


[सं० ए० 120 18/1/ 80- एम० पी० जी० ] 
बी० एस० राष , सहायक महानिदेशक ( एम० जी० पी० ) 


MINISTRY OF COMMUNICATIONS 

(P & T Board ) 


3. Number of posts, cassification and scale of pay .- - .The 
number of posts , their classification and the scales of pay 
attached thereto shall be as specitied in columns 2 to 4 of 
the said Scheduled . 


New Delhi, the 25th June , 1982 


G . S. R. 606.--- In exercise of the powers conferred by 
The proviso to articlc , 309 of the Constitution , the Picsident 
hereby makes the following rules regulating the method of 
Tecruitment to the post of Senior Sales Officer , Sales Officer 
and Liaison Officer under the posts and Telegraphs Board , 
Ministry of Communications, namely : 


4 . Method of recruitment , age limit , qualifications , etc . - - 
The method of recruitment, Age limit, qualifications and 
other matters relating to the said posts shall be as specified 
in columns 5 10 14 of the Schedule aforesaid , 
5. Disqualification. -~- No person, 
la ) who has entered into or contracte i marriage with 

il person having a spouse living, or 


1. Short title and commencement. - - ( 1 ) These rules may 
he called the Posty and Telegraphs Department ( Sepio 
Sales Olhçer , Sales Officer and Liaision Officer ! Recruitment 
Rules, 1982. 


( b ) who , having a spouse living , has entered into or 

contractel a marriage with any person , 


shall be eligible for appointment to any of the said poste : 


( 2 ) They shull come into force on the date of their publi 
cation in the Official Gazette . 


2 . Application . These rules shall apply to the posts spesia 
fied in the Schedule annetcd to these rules, 


Provided that the Central Government may , if satisfied 
that such marriage is permissible under the personal law 
applicable to such person and the other party to the marriage 
and that there are other grounds for so doing, exenipt any 
person from the operation of this rule. 


[ HTT#1 II- - 0€ 3 ( 1) ] 

TTTA FITTIT : 10 
W L A 

- 7 - - - = = = = 
6 . Power to relyx - Where the Cential Government is 
of the opinion that it is necessary or expedient so to do , it 
may, by order , for reasons to be recorded in writing and 
in consultation with the Union Public Service Commission , 
relax any of the provisions of thche rules with respect to any 
class or category of persons . 
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7 , Saving. Nothing in these rules shall affect reservations, 
relaxation in the age limit and other concessions required to 
he provided for candidates belonging to the Scheduled Castes , 
the Scheduled Tribes and other special categories in accorci 
ance with the order issued by the Central Goveinment from 
time to time in this regard . 


SCHEDULE 


Rocruitment rul , s for Sapior Siles Officer, Sales Officer and Liaison Officer in Ministry of Communications 

( P & T Board ) . 
- - - - - - - - -- - - - - - - - - - - - --- - - - - - - - - - - - - - - 

. . - - - - - - - - - - - -- - - - 
Nume of pist No . of Classifica - Scale of Pay Whether Age limit ifor Whether Educational and other quu li fi 
Post tion 

Selection direct recruits benefit of cations required for direct rc 
post or 

added cruits 
ոօր 

years of 
selection 

service 
admissible 
wider rule 
30 of the 
CCS (Penz 
sion ) Rules, 
1972 


post 


- 


- 


- 


. - - - - - - - - 
Senior Sales 
Ollicer. 


-- - - - - - 
Not exceeding 


-- - -- 
No. 


- - - - - - - - - - - - - - - - - - - 

2 * General Rs. 1100 - 50 - Not 
( 1982 ) Central 1600 , Appli 
* Subject Service 

cabic 
to variu - Group A 
tion de - Gazetted 
pendent Non 
on work - Ministerial. 
load . 


taxable upto 3 
yeprs for GO 
vernment 
servants ). 
Note : The 
crucial da tc for 
determining 
the age limit 
shall be the 
closing da ic for 
receipt of applications 
from candidates 
in India (other 
1113 n thosc in 
the Andame 13 
and Nicobar 
Islands and 
Lakshadweep ). 


-- - - - - - - - - - - - - - - 
Exscntial : 
(1) Degree of a recognised 

University or cquivalent. 
( 11) 7 years experience in a 

supervisory capacity or 
work relatiog to commer 
ciat publicity in a Govern 
inchi, Semi-Government Or 
yanisation or private 

concern of rerule . 
Notc 1 : Qualifications are re 

la xable at the discretion of 
the Union Public Service 
Commission in case of candi 

da ics otherwise well qualified , 
Note 2 : The quilification re 

Qurding cxpcricnce is relax 
abic at the discretion of the 
Union Public Service Com 
mission in the case of candi 
daics belonging to Scheduled 
Ci stes and the Scheduled 
Tribcs il, itt any stage of 
selection , the Union Public 


opinion thilt sufficient num 
ber of candidates fium these 
communitics possessing the 
requisite experience are not 
likcly to be a wilable to 
fjl up the vacancies reserved 
for thcni. 
Desirable : 


Diploma in Advertisement/ 

Public Relations Journalisin 
fron a recognised Institution 
or equiv . lent. 


- 


- 


- 


- 
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(1) ] 


- 


/ 
10 


- 


- - - 


- 


- - 


- 


- 


- 


- 


No. 


Whether " gend Period of Method of roctt, whether Incise ofrecit. by pronotior ) If a DPC cxists what is Circumstihres 
educ tional quali- probation by direct rectt or by pro - deputation / transfer , gri des its compositicn 

in which UPSC 
fica tivns prescri- ifilny motion or by deputation from which promotion depu 

to be consulted 
bed for direct rc transfer and percentagofitiont/transfer to be mide 

in making frott. 
cruits will apply 

of the V , cancies to be 
in tho cese of pro 

filled by variousmethods 
motces 

- - - - - - - - - -- - - - - - - - - -- - - - - - - - -- -- - - - - - - - - - - 
12 

13 

- 14 
- --- - - - -- - -- - --- -- - - - - - - - - - - - - - -- - - - - - - - - . - -- -- -- - - - - - - -- -- - - - - - - 

2 yoots . (1) 50 per cent by pro - Promotion /transfer on dcpu - Group A D . P . C . : Selection on 
(Senior Sales nition / transfer 012 tation ; 

The Departmental Pro - ech cccezion 
Officer ) 

deputation . 

(1 ) Officers under the Cen - motion Committee for shall be made 
( ii ) 50 per cent by ( ans tralGovernment : 

confirmation will con - in consulta ticn 
fer un deputation (i) ( ) holding unalon sist of Member ( A ) with the Uliri 
failing which by gous posts ; or Chairman . 

Public Service 
direct recruitment. (b ) with 5 years Member ( PO ) 

Commission , 
service in posts - Member . 
in the scale of Deputy Director 
Rs. 700 - 1300 Gener ? ) (P ) 
or cquiv . lent ; – Menilies. 


ic ) 


with 8 yers Note : The proceedings 
servivc in posts of the Departmental 
in the sale of Pronction Cominit 
Rs. 650 - 1200 orice relating to con 

equivalent; and frmation shall be 
( ii ) poyscysing the cdu - sent to the Commis 

cationa ) qualifica sion for approval. If, 
tion , experionce , etc . however , these are not 
prescribed for direct approved by itic Union 
recruits under cus Public Service ( cm 
lumn 7 . 

mission a fresh mec 
( ) The Departmental Sales ting of the Depart 

Officer with 8 years nents I Proniotion 
regular service in the Committee to be 
gride will also be con presided ( ver by the 
sidered and in cise he Chairman cra Ment 
is selected for appoint- ber of the Union 
ment to the past, the Public Service Commis 
same shall be deemed sion shall be held . 
to have been filled by 

promotion , 
( Period of deputation sh 11 

ordinarily put exceed 3 

years ) . 
- - - - - - - - - - - - - - - - - - - 

- - - - - -- 
- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 


- - 


- 


- 


- 


- --- - - - - 
- - 


- - - - - 
- -- - - - 


- 


- - - 


- - 


. - 


om 


Sales Officer, 


No. 


Essential : 


1 * Gener: 
( 1982 ) Ccutral 
* Subject Service 
10 varj. Group B 
otion Gazetted 
defen- Non 
dent on Ministeriu ). 
wosk 
Jord . 


Rs. 650 -30 - Not 

740 - 35 -810) . Appli 
FB - 35 - 880 - cible. 
40 - 1000 -EB 
40 -1200 . 


Not exceeding 
30 years (Re 
Taxable upto 5 
Ycars fui Go 
vernment ser 
vants ). 
Note : The 
crucial date for 
determining the 
age limit sh : ]] 
be the closing 
date for receipt 
of applications 
from cal. tidi, ico 
in India ( GUCE 
than those in 
The Andaman 
and Nicchio 
Islands and 
Lakshadweep ). 


(1) Degree of a recognised 

University or equiv: lerit 
( ii ) 3 years experience in a 

supervisory cu pacity of work 
relating to commercial 
publicity in a Government, 
Semi-Guvernment crgo ni 
sation or o privi te con 

cern of rcpute , 
Note 1 : Qualificetions are fc 

la xable at the discretion of 
the Union Public Service 
Commission in case of codi 
dates otherwise well qualified , 
Note 2 : Tlic qui lification 10 

garding experience is relax 
able at the discretion of the 
Union Public Scrvice Com 
mission in the case of condi 


(HT 11-- O 


3 (1) ] 
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- 


- - - 


- - - 


- 


- 


- 


- 


- - - 


- 


- - 


- 


- 


- - - 


- - - 


- 


- - - - 


- 


- - - - - - 


- 


- 


- - - - 


- 


- - - 


dates telonging to the Sche 

Juled Costes and the Sche 
duled ? ribes if , at any tige 
of sclection , the Union Public 
Service Commission is of the 
opinion that sufficient num 
ber of candidates from incse 
coninunities possessing the 
rcquisit experience are not 
likely to be avail: ble to fill 
up the vacancies reserved for 
them . 


Desira hle : 


Diploma in Advertisement 

Public Relations Journalism 
front a recognised Institute 

Of equivaleni. 
- - - - - -- - - - - - - - 

- - - - 


- - 


- 


- - 


- 


- 


- 


- - 


- - 


- 


- - 


- - 


- 


- - - 


- 


- - 


- 


- 


- 


-- - - - 


- 


- - - 


- 


- 


- 


- 


- 


- 


- - - - 


. . . - 


- - 


- 


- 


- 


- - - 


- - -- 


- 


- 


- 


- 


- 


- - 


- - 


- 


- 


- - - 


- 


-- - 


- 


- - - 


- 


- 


- 


- - 


- - - - 
10 


. 
12 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- - 


- 


- 


- 


- 


- 


- - 


Notapplicable . 


2 years . 


By transfc - on deputa - Transfer on Deputation Group B DPC : 

Union Public 
tion failing which ly Officers under the Central The Denariment: 1 Pro - Servicc com . 
direct recruitmen . Government: 

motion Comraittce mission shall 
( 1) (H ) holding analogous fur corifirmation will be consulted 
posts ; or consist of ; 

while nakiny 
(b ) with 3 years ser - Membe ( A )- - Chumai. direct recruit 

vice in posts in the Member (PO ) - Meraber. ment . 
scule of Rs. 550 -900 Director ( CP & PR )- - 

or equivalent; or Member . 
(c ) with 8 years service Note : The Procecdings 

in posis in the scale of 172 Departmental 
of Rs. 425- 700 or promotion Commitier 

cau valent;and relating to confirma - 
(11) possessing the cduca - tion shall be sent 10 

tional qualification , X the Union Public Ser 
perience etc . prescribed vice Commission for 
for direct recruits under a pcr: va ! If , ihow 
Culum 7 . 

ever, diese are not 
(Period of deputation shall approvezl by the Union 

ordini rily not exceed 3 Public Service Com 
years ). 

mission a fresh mee 
ling of the Departa 
menal Promotion 
Commitlec , to be 
presided over by the 
Chairman or a Mem 
ber vif the Union Pub 
lic Service Corimis 
sion shall be held , 


Im 
Liaison Officer 


-- 


Not applicable . 


- - - -- - - 

Not 
a pplicable . 


- - - - - - 

Notarplicable , 


Not 
Appli 
cable . 


1 * General 
( 1982 ) Centr: 1 
" Subirct Service 
to varia - Grour B 
tion de - Gazetied 
pendent Non 
on work - Ministis11. 
1031 


Rs. 630 - 30 - 

740 -35 -810. 
IB - 35 - 880 - 
10 - 1000 
EB -40 - 1200 . 
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- 


- . 


- .. 


- 


- 


- 


-- - - 


.. - . - 


- - 


___ 10 


Not applicable . 


Nut 
applicable 


11 

14 
- - -- - - - --- - - - - - - - - - - - - - - - - - - - - - - - - -- - . - - - 
By transfer on deputa - Tranister on Depuration : Group B DPC : 

Consultation 
lion . 

Officers under the CentralGo. The Deportincital Pro - with the Union 
___ vernment : 

tion Commiliee for Public Service 
(a ) (1) holding a1logous confirmation w .}} con - Commission 
pJ5ts ; or Sist of : 

not necessary 
( 1 ) with 3 yerrs Ser - Member ( A ) - Chairman, while making 

vice in posts in the Dy, Director - Genera ) selection for 
Scalc of Rs . 550 -900 ( P ) . Mernber . 

3 ppointoient to 
or equivalent : or Director ( CP & PR ) the post. 
(ii) with 8 years ser - Member, 

vice. in psis Note : The proceedings 
in the scale of of the Departmenta 1 
Rs. 425 - 700 or Promotion Commit 
cquivalent ; and 

tce relating to confrin . 
(b ) possessing the following mation shall be sent 

cducational 941 litici 10 the Union Public 
tion ,experielice , etc . Service Commission 
(1) Degree of it recage for approvt. If, hi. v 

nised university or cver , 1] escil to not 
equivalent . 

approved by . the 
(i ) 3 years experience Union Public Service 

111 Liaison Public Commission i fresti 
reli tion wush , 

decling of the De 
( Porind of Jeputation shall partmentti Promo 

ordinarily not exceed 3 tion Committee to be 
yee rs ). 

presided over by the 
Chairman or a Mem 
ber of the Union Pub 
lic Service Commis 
sion shallbe held . 


- 


- 


- 


- 


- - 


- - 


- 


- 


- 


- 


N.. A. 12018/1/80-SPG ] 
V . S. RAO , Assti, Director Genera ) 


श्रम मंत्रालय 


MINISTRY OF LABOUR 
( Directorate General of Mines Safety ) 

Dhanbad , the 17th May, 1982 


( घाम सुरक्षा महाभिवेशालय ) 

धनबाद , 17 मई, 1982 
साका०नि० 607.--- मुख्य खान तिरीक्षक , कोयला खान दिनियम , 1957 के 
विनियम 2 के खण्ड ( 23) और विनियम 173 के खण्ड ( घ ) द्वारा प्रदत्त 
शाक्तियों का प्रयोग करने हा निम्न मागणी के स्तमं ( 2 ) में विनिर्विष्ट फर्म बाग 
विनिर्मिन उक्त मारणी के स्तंभ ( 1 ) में विनिर्दिष्ट विस्फोटक को सभी 
प्रथम स्तर वाले गैसीय कोयला पानी में उपयोग के लिए उपयुक्त अनुज्ञान 
विस्फोटक के रूप में और उक्न अनुज्ञान विस्फोटक के लिए उक्त मारणी 
के स्तंभ ( 3 ) में यया बिनिदिष्ट अनुज्ञेय अधिकतम भरण भी अधिसूचित 
करते हैं । 


G . S. R. 607. --In pursuance of clause (23) of Regulation 
2 and clause (d ) of Regulation 173 of the Coal Mines Regu 
lations, 1957 the Chief Inspector of Mines hereby notifies 
the explosive specified in column ( 1 ) of the Table below 
manufactured by the firm specified in column (2 ) of the 
sivid Table to be permitted explosive suitablc fur ilse in tll 
gassy coal mines /seams of first degree and further lays down 
the perspissible maximum charge as specified in column (3 ) 
of the said Table for the said permitted explosive, 


सारणी 


TABLE 


विस्फोटक का नाम 


फर्म का नाम 


अनशेय अधिकलम 
प्रभार विसी एक 
गुलिका सुराख में 


- - - 


- 


- - - - 


- 


- - 


- 


- 


- - 


- 


- 


800 ग्राम 


प्रचण्ड नं0 1 
( कोड नं०पी० - 1 
( पाउडर )(नं० ।। 
79/ सी पार 


माईमेन्म कारखाना 
भारत मरकार 
रक्षा मत्रालय 
भंडारा वाया नागपुर 
( एम . एम० ) 


- - - -- - - . - - - - - - - -- -- - - - - - - - - - - - -- -- - - - - - - - -- - - - - - 
Nine of Explosive Name of firm Permissible maxi 

mum charge in 

any shot hole 
- - - - -- - - -- - - - . -- - - - - - - -- - - - -- -- - - -- - -- - - - - - - - -- - - - -- 

( 2 ) 
- ---- -- - - - - -- - - - - - - . - - -- - - - - - - -- - - - - 
PRACHAND No. 1 Ordnance Factory 

800 gms . 
( Code No . PaJE Govt. of India 
(Powder) No. 1 / 79 / CR) Ministry of De 

fence , Bhandara 

Via - N3gpur ( MS ) 
. . . . . . . - - - - - - - -- - 

[ No. 1413 ) / 80- Gent. / 64355] 
S . SANKARAN , Chief Inspector of Mines 


मया 14( 3)/ 80-सामान्य/ 6435 ] 

एस० शंकरन , मुन्य खान निरीक्षक 


__ ( 1 ) ] 


[ भाग 11 - - प्राण 3 ( i) ] भारत का गनपत : जन 10, 1992 प्रापाई 19, 19004 
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गांवहन और परिवहन मंशालय 

( घ ) “ प्रमाण-पत्र प्राप्त रक्षा नाविक " से , कमविल का कोई ऐसा 

गदम्य अभिप्रेत है जिसके पाम , रक्षा नामिक ( पहनाएं और 
(मोवहन पक्ष ) 

प्रमाण-पत्र नियम , 1953 द्वारा दिया हुणा दक्षता का 
( पाणिज्य नोवहन ) 

प्रमाण -पत्र है । 
नई दिल्ली , 15 जून, 1982 

( ) "वर्ग ग नौका " में वह नौका अभिप्रेत है जो पहली 
साका०नि० 608 , - - अधिनियम की धारा 435 की उपधारा ( 1 ) के 

अनुसूची के उपबन्धों का अनुपालन करमी है ; 
प्रण्ड ( ट ) और धारा 457 ) के साथ पठिन उसकी धारा 288 की उप -धाग 
( 1 ) तथा उप -धाग ( 2 ) के स्पड ( फ ), ( ख ), ( ग) , ( घ ) , ( 3 ) , ( च ) 

( च ) " माफ मौगम " में अभिप्रेत है - 
( छ) , ( ज) , ( म ), ( अ ) और ( क ) द्वारा प्रवास शक्तियों का प्रयोग करते हुए 

( 1 ) अरब मागर में 1 मितम्बर. मे 31 मई तक का 
तथा भारतीय वाणिज्य परिवहन ( प्राण रक्षा माधिन ) नियम , 1956 को 

मौसम ; और 
अधिकान्न करते हुए , उन कतियप नियमों का निम्नलिखित प्रारूप, जो 

( 2 ) अंगाल की खाड़ी में 1 दिसम्बर में 30 अप्रैल तक का 
केन्द्रीय मरकार बनाना चाहती है, जैमा कि धागे 288 की उप -धारा 

मौसम ; 
( 1 ) द्वारा अपेक्षित है , उन सभी व्यक्तियों की जानकारी के लिए प्रकाशित 

( छ ) " खराब मौमम " में अभिप्रेत है - - 
किया जा रहा है जिनक उनसे प्रभावित होने की सम्भावना है । इसके 
द्वारा सूचना दी जाती है कि उक्त प्रामाप पर इस अधिसूचना के राजपत्र 

( 1 ) अरब सागर में 1 जून में 31 अगस्त तक का 
में प्रकाशन की तारीख में मालीम दिन के पचात विचार किया जाएगा । 

मौसम ; और 

( 2 ) बंगाल की खाड़ी में 1 मई में 30 नवम्बर तक का 
ऊपर विनिर्दिष्ट अधि के पूर्व उक्त नियमों के प्रारूप की बाबा जो 

मौसम ; 
आक्षेप या समाव किमी व्यक्ति से प्राप्त होंगे , केन्द्रीय सरकार उन पर 

( ज ) म्फोति योग्य बचाय-तराप में अभिप्रेत है कोई बचाव 
विचार करेगी । 

तरापा जो दूसरी अनमूची के भाग । ही अपेक्षाओं का अनुपालन 
प्रारूप नियम 

करता है ; 
1. मक्षिप्त नाम , प्रारम्भ और लागू होना :-( 1 ) इन नियमो का 

( स ) " अन्तर्गष्ट्रीय जल यात्रा " का वही अर्थ है जो अधिनियम में ; 
म क्षिप्त नाम बाणि पोल परिवलन (प्राण रक्षा माधिाय ) नियम, 1982 

( अ ) " अवमरण माधिन " से कोई माविन्न अभिप्रेत है जो तोमरी 
( 2 ) ये राजपन्न में प्रकाशन की तारीख को प्रवन होगे । 

अनुसूची की अपेक्षाओं का अनुपालन करना है । 
( 3 ) ये . . . . . . . . . . 

( ट ) रजिस्ट्रीकृत पोन के सम्बन्ध में लम्याई में रजिस्ट्रीकल 

लम्बाई अभिप्रेत है और प्रगजिद्रीकृत पान के सम्बन्ध में 
( क ) सभी समद्रगामी भारतीय पोता और सभी मम द्रगामी भारतीय 

अभिप्रेम है माथे के अगले हिम्से से कूवास के शीर्ष के पिछले 
पाल अलयानों, जिनके अन्तर्गत नोदन के यांत्रिक साधनों में 

तरफ तक या यदि सुकान को लेने के लिए कुवाम नहीं लगा है 
युक्त मन्स्य जलयान और मत्स्यनोकाएं है और 

तो मुफान दर के आगे की तरफ में उस स्थान तक, जहां 
( ख ) मभी समुद्रगामी पोलों और समुद्रगामी पाल जलयानों, जिनके 

मुपान खो खु में बाहर जाना है, तक की लम्बाई मभिप्रेत है ; 
अन्तर्गत मत्स्य जलयान और मत्स्य मौकाएं हैं , में भिन्न उन 

( 8 ) रक्षा नौका " में, ऐसी नौका अभिप्रेत है जो चौथी अनुसूची 
पोतों , जलयाना और नौकाएं जिन पर अब वे भारत में की अपेक्षाओं का अनुपालन करती है । 
किमी पत्तन या स्थान पर हो या भाग्नीय को नाग होंगे 

( 3 ) " बचाय -नगपा " से गा बचाव-मगपा अभिप्रेत है, जो दूगरी 
समद्री सीमा के भीतर हों , भारतीय ध्वज है । 

अनुसूधी की अपेक्षानों का अनुपालन करना है । 
परत ये नियम किमी पोत या पाल जलयान जिसके अन्तर्गत कोई 

( d ) " यंत्र- चालित रक्षा नौया " से रामी नौका अभिप्रैन है जो 
मत्स्य जलयान या मग नीमा है , को जम वह भारत में किसी पनन 

नियम 4G के उपबन्धों का अनुपालन करती है । 
पर या स्थान पर या भारत के राज्य क्षेत्रीय गमद्र में होने के कारण 
उस पर लागू नहीं होंगे यदि वह किसी ऐसे पसन पर पा स्थान पर नहीं 

( ण ) “मोटर रक्षा नौका " में पं. मी रक्षा नोपा अभिप्रेत है जो 
हासा या स्वराब मौसम या किन्ही अन्ना परिस्थितियों के कारण के सिवाय 

नियम 45 की अपेक्षाओं का अनुपालन करती है । 
यथास्थिति, पोत, पाल , जलयान, मत्स्य जलयान या मत्स्य नौया का , न 

( न ) इन नियमों के सम्बन्ध में "व्यक्ति में एक वर्ष में उपर मी 
तो कप्तान , टिलम्किपर और न स्वामी , न चार्टरफर्मा, यदि कोई हो , 

प्राय का कोई भी व्यविन अभिनम है और इसके अन्तर्गन पोल 
रोक मकने या पहले से ही रोकने का प्रबन्ध्र करने । 

के मदिल और अधिकारी है ; 
2 परिभाषाए .- इन नियमों में , जब तक घिः मंदर्भ में 

( थ ) "प्रजन्य बचाय-नरापा , " में ऐसा बचाव-नरापा अभिनत है 

अन्यथा 
अपेक्षित न हो - 

जो दुगरी अनुसूची के भाग की अपेक्षापो का अनुपालन 
( क ) " अधिनियम में याणिज्य पोत परिवहन अधिनियम , 1958 

करना है । 
( 1958 का 44 ) अभिप्रेत है ; 

( द ) " अनुसूची " में इन नियमों की अन मची अभिप्रेत है ; 
( ख ) " अनमोदिन " के फन्द्रीय सरकार द्वारा अनमोदित अभिप्रत है ; 

( ध ) " लधु अमर्राट्रीय समुद्र याना " से या अन्तर्राष्ट्रीय ममद्र 

यात्रा अभिप्रेत है जिसके दौरान पोन किसी भी समय पत्तन 
( ग ) “ मुटलमन साधिन में रक्षा बोया या रक्षा माकेक में भिन्न 

या उस स्थान मे जहा यात्री और वर्मीदान मरक्षा पूर्वक रख 
प्रलयन उपम्फर अभिप्रेत है भी व्यक्तियों की विनिदिष्ट मंध्या को , जो 

जा सफते थे , 200 समुद्री मील से अधिक दूर नहीं है और 
जान में सहायता देने के लिए उजाइन किया गया है 

मो किमी देश के, जहां के समुद्र यात्रा प्रारम्भ होती है, गत 
प्रौर से बना हो कि वह अपने आकार और गुण धर्म का प्रतिधारित 

विश्राम , पतन और अन्तिम गन्तव्य पन्मन के बीच 600 
ममुद्री मील से अधिक दूर नहीं है । 


परे : 
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____ . मर्ग 1 ने पोत -~ ( 1 ) यह नियम वर्ग 1 के पातों को लागू 


3 .पोतो का वर्गीकरण :- इन नियमों के प्रयोजन के लिए पोत निम्न 
लिखिम वर्गों में रखे जाएगे, प्रति 


( क ) याती पोल 


( 2 ) वर्ग 1 का हर पोत - - 


वर्ग 1.--- वर्ग 3 के पात्रों में भिन्न सर्राष्ट्रीय समुद्र-यात्रामों में लगे 

हए यानी पोत । 


( क ) पोत की प्रत्येक पोर रक्षा नौकाओं को ऐसी संस्था वहन करेगा 

मिनकी नाल धारिता उन व्यक्तियों की कुल संख्या के प्राधे 
मो , जिन्हें पोत वहन करने के लिए प्रमाणित है, स्थान देने 
के लिए पानि हो ; या 


बर्ग : - -वर्ग 4 के पोलों में भिन्न मधु अम्मार्राष्ट्रीय ममग्री यात्रानो में 

लगे हुए यात्री पोत । 


बग 3 -- - अन्तरराष्ट्रीय समुद्री यात्राओं में लगे हुए विशेष व्यापार 

यानी पोस । 


( ग ) रक्षा नौकानों और बचाव तरापों की ऐसी संख्या वहन करेगा 

जिनकी कुल धारिता व्यक्तियों की कुल संख्या को , जिन्हें 
पोत वहन करने के लिए प्रमाणित हैं , स्थान देने के लिए 
पर्याप्त हो : 


वर्ग ---- मधु प्रान्तर्राष्ट्रीय समुद्र यात्राओं में लगे हुए विशेष व्यापार 

यात्री पोन । 


वर्ग 5 ---अन्तर्राष्ट्रीय समुद्र यात्राओं से भिन्न समुद्र-यात्राओं में लगे 

हए विशेष व्यापार पानी पोत ( यर्ग 6 और वर्ग 7 के पीनों 
में भिन्न ) । 


परन्तु पोत की प्रत्येक और बहन की जा रही रक्षा नौकाएं , उस 
संख्या में कभी भी मम नहीं होगी जो व्यक्तियों की कुल संख्या के , जिससे 
पोत वहन मारने के लिए प्रमाणित हैं , 37- 1 / 2 प्रतिघात स्थान देने 
के लिए आवश्यक है : 


वर्ग 6 -- तट भागार में समुद्र -यात्रामों पर लगे हुए विशेष घ्यापार 

यात्री पोत , जिनके दौरान ये निकटतम भूमि से 20 मील से 
अधिक दूर नहीं जाते हैं : 


परन्तु उम पोत की वणा में जिसकी कील 26 मई , 1965 के पहले 
रानी गई थी , इस वण के उपप्रन्ध केवल नभी लागू होंगे जब व्यक्तियों 
की संख्या, जिस पोत वहन करने के लिए प्रमाणित हैं, इस 
कारण नही मढ़ा ६ गई है कि बोर्ड पर पथराव मचाव तगपों की संख्या , 
ऐसी बड़ी हुई संख्या के लिए पर्याप्त है । 


परन्त ऐसे पोतों का केवल इस कारण वर्ग 6 के पोत होना समाप्त 
नही हो जाएगा कि वे अपनी मम द्र-यात्रा के दौरान कच्छ, बाम्बे या 
मन्नार की खाड़ी पार करते हैं । 


( 3 ) ( क ) हर पोस पर, जब वह समुद्र में है, तब उप-नियम ( 2 ) 
___ के अधीन अपेक्षित दो रक्षा नौकाएं, पोन की प्रत्येक और एक 

एक पापात में तत्काल प्रयोग के लिए तैयार रखी जाएगी । 


वर्ग 7 - - भारतीय पतनों के मध्य माफ मौसम में मम यात्राओं 

में लगे हुए विशेष व्यापार यात्री पोत, जिनके दौरान वे निकटतम 
भूमि से 5 मील में अधिक दूर नहीं जाने हैं । 


( a ) याली पोतों से भिन्न पोत 


( ग ) खण्ड ( ग ) में निदिष्ट दोनों रक्षा नौकानों में से कोई भी 

लम्बाई में 8 . 5 मीटर गे अधिक नही होगी , किन्तु ये मोदर 
रक्षा नौकाए या रक्षा नौकाएं हो सकती हैं, और उप -नियम 
( 4 ) के अनुपालन के प्रयोजन के लिए उनकी गणना की जा 
मकेगी । 


वर्ग 8 - ~अलर्राष्ट्रीय समुद्र-यात्राओं में लगे हुए रथोग पोत 


वर्ग 9.- - ऐमी सम द्र-यात्राओं में लगे हुए स्थीग पोत ( वर्ग 10 

के पोतों मे भित ) जो अलर्गष्ट्रीय गम द-यात्राएं नहीं है । 


( ग ) नियम 60 के उप -नियम ( 13 ) के उपबन्धों के होते हुए भी 

इन रक्षा नौकाओं में स्केटों या प्राय उपय मत माधिनों का 
लगा होना अपेक्षित नहीं होगा । 


वर्ग 10 - - भारत के मट व्यापार में लगे हुए स्थोरा पोत ( वर्ग 

के पोतों से भिन्न ) जिसमा दौरान वे निकटतम भूमि में 20 
मील से अधिक दूर नहीं जाते हैं : 


परन्तु ऐसे पोतों का केवल इस कारण वर्ग 10 के पोत होना समाप्त 
नहीं हो जाएगा कि वे अपनी समुप -यात्रा के दौरान फच्छ, बाम्बे या 
मनार की खाड़ी पार करते हैं । 


( 4 ) हर पोन अपनी प्रत्येक ओर कम से कम एक मीटर रक्षा 

नौका वहन करेगा : परसु किसी ऐसे पोत से , जो 30 
मे अधिक व्यक्तियों को वहन करने के लिए प्रमाणित है , 
केवल एक ही ऐमी मोटर रक्षा नौका वहन करने की अपेक्षा 
की जाएगी । 


वर्ग 1 ] --- भारतीय पत्तनों के मा माफ मौसम के दौरान ऐमी 

समुद्र-यात्राओं में लगे हुए स्थौग पोत जिनके दौरान निकटसम 
भूमि मे 5 समद्री मील गे धिक दूर नहीं जाते है । 


( 5 ) ( क ) हर पोत में , जो 1500 या उससे अधिक व्यक्तियों 

को वहन करने के लिए प्रमाणित है , उप-नियम ( 4 ) के 
अनुपालन में पहन की जा रही प्रत्येक मोटर रक्षा नौका में 
नियम 56 के उपनियम ( 1 ) में विनिविष्ट उपस्कर की 
व्यवस्था होगी । 


वर्ग 12 - -टग, टेंडर जांच लाइटर , ट्रेजर, अजरा और हापर, जो 

ममुद्र में भाते है । 


वर्ग 13-~ -वर्ग 14 के पोतों में भिन्न मत्स्य जलयान, 
वर्ग 14... पाल जलरान जिनमें अन्तर्गत पाल मत्स्य नोकाएं हैं । 


( सा ) हर पोल में जो 199 से अधिक किन्तु 1500 से कम 

व्यक्तियों को वहन करने के लिए प्रमाणित है, उपनियम ( 4 ) 
के अनुसार पहल की जा रही मोटर रक्षा नौकामों में से 
कम से कम एक निगम 56 के उपनियम ( 1 ) में विनिर्दिष्ट 
उपस्फर की व्यवस्था होगी । 


वर्ग 15 -~ -क्रीडा नौकाएं । 


[ भ ग II 
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तश्यमान वर्ण के दक्ष स्वत : सक्रिय धुन संकेतों की व्यवस्या 
होगी और वे रक्षा बोये जिसमें धून संकेतों को इस प्रकार 
की व्यवस्था हैं , नौचालन पुल से मात्र मुक्त होने में समर्थ 


( ग ) इस नियम के अनुसार में बहन की जा रही प्रत्येक मोटर 
___ रक्षा नौका में , नियम 56 के उप -नियम ( 2 ) में निर्षिष्ट 

सर्चलाइट की व्यवस्था होगी । 
( 6 ) हर पोत जो अपनी प्रत्येक प्रोर उप -नियम ( 5 ) के खण्ड 

( क ) के अधीन यथा - अपेक्षित उपस्कर से लगी लोटर रक्षा 
मौका वहन नहीं करता है, एक मुबाहय रेडियों उपस्कर भी 
बहन मरेगा जो नियम 65 के उपबन्धों का अनुपालन 

करेगा । 
( 2 ) इस नियम के अनुपालन में बहन की जा रही प्रत्येक रक्षा 

मौका की लम्पाई 7, 3 मीटर मे कम नहीं होगी । 
( 8 ) हर पोत में प्रत्येक रक्षा नौका डेबिटों के पृथक सेट से संलग्न 

होगी जो गुनित्व प्रकार का होगा मिवाए इस बात के कि उन 
रक्षा मौकामों के प्रचालन के लिए इनका भार 2300 किलोग्राम 
मे अधिक नहीं हैं , उसकी प्रमतरण स्थिति में लकिंग -डेविट 

लगे होंगे । 
( 9 ) ( क ) उप -नियम ( 2) के खण्ड ( ख ) के अनुसरण में महन 

किए जा रहे बजाय तरापे अवतरण माधिनों से युक्त होंगे । 
( ख ) पोत की प्रत्येक प्रोर कम से कम ऐसा एक साधिन होगा और 

प्रत्येक पोर लगे हुए साधितों को संमया में एक से अधिक 

का मम्तर कभी नहीं होगा । 
( 10 ) हर पोत ऐसे बचाव -तरापा वहन करेगा जो ऐसे प्रवतरण 

साधितों मुक्त नहीं हो सकेगा जिनमें , उन व्यक्तियों की कुल 
मंमया के 25 प्रतिशत को स्थान देने के लिए मिमे पोत 
माहन करने के लिए प्रमाणित हैं , उस समया के 3 प्रतिशत के 

लिए. उमालवन साधिन्न सहित पर्याप्त पारिता होः 
परन्त - - 
( क ) यदि उप -नियम ( 2) के खण्ड ( म ) के अनुसार बघाय नरापे 

भी वहन किए जाते हैं सो पोन द्वारा वहन किए गए सभी 
बघाव , तराप , उप-मियम ( 9 ) के अनुसरण में पोत पर लगे 

६ ॥ अवतरण माधित्रों द्वारा अवतरित होने योग्य होंगे ; और 
( ख ) यह पोत जो 0 . 33 या उससे कम के प्रविभाग का गणक 

रखता है, मवने में केवल, व्यक्तियों की कुल संख्या के, जिसे यह वहन 
करने के लिए प्रमाणित है, 25 प्रतिशत के लिए उत्प्लवन साधित 

पहन कर सकेगा । 
( 2 ) ( क ) हर पान निम्नलिखित मारणी के अनुमार , रक्षा बोयों 
की म्य नतम संख्या वहन करेगा: - - 

सारणी 
पोत की लम्बाई मीटर में | 

बहन किए जाने के 
लिए प्रक्षिा रक्षा 

मोयों की 

म्यूनतम संख्या 
61 मीटर से कम 


( घ ) पोत की प्रत्येक भोर कम से कम एक रक्षा बोये में , लिम्माई 

में कम से कम 27 . 5 मीटर की उत्लवन रक्षा रस्सी की 

व्यवस्था होंगी । 
12 ( क ) हर. पोत - - 
( 1 ) यथास्थिति, हर व्यक्ति के लिए या व्यक्तियों की कुल संख्या 

के लिए जिसे पोन वहन करने के लिए प्रमाणित है, इनमें 
जो भी अधिक हैं, पांचवी अनुसूची के भाग 1 की अपेक्षामों 

के अनुसार एक रक्षा जाकेट वहन करेगा ; और 
( 2) व्यक्तियों की कुल संख्या के कम से कार बम प्रतिशत के 

लिए, जिसे पोत वहन करने के लिए प्रमाणित हैं, पांचवी 
अन सूची के भाग 2 की अपेक्षाओं के अनुपालन में एक रक्षा 

जाकेट वहन करेगा । 
( ख ) हर पोल , खण्ड ( क ) के अनुपालन में बहन की जा रही 
रक्षा जाकेटों के प्रतिरिक्त , व्यक्तियों को उम मस्या के कम से कम 
पांच प्रतिशत के लिए जिसे वह वहन करने के लिए प्रमाणित 
हैं , पांचवी अनुसूची के भाग 1 की अपेक्षाभों के अनुपालन 
में रखा जाकेट भीवहन करेगा और ऐसी रक्षा जाकेट हैंक पर 
समूचित स्थान पर ठीक प्रकार से रखी जाएगी जो सहज 

दृश्य मप से विम्हित होगा । 
( 13 ) पर पोत एक अनुमोवित रस्सी प्रक्षेपण साधिन वहन करेगा । 
5. वर्ग 2 के पोत - - ( 1 ) यह नियम वर्ग 2 के पोतों को लागू होगा । 
( 2) ( क ) हर पोत में , उसकी लम्बाई के अनुसार छठी अनुसूची 

में उपणित सारणी के स्तम्म ( क ) में निनिर्दिष्ट डेविटों 
के मेटों की न्यूनतम मश्या लगी होगी : 


( ब ) जहाँ केन्द्रीय मरकार का इस प्रकार ममाधान हो जाता है , 

यहाँ वह पोत पर डेविट के सेटों की कम संख्या की व्यवस्था 
करने की अनुशा देगी परन्तु फिर भी डेविट के सेटों की संख्या 
छठी अनुसूची के स्तम्भ ( ब ) में विनिर्दिष्ट न्यूनतम मंगया 
से कभी कम नहीं होगी : 


परन्तु किसी भी पोन में डेविटों के सेटों की उस संख्या का लगा 
होमा अपेक्षित नहीं है जो व्यक्तियों की कुल संख्या को , जिमे वहन करने के 
लिए पोम प्रमाणित है, स्थान देने के लिए अपेक्षित रक्षा नौकानों की 
संख्या से अधिक है । 

( 3) डेविटों के हर सेट से एक रक्षा नौका मलग्न होगी और उप 
नियम ( 8 ) के उपबन्धों के अधीन रहते हुए इस प्रकार संलग्न रक्षा 
नौकामों में , छठी अनुसूची में उपणित सारणी के स्तंभ ग में विनि 
विष्ट कम से कम धारिता की या उस पारिता की जो व्यमितयों की कुल 
संख्या को , जिसे पोत वहन करने के लिए प्रमाणित है, यदि परवर्ती 
धारिता कम हो , स्थान देने के लिए, व्यवस्था होगी । 
( 4 ) ( क ) हर पोत पर जब वह समुद्र में है तब उपनियम ( 3 ) 

के अधीन अपेक्षित दो रक्षा मौकाएं , पोत की प्रत्येक पौर 

एक -एक प्रापात में तत्काल प्रयोग के लिए तैयार रखी जाएगी । 
( ख ) खण्ड ( क ) में मिविष्ट दोनों रक्षा मौकामों में से कोई भी 

लम्बाई में 8 . 5 मीटर से अधिक नहीं होगी किन्तु वे मीटर 
रक्षा नौकाएं या रक्षा मौकाए हो सकगो पौर उपनियम ( 5 ) 
के प्रमुपालन के प्रयोजन के लिए उनकी गणना की जा 
सकेगी । 


। 


। 


- 18 


। 


- 24 


61 मीटर और उससे प्रविक किन 122 मीटर से कम 

__ - 12 
1 22 मीटर और उसमे अधिक किन्तु 183 मीटर से कम 
183 मीटर और उससे अधिक किन्तु 244 मीटर से कम 
244 मीटर और उममे प्रावक 
( ख ) इस प्रकार बहन किए आ रहे . रक्षा बोयों की कुल संख्या 

के कम से कम प्राधे में , जो छ: से कम नहीं होंगे , 

-प्रज्वलन पत्तियों की व्यवस्था होगी ; 
. ( ग ) कम से कम वो रा पोयों में , जिसमें स्व - प्रज्मलम पत्तियों 

की व्यवस्था है , कम से कम 4 मिनट से टिकने वाले स्पष्ट 
364 GI /82 - 8 


___ - 30 
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( ग ) निमम 60 के उपनियम ( 13 ) के उपयों के होते हुए 

भी , इन रक्षा मोकामों में स्केटों या अन्य उपयुक्न साधिनों 
का लगा होना अपेक्षित नहीं होगा । 


( 5 ) हर पोस अपनी प्रत्येक और कम से कम एक मोटर रक्षा 
मौका मन करेगा : 


परन्तु किसी ऐसे पोत से जो 30 से अनधिक व्यक्तियों को बहन 

करने के लिए प्रमाणित है , केवल एक ऐसी मोटर रक्षा नौका बहन 
करने की अपेक्षा की जाएगी । 


( 6 ) उपनियम ( 7) और ( 8 ) के उपबंधों के अधीन रहते हुए, जब 
उपनियम ( 3 ) के मन पालभ में वाहन की जा रही रक्षा मौकानों में , 
उन व्यक्तियों की कुल संख्या के लिए, जिन्हें पोत पहन करने के लिए 
प्रमाणित है, स्थान नहीं है तो ऐसे म्यान देने को कमी की पूर्ति के लिए 
रेपिटों के अतिरिक्त सेट, जिनमें प्रत्येक में रक्षा नौका संलग्न हो , 
लगे होंगे । 


( 7 ) यदि केन्द्रीय सरकार की राय में यातायात को अधिकता 
के कारण ऐसा अपेक्षित है तो वह, किसी पोत को , जो अधिनियम 
की धारा 284 के अधीन बनाए गए नियमों के उपबंधों के अनुसार 
उपविभाजित है , उपनियम ( 3 ) के अनुपालन में उस पोत पर रक्षा 
मोकानों की म्यवस्थित धारिता से प्राधिमय में व्यक्मियों को वहन करने के 
के लिए अनुमा दे सकेगी । 


मौर उपनियम ( 3) के अधीन ऐषिटों के मंलग्न किए जाने के लिए 
अपेक्षित रक्षा नौकानों की संख्या को नाम करने के लिए, अनुशा दे सकेगी : 
परन्तु - - 
( क ) उस पोत की पथा में जिसकी लंबाई 58. 5 मीटर से अधिक 

है वहन किए जाने के लिए रक्षा नौकामों को संख्या कमी 
भी चार से कम नहीं होगी , जिनमें से दो दो पोत की प्रत्येक 
मोर होंगी और उन पोत की दशा में जिमकी लम्बाई 58 . 3 
मीटर से कम है बहन किए जाने के लिए रा नौकाओं की 
संख्या कभी भी दो से कम नहीं होगी जिसमें से एक - एक पोत 

की प्रत्येक मोर बहन की आएगी । 
( ब ) सभी दशामों में रक्षा मौकानों पर पचास रापों की संख्या 

सदैव उन व्यक्तियों की कुल संख्या को जिसे पोत पहन करने के लिए 
प्रमाणित या अनुमात है, स्थान देने के लिए पर्याप्त होगी , 

पौर 
( ग ) उस पोप्त की दशा में , जिसमें वहन की जा रही रक्षा नोकामों 
- की कुल धारिता छठी मन सूची में उपणित सारणी के स्तंभ 

ग में विनिर्दिष्ट धारिता से कम है नियम 61 के उपनियम ( 2 ) 
में निविष्ट सानियों द्वारा प्रवतरण भिए जाने प्रोग्म प्रतिरिक्त 

बचाव सरापों की व्यवस्था को आएगो । 
( ध ) इस प्रकार व्यवस्थित बचाव सरापों की संख्या इतनी होगी 

जिससे यह सुनिधिषत हो जाए कि बचाव सरापों की कुल 
धारिता कम से कम, रक्षा नौकानों की कल धम धारिता पौर 
छठी अनुसूची के स्तभ ग में विनिर्दिष्ट धन पारिता 
के अन्तर को 10 से विभामित करने से प्राप्त समया के बराबर 

है । यह इस शर्त के प्रधीन रहते हुए है कि : 
( 1 ) ऐसे अतिरिक्त बचाव, तरापे , कम से कम 40 व्यक्तियों को 

स्थान देने के लिए पर्याप्त होंगे । 
( 2 ) पोत की प्रत्येक और कम से कम एक अवतरण साधिन्न की 

व्यवस्था है. पौर 

( 3 ) पोत की प्रत्येक पोर लगे हा प्रवतरण साधिनों की संख्या का 
- 

मंतर एक से अधिक नहीं है । 
( 9 ) हर पोल में इस नियम के अनुपालन में पहन की जा रही 

रक्षा नौकाएं संबाई में 7 . 3 मीटर से कम नहीं होंगी । 
( 10 ) हर पोस में बम नियम के अनुपालन में बहन किए जाने के 
लिए अपेक्षिप्त डेविट गुरुत्व प्रकार के होंगे सिवाए इसके कि रमा 
गोकानों के प्रचालन के लिए जिमका भार 2300 किलोग्राम से अधिक 
नहीं है . उनकी प्रगतरण स्थिति में फीफिग रेविट लगाए जा सकेंगे । 


परन्तु 


(क ) जब ऐसे मिमी पोत को केन्द्रीय सरकार द्वारा , भारत में किसी 

पत्तन या स्थान से अन्तर्राष्ट्रीय समूह यात्रा पर जो 600 
में ल से अधिक किन्तु 1200 मील से अधिक नहीं है, भारत में 
गत विश्राम पत्तन या स्थान से बाहर पन्तिम गंतव्य परतन 
या स्पाम तक समुन्द्र में जाने के लिए अनुमा दी जानी 
है तो यह पोत के फलक पर स्थित व्यक्तियों के कम 
से कम पचहत्तर प्रतिशत को स्थान येमे के लिए गेविटों से 
संलग्न रक्षा नौकाए वहन करेगा ; 


( ) सभी दशामों में वाहन किए जाने वाले बचाय तरापों की 

संख्या इतनी होगी जिससे यह सुनिश्चित हो जाए कि बचाव 
तरापों के साथ रभा नौकानों की कुल संख्या, भ्यक्तियों की कुल 
संख्या को , जिसे पोत वहन करने के लिए प्रमाणित है, बहन 
करने के लिए अनुशात है , स्थान देने के लिए पर्याप्त होगा ; 
पौर 


( ग ) यदि ऐसे किसी पोत में दो कक्ष वाले मानमा के प्रविभाग 

ही निरंतर व्यवस्था महीं हो सकती है, तो वह , उन व्यक्तियों 
के बस प्रतिशत को , जिन्हें यह वहन करने के लिए प्रमाणित 
है, या अनुमान है स्थान देने के लिए पर्याप्त कुम धारिता के 
बधाष तरापे वहन करेगा, ऐसे बगाव तरापे उनके अतिरिक्त 
होंगे जिनकी यथास्पिति इस परन्तु क के खण्ड ( ख ) के था 
उपनियम ( 8) के परन्तुका के सण्ड ( ख ) के, और उपनियम 
12 के अनुपालन में व्यवस्था किया जाना अपेक्षित है । 


( 11 ) हर पोत जो अपनी प्रत्येक और एक मोटर रक्षा मौका जिसमें 
नियम 56 के उपनियम ( 1 ) में विभिविष्ट उपस्कर को म्पवस्था है, बहन 
मही करता, वह एक सबाहर रेडियो उपस्कर पहन करेगा जो नियम 65 
के उपबन्धों का अनुपालन करेगा : 

परन्तु यदि किसी पोप्त के बारे में केन्द्रीय सरकार का ममाधान हो 
जाता है कि समुद्र यात्रा की अवधि ऐसी है कि सुबाहय रेसियो उपस्कर 
को ले जाना प्रावश्यक है तो यह इस नियम को अपेक्षामों से अभिमुक्ति 
की अनुशा दे सकेगी । 

( 12 ) हर पोत, उपनियम ( 7 ) और ( 8 ) के अनुसरण में पहन 
किए जा रहे किसी बचाव तरापनों के अतिरिक्त मौर बबाव सरापे बहन 
करेगा जो उन व्यक्तियों की कुल संख्या के दम प्रतिमा को स्थान देने 
के लिए, जिनके लिए पोत में रक्षा मोका स्थान की व्यवस्था है, पर्याप्त 


( 8 ) जहां केन्द्रीय सरकार को समाधानप्रद रूप से यह पशिन 
कर दिया जाता है कि लघु अन्तर्राष्ट्रीय समुद्रयात्रा पर लगे हुए किसी 
पोत मैं , रक्षा नोंकानों की संम्या कम किए बिना उपनियम ( 7 ) के 
अनुसरण में बहन किए जाने के लिए अपेक्षित बचाव तरापों का समाधान 
प्ररप से भरा जाना मसाध्य है वहां केन्द्रीय सरकार, उपनियम ( 2 ) 
के पाठीच लगाए जाने के लिए अपेक्षित डेविटों के सेटों की संख्या 
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( 13) हर पोत, उन व्यक्तियों की कुल संख्या के पांच प्रतिशत को 

6. वर्ग 3 के पोत - ( 1 ) यह नियम वर्ग 3 के पोतों को लाग 
जिन्हें पोप्त बह्न करने के लिए प्रमाणित है संभालने के लिए पर्याप्त होगा । 
उत्प्लवन साधिस पहन करेगा । 

( 2 ) वर्ग 3 का हर पोत - 
( 14 ) ( क ) हर पोत निम्नलिखित मारणी के अनुसार अबधारित 

( क ) पोत की प्रत्येक और रक्षा नौमानों की ऐसी संख्या बहन करेगा 
___ रक्षा बोयों को कम से कम संख्या वहन करेगा -- 

जिनकी कुल भारिता, उन व्यक्तियों की कुल संख्या के माधे 
सारणी 

को , जिन्हें पोत वहन करने के लिए प्रमाणित है, स्थान येमे 

के लिए पर्याप्त हो , या 
पोत की लंबाई मीटर में 

बहन किए जाने के 
लिए अपेक्षित रक्षा 

( ब ) रक्षा नौकामों और बचाव तरापों की ऐसी संख्या वहन करेगा 
बोयों की न्यूनतम 

जिनकी कुल धारिता व्यक्तियों की मुल संख्या को , जिन्हें पोत 
संख्या 

वहन करने के लिए प्रमाणित है , स्थान देने के लिए पर्याप्त 

होगी : 
61 मीटर से काम 

परन्तु पीत की प्रत्येक और पहन की जा रही नौकाएं, जो व्यक्तियों 
61 मीटर और उससे अधिक किन्तु 122 मीटर से कम 

की कुल संख्या के, जिन्हें पोत वहन करने के लिए प्रमाणित 
122 मीटर मोर उससे अधिक किन्तु 183 मीटर से कम 

है, 35 प्रतिशत को पापापक स्थान देने के लिए, कमी भी 

कम नहीं होगी । 
183 मोटर और उससे अधिक किन्तु 244 मीटर से कम 
244 मीटर और उससे अधिक 

( 3 ) (क ) हर पीस पर जब वह मनुद्र में है तब इस नियम के 

उपनियम ( 2 ) के अधीन अपेक्षित वो रमा नौकाएं पोत को 
( ब ) इस प्रकार बहन की जा रही रक्षा मोयों की फुल संख्या 

प्रत्येक मोर एक - एक , मापान में नरकान प्रयोग के लिए तैयार 
के कम से कम में जो वह छह से कम नहीं होंगे, दक्ष 

रखी जाएगी । 
स्वप्रज्वलन पत्तियों की व्ययम्था होगी । 

( ब ) खण्ड ( क ) में निविष्ट रक्षा नौकाओं में से कोई भी लंबाई में 
( ग ) कम से कम दो रक्षा मोयों में , जिनमें स्वप्रज्वलन 

8 . 5 मीटर से अधिक नहीं होगी किन्तु वे मोटर रक्षा नौकाएं 
पत्तियों की व्यवस्था है, कम से कम 15 मिनट टिकने 

हो सकेंगी और उपनियम ( 4 ) के अनुपालन के प्रयोजन के 
पाले स्पष्ट दृश्यमान वर्ण के कुशल स्वतः सक्रिय धूम्र 

लिए उनकी गणना की जा सकेगी । 
संकेतों की भी व्यवस्था होगी मोर रक्षा बोये जिनमें धूम्र 
संकेतों की इस प्रकार की व्यवस्था है, नौचालन पूल 

( ग ) नियम 60 के उपनियम ( 13 ) के उपबंधों के होते हुए भी , 
से शीघ्र मुक्त होने में समर्थ होंगे । । 

इन रक्षा नौकाओं में स्केटी या अन्य उपयुका साधिनों का लगा 

होना अपेक्षित नहीं होगा । 
( अ ) पोत की प्रत्येक भोर कम से कम एक रक्षा योये में , 
लम्बाई में कम से कम 27 . 5 मीटर की उत्प्लवन रक्षा 

( 4 ) हर पोन अपनी प्रत्येक पोर कम से कम एक मोटर रमा 
रस्सी की व्यवस्पा होगी । 

नौका वहन करेगा । 


( 15 ) ( क ) हर पोस - 
( 1 ) फलक पर के ययास्पिति, हर व्यक्ति के लिए या 

ग्यक्तियों की उस संख्या के लिए जिसे पोत पहन करने 
के लिए प्रमाणित है, इममें जो भी अधिक है, पांचवीं 
प्रमुसूची के भाग - 1 की अपेक्षामों के अनुपालन में एक 

रक्षा जाकेट वहन करेगा ; मौर 
( 2 ) पिसयों की कुल संख्या के कम से कम दस प्रतिशत 

के लिए, जिसे पोत वहन करने के लिए प्रमाणित है , 
पापी मनुसूची के भाग की अपेक्षानों के अनुपालन 

में एक रमा जाकेट पहन करेगा । 
( a ) हर पोत , खण्ड ( क ) के अनुपालन में पहन की जा रही 

रमा जाकेटों के अतिरिक्त, व्यक्तियों को उस संनया 
के कम से कम पांच प्रतिशत के लिए जिसे पोल बहन 
करने के लिए प्रमाणित है, पाचवी अनुसूची के भाग- 1 
की प्रपेक्षामों के अनुपालन में रक्षा जाकेट भी बहन 
फरेगा, और ऐसी रक्षा आकेट उक पर समुचित स्थान 
पर ठीक प्रकार से रखी जाएंगी जो सहज दृश्य रूप से 
चिन्हित होगा । 


परन्तु किसी ऐसे पोत से , जो 30 से पनधिका व्यक्तियों को पहन 
करने के लिए प्रमाणित है, केवल एक ही ऐसी मोटर रमा मौका बहन 
करने की अपेक्षा की जाएगी । 
( 5 ) ( क ) हर पोत में , जो 1500 या उससे अधिक व्यक्तियों 

को बहन करने के लिए प्रमाणिन है, उानियम ( 4 ) के अनु 
पालन में बहन की हुई प्रत्येक मोटर रक्षा मौका में नियम 58 

के उपनियम ( 1 ) में विनिदिष्ट उपस्कर होंगे । 
( C ) हर पोत में , जो 199 मे अधिक किन्तु 1500 से कम 

भ्यक्तियों को वहन करने के लिए प्रमाणित है, उपनियम ( 4 ) 
के अनुपालन में वहम की जा रही मोटर रमा नौकामों में से 
कम से कम एक में नियम 56 के उपनियम ( 1 ) में विनि 
बिष्ट उपस्कर की व्यवस्था होगी । 


( ग ) किसी पोन के फलक पर , जिसकी कील 26 मई, 1986 को 

या उसके पश्चात् रखी गई पी , हर मोटर रक्षा नौका में जो 
इस नियम के अनुपालन में बहन की जा रही है, नियम 56 के 
उपनियम ( 2 ) में निर्दिष्ट उपस्कर की व्यवस्था होगी । 


.. -( 16 ). हर एक पोत एक अनुमोदित रस्सी प्रक्षेपणं साधिल वहन 
करेगा । 


( 6 ) हर पोत औ अपनी प्रत्येक मौर उपमियम ( 5 ) की बण्ड 
( क ) के अधीन यथा अपेक्षित मोटर रक्षा नौका बहन नहीं करता है, एक 
सुबाहय रेडियो उपस्कर भी बहन करेगा जो नियम 65 के उपबंधों का 
अनुपालन करेगा । 
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( ख ) हर पोत , खण ( क ) के अनुपालन में वहन की जा रही रक्षा 

जाकेटों के अतिरिक्त , व्यक्तियों की उम संख्या के कम से कम 
पाँच प्रतिशत के लिए जिसे वह वहन करने के लिए प्रमाणित 
है, पांचवीं अनुसूची के भाग- 1 की अपेक्षानों के अनुपालन में 
रक्षा जाकेट भी वहन करेगा, और ऐसी रक्षा जाकेट रेक पर 
प्रमुसूचित स्थान पर ठीक प्रकार से रखी जाएगी जो महजवश्य 
रूप मे चिन्हित होगा । 


- ( 7 ) इस नियम के अनुपालन में बहन की जा रही प्रत्येक रक्षा 
नौका की लंबाई 7 . 3 मीटर से कम नहीं होगी । 

( 8 ) हर पोत में प्रत्यक रक्षा नौका डेबिटों के पथक सेट से संलग्न 
होगे जो गुरुत्व प्रकार का होगा, सिवाए इसके कि , यथास्थिति , उन रक्षा 
नौकानो या नौकाओं के प्रचालन के लिए जिनका भार 2300 किलोग्राम 
से अधिक नहीं है, उनकी प्रवतरण स्थिति में लाफिग डेविट लगे होंगे । 

( 9 ) हर पोत पर्याप्त धारिता के बचाव तरापे या उत्प्लवन माधिन 
वहन करेगा जिनमें उन व्यक्तियों की कुल संख्या के 25 प्रतिशत को 
स्थान देने के लिए, जिसे पोत वह्न करने के लिए प्रमाणित है : 

परन्तु इस नियम के अधीन किसी पोत में वहन किए जा रहे 

अधाव नरापे जो व्यक्तियों की कुल संख्या के, जिसे 
पोत ब्राहम करने के लिए प्रमाणित है, कम से कम पस 

प्रतिशत को स्थान देने के लिए पर्याप्त हो । 
( 10 ) ( क ) हर एक पोत , निम्नलिखित सारणी के अनुसार रक्षा 

मोयों की कम से कम संख्या वहन करेगा : 


( 12 ) हर पोत एक अनुमोदित रस्सी प्रक्षेपण साधित वहन करेगा । 


2. वर्ग 4 के पोत - ( 1 ) यह नियम वर्ग 4 के पोतों को लागू 
होगा । 


( 2 ) ( क ) हर पोत में , उसकी लम्बाई के अनमार छठी अनुसूची 

में उपवर्णित सारणी के स्तंभ ( क ) में विनिविष्ट पिटों के 
मेटों की म्यूनतम संख्या लगी होगी । 


सारणी 


( स ) जहां केन्द्रीय सरकार का इस प्रकार समाधान हो जाता 

है वहां पह पोत पर डेविटों के सेटों की कम संख्या की 
व्यवस्था करने के लिए अनुशा वेगी परन्तु फिर भी 
डेविटों के सेटों की संख्या छठी अनुसूची के स्तंभ ( ख ) 
में विनिर्दिष्ट भ्यूनतम संख्या से कभी भी कम नहीं होगी : 


पोत की लगाई मीटर में 


वहम किए जाने के 
लिए अपेक्षित रक्षा 
बोयों की न्यूनतम 

संख्या 


परन्तु किसी भी पोत में , रेविटों के सेटों की उस संख्या का 

लगा होना अपेक्षित नहीं है जो व्यक्तियों की कुल संख्या 
को , जिन्हें पोत वहन करने के लिए प्रमाणित है , स्थान 
वेने के लिए अपेक्षित रक्षा नौकानों की संख्या मे अधिक 


61 मीटर से कम 
61 मीटर और उससे अधिक किन्तु 122 मीटर मे कम 
122 मीटर और उससे अधिक किन्तु 183 मीटर से कम 
183 मीटर और उससे मधिक किन्तु 24 ! मीटर से कम 
244 मीटर और उससे अधिक 


( 3 ) रेविटों के हर ऐसे सेट से एक रक्षा नौका संलग्न होगी और इस प्रकार 
संलग्न रक्षा नौकामों में छठी मनुसूची में उपणित सारणी के स्तम्भ ग में 
विनिर्विष्ट कम से कम धारिता की या उस धारिता की जो व्यक्तियों की 
कुल संख्या को , जिन्हें पोत वहन करने के लिए प्रमाणित है, यदि परवर्ती 
धारिता कम हो , स्थान देने के लिए म्यवस्था होगी । 


( 4) ( क ) हर पोत पर, जब समुद्र में है तब उपनियम ( 3) के 
प्रधीन अपेक्षित दो रक्षा मौकाएं पोत के प्रत्येक पोर एक -एक , 
पापास में तत्काल प्रयोग के लिए तैयार रन्नी जाएगी । 


( ख ) खण्ड ( क ) में निर्विष्ट दोनों रक्षा नौकानों में से कोई भी 

संबाई में 8 . 5 मीटर से अधिक नहीं होगी, किन्तु मीटर रक्षा 
मौकाएं या रक्षा नौकाएं हो सकेगी, और उपनियम ( 3 ) के 
अनुपालन के प्रयोजन के लिए उनकी गणना की जा सकेगी । 


( ख ) इस प्रकार वहन किए जा रहे रक्षा बीमों की कुल संख्या 

फे कम से कम प्राधे में , ओ छह से कम नहीं होंगे कुशल 

स्व -प्रज्वलन बलियों की व्यवस्था होगी । 
( ग ) कम से कम दो रक्षा बोयों में , जिनमें स्व - प्रज्वलम यत्तियों की 

प्यवस्था है फम से कम 15 मिनट टिकने वाले स्पष्ट दृश्यमान 
मणं के घम्र उत्पन्न करने में समर्थ वक्ष स्वतः सक्रिय धुन 
संकेतों की भी व्यवस्था होगी थे रक्षा योय, और जिममें धूम्र 
संकेतों की इस प्रकार व्यवस्था होगी मोचालन फक्ष से शीघ्र 

मपत होने में समर्थ होंगे । 
( घ ) पीत की प्रत्येक और कम से कम एक रक्षा बोये में , लंबाई 

में कम से कम 27 . 5 मीटर की उत्प्लवन रक्षा रस्सी की 

पवस्था होगी । 
( 11) ( क ) हर पोत 
( 1 ) फलक पर के यथास्थिति , हर व्यक्ति के लिए या 

व्यक्तियों की कुल संख्या के लिए जिन्हें पोत वहन करने 
के लिए प्रमाणित है, इनमें जो भी अधिक है, पाचवी 
प्रमुसूची के भाग- 1 की अपेक्षाओं के अनुपालन में एक 

रक्षा जाकेट बहन फरेगा ; मौर 
( 2 ) व्यक्तियों की कुल संख्या के सम से कम दस प्रतिशत के 

लिए, जिसे पोत बहन करने के लिए प्रमाणित है, पोपवीं 
अनुसूची के भाग - 2 की अपेक्षाओं के अनुपालन में एक 
रक्षा जाकेट वहन करेगा । 


( ग ) नियम 80 के उपनियम ( 13 ) के उपबन्धों के होते हुए भी , 

पन रक्षा नौकामों में स्केटों या मम्य उपयुका माधिनों का लगा 
होना अपेक्षित नहीं होगी । . . . 


एक मोटर रक्षा नौका महन 


( 5) हर पोत कम से कम 

करेगा । 


( 6 ) जहां उपनियम ( 3 ) के अनुपालन में पहन की जा रही रक्षा 
नोकामों में पोत पर व्यक्तियों की कुल संख्या के लिए स्थान नहीं है यहाँ उपयुक्त 
रूप से रखे हुए बचाप तरापों की इस प्रकार व्यवस्था की जाएगी कि रक्षा नौकामों 
पौर बवाय तरापों पर स्थान के लिए की गई व्यवस्था पोत पर के सभी 
व्यक्तियों के लिए पर्याप्त हो । 
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[ भाग II -- खण्ड (i)] 

भारत का राजपत्र : जुलाई 10, 26, 1982/ आषाद 19, 1904 
- --- -- - - - - -- - - - - - ---- - - - - - - -- - -- - - - - - -- - - -- - --- - -- - -- - - -- - --- -- - - -- - --- - - - - - - -- - -- -- - 
( 7 ) उपनियम ( 0 ) में किसी बात के होते हुए भी , वर्ग 4 का 

परन्तु यदि किसी पोत या पोतों के किसी वर्ग के बारे में 
काई पोत रक्षा नौका की धारिता से अधिक व्यक्तियों को नहीं ले जाएगा 

केन्द्रीय सरकार का समाधान हो जाता है कि समुद्र 
जब तक कि केन्द्रीय सरकार सूसंगत ममय पर यातायात की मात्रा के लिए 

यात्रा की अवधि ऐसी है कि सुबाह य रेडियो उपस्कर 
को ले जाना आवश्यक है, तो वह इम उपनियम की 

अपेक्षानों से अभिमुक्ति की अनुशा दे सकेगी । 
___ ( 7 ) जहां उपनियम ( 7 ) के उपबन्धों में अधीन पोल की रक्षा नौका 

( 13 ) हर पान , यथास्थिति , उपनियम ( 6 ) या उपनियम ( 0 ) के 
की धारिता से अधिक व्यक्तियों को ले जाने के लिए अनुज्ञा दी जाती 

अधीन बहन की जा रही रक्षा नौकानों और बचाव तारापों के अतिरिक्त 
है और केन्द्रीय सरकार का समाधान हो जाता है कि रक्षा मौकात्रो को 

बषाव सरापे या उत्प्लवन माधिन वहन करेगा जो उन व्यक्तियों की कुल 
कम किए बिना उम पोत में उपनियम ( 6 ) के अनुसार वहन किए जाने 

संख्या के वम प्रतिशत को स्थान देने के लिए, जिन्हे पोत वहन करने के 
वाले बजाय तरापो को रखना असाध्य है तो वह उस पोत में ले आए 

लिए प्रमाणिन है, पर्याप्त है : 
जाने वाले रक्षा नौकाओं की संख्या को कम करने की अनुशा दे सकेगी । 

परन्तु पोत में इस उपनियम के अधीन वहन किए जा रहे बचाव 

तरापों की संख्या कभी भी उरासे कम नहीं होगी जो 
( 1 ) उस पोत की दशा में जिसकी लंबाई 58 मीटर या 

व्यक्तियों की कुल संख्या के पांच प्रतिशत को स्थान देने 
मसे अधिक है, बहन किए जाने के लिए रक्षा नौकाओं 

के लिए जिन्हें पोत वहन करने के लिए प्रमाणित है, 
की संख्या कभी भी पार से कम नहीं होगी, जिसमें 

अपेक्षित है । 
मे दो -दो पोत की प्रत्येक और होगी और उस पोत की 
दशा में जिसकी लंबाई 68 मीटर से कम है बहन झिए 

( 14 ) ( क ) हर पोत निम्न लिखित सारणी के अनुसार रक्षा मोयों 
जाने के लिए रक्षा नौकामों की संख्या कभी भी दो से 

___ को कम से कम संख्या वहन करेगा :- -- 
कम नहीं होगी जिनमें से एक एक पोत के प्रत्येक और 

सारणी 
बहन की जाएगी । 

पोत की लंबाई मीटर में 
( 2 ) रक्षा मौकानों और बचाप तरापों की संख्मा, सदेव पोत 

बाहम किए जाने के 
पर कुल व्यक्तियों की संख्या को स्पान देने के लिए 

लिए अपेक्षित रक्षा 

योगों की म्यूनतम 
पर्याप्त होगी । 

संख्या 
( 3 ) अहां रक्षा मौकानों में छठी अनुसूची में उपणित सारणी 
के स्तम्भ ग में अपेक्षित धारिता नहीं है वह उस फमी 

61 मीटर में कम 
को दूर करने के लिए, व्यवस्थित बचाप तरापे नियम 61 मीटर और उससे अधिक किन्तु 122 मीटर से कम 
61 में निर्दिष्ट मुक्तियों द्वारा , जहां तक माध्य हो 122 मीटर और उमसे अधिक किन्तु 183 मीटर से कम 
वितरण योग्य होगे । 

183 मीटर और उससे अधिक किन्तु 244 मीटर से कम 

244 मीटर और उससे अधिक 
( 9 ) यदि केन्द्रीय सरकार की राय में यातायात की अधिकता के 
कारण ऐमा अपेक्षित है, तो यह किसी पोत को भारत में किसी पत्तम 

( ख ) इस प्रकार वहन किए जा रहे रक्षा मोयों की कुल संख्या से 
या स्थान से अन्तर्राष्ट्रीय समुद्र यात्रा पर जो 600 मील से अधिक नहीं 

कम से कम प्राधे में , जो छह से फम नहीं होंगे , यक्ष स्वप्रज्वलन 
है , भारत में गम विश्राम पत्तन या स्थान से भारत के बाहर प्रतिम 

बत्तियों की व्यवस्था होगी । 
गम्तव्य पत्तन या स्थान तक समुद्र में जाने के लिए अनुशा दे मकेगी : 
परन्तु यह तब जब - 

( ग ) कम से कम दो रक्षा बोयों में स्वप्रज्वलन बत्तियों की व्यवस्था 

है, कम से कम 15 मिनट टिकने वाले स्पष्ट दृश्यमान वर्ग 
( 1 ) पोलफमक पर के व्यक्तियों के कम से कम 20 प्रति 

के धूम्र उत्पन्न करने में समर्थ वक्ष स्वसः सक्रिय धूध संकेत 
शाम को स्थान देने वाली डेविटों में संलग्न रक्षा नौकाए 

की भी व्यवस्था होगी पीर में रक्षा बोये जिनमें धन संकेतों 
बहम करता है ; और 

की इस प्रकार व्यवस्था हो , नौपालन पुल से शीघ्र मुक्त होने 
( 2 ) फलक पर बहल की जा रही रक्षा नोफानों और बचाव 

में समर्थ होंगे । 
सरापों की संख्या, व्यक्तियों की कुल संख्या को , जिम्हें 

( 4 ) पोत की प्रत्येक मोर कम से कम एक रक्षा योये में , लम्बाई 
पोत पहन करने के लिए प्रमाणित या अनुज्ञात है म्यान 

में कम से कम 27. 5 मीटर की उत्सवन रक्षा रस्सी की 
देने के लिए पर्याप्त है । 

भ्यवस्था होगी । 
( 10 ) हर पीत में , इस नियम के अनुपालन में महन की जा रही 

( 15) ( क ) हर पोत -- 
रक्षा नौकाओं की लम्बाई 2 . 3 मीटर से कम नहीं होगी । 

( 1 ) फलक पर के, यया स्थिति, हर व्यक्ति के लिए या 
( 11 ) हर पोत में , इस नियम के अनुपालन में वहन किए जाने के 

व्यक्तियों की उस संख्या के लिए जिसे पोत पहम करने 
लिए अपेक्षिन रेविट गुरुत्व प्रकार के होंगे, सिवाए इस बात के कि उन 

के लिए प्रमाणित है, उममें जो भी अधिक है, पांचवीं 
रक्षा नौकाओं या नौकामों के प्रचालन के लिए. जिनका भार 2350 

अनुसूधी के भाग-1 की अपेभाना के अनुपालन में एक 
फिलोग्राम से अधिक नहीं है, उनकी भवतरण स्थिति में लफिग रेविट 

रक्षा आकेट वहन करेगा ; प्रौर 
लगाए जा मकेंगे । 

( 2 ) व्यक्तियों को कुल संख्या के कम से कम दस प्रतिशत 
( 12 ) उपनियम ( 5 ) के मनुसरण में बहन की जा रही हर मोटर 

के लिए, जिसे पोत वहन करने के लिए प्रमाणित है, 
रक्षा नौका एक सुबाहय रेडियो उपस्कर पहन करेगी जो नियम 15 के 

पाचवो मनुसूची के भाग- 2 की अपेक्षामों के प्रमुपालन 
उपयधों का अनुपालन करेगा : 

में एक रक्षा जाकेट वहम करेगा । 
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( 9 ) ( क ) हर पोत निम्नलिखित सारणी के अनुसार गोयों की फम 

से कम संख्या पहन करेगा : 


सारणी 


( ख ) हर पोत , पण ( क ) के अनुपालन में वहन की जा रही रक्षा 

जाकेटों के अतिरिक्त , व्यक्तियों की उस संख्या के कम से कम 
पांच प्रतिशत के लिए जिसे वह वहन करने के लिए प्रमाणित 
है, पांचवीं अनुसूची के भाग- 1 की अपेक्षामों के अनुपालन में , 
रक्षा जाकेट भी पहन करेगा और ऐसी रक्षा जाकेट डेफ पर 
समुचित स्थान पर ठीक प्रकार से रखी जाएंगी जो महजदृश्य 
सप से विहित होगा । 


पोत की लंबाई मीटर में 


बहन किए जाने के 
लिए अपेक्षित रक्षा 
गोयों की न्यूनतम 

संख्या 


( 18 ) हर पोत एक अनुमोदित रस्सी संक्षेपण माधित वहन करेगा । 
8 , वर्ग 5 के पोत -- ( 1 ) यह नियम वर्ग 5 के पोतों को गू 
होगा । 
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61 मीटर से कम 
61 मीटर और उससे अधिक किन्तु 122 मीटर से कम 
122 मीटर और उससे अधिक किन्तु 183 मीटर से कम 
183 मीटर मौर उसमे अधिक किन्तु 244 मीटर से कम 
244 मीटर और उससे अधिक 


( 2 ) ( क ) हर पोत में , उसकी लम्बाई के अनुसार छठी अनुसूची 

में उपणित सारणी के स्तम्भ क में विनिर्दिष्ट रेविटों के सेटों 

की न्यूनतम संख्या लगी होगी । 
( प ) जहाँ केन्द्रीय सरकार का इस प्रकार समाधान हो आता है वहाँ 

यह पोस पर रेविटों के सेटों की कम संख्या की व्यवस्था करने 
के लिए अनुमा देगी परन्तु फिर भी विटों के सेटों की संख्या 
छठी अनुसूची के स्तम्भ ख में विनिर्दिष्ट म्युमतम संम्या से 
कभी भी कम नहीं होगी : 


( ब ) इस प्रकार वहन किए जा रहे रक्षा मोयों की कुल संख्या 

के कम से कम प्राधे में , जो छह से कम नहीं होंगे , 
पक्ष स्वप्रज्वलम बलियों की व्यवस्था होगी । 


परन्तु किसी भी पोत में रेविटों के सेटों की उस संख्या का लगा 
होमा अपेक्षित नहीं है जो व्यक्तियों की कुल संख्या को जिसे 
पोत बहम करने के लिए प्रमाणित है, स्थान देने के लिए अपेक्षित 
रक्षा मौकानों की संख्या से अधिक है । 


. ( ग ) पोत की प्रत्येक मौर कम से कम एक रमा बोये में , 

लंबाई में कम से कम 27 . 5 मीटर की उससवन रक्षा 

रस्सी की व्यवस्था होगी । 
( 10 ) ( 7 ) हर पोत 


( 3 ) डेविटों के हर ऐसे सेट से एक रक्षा नौका संलग्न होगी और 

इस प्रकार संलग्न रक्षा मौकानों में छठी अनुसूची में उपणित 
सारणी के स्तम्भ ग में विनिविष्टः कम से कम धारिता की या 
उस धारिता की जो व्यक्तियों की कुल संख्या को , जिसे पोत 
वाहन करने के लिए प्रमाणित है , यदि परवी धारिता कम 
हो , स्थान बने के लिए व्यवस्था होगी । 


( 1 ) फलक पर के, यथास्थिति , हर व्यक्ति के लिए , या व्यक्तियों 

की उम संख्या के लिए जिसे पोत पहन करने के लिए प्रमाणित 
है , उममें जो भी अधिक है, पांचवी अनुसूची के भाग की 

भपेक्षाभो के भनुपालन में एक रक्षा जाकेट वहम करेगा ; भोर 
( 2) व्यक्तियों की कुल संख्या के कम से कम दस प्रतिशत के लिए, 

जिसे पोत वहम करने के लिए प्रमाणित है, पांचवीं अनुसूची 
के भाग- 2 की अपेक्षाभों के अनुपालन में एक रक्षा जाकेट 

वहन करेगा । 
( ब ) हर पोत, खण्ड ( क ) के अनुपालम में बहन की आ रही रक्षा 

जाकेटों के मतिरिक्त , व्यक्तियों की उस संध्या के कम से कम 
पांच प्रतिशत के लिए जिसे पोत वहन करने के लिए प्रमाणित 
है , पांचवी अनुसूची के भाग- 1 की अपेक्षामों के अनुपालन में 
रक्षा जाकेट भी वहन करेगा मौर ऐसी रक्षा जाकेट डेक पर 
समुचित स्थान पर ठीक प्रकार से रखी जाएगी जो सहजश्य 
रूप से चिम्हिस होगा । 


( 4 ) हर पोस कम से कम एक मोटर रक्षा नौका वहन करेगा । 
( 5 ) उपनियम ( 3 ) के अनुमरण में बहन की जा रही रक्षा मौकामों 

के साथ माय ऐसी अतिरिक्त रक्षा नौकाएं और बचाव तरापे 
या उत्प्लवन साधिव वहन किया जाएगा जो व्यक्तियों की कुल 
संख्या के लिए जिसे पांत वहन करने के लिए प्रमाणित है , 
पर्याप्त होगा : 


परन्तु रक्षा मौकाएं, भ्यक्तियों की कुल संख्या के 25 प्रतिशत से 
सम्यन को स्थान देने के लिए जिसे पीन बहन करने के लिए प्रमाणित 
है, महन की जाएगी । 


( 11 ) हर पोस एक अनुमोषित रस्सी प्रक्षेपण साधित वहन करेगा । 
9. वर्ष 2 के पोत -- ( 1 ) सह नियम बर्ग 6 के पत्तों को साग 

होगा । 


( 8 ) इस नियम के अनुसार पहन की जा रही रक्षा नौकाएं जहां 

युक्ति -युक्त पीर साध्य हों , लम्बाई में 7 . 3 मीटर से कम नहीं 
होगी । 


( 7 ) म नियम के प्रमुपासन में लगाए जाने के लिए प्रपेक्षित रेष्टि 

गुरुत्य प्रकार के होंगे सिवाए इस बात के कि उन रमा नौ 
कामों या नौकानों के प्रचालन के लिए जिनका भार 2300 
किलोग्राम से अधिक नहीं है, उनके प्रवतरण स्थिति में लफिग 
रेविट लगाए जा सकेंगे । 


( 2 ) ( क ) हर पोत में उसकी लम्बाई के अनुसार छठी मनुसूची में 
___ उपणित सारणी के स्तम्भ क में बिमिविष्ट पिटों के सेटों 

की न्यूनतम संख्या लगी होगी । 
( a ) जहां केन्द्रीय मरकार का समाधान हो जाता है वही वह पोत 

पर डेविटों के सेटों की कम संख्या की व्यवस्था करने के लिए 
अनुशा देगी परन्तु फिर भी डेविटों के सेटों की संख्या छठी 
अनुसूची के स्तम्भ ख में विनिर्दिष्ट म्युनतम से कभी भी कम 
नहीं होगी : 


8 ) उपनियम ( 1 ) के अनुसरण में पहन की जा रही हर मोटर 

रक्षा मौका एक मुगाहम रेडियो उपस्कर वाहन करेगी जो नियम 
65 के उपबंधों का अनुपालन करेगा । 


परन्तु किसी भी पति में रेमिटों के सेटों की उम संरमा का लगा 
होना अपेक्षित नहीं है जो व्यक्तियों की कुल संन्या को , जिसे पोत बहन 


[ भाग II - -पण 3 (i) ] 
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करने के लिए , प्रमाणित है, स्थान देने के लिए प्रपेक्षित रक्षा मौकानों क 
संख्या से अधिक है । 


( 3 ) रेमिटों के हर ऐसे सेट से एक रक्षा नौका संलग्न होगी और 

इस प्रकार संलग्न रक्षा नौकामों में छठी अनुसूची में उपणित 
सारणी के स्तम्म ग में विनिर्दिष्ट कम से कम पारिता की या 
उम धारिता की गो व्यक्तियों की कुल संख्या को , जिसे पोत 

पहन करने के लिए प्रमाणित है, यदि परवी धारिसा काम हो , 
- स्पाम देने के लिए व्यवस्था होगी । 


( 4) हर पोस कम से कम एक मोटर रक्षा नौका वहन करेगा । 


( 5 ) हर पोत में इस नियम के अनुपालन में पहन की जा रही रक्षा 

नौकाएं लम्बाई में 7 . 3 मीटर से कम नहीं होंगी । 


( 6 ) जहां उप-नियम ( 3) के अनुपालन में बहन की जा रही रक्षा 

मौकामों में पोत पर व्यक्तियों की कुल संख्या के लिए स्थान 
नहीं है वहां उपयुक्त रूप से रखे हुए बचाग सरापों की इस 
प्रकार व्यवस्था की जाएगी कि रक्षा नौकामों और बचाव 
तरापी पर स्थान के लिए, की गई व्यवस्था पोत पर के सभी 
व्यक्तियों के लिए पर्याप्त हो । 


परन्तु रमा नोफानों में स्थान उससे कम नहीं होगा जो व्यक्तियों की 
कुल संख्या के 25 प्रतिशत से अम्यून को स्थान देने के लिए, मिते पौत 
बहन करने के लिए प्रमाणित है, पीमित है । 


( 10 ) हर पोत -- 
( 1 ) फलक पर के , यथास्थिति हर व्यक्ति के लिए मा पनियों की 

उस संख्या के लिए जिसे पोम पहन करने के लिए प्रमाणित 
है, उनमें जो भी अधिक है, पाचवी अनुसूची के भाग - 1 की 
अपेक्षामों के अनुपालन में एक रक्षा जाकेट पहन करेगा ; 

और 
( 2 ) व्यक्तियों की कुल संख्या के कम से कम दस प्रतिशत के लिए , 

जिसे पोत वहन करने के लिए प्रमाणित है , पाचवीं अनुसूची 
के भाग- 2 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 

बहन करेगा । 
( 11 ) हर पीत एक अनुमोधिन रस्सी प्रक्षेपण साधिल पहन करेगा । 

10. वर्ग 7 के पोत - - ( 1 ) यह नियम वर्ग 7 के पोतों को लाग 
होगा । 
( 2 ) ( 4 ) हर पांत में , उसकी लम्बाई छठी मनुसूची में उपणिन 

सारणी के स्तम्भ क में विनिविष्ट रेमिटों के मेटों की 

म्यूनतम संन्या लगी होगी । 
( ब ) जहाँ केन्द्रीय सरकार का इस प्रकार समाधान हो जाता 

है , पहा वह हर पोत पर डेविटों के सेटों की कम संख्या 
की व्यवस्था करने के लिए अनुशा देगी परन्तु फिर भी 
डेविटों के सेटों की संक्षा छठी मनुसूची के स्तम्भ 

में विनिर्विष्ट न्यूनतम संख्या से कभी कम नहीं होता : 
परन्तु किसी भी पोत में रेविटों के सेटों की उम संख्या का लगा होना 
पपेक्षित नहीं है जो व्यक्तियों की कुल संख्या को , जिने पोन वान कने के 
लिए प्रमाणित है, स्थान देने के लिए अपेक्षित रक्षा नौकामों की संख्या से 
पधिक है । 
( 3) विटों के हर ऐसे सेट से एक रक्षा नौका मनग्न होगी और 

इस प्रकार संलग्न रक्षा नौकामों में , छठी मनुसूमी में उप - णित 
सारणी के स्तम्भ ग में विनिविष्ट कम से कम धारिता की 
या उस धारिता की जो व्यक्तियों की कुल संख्या को , जिसे 
पोत वहन करने के लिए प्रमाणित है , यदि परवर्ती धारिता कम 

हो, स्थान देने के लिए व्यवस्था होगी । 
( 4 ) जहां उपनियम ( 3 ) के अनुपालन में बहन की जा रही रक्षा 

नौकानों में पोत पर व्यक्तियों की कुल संगा के लिए स्थान 
नही है वहीं अतिरिका बचाव सरापे या उत्प्लयन माधित 
पहन किया जाएगा ताकि रक्षा नौकामों, बचाव तरापों और 
उत्प्लवन साधिन पर स्थान के लिए की गई व्यवस्था , पोत पर 
के सभी व्यक्तियों के लिए जिन्हें पोत बन करने के लिए 

प्रमाणित है , पर्याप्त हों । 
( 5 ) हर पोन में , इस नियम के अनुपालन में बहन की जा रही 

रक्षा मौकाएं, जहां युक्तियुक्त भोर साध्य हो , लम्बाई में 6 
मीटर से कम नहीं होगी । 


( 7 ) उपनियम ( 4 ) के अनमरण में बलन की जा रही हर मोटर 

रक्षा नौका एक सुबाहय रेडियो उपस्कर पहन करेंगे जो नियम 
65 के उपबन्धों का अनुपालन करेगा : 


परन्तु यदि किसी पोन के बारे में केन्द्रीय सरकार का समाधान हो 
जाना है कि समुद्र यात्रा को अवधि ऐसी है कि सुबाहय रेसियो उपस्कर को 
से जाना मनावश्यक है, तो वह इस नियम की अपेक्षामों से अभिमुक्ति 
की अनुशा दे सकेगी । 


( 8 ) हर पोत में , इस नियम के अनुपालन में यहन किए जाने के 

लिए अपेक्षित रेविट गुरुत्य प्रकार का होगा सिवाए , इसके कि 
रक्षा नौकानों के प्रचालन के लिए जिनका भार 2300 किलो 
ग्राम से अधिक नहीं है, उनकी अवतरण स्थिति में सकिंग 

हेपिट लगे होंगे । 
( 9 ) (क ) हर पोत निम्नलिखित मारणी के अनुनार बोयों की फम 
से कम संख्या पहन करेगा -- 

मारणी 


पोत को संबाई मीटर में : 


पहन किए जाने के 
लिए अपेक्षित रमा 
बोयों की न्यूनतम 

संख्या 


12 


81 मीटर से कम 
61 मीटर पोर उससे अधिक किन्तु 122 मीटर से कम 
122 मीटर और उरासे अधिक किन्तु 183 मीटर से कम 
183 मीटर और उससे अधिक किन्तु 244 मीटर से कम 
244 मोटर पोर उससे अधिक 


21 


30 


( 8 ) हर पोत में इस नियम के अनुपालन में बहन किए जाने के 

लिए अपेक्षित रेविट गुरुत्व प्रकार के होंगे सिवाय इम मात के 
कि रक्षा मौकामों के प्रचालन के लिए जिनका भार 2300 
किलोग्राम से अधिक नहीं है , उनकी प्रवतरण स्थिति में लफिग 

हेषिट लगे होंग । 
( 7 ) ( क ) हर पोन कम से कम । रमा मोषों को वहन करेगा । 
( ख ) इस प्रकार बहन किए जा रहे रक्षा गोयों की कुल संसपा के 

कम से कम प्राधे में वस समायलन बत्तियों की स्पषम्या 
होगी । 


( ब ) इस प्रकार बड़न किए जा रहे रक्षा मोयों की कुल 

संख्या में कम से कम माके में , जो छह से कम नहीं 
होंगे , पक्ष स्वमानसन बत्तियों की व्यवस्था होगी । 
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( 8 ) हर पोत - - 
( 1 ) फलक पर के , यथास्थिति , हर व्यक्ति के लिए या व्यक्तियों की 

उस संख्या के लिए जिसे पोत वहन करने के लिए प्रमाणित 
है , उनमें जो भी अधिक है, पांचवीं अनुसूची के भाग 1 की 

अपेक्षामों के अनुपालन में एक रमा जाकेट वहन करेगा ; मौर 
( 2 ) व्यक्तियों की कुल संख्या कम से कम दस प्रतिशत के लिए , 

जिसे पोत वहन करने के लिए प्रमाणित है, पांचवीं मनु सूची के 
भाग ? की अपेक्षामों के मनुपालन में एक रक्षा जाकेट पहन 

करेगा । 
( 9) हर पोत एम. मनुमोदित रस्सी प्रक्षेपण साधिन्न वहन करेगा । 
( 11 ) ( कुल 500 टन से कम ) वर्ग 8 के पोत : ( 1 ) यह नियम , 
वर्ग 8 के पोतों को जो 500 टम से कम के पोत है , लागू होगा । 

( 2) हर पोत --- 
( क ) पोत की प्रत्येक प्रौर डेविटों से संलग्न एक या अधिक रक्षा 

नौकाएं वहन करेगा, जिसकी कुल धारिता पोत पर सभी 

व्यक्तियों को स्थान देने के लिए पर्याप्त हो ; या 
( ब ) रक्षा नौका या डेविटों से संलग्न वर्ग ग मौका पहन करेगा 

जो पोन की एक ओर से जल में अवतरित की जा सके और 
कम से कम दो बचाव सरापे वहन करेगा जिनकी 
कुल धारिता फलक पर के व्यक्तियों की संख्या के बुगुने को 

स्थान देने के लिए पर्याप्त हो । 
( 3 ) हर एसे पोत में प्रत्येक रक्षा नौका या वर्ग ग नौका डेविटो 

के पृथक सेट से संलग्न होगी जो गुरुत्व प्रकार की या फिग 

प्रकार की होगी । 
( 4 ) हर ऐसा पोत कम से कम पार रक्षा बोय वहन करेगा जिनके 

कम से कम प्राध में वक्ष स्व प्रज्वलन बत्तियों की व्यवस्था 
होगी : 


( 2 ) ( क ) रेविटों से संमान या प्रकारण यति मे मास्पित और मौका 

पीछे माने के साधनों में पारिया मोटर नादित पगं ग 
गोका और पोत के प्रत्येक और पोत पर के सभी व्यक्तियों 
को स्थान देने के लिए पर्याप्त कुल धारिता के बचाव 

सरापे वहन करेगा ; और 
( ख ) पोत पर व्यक्तियों की कुल संख्या के कम से कम प्राधे 

को स्थान देने के लिए पर्याप्त कुल धारिता के बचाव 

सरापे वहन करेगा : 
परन्तु ऐसे पोन की दशा में जो निकटवर्ती पड़ोसी देशों के बीच , 
मनुद्र यात्रामों पर लगा हो , केन्द्रीय सरकार , यदि उसका समाधान हो जाता 
है कि समुद्र यात्रा की दिशाएं ऐसी हैं कि बचाव तरापों का अनिवार्य 
वहन प्रयुक्तियुक्त मा अनावश्यक है तो वह ऐसे पौन को हम उपनियम 
की अपेक्षाओं के अनुपालन से छूट दे सकेगी । 
( 3 ) जहां किसी पोत में प्रारोहण क से जल तक की दूरी 4 . 3 

मीटर मे अधिक है, वहाँ उपनियम ( 2 ) के खण्ड (क ) ( 2 ) 

के अनुसार ऐसे पोत द्वारा वहन किए गए बचाव नरापे किसी 
प्रपतरण साधिन्न द्वारा अवतरित होंगे और उस पोन के प्रत्येमा 

और कम से कम एक प्रयासरण साधित की व्यवस्था होगी । 
( 4 ) हर पोत में प्रत्येक और एक रक्षा नौका या वर्ग ग नौका , 

पृषक ऐपिटों के सेट से संलग्न होगी जो गलस्व प्रकार के होंगे , 
सिवाए इसके कि यथास्थिति , रक्षा नौकानों के प्रचालन के लिए 
या ऐसी नौकामों के प्रचालन के लिए, जिनका भार 2300 
किलोग्राम मे अधिक नहीं है । उनकी प्रवतरण स्थिति में लफिग 

रेविट लगाए जाएंगे । 
( 5 ) हर पोत कम से कम पाठ रक्षा माये वहन करेगा गिम में दम 

स्त्रप्रज्वलन बत्तियों की व्यवस्था होगी । 
( 8 ) हर ऐसे पोत पर नियम 65 की अपेक्षामों के अनुपालन 

में सुमालू य रेडियो माधिन की व्यवस्था होगी : 
परन्तु यदि किसी पोत के बारे में केन्द्रीय सरकार का समाधान हो 
जाता है कि समुद्र-यात्रा की अवधि ऐसी है कि सुबाहय रेविपो उपस्कार 
को ले जाना प्रयुक्तियुक्न या अनावश्यक है, तो वह किमी पोन को 
इस नियम की अपेक्षामों से छूट दे सकेगी । 
( 7 ) हर ऐमा पोन 1. 7 अनुमोदित रस्मी प्रक्षेपण माधिन बहन 

करेगा । 
( 8) हर पोत 
( 1 ) पोत के फलक पर के हर व्यक्ति के लिए पांचवी अनु 

सूची के भाग 1 की अपेक्षाओं के अनुपालन में एक रक्षा 
जाकेट वहम करेगा; और 


( 5 ) हर ऐमे पोत में नियम 65 की अपक्षानों के अनुपालन में 

सुबाहय रेडियो उपस्कर की व्यवस्था होगी : 
परन्तु केन्द्रीय सरकार , यदि उसका समाधान हो जाता है कि ममुद्र 
पात्रा की अवधि ऐसी है कि सुमाह य । रेडियो पस्कर को ले जाना प्रयुक्ति 
पुक्त या अनावश्यक है, तो यह किम। पोन को इस उपनियम के अपेक्षा 
से घट दे सकेगी । 


( 6 ) हर ऐसे पोन में अनुमोदित प्रक्षेपण साधित्र की व्यवस्था होगी । 


( 7 ) हर पोत 


- 


( 1 ) फलक पर हर व्यक्ति के लिए पांचवी अनुसूची के भाग 1 की 

अपेक्षामों के अनुपालन में एक रक्षा जाकेट तहन करेगा ; और 
( 2 ) पोत पर बालक के लिए पांचवीं अनुसूची के भाग 2 की 

प्रपेक्षामों के अनुपालन में एक रक्षा जाकेट पहन करेगा । 


( 2 ) फलक पर के हर चालक के लिए पांचवी अनुसूची के 

भाग 2 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 
पहन करेगा । 


12. तेल पोतो से भिन्न कुल 500 टन या उससे अधिक किन्तु कुल 
( 1800 टन से कम) वर्ग, 8 के पोल : ( 1 ) यह नियम वर्ग 8 के 
पोतों को जो तेल पोतों से भिन्न है पोर जो कुल 500 टन या उससे 
अधिक किन्तु घुल 1600 टन से कम के पोन है , लाग होगा । 
( 2 ) हर ऐसा पोर -- 
( 1 ) पालक पर के सभी व्यक्तियों को स्थान देने के लिए पोत 

को प्रत्येक और पर्याप्त कुल धारिता के डेनिटों में संलग्न 
एक या अधिक रक्षा नौकार वहन करेगा ; या 


___ 13. ( तेल-पोतों से मिल कुल 1800 टन या उससे अधिक ) 
वर्ग 8 के पोत --- ( 1 ) यह नियम तेल पोतों से भिन्न कुन 1600 टन 
या उससे अधिक के पगं 8 के पोतों को लागू होगा । 
( 2 ) हर ऐसा पोत , प्रपनी प्रत्येक प्रौर पो । पर के सभी व्यक्तियों 

को स्थान देने के लिए पर्याप्त कुल धारिता की एक पा उममें 
अधिक रक्षा नौकाएं पहन करेगा । 


( 3 ) हर ऐसे पोत , में , उपनियम ( ३ ) के अनुपग मे बहन की जा 

रही रक्षा नौकाएं लंबाई में 1. 3 मीटर से कम नहीं होंगी । 


[ भाग II - - बण 3(i) ] 
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18. ( कुल 30000 टम या उससे अधिक के तेलपोत ) वर्ग के 
पोस - ( 1 ) मह नियम कल 30000 टन या उससे अधिक के वर्ग 8 के 
पोतों को , जो तेलपोत है, लाग होगा । 


( 2) हर ऐसा तेलपोत , पोत पर के व्यक्तियों की कुल संम्पा को 

स्थान देने के लिए अपनी प्रत्येक और पर्याप्त कुल धारित को 

कम से कम दो रखी नौकाएं पहन करेगा । 
( 3 ) हर ऐसे तेल-पीत में उप-नियम ( 2 ) के जनुसरण में व्यवस्थता 

घो रक्षा नौकाएं पीछे की ओर दो पोतमध्य में बह्न होंगी , 
सिवाए इसके कि उन सेलपीतों में जिनमें पोतमध्य अधिसंरचना 
नहीं है , सभी रक्षा नौकाएं पीछे की जाएंगी : 


( 4 ) हर ऐसे पोत में उपनियम ( 2 ) के अनुसरण में बहन की जा 

रही रक्षा नौकाएं मोटर रमा नौका होगी । 
( 5 ) हर ऐसे पोत में उपमियम ( 2 ) के अनुसरण में बहन को जा 

रही प्रत्येक रक्षा मोका पुपक रेविटों के सेट से संलग्न होगी 
जो गुरुत्व प्रकार के होंगे, सिवाए इसके कि उन रक्षा नौकाओं 
के प्रचालन के लिए जिसका भार 2300 किलोग्राम में अधिक 
नहीं है, उनकी प्रयतरण स्थिति में मफिंग प्रकार के रेविट 

लगाए जाएंगे । 
( 6 ) ( क ) हर ऐसा पोत उम पर के व्यक्तियों की कुल संख्या 

के कम से कम माघे स्थान देने के लिए पर्याप्त कुल धारिता 

के बजाय तरापे वहन करेगा । 
( ख ) लम्बाई में 150 मीटर या उससे अधिक के पोतों में , जिसमें 

पोत मध्य अधिसंरचना नहीं है, खण्ड ( क ) के उपबंध अनुसरण 
में बहन किए जा रहे बचाप तरापों के अतिरिक्त एक बचाव 
तरापा बहन होगा जिसमें कम से कम छ: व्यक्तियों को स्थान 
दिया जा सकेगा। ऐसा बचाव तराफा जितना युमिनयुक्त और 

माध्य हो, पागे नोभारित होगा , 
( 7 ) हर ऐसा पोत कम से कम 8 रक्षा वोये वहन करगा, जिनके 

प्राधे में स्पप्रज्वलन बत्तियों की व्यवस्था होगी । 
( 8 ) हर ऐसे पोत में एक अनुमोदित रस्सी प्रक्षेपण साधिन को 
_____ व्यवस्था होगी । 
( 0 ) हर ऐसे पोत पर नियम 65 की अपेक्षामों के अनुपालन में 

एक सुबाहय रेडियो साधिन वहन करेगा । 
( 10 ) ( क ) हर ऐसा पोत - - 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अनुसूची के भाग 1 

की अपेक्षाओं के अनुपालन में एक रक्षा जाकेट वहन करेगा , 

पौर 
( 2 ) फलक पर के हर मापक के लिए पांचवी अनुसूची के भाग 

2 की अपेक्षाप्रों के अनुपालन में एक रक्षा जाकेट पहन 
फरेगा । 


परन्तु बिना किसी पोतमध्य अधिसंरचना के किती तेल पोत की दशा 
में केन्द्रीय सरकार यदि उसका समाधान हो जाता है कि पीछे की पोर 
चार रक्षा नौकाएं वहन करना साध्य है, निम्नलिखित शतों के अधीम 
केवल दो रक्षा-नौकाएं, प्रत्यक और एक पीछे की और वहन करने की 
जनुशा देगी, पर्थात् : --- 
( 1 ) इस उपबंध के अनुसरण में बहन की जा रही रक्षा नौका 

संबाई में 8. 3 मीटर से अधिक नहीं होगी ; 
( 2 ) प्रत्येक रक्षा मौका यथामाध्म आगे को नौमारित होगी पोर कम से 
___ कम सने मागे हो कि रक्षा-नीका का पिछला छोर, रक्षानोका 

को लंबाई में डेढ़ गुने से अन्यून तक नोदकों के प्रागे हो ; 
( 3 ) हर रक्षा मौका , समुद्र सतह के इतनी समीप नौ - भारित होगी , 

जितनी सुरक्षित और साध्य हो ; 
( 4 ) उपनियम ( 7 ) के अधीन बहन किए जा रहे बचाप तरापों 

के अतिरिक्त पोत पर के व्यक्तियों की संख्या के कम से कम 
प्राधे को स्थान देने के लिए पर्याप्त कुल पारिना के बचाव 

सरापे । 
( 4 ) उपनियम ( 3) के परन्तुफ में जैसा अन्यथा उपबंधित है उसके 

सिवाई उपनियम ( 2 ) के अनुसरण में किसी ऐसे तेल पोत 
पर बहन की जा रही हर रक्षानोका लंबाई में 7. 3 मीटर 

से कम की नहीं होगी । 
( 5 ) उपनियम ( 2 ) के अनुसरण में किसी ऐसे तेलपोस पर बहन 

जा रही हर रक्षामौका गुरुत्य प्रकार के डेविटों के पथक सेट 

से संलग्न होगी । 
( 6 ) उप नियम ( 2 ) के अनुसरण में किसी ऐसे तेवपोत पर बहन 

की जा रही दो रक्षानोकाएं मोटर रक्षा मौकाएं होगी जो 
सलपोत के प्रत्येक पोर तज. बहन होगी । 


14. ( कुल 500 टन या उससे अधिक के तेलपोत किन्तु कुल 
1600 टन से कम ) वर्ग 8 के पोत --- ( 1 ) यह नियम कुल 500 , 
टन या उससे अधिक किन्तु 1600 टन से कम के वर्ग 8 के पोतों को 
जो तेल -पोस है , लागू होगा । 
( 2 ) नियम 12 के उपबंध , फुल 500 टन या उससे अधिक के 

तेल -योसों को उसी प्रकार लागू होंगे जिन प्रफार थे कुल 500 
टन या उससे अधिक फिन्तु कुल 1600 टन से कम तेल-पोतो 
से भिन्न वर्ग 8 के पोसों को लाग होते हैं । 


( 7 ) ( क ) हर ऐसा तेल -पोन , फलक पर के व्यक्तियों की कुल 

संध्या के कम से कम प्राधे को स्थान देने के लिए पर्याप्त फल 
धारिता के बचाव मुगपे बहन फरेगा । . 


15. (फल 1600 टन यां उस मे अधिक किन्तु कुल 3000 टन 
कम के सेल पोत ) पगं 8 के पोन - ( 1 ) यह नियम कुल 1600 टन या 
उससे अधिक किन्तु कुल 3000 टन से कम के वर्ग 8 के पोनों को , जो 
नेलपोन हैं लाग , होगा । 
( 2 ) नियम 13 के उपबंध । कुल 1600 टन या उससे अधिक 

कल 3000 टन से कम के मेलपतों को उसी प्रकार लाग 
होंगे जिन प्रकार के कुन 1600 टन के तेलपोतों से भिन्न 
वर्ग 8 के पोतों को लागू होते है , सिवाए इसके फि नियम 
13 के उपनियम ( 2 ) के अनुसरण में दो रक्षा नौकाएं मोटर 
रक्षा नौकाए होंगी जी तेलपांत को प्रत्येमा और एक एक बह्न 

की जाएगी । 
364 GI/82 - 9 


( ब ) ( 1 ) बिना पोस मध्य अधिसंरचना के लगाई में 150 मीटर 

या उससे अधिक के सेलपीतों में खण्ड ( क ) के उपबन्ध के 
नुसरण में वहन किए जा रहे बचाव सरापोंके अतिरिक्त एक 
बचाव तगपा बहन किया जाएगा , जो कम से कम छ : 
याक्तियों को स्थान देने के लिए समय होगा । 


( 2 ) एसा बचाव तरापा उतने मागे नारित होगा जितना युक्तियक्त 
पर साध्य हो । 
( 8 ) हर ऐसा तेलपोत कम से कम आठ रक्षा बाये वहन करेगा 
जिसके माधे में दक्ष स्व प्रज्वलन बस्तियों की व्यवस्था होगी । 
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( ७ ) हर ऐसे तेलपोत में नियम 65 की अपेक्षाओं के अनुपालन में 

एक सुषाह य रेडियो उपस्कर की व्यवस्था होगी । 
( 10 ) हर ऐसे तेल-पोत में अनुमोदित रस्सी प्रक्षेपण माधिन की 

व्यवस्था होगी । 


( 11 ) हर ऐसा तेल पोत -~ 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अनुसूची के 

भाग 1 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 

बहन करेगा; और 
( 2 ) फलक पर के हर बालक के लिए पांचवीं अनुषी के 

लोग 2 की अपेक्षामों के अनुपालन में एक रक्षा जाफेट 
वहन करेगा । 


वर्ग 


17. वर्ग 9 के पोन: - ( 1 ) - - यह नियम कुल 500 टन से कम के 

के पोतों को लाग , होगा । 
( 2 ) हर ऐसा पोत 
( 1 ) फलक पर के सभी व्यक्तियों को स्थान देने के लिए 

पर्याप्त कुल धारिता के डेबिटों से संलग्न एक मा 

उससे अधिक रमा मौकाएं पहन करेगा ; या 
( 2 ) विटों में संलग्न अवतरण साधिक्ष से व्यवस्थित पौर 

मौका वापस लेने की व्यवस्था वाली एक मोटर नोवित 

मंगं ग नोका वहन करेगा । 
( 3 ) ( क ) हर ऐसा पोत उस में फलक पर के सभी व्यक्तियों को 

स्थान देने के लिए पर्याप्त कुल धारिता के बचाव तरापे 
पहन करेगा इसके अतिरिक्स मह उस पर के व्यक्तियों के माधे 
को स्मान घेने के लिए पर्याप्त बधाप तरापे वहम करेगाः 

परन्तु निकट पड़ोसी देशों के मध्य समुद्र मात्रायों में लग 
किसी पोल की दशा में केन्द्रीय सरकार , यदि उसका 
समाधान हो जाता है कि समुत्र यात्रा की दशाएं ऐसी है कि 
अतिरिमत बबाप तरापों का वहन करमा प्रयुक्तियुक्त या 
मनावश्यक है, तो वह ऐसे पोत को इस उपनियम के अधीन 

अतिरिक्त बचाव तगपों को पहन करने के छूटः दे सकेगी । 
( ब ) खण्ड ( क ) के अनुसरण में पहन किये जा रहे मचाव-तगपे 

इस प्रकार नौभरित होंगे कि वे पोत के दोनों प्रोर से जल में 

मासानी से अन्तरित हो सके । 
( 4 ) हर ऐसा पोत कम से कम चार रमा पोये वहन करेगा जिसके 

प्राधे में दक्ष स्वप्रज्वलन बस्तियों की व्यवस्था होगी । 
( 3 ) हर ऐसा पोत एक अनुमोदित रस्सी प्रक्षेपण साधिन वहन 

करेगा । 


( 2 ) हर ऐमा पोत - - 
( क ) ( 1 ) फलक पर के समी व्यक्तियों को स्थान बेने के लिए 

पर्याप्त कुल धारिता डेविटों से संलग्न एक या उससे अधिक 

रक्षा नौकाएं अपनी प्रत्येक मोर बन करेगा; या । 
( 2 ) डेबिटों से संलग्न या अवतरण साधिन से व्यवस्थित और नौका 

पीछे लाने की व्यवस्था पालो एक मोटर नोज मोदित वर्ग ग 
मौक , बहन फरेगा ; और पोत पर सभी व्यक्तियों को स्थान देने के 
लिए पर्याप्त कुल धारिता के बचाव तरापे प्रत्येक ओर पह्न 

करेगा ; भोर 
( ख ) फलक पर के व्यक्तियों की झूल संबया में कम से कम प्राधे 

को स्थान देने के लिए पर्याप्त कुल धारिता के बजाय तरामे 
वहन करेगाः 

परम्लू निकट पड़ोसी देशों के मध्य समुद्र पानापों में 
लगे किसी पोत की दशा में केन्द्रीय सरकार , यदि उसका 
समाधान हो जाता है कि समुद्र यात्रा की दगाएं ऐसी हैं कि 
बचाव तरापों का वहन करना भयुक्तियुक्त या अनावश्यक है। 
तो वह ऐसे पोत को इस खंड की अपेक्षामों का अनुपालन 

करने से छूट दे सकेगी । । 
( 3) हर ऐसा पोत भाट रक्षा बोये वहन करेगा, जिसके माधे में 

पक्ष स्वप्रज्वलन बस्तियों की व्यवस्था होगी । 
( 4 ) हर ऐमा पोत नियम 65 को अपेक्षा के अनुपालन में एक 
मुबाह य रेडियो उपस्कर वहन करेगा : 

परन्त केन्द्रीय सरकार, पदि उसका समाधान हो जाता 
है कि समुद्र यात्रा की अवधि ऐसी है कि सुवाहय रेडियो 
उपस्कर का ले जाना भयुतियुक्ा या अनावश्यक है, तो पर 

किसी पोत को इस उपनियम का प्रभा से छूट दे सकेगी । 
( 5) हर ऐमा पोत अनुमोदिन रम्पो प्रक्षेपण माधित वहन करेगा । 
( B ) हर ऐसा पोत - ~ 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवी अनुसूची के 

भाग 1 की अपेक्षाओं के अनुपालन में एक रक्षा जाकेट 

बहन करेगा ; और 
( 2 ) फलक पर के हर बालक के लिए पांचवी अनुसूची के भाग 2 

की अपेक्षानों के अनुपालन में एक रक्षा जाकेट पहन करेगा । 
19. ( कुल 1600 टन या उससे अधिक ) वर्ग 9 के पोत:-- ( 1 ) 
यह नियम कुल 1600 टन या उससे अधिक के वर्ग 9 के पोतों को 
लागू होगा । 
( 2 ) नियम 13 के उपबन्ध 1600 टन और उससे अधिक के वर्ग 

9 के पोतों को उसी प्रकार लागू होंगे जिस प्रकार के 1600 

टन और उससे अधिक के वर्ग 8 के पोतों को लागू होते है । 
20. वर्ग 10 के पोत . -- ( 1 ) यह नियम लंबाई में 25 मीटर से 
कम के वर्ग 10 के पोतों को लागू होगा । 
( 2) हर ऐसा पोत --- 
( क ) फलक पर के सभी व्यक्तियों को स्थान देने के लिए 

पर्याप्त कुल धारिता की वर्ग ग नौका वहन करेगा ; 
या 


( 6 ) हर पोत - - 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अनुसूची के भाग 1 

की पेभानों के अनुपालन में एक रक्षा जाकेट पहन करेगा । 
( 2 ) पोत पर के हर बालक के लिए पांचवी अनुसूची के भाग 2 की 

अपेक्षामों के अनुपालन में एक रक्षा - जाकेट वहन करेगा । 


18 ( कुल 500 टन या उससे अधिक किन्तु कुल 1600 टन से 
कम के वर्ग 9 के पोत ) 1 - ~ ( 1 ) यह नियम कुल 500 टन या उससे 
माधिक किन्तु कुल 1600 टन से कम के, वर्ग 9 के पोतों को लागू 
होगा । 


( ब ) फलक के सभी व्यक्तियों को स्थान देने के लिए पर्याप्त 

कुल धारिता के मचायतरापे वहन करेगा, या 


[ भाग II - - वश 3 (i ) 1 . 
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( ग ) फलक पर को सभी व्यक्तियों को महारा घेने के लिए 

तरणवेडा बहन करेगा । 
( 3) उपनियम ( 2 ) के अनु मरण में बहन किए जा रहे हर वर्ग 

ग नौका, बबावतरापा या तरण माधिन इस प्रकार नौमरित 
होंगे कि वे पोत की दोनों ओर से जल में भासानी से अन्तरिम 

हो सकें । 
( 4 ) हर ऐसा पोत कम से कम दो रक्षा बाय पहन करेगा जिसमें 

से एक पर स्व -प्रचलन पत्तियों की व्यवस्था होगी । 
( 5 ) हर ऐसा पोस - -- 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अन सूची के भाग - 1 
__ की अपेक्षाओं के अनुपालन में एक रक्षा जाकेट वहन 

करेगा ; और 
( 2 ) फलक पर के हर. मालक के लिए पांचवीं अनुसूची के भाग 

1 की अपेक्षाओं के अनुपालन में एक रक्षा जाकेट पहन करेगा । 
21. ( लंबाई में 25 मीटर या उससे अधिक किन्तु 35 मीटर से 
कम से पोत ) वर्ग 10 के पोत. -- ( 1 ) यह नियम लगाई में 25 मीटर 
या उससे अधिक किन्तु 35 मीटर से कम के वर्ग 10 के पोतों को लागू 
होगा । 
( 2 ) हर ऐसे पोत पर घर्ग ग नौका इस प्रकार नौमरित होगी फि 

बह पोत की दोनों ओर से जल में मामानी से प्रसारित हो 


( 5 ) हर ऐसा पोत कम से कम चार रक्षा बोये वहन करेगा जिसने 

माधे में वक्ष स्व -प्रज्वलन मस्तियों की व्यवस्था होगी । । 
( 6 ) हर ऐसा पोत---- 
( 1 ) फलक पर हर व्यक्ति के लिए पांचवी अनुसूची के भाग- 1 

की अपेक्षामों के अनुपालन में एक रमा जाकेट बन 

करेगा; और 
( 2 ) फलक पर हर मालक के लिए पांचवीं अनुसूची के भाग- 2 

की पपेक्षाओं के अनुपासन में एक रक्षा जाकेट पहन 

करेगा । 
( 7) हर ऐसे पोत पर एक अनुमोदित रस्सी प्रक्षेपण साभित्र 

की स्पस्था होगी । 


23. ( लंबाई में 45 मोटर या उससे अधिक किन्तु कुल 1600 
टन से कम के पोत ) वर्ग 10 के पोत. - - ( 1 ) यह नियम , लंबाई में 
45 मीटर या उससे अधिक कुल 1600 टन से कम के वर्ग 10 के 
पोतों को लागू होगा । 
( 2 ) हर ऐमा पोत - - 
( क ) फलक पर के मभी क्तियों की स्थान देने के लिए 

पर्याप्त. कुल धारिता को एक या अधिक रक्षा मौकाएं 
पौर फलक पर सभी व्यक्तियों को स्थान देने के लिए 

पर्याप्त कुल धारिता के बचावसरापे वहन करेगा; मा 
( ब ) रेफ्टिों से संलग्न वर्ग ग नौका पौर कम से कम ये 

बचावसरापे, फलक पर के व्यक्तियों से दुगने को स्थान 
देने के लिए पर्याप्त कुल धारिता के एक साथ मौका 
प्रोर बचावनरापे बहन करगा । 


( 3 ) हर ऐसा पोत, फलक पर के सभी व्यक्तियों को , यथास्थिति, स्थान 

देने के लिए या सहारा देने के लिए पर्याप्त कुल धारिता के बचाव 

तरापे या सरण साधिन या दोनों का एक संयोजन वहन करेगा । 
( 4 ) उपनियम ( 3 ) के अनुसरण में वहन किए जा रहे बचाव 

तारापे और तरण साधित इस प्रकार नीभरिस होंगे कि वे पोत 
के दोनों ओर से जल में प्रामानी से अन्तरित हो सकें । 


( 3 ) उपनियम ( 2 ) के अनुसरण में वहन किए जा रहे बचान 

तरापे इस प्रकार नौभरित होंगे कि वे पोन की दोनों पोर से 

जल में प्रासानी से अन्तरित हो सकें । 
( 4 ) हर ऐसा पोत मम में कम चार रक्षा बोये वहन करेगा जिसमे 

माधे पर स्व -प्रज्वलन बस्तियों की व्यवस्था होगी । 


( 5 ) ऐसा हर पोत कम से कम चार रक्षा बोर्ड पहन करेगा जिनके 

प्राधे में वक्ष स्व - प्रज्वलन बस्तियों की व्यवस्था होगा । 


( 5 ) हर पोत --- 
( 1 ) फसक पर के हर व्यक्ति के लिए पचियों मनमुरी के 

भाग-1 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 

बहन करेगा ; और 
( 2 ) फलक पर के हर बालक के लिए पांचवी अनुसूची 

भाग- 2 की अपेक्षाओं के अनुपालन में एक रमा जान 
बहम करेगा । 


( 6 ) हर ऐसा पोस 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अनुसूची के 

भाग- 1 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 

पहन करणा ; और 
( 2 ) फलक पर के हर बालक के लिए पांचवीं अनुसूची के 

भाग- 2 की अपेक्षापों के अनुपालन में एक रक्षा जाकेट 

बहन करेगा । 
22. ( लंबाई में 35 मीटर या उससे अधिक किन्तु 45 मीटर से 
काम के पोत ) वर्ष 10 के पोत . - ~ ( 1 ) यह नियम , लंबाई में 31 मीटर 
या उससे अधिक किन्तु 45 मीटर से कम के वर्ग 10 के पातों को लागू होगा । 
( 2 ) हर ऐसा पोत फलक पर के सभी व्यक्तियों को स्थान देने 

के लिए पर्याप्त कुल धारिसा के डेविटों में संलग्न एक या 

उससे अधिक वर्ग ग नौका दहन करेगा । 
( 3 ) हर ऐसा पोत फरक पर के सभी व्यक्तियों को स्थान देने 

के लिए पर्याप्त कुल धारिता के बचावतरापे या वरण साधिन 

पहन करेगा । 
( 4 ) उपनियम ( 2 ) मौर ( 3 ) के अनुसरण में बहन की जा रही 

पग ग नौकाएं , बचायतरापे पौर सरण साधित इस प्रकार 
नोभरिस होगा कि वह पोत की दोनों ओर से जल में प्रासाग 
से प्रसारित किया जा सके । 


( 6 ) हर ऐसे पोत पर अनुमोदिम रस्सी प्रक्षेपण साधिन की व्यवस्था 

होगी । 


24. ( 1600 टन या उससे अधिक के पोत ) मर्ग 10 के पोत. - - 
( 1 ) यह नियम कुल 1600 टन या उससे अधिक वर्ग 10 के पोतों को 
लागू होगा । 
( 2 ) नियम 18 के उपबंध कुल 1600 टन या उससे अधिक 

के वर्ग 10 के पोती को उसी प्रकार लागू होंगे असे दुख 
500 टन या उससे अधिक किन्तु कुल 1600 टन से कम 

के गर्ग 9 के पासों को लागू होते हैं । 
25. वर्ग 11 के पास.-- ( 1 ) यह नियम संबाई में 25 मोटर से 
कम के वर्ग 11 के पोसों को लागू होगा । 
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( 2 ) हर ऐसा पोत - - 
फलक पर के सभी व्यक्तियों को , यथास्थिति, स्थान देने के लिए मा 

सहारा देने के लिए पर्याप्त मुल धारिता को एक वर्ग ग नौका ; 

मा मचायतरापे , या तरण साधिन्न वहन करेगा । 
( 3 ) उपनियम ( 2 ) के अनुसरण में वहन की जा रही वर्ग ग 

नौका , बधावतरापे मा तरण साधिन इस प्रकार नोभरिस होगा 
कि वह तोप को दोनों ओर से जल में अन्सरित हो सके । 


( 4 ) हर ऐसा पोत कम से कम वो रक्षा बोये पहन करेगा जिनमें 

से एक पर दक्ष स्व -प्रज्वलन बस्ती की व्यवस्था होगी । 
( 5 ) हर ऐसा पोत -- 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अनुसूची के 

भाग- 1 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 

वहन करेगा ; भोर ... 
( 2 ) फलक पर के हर बालक के लिए परिवों अनुसूची के 

भाग- 2 को अपेक्षाभों के अनुपालन में एक रक्षा जाकेट 
पहन करेगा । 


( 2 ) फलक पर के सभी व्यक्तियों को , मपास्थिति, स्थान देने 

के लिए या सहारा देने के लिए पर्याप्त कुल धारिता के 

मावतरापे या तरण साधित वहन करेगा । 
( 3 ) उपनियम ( 2 ) के अनुसरण में वहन की जा रही वगंग 

मोकाएं वयावतरापे पौर तरण साधिन इस प्रकार 
मौभरित होगा कि यह पोत की दोनों पोर से जल में 

आसानी से पन्तरित हो सके । 
( 4) हर ऐसा पोत 
( 1 ) फलक पर के हर व्यक्ति के लिए पोथी अनुसूपी के 

भाग-1 की अपेमाभों के अनुपालन में एक रक्षा जाकेट 

वहन करेगा; पोर 
( 2 ) फलक पर के हर गालफ के लिए पापीं अनुसूची के 

भाग- 2 को पपेमानों के अनुपालन में एक रक्षा जाकेट 

वहन करेगा । 
28. ( संबाई में 45 मीटर या उससे अधिक फिन्तु कुल 1600 टन 
से कम के पोत ) वर्ग 11 के पोत :- ( 1 ) यह नियम , लंबाई में 45 
मीटर या उससे मधिक किन्तु कुल 1800 टन से कम के वर्ग 11 के 
पोतों को लागू होगा । 


26. ( लंबाई में 25 मीटर या उससे अधिक किन्तु 35 मीटर से 
कम के पोत ) वर्ग 11 के पोत. - - ( 1 ) यह नियम , लंबाई में 25 मीटर 
या उससे अधिक किन्तु 35 मीटर से कम के पर्ग 11 के पोतों को लागू 
होगा । 
( 2 ) हर ऐसा पोत -- 

( 1 ) एक वर्ग मौका वहन करेगा ; पोर 
( 2 ) फलक पर के सभी व्यक्तियों को , ययास्थिति , स्थान 

वेने के लिए या सहारा देने के लिए पर्याप्त कुल धारिता 

के पचायतरापे या तरण साधित वहन करेगा । 
( 3 ) उपनियम ( 2 ) के अनुसरण में पहन की जा रही वर्ग ग 

मौका, पचायतरापे पौर सरण साधित इस प्रकार नौमरिस होगा 
कि यह पोत की दोनों ओर से जल में प्रासानी से मंतरित 


( 2 ) हर ऐसा पोत -- 
( 1 ) फलक पर के सभी पक्तियों को स्थान देने के लिए पर्याप 

फुल धारिता की डेविटों से संलग्न एक या उससे अधिक 
__ वर्ग ग नौकाएं पहन करेगा ; और 
( 2 ) फलक पर के सभी व्यक्तियों को स्थान देने के लिए पर्याप्त 
___ मुल धारिसा के बावतरापे बहन करेगा । 
( 3 ) उपनियम ( 2 ) के अनुसरण में बहन की जा रही वर्ग ग 

नौकाएं मोर पचाक्तरापे इस प्रकार मौभरित होंगे कि वे पोत 

की दोनों पोर से अल में मासानी से अन्तरित हो सके । 
( 4 ) हर ऐसा पोत कम से कम पार रक्षा बोथे वहन करेगा जिनके 

प्राधे में वक्ष स्व -प्रज्वलन अत्तियों की व्यवस्था होगी । 


( 4 ) हर ऐसा पोत कम से कम चार रक्षा मोये वहन करेगा जिनके 
.. . प्राधे में वक्ष स्व -प्रज्वलन बस्ती की व्यवस्था होगी । 
( ) हर ऐसा पोत 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवों अनसुनी के 

भाग- 1 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 

पहन करेगा ; मौर 
( 2 ) फलक पर के हर बालक के लिए पांचवीं अनुसूची के 

भाग - 2 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 
वहन करेगा । 


( 5 ) हर ऐसा पोत -- 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवी अनुसूची के भाग- 1 

फो अपेक्षामों के अनुपालन में एक रक्षा जाकेट वहन 

करेगा ; और 
( 2 ) फलक पर के हर मालक के लिए पांचवीं अनुसूची के 

भाग - 1 की अपेक्षाभों के अनुपालन में एक रक्षा जाकेट 

वहन करेगा । . 
29.( कुल 1600 टन या उससे अधिक के पोत ) वर्ग 11 के 
पोतः - ( 1 ) यह मियम फुल 1600 टन या उससे अधिक के वर्ग 11 के 
पोतों को लागू होगा । 

( 2 ) नियम 1 के उपबंध कुल 1600 टन या उससे अधिक 
के वर्ग 11 के पोतों को उसी प्रकार लागू होंगे जैसे ये कुल 
500 टन या उससे अधिक किन्तु कुल 1600 टन से कम के 

वर्ग 11 के पोतों को लागू होते है । 
30. वर्ग 12 के पोत : -~ ( 1 ) यह नियम तटीय समुद्र यात्रामों में 
लग वर्ग 12 के पोतों को लग होगा । 
( 2 ) नियम 20 से 24 के उपबंध , जिनमें ये दोनों नियम सम्मि 

लिस हैं, तटीय समूद्र यात्रामों में लगे वर्ग 12 के पोतों को 


27. ( लंबाई में 35 मीटर या उससे अधिक किन्तु 45 मीटर से कम 
के पोत ) वर्ग 11 के पोत: - ( 1 ) यह नियम , लंबाई मे 35 मीटर या 
उससे अधिक किन्तु 45 मीटर से कम के वर्ग 11 के पोतों को लाग 
होगा । 
( 2) हर ऐसा पोत : 
( 1 ) फलक पर के सभी व्यक्तियों को स्थान देने के लिए 

पर्याप्त कल धारिता के पिटों से संलग्न एक या उससे 
मधिम मर्ग ग नौकाएं वहन करेगा; भौर 
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वहन करेगा : 

परन्तु केन्द्रीय सरकार, मवि उसका समाधान हो जाता है पोत 
को लंबाई , प्रकार या भाकार ऐसा है कि इस उपनियम के उपबंधों 
का अनुपालन करना प्रसाध्य है, तो वह किसी अन्य प्रकार का प्राण 
रक्षा साधिन उतनी मात्रा में वहन करने की अनुशा वे सकेगी पो 
वह इस उपमियम में विहित मात्रा में बदले में विनिर्विष्ट करे । 
( 3) उपनियम ( 2 ) के अनुसरण में वहन की जा रही धर्ग ग नौका , 

बचावतरापे या तरण साधिन इस प्रकार नौमरित होगा कि 

वह पोत की घोनों ओर से जल में प्रासामी से मन्तरित हो सके । 
( 4 ) हर ऐसा पोत कम से कम दो रक्षा बोय वहन करेगा जिनमें 

से , एक में वक्ष स्व - प्रज्वल मस्ती की व्यवस्था होगी । 
( 5) हर ऐसा पोत - ~ 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अनुसूभी के भाग- 1 

की अपेक्षामों के अनुपालन में एक रक्षा जाकेट बहन करेगा ; 
और 


( 2 ) फलफ पर के हर बालक के लिए पांचवीं अनुसूची के भाग- 2 

की अपेक्षाओं के अनुपालन में एक रक्षा जाकेट वहन करेगा । 


उसी प्रकार लागू होंगे जिस प्रकार में वर्ग 10 के पोतों को 

लागू होते हैं । 
31. ( कुल 500 टन से कम के पोत ) वर्ग 12 के पोत:- ( 1 ) 
यह नियम समुद्र में समीप की दूरी तक जाने वाले कुल 500 टन से कम 
के वर्ग 12 के पोतों को लागू होगा । 
( 2 ) हर पोत , फलक पर के सभी व्यक्तियों को, यथा स्थिति, स्थान 

देने का सहारा देने के लिए पर्याप्त कुल धारिता की एक वर्ग ग 
नौका या एक या उससे अधिक के बचायतरापे या तरण साधिन 

बहन करेगा । 
( 3 ) उपनियम ( 2 ) के अनुसरण में वाहन किए जा रहे बघाष 

तरापे मोर तरण साधित इस प्रकार नौमति होगा जिससे 

यह पोत को धोनों मोर से जल में मासानी से मन्तरित हो सके । 
( 4 ) हर एसा पोत कम से कम चार रक्षा बोये वहन करेगा जिनके 

माधे में दक्ष स्व -प्रज्वलन मस्तियों की व्यवस्था होगी । 
( 5 ) हर ऐसा पोत 
( 1 ) फलफ पर के हर व्यक्ति के लिए पांचषौ भनुसूपी के भाग- 1 की 

अपेक्षाभों के अनुपालन में एक रक्षा जाकेट बहन करेगा ; 

पौर 
( 2 ) फलक पर के हर बालक के लिए पांचवों अनुसूची के 

भाग- 2 की अपेक्षाप्नों के अनुपालन में एक रक्षा 

जाकेट वहन करेगा । 
32. ( कुल 500 टन और उससे अधिक के पोत ) वर्ग 12 के पोत . 
( 1 ) यह नियम समुद्र में समीप की दूरी तक जाने वाले कुल 500 टम 
पौर उससे अधिक के वर्ग 12 के पोतों को लागू होगा । 
( 2 ) हर ऐसा पोत एक रक्षा नौका या एक वर्ग ग मौका बहन 

करेगा जो पोत की दोनों प्रोर से जल में प्रासानी से 

अवतरण हो सके । 
( 3 ) हर ऐसा पोत, फलक पर के सभी व्यक्तियों को , ययास्थिति , 

स्थान देने या सहारा देने के लिए पर्याप्त कुल धारिता के 
बचावतरापे या तरण साधिन वहन करेगा । 
उपनियम ( 3 ) के अनुसरण में बहन किए जा रहे बचाव 
तरापे और सरण साधित इस प्रकार नोभरिस होंगे कि व पोत 

की दोनों मोर से जल में अन्सरित हो सके । 
( 5 ) हर ऐसा पोत कम से कम पार रक्षा बोये वहन करेगा जिनके 

प्राधे में वक्ष स्व -प्रज्वलन वत्तियों की व्यवस्था होगी । 
( 6 ) हर ऐसा पोत - - 
( क ) फलक पर के हर व्यक्ति के लिए पाचवीं अनुसूची के 

भाग- 1 की अपेक्षामों के अनुपालन में एक रक्षा जाफेट 

पहन करेगा; और 
( स ) फलक पर के हर बालक के लिए पांचवीं अनुसूची के 

भाग - 2 के प्रपेक्षामों के अनुपालन में एक रक्षा जाकेट 

बन करेगा । 
33. वर्ग 13 के पोत. -- ( 1 ) यह मियम , लंबाई में 25 मीटर से 
कम के वर्ग 13 के पोतों को लागू होगा । 
( 2) हर ऐसा पोत - - 

फलक पर के सभी व्यक्तियों को , यथास्थिति , स्थान मे या 

सहारा देने के लिए पर्याप्त कुल धारिता की --- 
( 1 ) एफ वर्ग में नौका ; या 

( 2 ) बचावरापे; मा 
. ( 3 ) तरण माधिन , 


34. ( लंबाई में 25 मोटर या उससे अधिक किन्तु 35 मीटर से 
कम के पोत ) बर्ग 13 के पोत . - ( 1 ) यह नियम, लंबाई में 25 
मीटर या उससे अधिक किन्तु 35 मीटर से कम के वर्ग 13 के पोतों 
को लागू होगा । 
( 2 ) हर ऐसा पोत 

फलक पर के सभी व्यक्तियों को , यथास्थिति, स्थान देने या 
सहारा बेमे के लिए पर्याप्त कुल धारिता की 
( 1 ) एक वर्ग ग नौका ; मा 
( 2 ) बचायतरापे ; या 
( 3 ) सरण साधिन , 
वहन करेगा । 
( 3 ) उपनियम ( 2 ) के अनुसरण में बहन की जा रही धर्ग ग मौका , 

बघाबसरापे मौर तरण साधिन इस प्रकार मौभरित होंगे कि 
वे पोत की दोनों भोर से जल में मासानी से भन्सरित हो 

सकें । 
( 4 ) हर ऐसा पोत कम से कम चार रक्षा बोये वहन करेगा जिनके 

भाधे में दक्ष स्व - प्रज्वलन पत्तियों की व्यवस्था होगी । 
( 5) हर ऐसा पोत--- 
( 1 ) फलक पर हर व्यक्ति के लिए पांचवीं अनुसूची के भाग-1 की 

पपेक्षामों के अनुपालन में रक्षा जाकेट वहन करेगा ; और 
( 2 ) फलक पर हर बालक के लिए पांचवीं अनुसूची के भाग - 2 की 

प्रपेक्षाओं के अनुपालन में एक रक्षा जाकेट बहन करेगा । 


35. (लंबाई में 35 मीटर या उससे अधिक किन्तु 45 मीटर से 
कम क पोत. ~ ( 1 ) यह नियम लंबाई में 35 मीटर या उससे अधिक 
किन्तु 45 मीटर से कम के वर्ग 13 के पोतों को लागू होगा । 


( 2) हर ऐसा पोत, फलक पर के सभी व्यक्तियों को स्थान ऐने के 

लिए पर्याप्त कुल , धारिता की रेषिटों से संलग्न रक्षा मौका 
या वर्ग ग मौका पहन करेगा । 
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( 3 ) हर ऐसा पोत, फलक पर के सभी व्यक्तियों को , यथास्थिति , 

स्थान देने या सहारा देने के लिए पर्याप्त कुल धारिता के 

मचायतरापे या तरण साधिन बन करेगा । 
( 4 ) उपनियम ( 2 ) मोर ( 3) के अनुसरण में वहन की जा रही 

रक्षा नौका , वर्ग नौका, बचावतरापे और तरण साधित इस 
प्रकार नौभरित होंगे कि वे पोत की दोनों मोर से जल 

में आसानी से भन्तरित हो सके । 
( 5) हर ऐसा पोत कम से कम चार रक्षा बोय वहन करेगा, 

__ जिनके प्राधे में दक्ष स्त्र -प्रज्वलन बत्तियों की व्यवस्था होगी । 
( 6) हर ऐसा पोस --- 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अनुसूची के 

भाग- 1 की अपेक्षाओं के अनुपालन में एक रक्षा जाकेट 

वहन करेगा ; और 
( 2 ) फलक पर के हर बालक के लिए पांचवीं अनुसूची के 

भाग- 2 की अपेक्षाओं के अनुपालन में एक रक्षा जाकेट 
वहन कारेगा । 


38. वर्ग 14 के पोत -- ( 1 ) यह नियम , लंबाई में 25 मीटर 
से कम के वर्ग 14 के पोतों को लागू होगा । 

( 2 ) हर ऐसा पोत फलक पर के सभी व्यक्तियों को , यथास्थिति , 
स्थान देने या सहारा देने के लिए अकेले ही या संयुक्त रूप से पर्याप्त 
कुल धारिता की एक नौका या बचावतरापे या तरण साधिन बहन करेगा । 

( 3 ) हर ऐसा पोत कम से कम दो रक्षा बोये वहन करेगा 
जिनमें एक पर दक्ष स्व -प्रज्वलन बत्ती की व्यवस्था होगी । 
( 4 ) हर ऐसा पोत -- . 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अनुसूची के 

भाग - 1 की अपेक्षामों के अनुपालन में एक रक्षा जाफेट 

वहन करेगा और 
( 2 ) फलक पर के हर बालक के लिए पांचवीं अनुसूची के 

भाग- 2 की अपेक्षाओं के अनुपालन में एक रक्षा जाकेट 
पहन करेगा । 


39. (लंबाई में 25 मीटर या उससे अधिक किन्तु 45 मीटर के 
कम के पोत ) वर्ग 14 के पोत.-- - ( 1 ) यह नियम , लंबाई में 45 मीटर 
या उससे अधिक फिन्तु 45 मीटर से कम के वर्ग 14 के पोतों को लागू 
होगा । 
( 2 ) हर ऐसा पोत फलक पर के सभी व्यक्तियों को , यथास्थिति , 

स्थान देने या सहारा देने के लिए अकेले ही या संयुक्त 
रूप से पर्याप्त कुल धारिता की एक नौका या बनावतरापे 

या तरण साधिन वहम करेगा । 
( 3) हर ऐसा पोत कम से कम घार रक्षा बोये वहन करेगा 

जिनके प्राध में वक्ष स्व -प्रज्वलन पत्तियों की व्यवस्था होगी । 


( 4 ) हर ऐमा पोत --- 
( 1 ) फलक पर के हर व्यमित के लिए पांचवीं मनुषी के 

भाग- 1 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 

बहन करेगा ; और 
( 2 ) फलक पर के हर बालक के लिए पांचवीं अनुसूची के 

भाग- 2 की अपेक्षाओं के अनुपालन में एक रक्षा . जाकेट 
वहन करेगा । 


36. (लंबाई में 45 मीटर या उससे अधिक किन्तु 75 मीटर से 
कम के पोत ) वर्ग 13 के पोत : - - ( 1 ) यह नियम , लंबाई में 45 
मीटर या उससे अधिक किन्तु 75 मीटर से कम के वर्ग 13 के पोतों 
को लागू होगा । 
( 2 ) हर ऐसा पोत 
( 1 ) फलक पर के व्यक्तियों के कुल संख्या के प्राधे को 

स्थान देने के लिए पोत की प्रत्येक ओर उविटों से 
संलग्न पर्याप्त कुल धारिता की एक या उससे अधिक 

रक्षा नौकाएं बहन करेगा ; और 
( 2 ) फलक पर के सभी व्यक्तियों को स्थान देने के लिए 

पर्याप्त कुल धारिता के बचीवतरापे वहन करेगा । 
( 3 ) हर एसा पोत कम से कम चार रक्षा बोये वहन करेगा 

जिनके आधे पर स्व - प्रज्वलन बत्तियों की व्यवस्था होगी । 
( 4 ) हर एसा पोस 
( 1 ) फलक पर के हर व्यक्ति के लिए पांचवीं अनुसूची के 

भाग - 1 की अपेक्षामों के अनुपालन में एक रक्षा जाकेट 

बहन करेगा : पौर 
( 2 ) फलक पर में हर बालक के लिए पांचवीं अनुसूची के 

भाग- 2 की अपेक्षानों के अनुपालन में एक रक्षा जाकेट 

वहन करेगा । 
( 5 ) हर ऐसे पोत में एक अनुमोदित रस्सी प्रक्षेपण साधिन की व्यवस्था 

होगी । 
( 6 ) हर ऐसे पोत में नियम 65 की अपेक्षामों के अनुपालन में 

___ एक सुवाप रेडियो उपस्कर की व्यवस्था होगी । 

37. ( लंबाई में 75 मीटर या उससे अधिक के पोत ) वर्ग 13 के 
पोत --- ( 1 ) यह नियम , लंबाई में 75 मीटर या उसस मधिक के वर्ग 
13 के पोतों को लागू होगा । 

( 2 ) नियम 36 के उपबंध लंबाई में 75 मीटर या उससे अधिक 
के वर्ग 13 को उसी प्रकार लागू होंगे जैसे ये मंबई में 45 मीटर या उससे 
अधिक किन्तु 75 मीटर से कम के वर्ग 13 के पोतों को लागू होते हैं , 
सिवाय इससे कि संबाई में 75 मीटर या उससे अधिक में फिसी पोत 
के फलक पर वहम की मा रही रक्षा नौकामों में से एक मीटर रक्षा 
नौका होगी । 


40. ( लंबाई में 45 मीटर मा उससे अधिक के पोत ) वर्ग 14 के 
पोत : -~ ( 1 ) यह नियम, लंबाई में 45 मीटर या उससे अधिक के 
वर्ग 14 के पोतों को लागू होगा । 
( 2 ) हर ऐसा पोत फलक पर के सभी व्यक्तियों को स्थान देने 

के लिए पर्याप्त कुल धारिता की एक या उससे अधिक वर्ग 

ग नौकाएं वहन करेगा । 
( 3) उपनियम ( 2) के अनुसरण में बहन की जा रही वर्ग ग 

मौकाएं इस प्रकार नौभरित होंगी कि वे जल में प्रासानी 
से अवतरण हो सके । 


( 4 ) हर ऐमा पोत 
( 1 ) फलक पर के हर व्यक्ति के लिए पांची प्रमुसूची के 

भाग - 2 की अपेक्षाओं के अनुपालन में एक रमा जाकेट 

बहम करेगा ; और 
( 2 ) फलक पर के हर बालक के लिए पचित्रीं अनुसूची के 

भाग- 2 की अपेभामों के अनुपालन में एक रक्षा आकेट 
बहन करेगा । 
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( 2 ) व्यक्तियों की वह संख्या जिसे स्थान देने के लिए रवा 

नोफा ठीक समझी गई है, रक्षा जाकेट पहने हुए उन वयस्क 
व्यक्तियों की संख्या से अधिक नहीं होगी , जिन के लिए 
बैठने का समुचित स्थान इस प्रकार व्यवस्थित है कि व्यक्ति 
जब बैठ हों , वे चप्पुमों के प्रयोग या अन्य मौवन उपस्कर के 

प्रचालन में किसी प्रकार बाधा न डालें । 
( 3) कोई भी रक्षानौका 150 से अधिक व्यक्तियों को स्थान 

देने के लिए टीक नहीं समझी जाएगी 
( 4 ) मोटर रक्षा नौका से भिन्न कोई भी रक्षा नौका 100 से 

अधिक व्यक्तियों को स्थान देने के लिए ठीक नहीं समझी 

जाएगी । 
( 5 ) मोटर रक्षा नौका या यंत्रनोदित रक्षानीका से भिन्न कोई भी 

रक्षानौका 60 से अधिक व्यक्तियों को स्थान देने के लिए 
ठीक नहीं समझी जाएगी । 


___ 41. धर्य 15 के पोत : ---( 1 ) यह सियम, लंबाई में 35 मीटर. से 
कम के वर्ग 15 के पोतों को लागू होगा । 
( 2) हर ऐसा पोत, फलक पर के सभी व्यक्तियों को स्थान देने 

के लिए पयप्ति कुल धारिता के बचायतरापे या तरण साभित्र 

वहन करेगा । 
( 3 ) हर ऐसा पोत कम से कम दो रक्षा बोये वहन करेगा जियमें 

से एक में दक्ष एवं प्रज्वलन यत्ती की व्यवस्था होगी । 
( 4 ) हर ऐसा पोत -- 
( 1 ) फलक पर, के हर व्यक्ति के लिए पांचवीं अनुसूची के 

भाग 1 की अपेक्षाओं के अनुपालन में एक रखा जाकेट 

पहन करेगा और 
( 2 ) फलक पर के हर बालक के लिए पांचवीं अनुसूची के 

भाग 2 की अपेक्षाओं के अनुपालन में एक रक्षा जाकेट 

वहन करेगा । 
42. (लंबाई में 25 मीटर या उससे अधिक के पोत ) वर्ग 14 के 
पोत :- - ( 1 ) यह नियम लंबाई में 25 मीटर या उससे अधिक के वर्ग 
14 के पोतों को लागू होगा । 
( 2 ) हर ऐसा पोत, फलक पर के सभी व्यक्तियों को स्थान देने 

के लिए पर्याप्त कुल धारिता की एक या उमसे अधिक वर्ग 

ग नौकाएं वहन करेगा । 
( 3) हुर ऐमा पोत, फलक पर के सभी व्यक्तियों को स्थान देने 

के लिए पर्याप्त कुल धारिता के बचायतरापे या सरण साधिन 

वहन करेगा । 
( 4 ) उपनियम ( 2 ) और ( 3 ) के अनुसरण में बहन की आ रही 

वर्ग ग नौकाएं, बचायतरापे या सरणसाधिन इस प्रकार नौभारित 
होंगे कि वह पोत की येनों ओर से जल में प्रासानी से प्रतरित 

या अवतरित हो मके । 
( 5 ) हर ऐसा पोत कम से कम चार रक्षा बोय वह्न फरेगा जिनके 

प्राधे में कक्ष स्वप्रज्वलन बलियों की व्यवस्था होगी । 
( 6 ) हर ऐमा पोत-- - 
( 1 ) फलफ पर के सभी व्यक्तियों के लिए पांचवीं अनुसूची 

के भाग 1 की अपेक्षानों के अनुपालन में एक रक्षा 

जाकेट वहन करेगा , पौर 
( 2 ) फलक पर के हर बालक के लिए पांचवीं अनुसूची के 

भाग 2 की अपेक्षाओं के अनुपालन में एक रक्षा जाम : 

वहन करेगा । 
43. रक्षा नौकानों के लिए साधारण अपेक्षाएं : -~-इन नियमों के 
अनुसरण में पोत में पहन की जा रही सभी रक्षा नौकाएं धौथी अनुसूची 
में विनिर्दिष्ट अपेक्षाभों का अनुपालन करेगी । 

44. रक्षानीकामों की वहन धारिता :-- - ( 1 ) ( क ) उपनियम ( 2 ) 
( 3 ), ( 4 ) और ( 5 ) के उपबंधों के अधीन रहने हुए, उन व्यक्तियों की 
संख्या जिन्हें स्थान देने के लिए रक्षानोका ठीक समझी जाएगी यह होगी 
जो इ सूत्र द्वारा प्राप्त सबसे बड़ी संख्या पूर्णफ के बराबर हो जहाँ । 
सासवीं अनुसूची के उपबंधों के अनुसार अवधारिस घनमीटरों में रक्षा नौका 
जब धारिता है और 10 प्रत्यक व्यक्ति के लिए घनमीटर में पायतन है 
जो 7 . 3 मीटर लंबी या उससे अधिक को रक्षानौका के लिए 0 . 283 
पौर 4 . 9 मीटर लंबी या उससे अधिक रक्षानोफानों को वशा में 
0 . 398 होगा । 
( ब ) रक्षानीकामों की मध्यवर्ती संबाईयों के लिए 10 का भान 

अन्तर्वेशन द्वारा प्रवधारित किया जाएगा । 


45. मोटर रक्षा नौकाएं :--- हर मोटर रक्षा नौका साप्तवीं अनुसूची 
की अपेक्षामों का अनुपालन करने के अतिरिक्त निम्नलिखित अपेक्षामों 
का भी अनुपालन करेगी । 
( क ) इसमें संपीड़न जसन लगा होगा और ऐसा इंजन और इसके 

उपसाधन पाठवीं अनुसूची को अपेक्षामों का अनुपालन करने 
और इस प्रकार बनाए रखे जाएंगे कि मभी समय पर उपयोग 

में लाए जा सकें । 
( ख ) इसमें खर ( घ ) और खष्ठ ( ) में विनिविष्ट गति पर 24 

घंटे लगातार प्रचालन के लिए पर्याप्त इंधन की व्यवस्पा 

होगी । 
( ग ) यह पीछे आने में समर्थे होगी । 
. ( प ) यपि यह ऐसी रक्षा मौका है जिमकी नियम 4 के उप -नियम 

( 4 ), नियम 5 के उपनियम ( 5 ) , नियम 6 के उपनियम 
( 4 ), नियम 13 के उपनियम ( 4 ) के अनुसार व्यवस्था 
की गई है तो जब नियम 15 के उपनियम ( 2 ) या मियम 
16 के उपनियम ( 6 ) के फलस्वरूप उनका विस्तार सेलपोतों 
पर किया गया है तो अब इसमें व्यक्तियों की पूरी सच्या 
हो और उपस्कर लदे हों तो यह 6 समद्री प्रति घटे की गति 

से शांत जल में माने जाने में समर्थ होगी । 
( 0 ) यदि यह ऐसी मोटर रक्षा नौका है जिसकी बंर ( प ) में 

विनिर्दिष्ट नियमों से भित्र किसी अन्य मियम के अनुसार 
व्यवस्था की गई है तो यह पस्तियों की पूरी संख्या पौर 
उपस्कर के साथ 4 समुद्री मील की गति से शांत जल में 
माने जाने में समर्थ होगी । 


46 यंत्र नोदिन रक्षा नौकाएं : - - यन्त्र नोदित रक्षा नौकानों में 
पोथी अनुसूची की अपेक्षानों का अनुपालन करने के प्रति रमत ऐसी मशी 
भरी लगी हुई होगी जो नवीं अनुसूची की अपेक्षाओं का प्रमुपासन करेगी 


47 ग ग नौकाए : - - वर्ग ग नौकाएं पहली मनमूभी की अपेक्षामों 
का अनुपालन करेंगी । 


48 अचाष तराणे : --- ( 1 ) बात्र तरापे वूमरी अनुसूची के भाग 
1 या भाग 2 की अपेक्षाओं का अनुपालन करेगी । 
( 2 ) दूसरी अनुसूची के भाग 1 की अपेक्षामों के अनुपालन में 

जमाव सरापों का केन्द्रीय सरकार द्वारा अनुमोदित किसी 
सिंग स्टेशनों पर ऐसे प्रतरामों पर जो 12 मास से मधिक 
होंगे, जो सर्वेक्षण किया जायेगा । 
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परन्तु यदि फेमीय सरकार का समाधान हो जाता है कि ऐसे भाष 
तरापों का 12 मास के अन्तराल पर सर्वेषाण करना मसाध्य है तो वह 
उस प्रांतराल का 3 माम से अधिक के लिए बिस्तार करने की अनुशा 
दे सकेगी । 

49 उत्सवन साभिन्न .- - ( I) उत्प्लबम साधित घमीं अनुसूची 
की अपेक्षा का अनुपालन करेगा । 

( 2 ) व्यक्तियों को यह संख्या जिसे सहारा देने के लिए 

उ८ लवन साषिन समझा जाएगा - - 
( क ) उस मधिकतम पूर्णाक के , जो लोहे की किलोग्राम 

संख्या को जिसे उपकरण प्रलवण जल में अपनी पकर 
रस्सियों से सहारा देने में समर्थ है, 14. 5 से भाग 

करने द्वारा प्राप्त हो , या 
( ख ) उम अधिकतम पूर्णाक संख्या के, जो उसके परिमाप 

को 30 . 5 द्वारा सेन्टीमीटरों में भाग करने से प्राप्त 
हो , इसमें से जो भी कम हो , बराबर होगी । 


उपनियम ( 4 ) , नियम 27 के उपनियम ( 4 ) , नियम 28 के उपनियम 
( 4 ), नियम 31 के उपनियम ( 4 ) , मियम 32 के उपनियम ( 8 ) , 
नियम 33 के उपनियम ( 4 ) , नियम 34 के उपनियम ( 4 ), नियम 35 
के उपनियम ( 5 ), नियम 36 के उपनियम ( 3 ), नियम 38 के उपमियम 
( 3), नियम 36 के उपनियम ( 3), नियम 38 के उपनियम ( 3 ), 
नियम 39 के उपनियम ( 3) , नियम 40 के उपनियम ( 4 ) पौर 
नियम 42 के उपनियम ( 5 ) में विनिर्दिष्ट मापमानों पर स्वप्रज्वलन 
पत्तियां होंगी । 
( 2 ) ( क ) स्वप्रज्वलन बसियों मुझे बिमा जल में रहने में समर्थ 

होंगी । 


50 रक्षा नौकामों, वर्ग ग नौकानों, मचायतरापों और उपलवम 
साधिन का चिन्हांकन - - ( 1 ) ( क ) फिसी रक्षा मौका या किसी पगं 
ग मौका की विमाए भोर व्यक्तियों की संख्या जिसे स्थान देने के लिए यह 
ठीक समझी गई है , इस पर स्पष्ट स्मायी अक्षरों में चिन्हनामित 
की जाएगी । 

( ब ) पोस की रजिस्ट्री का पत्तन मौर ोत का नाम जिससे 

रक्षा नौका या गर्ग ग नौका संबंधित है, ऐसी रक्षा 
नौका या वर्ग ग नौका के माथे के दोनों और चिन्हां 

कित किया जाएगा । 
( 2 ) ( क ) व्यक्तियों को वह संन्या, जिसे दूसरी अनुसूची के 

माग 1 की अपेक्षामों के अनुपालन में बचाव तरपा 
स्थान देने के लिए ठीब समझा गया है , 
बचाप तरापे पर और चमड़े के थैले या अन्य प्राधार पर 
जिसमें बचाव तरापा . जब वह प्रयोग में नहीं हैं, रखा 

जाता है, स्पष्ट स्थायी प्रक्षरों में चिन्हांकित की जाएगी । 
( ब ) ऐसे हर बचाव सरापे पर, क्रम संख्या विनिर्माता का 

नाम और विनिर्माण का वर्ष भी होगा । 
( 3 ) हर बचाव तरापे पर जो दूसरी अनुसूची के भाग 2 की 

अपेक्षाओं का अनुपालन करता है उस पोत का जिसमें वह 
बहन किया जाता है नाम और रजिस्ट्री पत्तन और व्यक्तियों 
की यह सख्या जिसे स्थान देने के लिए रह ठीक समझा गया 

है, पिम्हांकित किया जाएगा । 
( 4) व्यक्तियों को यह संख्या, जिसे सहारा देने के लिए उत्प्लवन 

साधित ठीक है, उस पर स्पष्ट स्थायी प्रमरों में चिन्हांकित 

की जाएगी । 
51. रक्षा मोये : - रक्षा बोये ग्यारवी अनुसूची की अपेक्षाओं का अनु 
पालन करेंगे । 

____ 52. रक्षा बोया बत्तियां, धूम्र संकेत और रस्सिय : - ( 1 ) इन 
नियमों के अनुसार यम किए जा रहे रक्षा बोयों में नियम 4 के 
उपनियम ( 11 ), नियम 5 के उपनियम ( 14 ), नियम 6 के उपनियम 
( 10 ) , नियम 7 के उपनियम ( 14 ) , मियम 8 के उपनियम ( 9 ) , 
नियम 9 के उपनियम ( 9 ), नियम 10 के उपनियम ( 7) , नियम 
11 के उपनियम ( 4) , नियम 12 के उपनियम ( 5 ) , नियम 13 के 
उपनियम ( 7 ), नियम 16 के उपनियम ( 8 ), नियम 17 के उपनियम 
( 4 ) , नियम 18 के उमनियम ( 3 ) , नियम 20 के उपनियम ( 4 ) , 
नियम 21 के उपनियम ( 5 ), नियम 22 के उपनियम ( 5 ), नियम 
23 के उपमियम ( 4 ), नियम 25 के उपनियम ( 4 ), नियम 28 के 


( ब ) 45 मिनट से मन्यून समय तक जलने में समर्ष 

होंगी और उपरि गोलार्ध की सभी विशामों में 2 केडल 

से पम्यून वीप्ति की होंगी । 
( 3 ) तेल पोतों में पहन किए जा रहे रक्षा मोयो से संलग्न 
स्वप्रज्वलन पत्तियों विद्युत बैटरी की होंगी । 
( 4 ) ( क ) हर पोत में , जिसकी लम्बाई 2.5 मीटर से कम है और 

जो वर्ग 10 से 15 का पोत नहीं है, पोत की प्रत्येक 
पौर एक रक्षा योये से कम से कम 27 . 5 मीटर लम्बी 

उत्प्लपन रस्सी संलग्न होगी । 
( स ) 25 मीटर से कम लम्बे हर वर्ग 10 के 15 के पोत 

में , पोत की प्रत्येक पोर एक रक्षा बोये से कम से कम 

18 मीटर लम्बी उत्प्लवन रस्सी संलग्न होगी । 
( ग ) इस उपनियम के अनुपालन में रक्षा बोये में जिनसे 

रस्सियों संलग्न है , स्वप्रज्वन बत्ती संलग्न नहीं होंगी । 
( 5 ) वर्ग 10, 11, 12, 13, 14 या 15 के पोत से भिन्न हर 
एक पोत में उपमियम ( 1 ) के उपबंधों के अनुसार स्वप्रज्वलन बत्ती 
से म्यपस्थिति दो से प्रग्यून रक्षा पोयों में कम से कम 15 मिनट के 
स्पष्ट दृश्यमान वर्ण के धूम उत्पन्न करने में समय स्वतः सक्रिय धूम मकेसों 
की व्यवस्था होगी । 
( 6 ) ( क ) इन नियमों के अनुसार स्वप्रज्वलन बत्ती और स्वत : 

मक्रिय धूम संकेतों से म्यवस्थित रक्षा बोयों , नौपालन 
कक्ष की प्रत्येक मौर, यदि कोई हो , वहन किए जायेंगे 

और इस प्रकार लगे होंगे कि शोन निम क्त होने में 

समर्थ हों । 
( ब ) बंड ( क ) में जहां निविष्ट प्रत्येक रक्षा बोया या उस 

स्थिति में अन्य रमा बोया जहाँ स्पप्रज्वलन पत्ती की 
निमुक्ति ऐसे रक्षा बोये के भार पर निर्भर करती है, 

4- 3 किलोग्राम से फम भार का नहीं होगा । 
5 3. रस्सी प्रक्षेपण साधित : - हर एक रस्सी प्रक्षेपण माधिन बार 
हवीं अनुसूची की अपेक्षानों का अनुपालन करेगा । 

54. रक्षा मौकामों पोर वर्ग ग नौकाओं के लिए उपस्कर : --- 
( 1 ) उपनियम ( 2 ), ( 3 ) और ( 4 ) के उपबंधों के अधीन रहते हुए 
हर रक्षा नौका का उपस्कर निम्नलिखित प्रकार का होगा - - 

( क ) इहरी मंठक वाले उत्प्लषन कर्म चप्पू , अतिरिक्त 

उत्प्लवन चप्पू पोर एक उत्प्लवन कर्ण पप्पू , मध्यटकों 
का डेड सेट , डोरी या जंजीर द्वारा रक्षा नौका से 

संलग्न , एक मौका हुक ; 
( 4 ) डोरी या जंजीर द्वारा रक्षा नौका से संलग्न प्रत्येक प्लग 

छिद्र के लिए दो प्लग ( उमके सिवाय जहाँ समुचित स्व 
चालित बाष लगें हों ) एक उलीचक और दो बास्टियां , 
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( ग ) मा नौका से गलग्न एक मनन नीर एक पनबार , 


( घ ) रक्षा नौका मे बाहर चारों ओर झालवाली रक्षा रस्सी , 

कील नितल य । कील फट्टियो के रूप में माधन ऐसी 
पकड रस्मियों महिन जो कील के नीचे परेज में सुरक्षित 
हो , यदि नौका उलट जाए तो व्यक्ति उसे पकड़ कर 

रक्षा नौका के माथ त्रिमट सकते है । 
( ड ) इम का में म्पाट रूप से चिन्हाकित एक लाकर, जो 

उपस्कर छोटी मदों के नौभरण के लिए उपयुक्त हों : 
( च । दो कुल्हाड़ी, रक्षा नौका के प्रत्येक मिरे पर एक ; 
( छ ) एक लम्प जिममें 12 घण्टे के लिए पर्याप्त तेल हो ; 
( ज ) एक जलरोधी बक्म जिसमें वायु से मरलता से न बुझने 

वाली दो दियामिलाइयों के बक्म होगे ; 


पालों महित जो पहिचान के प्रयोजन के लिए उस पोत 
के प्रथम और अंतिम अक्षर मे चिन्हांकित होगी जिसकी 

रक्षा नौका है : 
( ण ) तेरहवी अनुसूची के भाग 1 की अपेक्षाओं के अनुपालन 

में बिनेकिल रखा हुए एक कम्पाम : 
( ट ) तेरहवी अनुसूची के भाग ? की अपेक्षाप्रो के अनुपालन 

में एक किरमिच लंगर : 
( ठ ) पर्याप्त लंबाई और आकार के दो कर्षक रम्मे जिनमें 

मे एक रक्षा नौका के आगे मिल्ली गांठ मे बंधा होगा 
ताकि यह निम क्त हो सके और दूसरा रक्षा नौका के 
माथे पर दृढता में बंधा होगा जो प्रयोग के लिए 
तैयार रखा जाएगा ; 


( फ ) एक मीटी . 
( ब ) एक बमी होरी और छ : कांटे 
( भ ) स्पष्ट दृश्यमान वर्ण का एक ढक्कन जो खुले रहने मे 

होने वाली क्षति में अधिभोगियों की रक्षा करने में 

ममर्थ हो । 
( म ) कन्वेशन , 1960 के भाग 5 के विनियम 16 की अपेक्षा 

नमार बचाव मंकेत मारणी की एक प्रति ; 
( य ) जल में व्यक्तियों को रक्षा नौका में चढ़ने के लिए 

ममर्थ बनाने के माधन । 
( 2 ) ( क ) किसी भी मोटर रक्षा नौका या यंत्र नोदित रक्षा 

नौका के लिए न तो मस्तूल या पाल और न चप्पनों 
की प्राधे में अधिक संख्या को वहन करना अपेक्षित 

होगा । 
( ख ) रोमी हर रक्षा नौका दो नौका हक वहन करेगी । 
( 3 ) ( क ) हर मोटर रक्षा नौका , कम से कम तो सुबाहय 

अग्नि शामक , जो तेल अग्नि को बुझाने के लिए उप 
युक्त फेन या अन्य पदार्थ विििजत करने में समर्थ हो बालू 
की पर्याप्त मात्रा रखने वाला एक पात्र और बाल के वितरण 
करने के लिए एक बेल्ली बहन करेगा । 
( ख ) मा मुबाह य अग्नि शामक इम प्रकार के होंगे जो 

वाणिज्य पोत परिवहन ( अग्नि माधिन ) नियम , 1969 की 
अपेक्षामों का अनुपालन करते हों , सिवाय इसके कि प्रत्येक 
शामक की धारिता 4-5 लीटर द्रव या इमके समतुल्य मे 

अधिक नहीं होगी । 
( 4 ) वर्ग 6, 10, 11 और 13 के पोतों में उपनियम ( 1 ) के 
____ खंड ( अ ) , ( द ) और ( ब ) में विनिर्दिष्ट उपस्कर वहन 

करने की आवश्यकता नहीं है । 
( 5 ) वर्ग 7 , 11 और 12 के पोनों में उपनियम ( 1 ) के खंड 

( अ ), ( आ ) , ( द ) , ( ण ) , फ भ और म में 


( ड ) एक पात्र जिममें 4 - 5 लिटर शाक -सब्जी, मछली या 

जान्न तेल हो । जल पर तेल के प्रामान वितरण के 
लिए एक माधन की व्यवस्था होगी और वह इस प्रकार 
में व्यवस्थित होगा कि वह किरमिच लंगर मे संलग्न 

हो मके ; 
( ठ ) तेरहवी अनुसूची के भाग 3 की अपेक्षाओं के अनुपालन 

में चार छतरी सकट राकेट मकेत और तेरहवीं अनुसूची 
के भाग 4 के उपबंधों के अनुपालन में छः हम्नधारित 
मकट संकेत ; 


( ण ) तेरहवी अनुसूची के भाग 5 की अपेक्षाओं के अनुपालन 

में दो उत्प्ल वन धूम्र सकेत ; 
( न ) तेरहवी अनुसूची के भाग 6 की अपेक्षाओं के अनुपालन 

में एक प्राथमिक उपचार बक्स ; 


( 6 ) इन नियमों के अनुमरण में वहन की जा रही हर वर्ग ग 

नौका या रक्षा नौका जिमक बदले में वर्ग ग नौका वहन 
कर अनुज्ञा है,निम्नलिखित प्रकार से उपस्करयुक्त होगी :---- 
( क ) उत्प्लवन चप्पुत्रों की एकल संख्या और एक अति 

रिक्न उत्प्लवन चप्यु परन्तु यह कि कभी भी सीन 
चप्पूओं मे कम होगे नौका मे डोरी या जंजीर द्वारा 

संलग्न मध्यटकों का एक मेट और एक नौका हुक ; 
( स ) होरी या जंजीर द्वारा नौका सलग्न प्रत्येक प्लग छिद्र 

के लिए दो प्लग ( सवाय वहां के जहां समुचित स्व 

चालित बाल्न लगे हो ) एक उनीचक और एक बाल्टी : 
( ग ) नौका मे मंलग्न एक मुक्कान और एक पतवार ; 
( घ ) नौका के चारों और झलवाली एक रसी रम्मा , 
( इ ) लाकर के रूप में स्पष्ट म्प से चिन्हांकित एक लाकर , 

जो उपस्कर की छोटो मदों के नौमरण के लिए उपयक्त 


( थ ) मोर्स सकेतन के लिए उपयुक्त बैटरियों के अतिरिक्त 

मेट के साथ एक जल मह विद्युत टार्च और एक जल 

मह प्राधान में एक अतिरिक्त बन्ब ; 
( द ) एक दिवालोक संकेतन दर्पण ; 


( ध ) टीन खोलने बाले में लगा हुआ एक जैक चाक जो डोरी 

द्वारा रक्षा नौका में लगाया जाएगा ; 


( न ) दो छल्की उनलवन बोफिया रम्मी : 


( च ) पर्याप्त लबाई और लाकर का एक कर्पक रस्सा नौका के 

आगे गिल्ली गांठे से बंधा होगा ताकि यह निमकत हो सके ; 
( छ ) नितल कील या काल पट्टी के प में ऐसे साधन , 

जो यदि नौका उलट जाए तो व्यक्तियों को नौका को 
पकड़ने के लिए समर्थ बनाए; 


( प ) तेरहवी अनुसूची के भाग 8 की अपेक्षाओं के अनुपालन 

में एक करचल पम्प ; 
364GB1 -- 10 
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( 2 ) यवत्मा ऐसी होगी कि प्रेषित और रिसीवर के वक्षता पूर्ण 

पपालन में मोटर रक्षा मौका के इंजन की बाधा के कारण 
हाम नहीं होगा , वाहे मेटगीचा हो या न हो . और 


( ज ) मोर्स मकेतन के लिए उपमुक्त येटरियों के अतिरिक्त 

सेट के माप एक जलसह विद्युत टार्च और मलमह 

माधान में एक अपिरिमन यर ; और 
( B ) दो हल्की उस्लवन गोफिया गम्सियां । 
55. रक्षा नौकामों के लिए गणन. - - ( 1 ) हर रक्षा मौका में उम 
प्रत्येक व्यक्ति के लिए जिसे स्थान देने के लिए यह ठीक समझी गई 
है, कम से कम निम्नलिखित मापमान पर विनिदिष्ट राशन की व्यवस्था 


( 3 ) किसी इंजन चालन मोटर या प्रज्वलन प्रणाली को पापित 

प्रयाय करने के लिए रेडियो बेटरी का प्रयोग नहीं किया 
जाएगा । 


( स ) मोटर रक्षा नौका के इंजन से लगा हुमा और रक्षा नौका 

मभी बैटरियों को पुन पा कर मे में ममर्थ एक डाइनेमों । 
( 2 ) ( क ) इम मियमों के अनुमरण के वहन की जा रही मर्य 

लाईट जिसमें कम से कम 80 वाट का एक लैप, एक प्रभाव . 
शाली परावर्तक और शक्ति का स्त्रोत होगा ओ, हल्के वर्ण 
मामी 18 मीटर, चौड़ाई रखने वालो वस्तु को प्रभायो प्रवीप्सि 
18 3 मीटर की दूरी पर कुल छ: घटे की अवधि तक देगा । 
( ख ) मचलाईट लगातार कम से कम 3 बटे तक कार्य करने 

में समर्थ होगी । 


57. रक्षा मौकानो पोर वर्ग ग नौकानों में उपस्कर और राशन 
की सुरक्षा : - -. 1 ) ( क ) किसी रक्षा मौका , वर्ग ग नौका या अन्य 
नौका में व्यवस्थित उपस्कर की सभी मदें, नौका हुक के सिवाय जो 
मचाव के प्रयोजन के लिए स्वतन्त्र रखा जाएगा, रक्षा नौका या मौका के 
भीतर पथापित रूप से सुरक्षित होंगी । 


( क ) 450 ग्राम विस्कुट 
( ब ) 450 ग्राम शर्करा ; और 
( ग ) 450 ग्राम प्रथम क्वालिटी का मोठा किया हुआ संघनित दूध 

परन्तु वर्ग 8, 7, 10 , 11, 12, 13, 14 पोर 15 
के पोत जो देशी व्यापार की सीमानों से पागे नहीं बढ़त 
हैं उन पर पहन की हुई किमी रक्षा मौका को यह नियम 

लागू नहीं होगा । 
( 2 ) उपनियम ( 1 ) में विभिर्दिष्ट सभी खाद्य पदार्थ उपयुक्त 

जलरोधी भाधानों में पैक किए जाएंगे और उन पर अन्तर्वस्तुनों 

को उपदर्शित करने वाले लेबल लगे होंगे । 
( 3) ( क ) वर्ग 1 से वर्ग ( 8 ) जिसमें ये दोनों सम्मिलित है, 

क पोत में वहन की जा रही हर रक्षा नौका में प्रत्येक व्यक्ति 
के लिए जिसे यह स्थान देने के लिए ठीक समक्षी गई है, 
कम से कम 3 लिटर ताजा जल या प्रत्येक ऐसे व्यक्ति 
के लिए कम से कम 1 लिटर पेय जल की व्यवस्था करने 
में समर्थ सपण उपमारक यंत्र के साथ कम से कम पो लिटर 
ताणा जल की व्यवस्था होगी और प्रत्येक बाा में जल 
की फुल माना जहां तक साध्य हो बड़ा दी जाएगी । 
( स ) खर ( क ) में विनिर्दिष्ट वर्गों के पोतों में वाहन की 

जा रही हर वर्ग ग नौका में पर्याप्त मात्रा में जल की 

व्यवस्था होगी । 
( 4 ) रक्षा मौका में जल उपयुक्त प्राधामों में रखा जाएगा मौर 

हर प्राधान में कम से कम एक डिपर की जो एक औरी के 
द्वारा प्राधानों से संलग्न होगा और 25, 50 पोर 100 
मिलीसिटर में अंकित सीन अंगसह जल पीने के पात्रों की 
व्यवस्था होगी । 

परन्तु वो लिटर से अनधिक धारिता के माधाम 
हिपर की व्यवस्था प्रक्षित नहीं होगी । 


( ब ) कोई भी रस्सी इस रीति से प्रयोग की जाएगी कि वह उपकर 

की सुरक्षा सुनिश्चित करे और उठाने वाले एक यदि लगे 
हों तो उनमें बाधा न डाले या मुगम नौरोहण को न रोके । 


( ग ) ऐसे उपस्कर की सभी मदं यथा संभव छोटी और भार में 

हल्की होंगी और उपयुक्त तथा मंघनता से पैक की गई होंगी । 


( 2 ) रक्षा नौका में व्यवस्थति सभी राशन जलरोधी टैको में नौभारित 

किया जाएगा जो रक्षा मोका से वृहता से बोधा जाएगा । 


( 3 ) भोजन और जल के राशन वाले कों पर " भोजन मा " जम " 

जो भी समुचित हो , सहजदृश्य रूप मे पिल्लकित किया 
जाएगा । 


58. मचाय तरापो के लिए उपस्कर और गशन .---- ( 1 ) उपनियम 
( 2 ) और ( 3 ) के उपबंधों के अधीन रहते हुए हर एक पचाप सरापे 
में निम्नलिखित उपस्कर और राशन की व्यवस्था होगी :.. 


( 5 ) उपनियम ( 4 ) में मिर्दिष्ट माधानों में जल यह सुनिश्चित 
. करमे के लिए कि यह पीने के लिए सर्वन साफ मोर ठीक 

है, बार बार बदला जाएगा । 


( क ) कम से कम 31 मीटर उत्प्लवन रस्मी से मंलग्न एक उत्पलयन 

बचाप क्यायट ; 


56. कतिपय मोटर रक्षा मौकामों के लिए विशेष उपस्कर. -~- ( 1 ) 
पर्ग 1 पौर वर्ग 3 के हर पोत में , नियम 4 के उपनियम ( 5 ) के खर 
( क ) मा नियम 8 के उपनियम ( 5 ) के संह . ( क ) के अनुपालन में 
महम की जा रही मोटर रक्षा मौमामों में निम्नलिखित उपस्कर की 
व्यवस्था होगी, अर्थात् : - - 


( ब ) ( 1 ) उन बचाव सरापों के लिए 12 से अनधिक ध्यक्तियों 

को स्थान बेने के लिए ठीक है , एक जैक चाकू और एक उली 
पक 


( 2 ) उन बचाव तरापों के लिए जो 13 या उससे अधिक 

व्यक्तियों को स्थान देने के लिए ठीक हैं , को जैक चाक 
और दो उलीचक ; 


( क ) एक रेडियो उपस्कर जो रेडियो विनियम , जिनेवा , 1959 

का अनुपालन करेगा और उसके अतिरिमत निम्नलिखित उपबंध 
भी उसको लागू होंगे, अर्थात : - - 
( 1 ) यह एक केनिम में प्रतिष्ठापित किया जाएगा जो उपस्कर 

पौर उसका प्रयोग करने पाले व्यक्ति , बोनो को जगह 
देने के लिए पर्याप्त बड़ा हो ; 


( ग ) वो संग ; 


( ख ) यो किरमिच लंगर, एक स्थायी गप मे बचाव तगपे से संलग्न 
• और एक प्रतिरिमत रस्सी सहित 


भाग II - -मण्ड (i ) 
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( क ) दो पैनल 


नियम के खंड ( 3 ) प्रौर ( क ) में विनिर्दिष्ट उपस्कर 
के प्राधे मी व्यवस्था हो सकेगी । 


( ब ) जब पवार नरापा दूमरी अनुसूबो के भाग 2 को अपेक्षामा 

का अनुपालन नहीं करना ला सब इस्प्लवन कमो में छेदों 
की मरम्मत करने में समर्थ करने वाला उपकरण ; 


( 2 ) र ( 1 ) के अनुसार उपस्करयुक्त बचाय सरापों से भिन्न 

बचाप तरापों में उपनियम ( 1 ) के खंड ( क ) से 
( छ ) (जिनमे ये दोनों मम्मिलित है ) और ( ध ) 
मोर ( न ) में विनिर्दिष्ट उपस्कर भी व्यवस्था होगी । 


( छ ) जब बवाय नरापा दूसरी अनुसूची के भाग 2 की प्रोक्षानों 

का अनुपालन नहीं करता हो तन एक पानी भरने घाला पप 
या चौशनी . 


( ज ) नील निरापन टीन खोलने यान , 
( झ ) लरहवी अनुमूभा के भाग 6 को प्रोमानों का अनुपालन में 

एक प्राथमिक उपनार उपकर , 


( 3 ) वर्ग 5, 6, 7, 10, 11, 12, 13, 14 और 15 के 

पोनो में पचाय करापी में किरमिच लंगर के साथ जो बधाव 
तपा में स्थायी रूप में सलग्न रहेगा, इस नियम के उपनियम 
( 1) के वं {ष ), ( ख), (ग), ( ), (१), ( छ ) 
( म ) . ( उ) , ( ) र ( प ) , (५ ) , ( ) ( न ) मै बिनि 
दिष्ट उगस्फर मी व्यवधा होगी । 


ग 


( अ ) 25, 50 और 100 पिलीमीटर में अंशाकित ! ए 

मह जल पीने का पात्र ; 


( ८ ) अंटरियों के एक अतिरिक्स सेट वं माय मोस सकेनन के लिए 

उपयुक्त एक जल मह विद्युत टार्च और जल मह प्राधाम मे 
एक अतिरिक्त महब , 


( ) एक दिवालोक मिगनल वर्पण और एक मिगमल सीटी ; 


59. प्राण गमा साधिका है भाभरण पोर पालन से संबंधित साधा 
रण उपबंध --- ( 1 ) प्रत्येक का नीका, वर्ग ग नौका या अन्य नौका , 
बचाव तरापा पार उत्प्लवन साधिन की बस्सुमों के लिए ऐसी व्यवस्था 
होगी कि मम्य प्राण रक्षा साधिनो के प्रचालन में माधा या किसी प्रकार 
उनके शीघ्र चालन में या अवतरण स्टेशन पौर वर्ग 1, 2, 3, 4, पौर 8 
के पोतों की दशा में जो अवसरण नहीं लेगा । 


( य ) मेरहवी अनुसूची के भाग 3 की अपेक्षामों के अनुपालन में दो 

छतरी मंकट राकेट संकेत ; 


( क ) तेरहवी अनुसूची के भाग 4 फी अपेक्षानों के अनुपालन में 

छ: हस्तधारिन संकट संकेत ; 
( ण ) एक अंसी ठोरी और छ: कांटे ; 


( स ) उम प्रत्येक व्यक्ति के लिए जिस स्थान देने के लिए बचाष 

सरापा ठीक समझा गया है , प्रति 450 ग्राम भार का कम 
से कम 2200 कैलोरी उत्पन्न करने वाला, 340 ग्राम प्यास 
कम करने वाला उपयुक्त भोजन मोर 170 ग्राम जो पारा 
या समान रूप में उपयुक्न अन्य मिठाइया । 


( 2 ) रक्षा नौकाएं, वर्ग ग नौकाएं या अन्य नौकाएं, बचाव तरापे 
और उत्प्लवन साधिन्न इस प्रकार नौभारित होंगे कि ये सभी कम से कम 
संभा समय में सुरक्षा पूर्वक अवतरित किए जा सकें और धर्ग 1, 2, 
3, 4, और 3 के पोतों की दशा में जो अवतरण साधित्रों के नीचे 
वचार तरापे वहन करते हैं , समस्त अवतरण अवधि 30 मिनट से अधिक 
नहीं होगी । 


( थ ) उस प्रत्येक व्यक्ति के लिए जिम स्थान देने के लिए बचाव तरापा 

ठीक समझा गया है , हे नीटर ताजा जल रखने वाला जल 
गह पान , जिसमें से प्रति व्यक्ति प्राधा लिटर ताजे जल की 
समान मात्रा उत्पन्न करने में समर्थ उपयुक्त लवण पपसारिक 
उपकरण द्वारा बदला जा सकेगा , 


( 4 ) प्रत्येक व्यक्ति के लिए जिसे स्थान देने के लिए बचाव तरापा ठीक 

समना गया है छ: जहाजी मतमी रोकने वाली टिकिया ; 


___ 60. रक्षा नौकामों , वर्ग ग नौकामों और अन्य नौकापों का नौभरण 
पौर पालन - - ( 1 ) उपनियम ( 2 ), ( 3 ) और ( 4 ) के उपबंधों 
के प्रधीन रहते हुए उम रक्षा नौका से भिन्न , जो वर्ग ग नौका या प्रश्य 
नौका के अनुकस्प के रूप में बहन की गई है, लेविटों के एक सेट से 
संगग्न हा रक्षा नीका इस प्रकार व्यवस्थित होगो कि नीति को अननुकुल 
दशानों में पोर दोनों प्रौर 15 पियो शुकाय होने पर भी , जब इन नियमों 
द्वारा अपेक्षित घ्यक्तियों की पूरी संख्या और उपस्कर से लदी हो तो 
यह जल में अवतरित की जा सके , मिवाय इसके कि 45 . 7 मीटर से 
कम लंबाई वाले वर्ग 7 के पोतों में ऐसी रक्षा नौकार इस प्रकार 
ध्यपस्थित होगी कि पूर्वोक्न दशाओं में घे अपने अपेक्षिर उपस्कर पौर 
कम से कम दो व्यक्तियों के प्रत्रसरण कर्मीदल से लती हो तो वे जल 
में अवतरित की जा सकें । 


( ध ) बनाव तरापा मे कैसे बचें इस गायन प्रप्रेजी और हिन्दी भाषामा 
___ में मुद्रित अनुदेश 
( म ) मुरक्षा करबेशन के भाग 5 के नियम 16 के अधीम प्रपेक्षिप्त 

बचाय मंफेत सारणी की एक प्रति । 


( 2 ) वर्ग 2 


और 


के पोतों में : 


( 1 ) एस. या अधिक मचाय नरापे ओ ऐसे किसी पोत में 

बहन किए जा रहे बापब तरापों की कुल संख्या के 
छठे भाग से कम न हों, उपनियम ( 1 ) के खो ( क ) में 
( H ) (जिनमें ये शोमा सम्मिलित है ), ( E ) , 
( घ ) और ( म ) में विनिर्दिष्ट उपस्कर प्र . उमी उप 


( 2 ) कोई रक्षा मौका ओ वर्ग ग नौका या अन्य मौका के अनुकल्प के रूप में 
बात की गई है और कोई वर्ग ग नौका या अन्य नौका जो यंघ नियन्त्रित एमल 
भुज डेबिट मे भिन्न विट या डेविटों के सेट से संलग्न है वह इस प्रकार 
व्यवस्थित होगी कि अब इन नियमों द्वारा अपेक्षित उपस्कर पार को व्यक्तियों 
के अवतरण फमोदन सपि जम पोल सीधा हो तो मह पोल किसी 
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परन्तु प्रापान रक्षा नौकानों में भिन्न रक्षा नौकामों की दशा मे 
केन्द्रीय सरकार जहां उसका समाधान हो जाता है कि ऐसे में पर्याप्त 
हैं , महां वह चिो मे लगे हुए या 10 वि अन्य प्रकार के रम्नों 
के लिए माशा दे सकेगी । 
( ख ) हर पान में , जिसमें रना नौकाएं, वर्ग ग नौ या अन्य 

नौकाएं तार रस्से मे ग्रुक हो तो ऐसे रम्पों के चालन के लिए 
विनों को व्यवस्या को जाएगी । 
नियम 4 के उपनियम ( 3), नियम 5 के नियम ( 4 ) 

और नियम 6 के उपनियम ( 4 ) के अनुप, नन में बहन 
की जा रही प्रापान नौकाएं मे विनों ने युक होंगी 
भा , जब रक्षा नौका इन यिनों द्वारा प्रोबस ने उपकर 
पार 1016 किलोग्राम के बराबर वितरित भार से लदी 
हो तो उस प्रति मिन : 18 मीटर में अन्यून गति मे पुमः 

प्रापर करने में समर्थ हो । 
( 11 ) ममी रक्षा नौकाएं , वगं ग नौकाएं या अन्य नौकाएं जो 
विषों से युक्त हैं उनकी पुन. प्रापि के लिए प्रभावगाली हसगियर की 
म्यवस्था की जाएगी । 

( 12 ) जहा रेविट, शक्ति द्वारा रस्सों के कार्ड पारा पुन, प्राप्त 
किए जाते हैं, वडा सुरक्षा युक्तिया लगी होंगी जो जब डेषिट सोपान 
में कम से कम 10 सेन्टीमीटर दूर हो तो यह सुनिश्चित करने के लिए 
के नार रम्मा या डेविट प्रतिप्रतिमलित नहीं हैं , शक्ति को म्वनः काव 


दंगे । 


( 3 ) मंत्र नियंत्रित माल भज डेविट से संलग्न र रक्षा नीता . 
वर्ग ग नौका या अन्य नौका छन प्रकार व्यवस्थित हागी कि जब 
वह इन नियमों द्वारा अपेक्षित उपस्कार और दो व्यक्तियों के प्रवण 
कर्मीवल से लदी हो और अब पोत सीधा हो तो उसकी एक प्रार. मे या 
उस मोर से जिस पोर पोन 15 रिमी सका ही जन में प्रातरिन 
की जा सके , उन मछली पफपने बाले जलयानों की दशा के सिवाय जं . 
इन नियमों के अनुसार रक्षा नौका यहन करते है, रक्षा नौका इस प्रकार 
व्यवस्पिप्त होगी कि जब वह अपेक्षित उपकर और दा पाकपा के प्रयाण 
फर्मी पल से लदी हो तो यह पोन की किसी पार मे या यदि पान में 
अकाय है की उम और गे जिधर पोन का हो जब में अग्नि की जा 
भके । 

( 4 ) नियम 11 के उपनियम ( 2 ) के खंर ( न ) , नियम 23 के 
उपनियम ( 1 ) के खंड ( ब ) और नियम 36 के उपनियन ( 2 ) ये 
खंड ( 1 ) के अनुपालन में बहन की जा रही हर आ नोका या 
ग नौका, यदि डेविट या डेबिटो के सेट में संलग्न नहीं है तो यह एक 
ऐमी युक्ति में संलग्न होगी जो प्रथमतः नौका के प्रवरण के प्रयोजन के 
लिए व्यवस्थित होगी और गम पोत इन नियमों द्वारा प्रोभित अपने उप 
कर मोर दो व्यक्तियों के प्रतिरण कमविल से लदा होतो पोत की प्रार 
मौका की जल में अवतरित करने में समर्थ हो , और जब स सीधा हो 
या 15 डिग्री का हो तो प्रेमी युक्ति र नौका या वर्ग ग नीका को 
पोन की उम पोर में मिधर वह मूका हो , जन में प्रपसारेत करने में 
ममय हो । 

( 5 ) एका से अनधिक रक्षा मौका , वर्ग ग नौका या अन्य मौका 
डेविटों में किसी मेट , देविट या प्रयतरण के प्रग्य माधनों से संलग्न 
होगी । 

( ७) रक्षा मौकाएं केवल एक से अधिक डेम पर नौमरित की 
आ सकेंगी परन्तु यह तब जबकि ऊपर डेक पर मौभरिन रक्षा नौकामों 
को निवाले उफ पर की रक्षा नौकानों से उलझन को रोकने के लिए समुचित 
उपाय किये जाएं । 
( 7 ) ( 1 ) रक्षा नौकाएं पोत के मंदाल में नहीं रखी जाएंगी, 
( 2 ) रमा मौकाएं पावाम स्थल और सेवा स्थानों के यथासंभव 

ममीप होंगी . 
( 3 ) रक्षा नौकाएं ऐसी स्थिति में स्थित होंगी कि मोदक से 

निकासी और हल के पीछे के बाहर निकले हुए ढाल 
हिस्से का विशेष ध्यान रखते हुए सुरक्षित अवारण मुनि 
श्चित कर सकें मार यथा साध्य यह गनिश्चित कर मके कि वे 

पोन की सीधी प्री मारिए दोन । 
( 8 ) पोत में डेविट यथोचित म्प में रन मागे । 

( 9 ) इन नियमों के अन मार व्यवस्थित डेविट विन्ध, रस्मे पराबी 
पौर प्रमतरण माधन चौदहवीं अनुसूची की अपेक्षायों का अनुपालन 
करेंगे । 

( 10 ) ( क ) निम्नलिखित दशामों में इविटों से संलग्न सभी 
रभा मौकाएं , वर्ग ग नौकाएं या अन्य नौकाए, नार - म्पी और विंच में 
युक्त होंगी :- - 

( 1 ) मम ने गुरुप विटो में संलग्न हों, या 
( 2 ) जब वे यंब नियंत्रित एकल भ ज देविटों में संलग्न हों , या 
( 3 ) जब वे वर्ग 1. 3, 1, 5, 8, और. ५ के पोतों और लंबाई 

मे 45 मीटर या उममं अधिक के वर्ग 13 के पोतों से लगी 

हो ; या 
( 4 ) जब समुद्र में प्रवनरण की स्थिति में संलग्न रक्षा नोका, थर्ग 

ग नौका या अन्य नौका का भार 2300 किलोग्राम में 
अधिक हो : 


( 13 ) जब तक इन नियमों में अभिव्यक्त रूप से अन्यथा उपबंधित 
न हो 15 डिग्री के मकाप पर रक्षा मौकामों के प्रवरण को मुकर बनाने 
के लिए किसी रक्षा नोफा में , जो रेविटों के प्रवीन नोभरित की गई है 
मकेट या अन्य उपयुक्त माधनों की व्यवस्था होंगो, डेविट ऐसी मामय में 
होंगे कि इन नियमों द्वारा अपेक्षिा व्यक्तियों को पूरी मंचा पीर उपकर 
सहित रक्षा नौका जल में अवतरित की जा सके । 

( 14) पोन की दिशा के विरुद्ध पूर्ण का से ली दशा में अवतग्नि 
होने में समर्थ होने के लिए अपेक्षित रक्षा नौकाओं को व्यक्तियों के 
सुरक्षित मौरोहण के लिए वष्ठां धारण करने के लिए मात्रों को व्यवस्था 
की जाएगी । 
( 15 ) ( क ) किसी पौत में जो उस पोत से भिन्न है जिसमें रक्षा 

नौका , वर्ग ग नौका या अन्य नोरा यंत्र नियंलि मन भुज 
उषिट से मलग्न है , रेविट तार रस्मा पाट में लगा होगा जो 
इस प्रकार स्थित होगा कि जब नौका अधमरण की स्थिति में 
हो नो पाट नौका की केन्द्रीय लाइन के ऊपर यथा- माध्य 

निकट हो । 
( ब ) ऐसा तार रस्मा पाट कम से कम दो रक्षा रस्सियों से लगा 

होगा जो उच्चमम मम गामी बाब मौर. किमी और 15 
डिग्री के हुए पोन से जल न पहुंचने के लिए पर्याप्त लंबा 

होगा । 
( 16 ) (क ) जेक्टिों से संलग्न रक्षा नौमारं, वर्ग ग नौकाएं और 

अन्य नौकाएं कार्य के लिए, रस्मा तैयार रखेंगी और मा 
रस्मा उचनम ममुधगामी दुधाव और किमी और. 15 
डिग्री के प्लग पात से जल तक पहुंचने के लिए पर्याय नवा 

होगा । 
( ख ) रक्षा नौकाओं , वर्ग ग नौकाओं और अन्य नौकानों को रम्से 

से अलग करने के लि , माधनों की व्यवस्था की जाएगा । 
( ग ) जब पद्रहवीं अनुसूची की अपेक्षाओं के अनुपालन में अलग 

करने वाला गियर नहीं लगा हुआ हो , तब स्लिंग हुक से 
मंलग्न करने के लिए निचन्ने गम्मे में उपयक्त गुमना या मंबा 
योजना लगा होगा 
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( ध ) के स्थान जहां रक्षा नौकाए , वर्ग ग नौका और नोहार 

ऐसे माधिन के साथ प्रयोग के लिए हिमापन किया 
रस्से से लगी हो परज से कार इसनी ऊंचाई पर होो गिसमे 

गया है, व्यक्तियों की पूरी संख्या और उपकर से लदे 
रक्षा नौकाओं वर्ग ग नौकानों और अन्य नौकाओं की जान 

होने पर अवतरित किया जा गके । 
में प्रवरित करते समय उनका स्थायित्व सुनिपिजत हो जाए । 

( 4 ) बचाव भगपं जिनके लिए प्रवतरण माधिन की व्यवस्था 

की गई है, और ऐसे अवतरण माध्रिन पान के मदाल में 
( 17 ) ( क ) नियम 4 के उपनियम ( 4 ), नियम 5 के उपनियम ( 4 ) 

नहीं रखे जायेगे और इस प्रकार रखे जाएंगे कि 
नियम ८ के उप-नियम ( 3 ) और नियन 7 के उप -नियम 

नोदक में निकासी प्रौर मृल पीछे के बाहर निकले 
( 4 ) के अन पालन में बहन की जा रही हर एक मापात रक्षा 

हुए हाल हिम्म का विशेष ध्यान रखते हुए सुरक्षित अवतरण 
नीका में , जब प्रतिकूल मौसम को दणामों में नौका ममुद्र से 

मुनिश्चित कर सके , और अपामाध्य यह भुमि . 
पुनः प्राप्त की जाती है तो उसके उठाने की व्यवस्था मे निमल 

शिचत कर मक फि पोम की सीधी घोर अवतरित 
रम्म के लगाय को मुकर, बनाने वाले माधनों को समस्या की 

हो सके । . 
जाएगी । 

( 3 ) बघाय नगप, जिनके लिए अवतरण माधिन की 
( 4 ) म प्रयोजन के लिए , प्रत्येक रेविट के लिए पान ममर्य 

म्यवस्था की गई है , व्यक्तियों में सुरक्षित नौगाण 
और यथोचित समाई की एक कप रम्मी की व्या की 

के लिए उनका वहा धारण करने की मांस को पार लाने 
माएगी और कप रम्मी का एक यिर। निबन्ले सम्म में और 

के लिए गाधनों की व्यवस्था की जाएगी । 
दूगग सिंग नौका पर उठाने वाला व्यवस्था मे मना होगा । 

( 3 ) रक्षा बाय हम प्रकार नौमग्नि होगे कि सभी मक्किनों की 
( ग ) इसके अतिरिक्त निचले रमे का उठाने वाले ट्रया में सीधे उन तक सरलता से पहुंच हो सके और इस प्रकार में कि के शाघ्रता 

मंलग्न हाने में ममर्य बनाने के लिए उठाने के पश्चात् नौका में कीले छोड़े जा मम । 
को ठीक स्थिति में बनाए रखने के लिए भी माधनों की व्य 
वस्था की जाएगी । 

( 4 ) रक्षा माय इस प्रकार नामग्ति माग कि सभी शक्तियों की 

उन नफ मरलना में पहुंच हो सके और उनकी स्थिति स्पष्ट मग 
( 18) किसी पोत में , अब कोई रक्षा नौका हेपिटों के किसी मेट , में और स्थायी रूप में गणित की जाएगी । 
विट या अवतरण के अन्य माधनों से जो ऐम वर्ग के पान के लिए जो 
इम नियमो में विनिर्दिष्ट नप्ति फी या प्रकार की दणानों में इन नियमों 

62. रक्षा नोकानों और वर्ग ग नौकाओं, अन्य नौकानों और 
द्वारा अपेक्षित व्यक्तियों की पूरी संख्या और उपस्कर से भारित होने पर 

बचा सरापों पर नोर्गहण : ( 1 ) यह सुनिश्चित करने के लिए व्यवस्था 
नौका की जल में सुरक्षित सा से अवतरित करने के लिए पर्याप्त रूप में समर्थ 

की जाएगी कि रक्षा नौकाग्री वर्ग ग नौकानों , मन्य मोकामां और बधान 

मगपों में शीघ्रता से और ठीक प्रकार से नौरोहण करना संभव होने 
मही है , संलग्न है जब कोई वर्ग ग मौका या अन्य नौका डेविटों द्वारा मेट 
अविट या प्रकरण के अन्य माधनों में जी इन नियमो द्वारा 

( 2 ) हर पोल में , जब उसका परित्याग किया जाने वाला है , 
अपेक्षित व्यक्तियों की पूरी मेश्या और उपस्कर से लदी ऐस वर्ग ग नौका उस समय यानियों और कदिल को चेतावनी देने के लिए व्यवस्था 
या अन्य नौका के सुरक्षित रूप से प्रयारित करने के लिए पर्याप्त की जाएगी । 
रूप से समर्थ नहीं है, संलग्न है , तो यिटी के ऐमे प्रत्येक मेट , डेविट 
या प्रयतरण के अन्य साधन पधेत पृष्ठ भूमि पर रंगी हुई 15 . 25 

( ३ ) ( क ) ( 1 ) मर्ग 8, 9 और 10 के पानी में , जब पोल की 
सेंटीमीटर घोड़ी लाल पट्टी से सहज दृश्य *प मे चिङ्गानिकम किए जाएंगे । लंबाई 45 मीटर मे अधिक है, जहां डेषिट , रमा नौका को , जब वह 

व्यक्तियों की पुरी संख्या और उपस्कर से लदी हो जैसा कि इन नियमो 
6 बचा तगपी, उत्प्लकन माधिन और रक्षा नीया का नो मरण 

द्वारा अपेक्षित है , अवतरित करने के लिए समर्थ है, बहा रक्षा नौका 
पौर मालन : ( 1 ) बचाव-नगपं पोर उत्पावन साधिन इस प्रकार नौ 

रेविटों के प्रत्येक मंट में एष गीटी माडी बहन की जाएगी । 
भरित होंगे कि में नमि की मन क ल दशानी में भी और किसी भी प्रार 
13 डिग्री मुकार तक सुरक्षा पुर्मक जल में प्रवरिन किए जा सकें । 

( 2 ) भर्ग 1, 2 और G के पानी में भी ऐसी व्यवस्था होगी, 

मिवाय इसके कि एसे पीनों में पान्द्रीय मरकार ऐसी 
( 2 ) ( क ) मर्ग 1 पौर वर्ग ! के हर पोस में , जो नियम 4 के 

सौदियों के बदल उपयुफ यात्रिक युक्तियों को अनुशा 
उपनियम ( 2 ) के खंड ( ब ) का मियम 5 में उपनियम ( 8 ) के 

वे मकेगा परन्तु हर ऐसे पोम की प्रत्येक मोर कम से 
परन्तुक की मद ( ग ) के अनुसार बचाव तरापे बहन करता है ऐसे 

कम एक मीही होगी । 
बचाव तरापी के लिए तीसरी अनुसूची को मपेभा के अनुपालन में प्रब . 

( ब ) वर्ग 8, 9, 10, 11, 12, 13 और 14 के पोतों में जो 
करण माधिन की व्यवस्था की जाएगी । 

एक वर्ग ग नौका या एक रक्षा नौका वहन करते हैं , 

जो जब वह इन नियमों दवारा अपेक्षित व्यक्तियों की 
( घ ) वर्ग 3 के हर पात म, ओ नियम G के उपनियम ( 2 ) मे 

पुरी संख्या और उपम्पर से लबी हो अवतरित होने में 
गाण्ड ( ब ) के अमुमार बचाव सगपे बहन करता है, ऐम 

समर्थ नहीं हो तो नौया में व्यक्तियों के नौरोहण के लिए 
बचाव मरापों के लिए नीमरी अनुसूची की अपेक्षानों के 

यथोचित मा ना की व्यवस्था की जाएगी । 
अनुपालन में अवतरण माधिन्ना की इतनी संख्या में व्यवस्था की 

( ग ) कुल 500 टन या उममें अधिक में वर्ग । ग ।।" और मग 
जाएगी ओ केन्द्रीय सरफार ठीक समझे जो , जहा तक माध्य 

11 मे 11 के पोतों में चाय गपों में जम में जल में 
हो , पात की प्रत्यक पार गमविभाजित होग : परन्तु पोन की 

हो नौरोहण का मुकर मनाने के लिए पर्याप्त ठियों की 
प्रयक अोर नाम से फम हा ममय ऐमा एक माधिन होगा । 

व्यवस्था की जाएगी , मिवाय हममे कि गेम पोतों में 

यन्द्रीय सरकार पमी कुछ या मभी मीनियों में बदल 
( ग ) हर बभान मरामा अवतरण माधिन म प्रभार म्यवस्थित 

यय चित यानिनः युक्तिमों की अनुमा द सकेगी । 
होगा कि मनि की अनुकुल दशाओं में भी गौर किमी ( ५ ) ३म उपनियग उपबंधों के अनुपालन में व्यवस्था सीढ़िया , 
भोर 15 डिग्री मुकाव तक प्रत्येक बचान नराप को जो 

उल्तिम बाम तक मौर. 15 डिग्री गुम हुए पोन 
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मे जल रखा तक पहुंचने के लिए पर्याप्प लम्बाई भी 

होगी । 
( 1 ) हर पोत में, नि कक्ष में बाहर म्धिन मायनों 

म्यवस्था की जाएगी जिसमे नियत प्रतिग्ण म्धाना प . 
इनमें भी सम्मिलित हैं, जो अवतरण गाभित्र के अधीन है 
रक्षा नौकामों और बचान तर, पों में जल के निभ्यारणा का 
निवाण दिया जा सके । 


63 रक्षा नोमानी और अचाय-नगपों में कर्मीदल का निय 
जन :-- -- ( 1 ) वर्ग 1 , ". . , । और 5 के पोतों में , प्रत्यक मा 
नौका का प्रभारी एकक आफिमर या एक प्रमाणपश्रित रक्षा नायिक 
होगा और एक द्वितीय समावेश भी नामनिदिष्ट किया जाएगा । 
भारसाधक व्यक्ति , रमा मौका कर्मीपल की एक सूभी रखेगा और 
यह देखेगा कि उसके मादेशों के अधीन रसे गए व्यक्ति अपो प्रिभित्र 
फर्तव्यों से परिचित है । 
( 2 ) वर्ग 1 और 3 का पोता में बचाय तरापा ने गाला मोर 

प्रचालन में प्रशिक्षित एक ग्यमि प्रत्येक बनाम नरापे 

में लगाया जाएगा । 
( 3 ) ( क ) धर्ग " के पोता में, जो अवतरण साधिन में मुक 

बधान नरापे बहन करते हैं , बभाग तराने के बालम पौर 
प्रयोग में प्रशिक्षित यो व्यक्ति प्रत्येक प्रयतरण माभित्र 

के लिए लगाए जाएगे । 
( प ) वर्ग 3, 4 और 5 के पोतों में , जो एसे बचाप तरापे 

महन करते हैं जो पवतरण साभिन से युक्त नहीं है, मौर. 
जो नियत अवतरण स्पान पर समूहों में मौभरित किए 
जाते हैं , बचाव तरापो के पालन और प्रचालन में प्रशिक्षण 

एक व्यक्ति से प्रत्येक स्थाम के लिए लगाया आयेगा । 
( 4 ) वर्ग 1, 2, 3, 4 और 5 के पातो में, रडियो उपकर 

और सबलाट उपस्कर के परिचालन में ममर्थ एक 
व्यक्ति एमे उपस्कर को वहन करने वाली प्रत्येक रक्षा 

नौका में लगाया जाएगा । 
15) हर पोत जिसमें मोटर नौकाएं बहन की जाती हैं , 

मोटर के परिचालन में समर्थ एक व्यक्ति प्रत्येक मोटर 

रक्षा नौका में लगाया जाएगा । 
___ (64. प्रमाणपत्रित रक्षा नाविक :- - ( 1 ) वर्ग 1, 2, 3, 4 और 
5 के हर पोप्त के कर्मीदल में इन नियमो के अनुसार महन की जा 
रही प्रत्येक रक्षा नौका के लिए प्रमाणपसिस रक्षा नाविको की संख्या 
भी सम्मिलित है, जो निम्नलिखित मारणी में विनिविष्ट मंख्या से कम 
नहीं होगी । 

सारणी 

- - 
एक रक्षा नौका के लिए विष्ठित 

अपेक्षित प्रमाणपलित 
भ्यक्तियों की संध्या 

रक्षा नाविको की 

न्यूनतम सं० 
11 व्यक्तियों से कम 
41 व्यक्तियों और उससे अधिक 

फिन्तु 62 व्यक्तियों में कम 
62 व्यक्तियों और उसमें अधिक 

किन्तु व्यक्तियों में कम 
86 व्यक्तियों और उसमे अधिक 

- - - - - -. . . . . 
( 1 ) म नियम में विहिन व्यक्तियों की ममया में व्यक्तियां 

का वह संख्या अभिप्रेत है. भिमे रक्षा नौकान नियमा 
क अधीन स्थान दने के लिए ठीक समझी गई है । 


65. सुवाप रेडियो उपस्पर - ~- ( 1 ) नियम 5 के उनियम 
( 11 ) , नियम 6 के उपनियम ( 6 ) , नियम 7 के उपनियम 
( 12 ) . नियम 8 के उपनियम ( 8 ). नियम 9 के उपनियम ( 7 ) . 
निपम । । के उपनियम ( 5 ), नियम 12 के उग -मियय ( 6) , 
नियम 13 के उपनियम ( १ ), नियम 16 के उपनियम ( ७ ), 
निगम । के उपनियम ( 4 ). के अनुसार बढ्न किए जाने के 
लिए अपेक्षिा मवाहग रडियो उपस्कर, रडियो विनियम , जिनवा, 
1:35 !) की एमी अपेक्षामों का अनुपालन करेगा मो उसको लागू 
हानी हैं और पथोचित स्थान पर, आपात की दशा में रक्षा 
नौका और बचाव तराणे में रखने के लिए तैयार रखा जाएगा । 
( 2 ) पोतों में जहां अधिरचनामों और घरो का बिन्याम ऐमा है 

जिममे मुख्य प्रपिन और मौका पर्याप्त रूप मे भागे और 
पोछे पृथक होते है, ऐसा उपस्कर उस रमा नौमाओ 
या पषाव तरापों के समीप रखा जाएगा जो मुख्य प्रपित्र 

मे मर्वाधिक दूर हों । 
68. विधुत प्रचालित मंफेत :- - वर्ग I, :, 3, 4, और 5 के हर 
पात में , पुरे पोत में मस्टर स्टेशनों पर पुल, से यात्रियो को 
बुलाने के लिए नियंवित विद्युत प्रचलित संकेतों की व्यवस्था 
की जाएगी । 

7. विद्युत प्रकाश : - - ( 1 ) ( क ) वर्ग 1, 2, 3, 4, 5 भोर 
6 मे हर पोत में , पूरे पोत में और विशेषतः क पर, जिससे रक्षा 
मौकामों और बचाव सरापों को नौरोहण होता है, विद्युत प्रकाश 
प्रणाली की व्यवस्था की जाएगी । 
( प ) ऐसे हर पोत में , अवतरण गियर और रक्षा नौका 

और बचाव तरापा भवतरण साधिन जहां उनकी पवस्था 
की गई है और बचाव तरापों में जो अवतरण 
की तैयारी और प्रक्रिया के दौरान काम में प्राते 
हैं , विद्युत प्रकाश की और जल , जिसमें अवतरण 
माधिव से युक्त रक्षा नौकाएं और मचाय तरापे 
प्रवतरित किए आते हैं , जब तक अवतरण की प्रक्रिया 
पूरी नहीं हो जाती है उसमें प्रकाश के लिए भी और 
वषाव तगपों के , जिनके लिए अवतरण माधिल की 
व्यवस्था नहीं है, नीभरण म्यान में प्रकाश के लिए 

व्यवस्था की जाएगी । 
( ग ) प्रकाश, पात के मुख्य विद्युत उत्पादक संयम से 

प्रमालिस किया पाएगा और इस प्रकार व्यवस्थित 
होगा कि यात्री पातों के सन्निर्माण में संबंधित अधिनियम 
की धारा 284 के अधीन बनाए गए नियमों 
के अधीन ऐसे पोतों के लिए व्यस्था की जाने के लिए 
अपेक्षिन शक्ति , शक्ति के मापाप्त स्रोत से दी 

आ मझेगी 1 
( 2 ) वर्ग 1, 2, 3, 4, 5 और 6 के हर पोस से यात्रियों या 

कदिल को अधिभोग में हर मुख्य कक्ष से निर्गम 
द्वारा, पात के मुण्य विद्युत संयन्त्र से प्रचालित मापात 
विद्युत लेप से लगातार प्रकाशित किया जाएगा और 
यह इस प्रकार घ्यवस्थित होगा कि यात्री पोती के 
मनिर्माण में संबंधिम अधिनियम की धारा 284 के 
प्रधान बनाए गार नियमों के अधीन , ऐसे पोती के लिए 
व्यवस्था की जाने के लिए प्रपेक्षित शक्ति, शक्ति के प्रापान 

प्रोत में दी जा सकेगी । 
( 3 ) ( क ) कुल 500 टन या उसमे अधिक क वर्ग 7 से 9 के हर पोत 

में , अवतरण गियर रक्षा नौकायो और बचाव मरापी में 
जा प्रवतरण की सारी पौर पत्रिमा के दौरान नाम 
में या है, विद्या प्रकाश गौर गान जिमम अब 
तरण गाधिन से युक्त रक्षा नाकाएं और बचाव सरापे 


- - - - 


- 
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( 2 ) मंबाई में 24 मीटर में प्रधिग मे पोलों में जिन वर्ग 10 

मे 15 के पोत उपनियम ( 3 ) के अनुपालन में कम से 
कम छह लाल नारक सकट सकेन बहन करेंगे । 


( 3 ) इस नियम के प्रधान अपेक्षित कोई भी लाल तारक 

मकन 45. 7 मीटर में अम्यून ऊंचाई पर या साथ -साथ 
या पथक कप से या दो अधिक लाल मारकों के 
उत्सर्जन में समर्थ होगा , मौर. इन नारकों में में 
प्रत्येक 5 मेकन्र में अन्यून 5000 कैडल गति की 

न्यूनतम प्रदीनि म मलेगा । 
( 4 ) मभी प्रामिणी मंकट मंकेन रोधी माधान में पैक किए जाएंगे 

और उन पर उनका प्रयोग उपदर्शित करने के लिए स्पष्ट 
और अमिट मप में अपर हबल लगे होंगे । 


6 ) मममुल्य वस्तुएं और ट . --- जहां इन नियमो द्वारा यह 
अपेक्षित हो कि कोई विणेप फिटिग , मामगी, माधिन या उपकरण 
या उनका प्रकार , पोन में लगा या वहन किया जाएगा या फि 
कोई विशेष व्यवस्था की जाएगी , बहा केन्द्रीय सरकार किमी 
अन्य फिटिंग, मामग्री मात्र या उपरकरण या उनके प्रकार 
जो पोत में फिट होने , बहन कि आने या किमी अन्य को आने वाली 
व्यवस्था की अनुजा तब वे समोगी जम उसके परीक्षण के धारा उमका 
यह ममाधान रो जाता है कि ऐसी अन्य फिटिंग , सामग्री , माधिक्ष या 
उपस्करण या उमका प्रकार या व्यवस्था कम में काम उतनी प्रभाव 
शानी है जितनी इन नियमावाग प्रगेभिन है । । 


अवतरित किए जाने हैं , जब मत प्रवतरण की प्रक्रिया 
पूरी नहीं हो जाती है , उममे प्रकाण के लिए भी और बचाव 
नरापों में , जिनके लिए, अवमरण माधिन की व्यवस्था नहीं 
है, मौभग्ण स्थान में प्रकाण के लिए व्यवस्था की 

जाएगी । 
( ब ) कुल 1600 टन या उससे अधिक के वर्ग से । । 

हर पोन में , गलियों मीदियों और निर्गम द्वार के विद्युत 
प्रकाश के लिए ऐसी व्यवस्था होगी जिसमें यह मुमिश्विन 
हो जाए कि पोत पर मभी अक्तियों की , रक्षा नौकात्रों 
और बचाव तगपों के अवतरण स्टेशन और नौभग्न 

ग्थान मक पहुंच ने में बाधा न हो । 
( ग ) खंड ( क ) और ( ख ) के अधीन अपेक्षित प्रकाश , पोन के 

मुख्य विद्युत उत्पादक संयंत्र में प्रचालित होगा और 

इसके अतिरिक्त - - 
( 1 ) कुल 5000 टन या उससे अधिक के ऐसे पूर पोत में , 

या उन पोतों की दशा में वाणिज्य पोन परिवहन 
( म्यरा पोत मनिर्माण और मर्वेक्षण ) नियम . 1974 के नियम 7 के 
उपनियम ( 1 ) के अधीन जिनकी वे नियम लाग होते है 

मे प्रकाश के लिए व्यवस्थित विद्युत शक्ति के आपास 

स्त्रोन मे प्रचामिल होने में समर्ष होंगे । 
( 2 ) कुल 1600 टन से अधिक किन्तु कुल 5000 टन से 

कम के हर पोत में या उम पोतों की दशा में वाणिज्य 
पोत परिवहन (म्थैरा पोल मन्निर्माण और सर्वेक्षण ) 
नियम , 1974 के नियम 8 में उपनियम ( 1 ) के अधीन , 
जिनको ये मियम लाग होते है, से प्रकाश के लिए व्यवस्थित 
विद्युत शझि के प्रापात स्वात से प्रचालित होने में 

ममर्थ होंगे । 
( प ) कुल 500 टन या उममे अधिक किन्तु 1600 टन मे 

कम के हर पोत में इम उपनियम के मा ( क ) के 
प्रवधि अधीन अपेमित प्रकाश पोन के मुख्य निपत 
उत्पादक संयंत्र से प्रश्वालिन होगा और, इसके अति 
रिक्त ऐसे पोतों या उन पोतों की दशा में वाणिज्य 
पोत परिवहन (म्याग पोस गनिर्माण और मर्वेक्षण ) 
नियम , 1974 के नियम के उपनियम ( 1 ) 
के अधीन जिनको वे नियम लागू होते है ऐसे प्रकाश 
के लिए व्यवस्थित विद्युत शक्ति के आपात मत्रांत 
से प्रचालित होने में समर्थ होगा या यदि केन्द्रीय 
मरकार ऐमी अनुशा देती है तो इस शर्त के अधीन कि 
प्रकाश परिपथ का मरलता से विच्छेद किया जा 
सकता है और पारक्षित स्त्रोत , उन नियमो के अधीन 
अपेक्षित धारिता के कम हए मिना अतिरिक्त भार 
या भारों का प्रदाय करने के लिए ममर्थ हैं, सो रेडियो 
विनियम , जिनेवा 1995 के अधीन ऐसे पोतों के लिए 
व्यवस्थित विपत कर्मा के प्रारक्षित स्त्रोत से प्रथा 

लिम होगा । 
( 4 ) वर्ग 8, 9 और 10 के हर पोस में , जिसे उपनियम ( 3 ) 

लागू नहीं होता है, और वर्ग 8 के हर पोन में प्रब 
मरण की तैयारी और प्रक्रिया के दौरान प्रवतरण 
गियर और रक्षा नौकानों या नौकामों में विचत प्रकाश 

के लिए और बचाव तगपो के नोभरण स्थान में 

प्रकाश के लिए भी माधनो की व्यवस्था की जाएगी । 
68. पोन के संकष्ट संकेत ---( 1 ) मर्ग 10 से 15 के पोतो के , 
जो लंबाई में 2 मीटर म कम है, सिवाय हर पोत , मोलहषी 
अनुसूची के अपेमानों के अनुपालन में कम से कम बारह तरी 
मंकट राकेट संकेत बहन करेगा । 


( 2 ) किसी पोत के स्वामी के प्रावेदन पर यदि केन्द्रीय मर 

कार. को यह प्रतीत होता है कि उम पोम में इन नियमों 
द्वारा अपेक्षित बिटों के मेटों की संख्या का फिट 
किया जाना माध्य या मुक्तियुक्त नहीं है तो केन्द्रीय 
मरफार, सी शतों के अधीन , यदि कोई हो , जिन्हें . अधिरोपित 
करना वह टीम समझे , उम पोल में 
ऐपिटों के एक या अधिक मेट लगाने मे छट द मकेगी : 
परन्तु वर्ग 2 और 4 के पोतों को वश में फिट किए गए 
मिटों के सटों की संख्या, नियम । के उपनियम ( 2 ) मोर 
( 8 ) पौर नियम 7 के उपनियम ( 2 ) और ( 2 ) के अधीन 
छठी अनुसुमी में उपणित सारणी के स्तम्भ प द्वारा प्रय 

धारित न्यनमम संध्या में किमी भी रूप में कम नहीं होगी । 
( 3 ) यदि वर्ग 1 या 3 के किसी पति को , अब वह भारत में किसी 

पतान या स्थान में समुद्र में जाता है , विनिविष्ट विदेशी पस्तनों 
या स्थानों के मोच, प्रमुशाम यात्री संख्या के अतिरिक्त किसी 
यात्री ममपा को वहन करने के लिए अनुमा दो आती है तो 
केन्द्रीय सरकार , ऐसी शनों के अधीन गिम्हें अधिरोपित करना 
वह ठोक ममक्ष, नहा नरु एमे विनिर्दिष्ट पत्ततों या म्यामों 
के गांच समुद्र यात्रा के भाग का संबध है, नियम के उप 
नियम ( 2 ) और ( 10 ) और नियम 6 के उपनियम ( 2 ) 

और ( 0 ) के उपबंधों के उपतरण की अनुज्ञा ६ मकेगी : 
परन्तु जहां ऐम उपांतरणों की प्रमुगा दी गई है वहां ऐसे 
बचाव सरापो के माय रा नौकामों की कुल संख्या के लिए , 

आ बहन की गई है, व्यक्तिगों की एन मांग्य । नो लिए, जिसे 
पोत वहन करने के लिए प्रमाणित है , सदैव पर्याप्त होगी 
और इसके अतिरिक्त बाप तापो , न्यमियों को उस संख्या 
के व परिणन को पर्याप्त रूप से महारा देने के लिए बहन 
पिाये जाग । 


( 4 ) फेन्द्रीय गरकार पिसी पोल को , जो प्रामान मा से अन्त . 

राष्ट्रीय समुद्र यानामों पर नहीं लगा ही किन्सु जिसका 
प्रमाधारण परिस्थितियों में , इन नियमों की किमी अपेक्षा 
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से मित्र किमी सामग्री की मनी पर्ग र मौरा की 
उनकायका पी धनधारित। की लकड़ी की कग ग मौका के लिए 
अपेक्षिन इतनावफता मे कम नहीं होगी और अतिरिक तजवन मावित्र 
क. यनन मद्नुमा मा दिया जाएगा । 

10 स्तियों की वह न्यूनतम मममा , जिम बैठने को सम्मा 
किगी ग " r नौका में की जाएला धन मीटर से नौका को धगधारिमा 
को 65 से गुणा करने पर पान मसमे पड़ो पंखा के पगबर होगी । 


दूसरी अनुसूची 
[मियम २ ( १ ) , ( B ) पौर ( प ) , 48, 50 ( 2 ) और ( 3 ) 
58 ( 1 ), ( च ) और ( छ ) देखिए ] 


में किसी एक पर्सा पम पा -IT पनामा पनि 
हो , ट द सकेगी . 

परन्तु जम ततः ऐमा पोल मुग्धा मधी एसी अपेमानों 
का अनुपालन नहीं करता है जो केन्द्रीय मरकार की राज्य 
में उ + मम यात्रा के लिए पर्याप्त है, जो इस पोत के द्वारा 

की मामी है , तम तक कोई भी ऐसी घट नहीं दी जागी । 
( 5 ) यदि किसी पोल लिए , इन नियमों के अधीन विहित न्य 

नतम लंबाई की रक्षा नौका या नौका को वहन करना असाध्य 
और प्रयुमितयुमन है तो केन्द्रीय सरकार उग पात में उमसे 
छोटी रक्षा नौका या नोफा के बहन किए जाने की अनुगा 

दे मकेगी । 
{ 5 ) केन्द्रीय सरकार यदि उसका समाधान हो जाता है कि ऐसे 

पोत की दणा में अपेक्षा का अनुपालन अमाध्य या प्रयुक्ति 
गुमत है तो बाठ या सो प्रात्यंतिक रूप में या ऐमी शर्तों के 
अधीन को बह ठीक समझे फिमी पोत को जिमका कौल 25 
मई, 1985 से पूर्व रखा गया था , इन नियमों को किमी 
अपेभा के लागू होने में छूट दे सकेगी । 

पहली अनुसूची 
[नियम ? ( क ) प्रो . 47 देखिए 

नर्ग " " नौकाएं 
1. एम. गर्ग "ग " मौका दृट किमारों से सन्निमिन पली नोका 
होगी । 

१. वर्ग "ग " नौका ऐसे भाकार और अनुपात की होगी कि जब 
पह व्यक्तियों की सबसे अधिक संख्या से , जिनके बैठने के लिए स्थान की 
अवस्था है और अपने पूर्ण उपस्कर से लदी है तो जगामी होर में 
इसमें पर्याप्त स्थिरता मोर पर्याप्त फ्री बोर्ड होगा । 


बमारतरापों के लिए अपेक्षा 

भाग --- 1 
कोतवायचायतरापे 


} , स भाग के पैरा 2 के उपयंत्रों के अधीन रहने भर , हर एक 
स्फीतियोग्य बजाय मरापा निम्नलिखित अपेक्षाओं का अनुपालन करेगा: - - 
( क ) ममा तरापा इस प्रकार निर्मित होगा कि अब वह पूर्ण 

रूप से भ्फीति हो और सब से ऊपरी सात महित प्यमान 

हो सो पह जमगामी होने में स्थायी रहेगा । 
( ब ) बचाव सरापा इस प्रकार पििमन होगा कि यदि वह 18 

मीटर की ऊंचाई से नल में गिराचा जाए तो न तो बचाव 
सरापा और न इसके उपस्कर क्षतिग्रस्त हो । यदि पचाय तरापा 
किसी पात पर अल में 18 मीटर से अधिक की ऊंचाई पर 
मौभरित किया जाना है , तो वह उस प्रकार का होगा जिसका 
कम से कम उम ऊंचाई से मंतोषजनक रूप में पोल परीक्षण 
किया जा चुका है जिस ऊंचाई पर उसका मोमरण किया जाना 


3. वर्ग ग नौका की लम्बाई कम से कम : 


( क ) उम पोन के लिए जिसकी लम्बाई 12 मीटर या उसमे 

अधिक है फितु 24 मीटर मे कम है, 4. 3 मीटर होगी ; 
( ब ) उग पोत के लिए जिसकी लम्बाई 24 मीटर या उसमे 

अधिक है किंतु 35 मीटर में कम है, 4. 9 मीटर होगी । 
( ग ) उम पात के लिए जिमकी लम्बाई 35 मीटर या उससे अधिक 

है किंतु 44 मीटर में कम है, 5. 2 मीटर होगी , पौर 
( प ) उम पीत के लिए जिसकी लम्बाई 44 मीटर या उससे अधिक 

है , 5 . 5 मीटर होगी । 
1. वर्ग " ग " नौका में सभी भाड़े नसते पौर बगल की सीटें यथा 
माध्य नीचे लगी होगी और तल फलफ लगे होंगे । 

5. वर्ग "ग " मौका का पिछ ना भाग वर्गाकार होगा और उसके महर 
मे उसकी लम्बाई के कम से कम पांच प्रतिशत के बगबर प्रौमन मुकाव 
होगा । 

6. वर्ग "ग " नौका में अतिरिक उपचलन साधिन लगे होंगे जो इस 
प्रकार र होंगे कि प्रतिकूल मौसम की दशामों में नौका के पूर्ण रूप में 
लदे होने पर स्थिरता सुनिश्चित करें । 

7. वर्ग "ग " नौका के प्रांतरिफ उत्प्लवन साधिन या तो वायु-वन 
रियों या मुद्ज धातु जो 1675 ग्राम प्रति वर्ग मीटर से कम नही होगी 
या अन्य मामान यथोषित पदार्थ के होंगे । 

६. लकड़ी की बर्ग " ग " नौका में भामरिक उस्लवन माधिव का 
बल पायतम नौका को धनधारिता के कम से कम मातले सात प्रतिगत 
के मगगर होगा जा तीमगे अनुमूभी के पै । 4 के अनुसार अवधानित 
किया जाएगा । 


( ग ) ( 1 ) बचाव तरापे के निर्माण में , अ पमान वर्ण 

का उपकन सम्मिलित होगा जो जम बाब सगपा स्फीन 
हो सो स्थान पर लगाया जाएगा । 
( 3 ) उक्कम , अनावरण से अति के विरुद्ध प्रधिमोगियों को 
रक्षा करने में ममर्थ हो भो वर्मा का मोटाकरने के 
लिए माधनों की व्यवस्था की जाएगी । 
( 3 ) तुमकन के गोर्प ऐसा न लगा होगा जो यमन 
संनियत मैल में अपनी मिति प्राप्त करना हो मोर जमाव 

नगपा के अन्दर भी एफ जैसा ही लैम्प लगा होगा 
( च ) ( 1 ) बचाव में कर्षक र लगा गा मोर बाहर के प. रों 

और मूलवाली रस्मा लगो झोगो ; 
( 2 ) मार राय के प्रनर पारी पार भो टा पीसगी 

होगी । 
( 5 ) बगाय मरापा यदि यह जो स्थिति में मौत हारा है ना 

एक व्यक्ति द्वारा मरलता ने सोधा होने योग्य होगा ; 
( च ) जमाव तगपे में प्रत्येक माग पर अल में के गतियों को 

फलक पर चलने में समर्थ बनाने के लिए बा मार लो 

होंगे ; 
( छ ) ( 1 ) बचाव नरामा चमड़े के ले या इस प्रकार अमित 

अन्य प्राधान में रखा जाएगा जो समुद्र में होने वाली पात्रों 

में कठोर टूट-फट सहन करने में समर्थ हो ; 
( 2 ) पमई के मैने या अन्य प्राधान में रखा हैमा बबाव नापा 

महज रूप में उत्प्लायफ होगा । 
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( ज ) बचाव तरापे की लायकसा इस प्रकार व्यक्त की जाएगी 

कि यदि बचाव नरापे क्षतिग्रस्त हो जाए भागतः स्फोत नदी 
होती है तो पृथक् कक्षों के समासंख्या में विभाजन ाग , 
जिमका प्राधा व्यक्तियों को संवा को , जिमें स्थान देने के 
लिए बचाव जगपा ठीक है, जन में मे बाहर निकालने में महाग 
देने में समर्थ हो या अन्य समान का से दक्ष साधन द्वारा 
यह सुनिश्चित हो जाए कि उत्तलारकता के लिए युक्तियुक्त 

गंजाइश है । 
( १ ) बमाय तरापे , उसके चमले के थले या अन्य प्राधान और 

उसके उपकर का फुग्न भार 180 कि०ग्रा० से अधिक नहीं 

होगा ; 
( अ ) व्यक्तियों की यह संख्या जिसे स्थान देने के लिए बचाव 

सरापा ठीक समझा जाएगा - - 
( 1 ) स्फीत होने पर मुख्य उत्प्लवन ट्यूबों (जिम में इस 

प्रयोजन के लिए न तो डांटे और न पाहे तख्ते , यदि 
लगे हो तो , यहीं पाते हैं ) के पन हेमिमीटर में मापे 
हुए पायसन को 98 मार! विभाभिन करने से प्राप्त 

सबसे बड़ी पूर्ण संख्या ; या 
( 2 ) बचाय तरापे के फर्श (जिम में इस प्रयोजन के लिए, 

प्राडा तसता मा तख्ते, यदि लगे हों तो , माते है के 
वर्ग सेंटीमीटर में मापे हुए क्षेत्रफल को 3720 द्वारा 

विभाजित करने से प्राप्त राबसे बरी पूर्ण संपा, 
इन दोनों में से जो संख्या कम हो , उसके बराबर होगी ; 
( ट ) बचाव सरापे का फर्श अनम हो । और ठंडक से बचने 

के लिए या तो - - 
( 1 ) एक या अधिक कक्ष ( । जिसे अधिभोगी , यदि ऐसा 

पाहते हैं तो स्फीत कर सकते हैं या तो स्वतः स्फोत 
हो जाता है और जो अधिमोगियों द्वारा मनस्फीत किया 
जा सकता है और पुनः स्फीत किया जा सकता है ; 


( त ) मचाय तरापा , लगातार 86 सेंटीग्रेट से लेकर ऋण 30 सेंटो 

प्रेड के ताप परिसर में प्रचालन में समर्थ होगा ; 
( य ) यथाव तरापा में ऐसी व्यवस्थाए होगी जो उसके सरलसा 

से अनुकर्षण को ममर्थ बनाए ; 
( व ) किसी पोल पर जिम पर मुवाप रेडियो उपस्कर की व्यवस्था 
____ की गई है, वहन किए जा रहे हर एक बचाप तरापे में 

प्रचालन की स्थिति में ऐसे उपस्कर के परियल को स्थान 

देने के लिए व्यवस्था की जाएगी ; 
( ध ) ( 1 ) बघाय तरापा हम प्रकार नौभारित किया जाएगा कि 

प्रापात की दशा में यह सस्ता उपनन्ध हो । यह इस प्रकार 
नोभारित किया जाएगा कि पोत के ध्वंस होने की दशा में 
वह अपने नीभरण से अलग होकर स्वतन्त्र र सके , स्फोत 

हो सके और पोत मे अलग हो सके ; . 
( 2 ) यदि उनका प्रयोग किया जाए तो रस्सियां वस्पैतिक या 

ममतुल्य प्रकृति की अनुमोक्ति स्वतः निमित प्रणाली के साथ 

लगाई जाएगी ; 
( 3 ) नियम 13 के उपनियम ( 6 ) के खण्ड ( ब ) द्वारा अपेक्षित 

बचाव तरापा मजबूती से बांधा जाएगा । 
2. वर्ग 4 और 5 के पोतों में और कुल 500 टन से कम के या 
लम्बाई में 21 मीटर से कम के पर्ग 8 के पोतों में इस भाग के पैरा 
1 के उप -पंरा ( ख ), ( ग ) , ( ट ) , ( ण ), ( त ) और ( ध ) की अपेक्षाओं 
में निम्नलिखित रूप से उपान्तरण हो सकेगा : - - 
( क ) उम्त उप-परा ( ख ) में निर्दिष्ट 18 मीटर की लम्बाई सेक 

की ऊचाई के समतुल्य हो सकेगी , जिस पर बभाव तरापा 
पोत की निर्भर जल रेखा के ऊपर नौभरित किया जाता 

है किन्तु किसी भी दशा में 6 मीटर से कम नहीं होगी ; 
( ख ) उक्त उप-पैरा (ग ) में निविष्ट वर्षा जल को इकट्ठा करने 

के लिए साधनों की व्यवस्था करना अपेक्षित नही होगा ; 
( ग ) उक्त पंरा ( 2 ) में बचाव सरापे के फर्श पर यथानिर्दिष्ट 
___ ठंडक के विरुद्ध रोधन प्रणाली का पालन करना अपेक्षित 

नहीं होगा ; 
( च ) उफ्त उप -पंरा ( ण ) दवारा अपेक्षित बचाव तरापे की न्यूनतम 

छह व्यक्तियों की बहन मारता चार व्यक्तियो की हो सकेगी , 
परम्तु ऐसे पोतों पर, जिनके फलक पर व्यक्तियों की कुल 
संख्या छह से कम है केवल यही बचाव तरापे पहन किए 
जाएंगे जो छह व्यक्तियों से कम को स्थान देने के लिए ठीक 

समझे जाते हैं ; 
( 3 ) उक्त उप -परा ( स ) में निर्दिष्ट ऋण 30 सेंटीग्रेड का ताप 

क्रम ऋण 18 सेंटीग्रेड हो सकेगी । 
( च ) उक्त उप -परा ( घ ) में निर्दिष्ट अनुकर्षण रस्सी की व्यवस्था 

करना अपेक्षित नहीं होगा । 
भाग 2 
पून बचाप तरापे 

हर दृढ़ बचाप सरापा निम्नलिखित अपेक्षामों का पामन करेगा : - -- 
( क ) बचाव तरापा इस प्रकार सन्निर्मित होगा कि यदि वह उसके 

नौभरित होने की स्थिति से जल में गिराया जाए तो न तो 

बचाव सरापा और म उसके उपस्कर क्षतिग्रस्त हो ; 
( ब ) कोई बधाव सरापा जो प्रषतरण साधिन के साथ प्रयोग . 

मिए डिजाइन किया गया है , उस प्रयोजन के लिए, जिसके 
लिए बह माशयित है, समुचित रूप से सम्निमित होगा और 
भ्यक्तियों की पूरी संख्या मोर उपस्कर से लदे होने पर जम 


या 


( 2 ) जो अन्य समान मप से दक्ष साधनों द्वारा , जो स्फीत 

होने पर निर्भर नहीं हैं । 
पर्याप्त रूप से रोधी हो सकेगा ; 
( ठ ) ( 1 ) बघाव सरापा ऐसी गैस से स्फीत किया जाएगा जो 

अधिभोगियों के लिए हानिकारक नहीं होगी और स्फीति या 
तो रस्सी के छींचने पर या किमी अन्य समान रूप से सरल 

और दक्ष पास से स्वतः घटित होगी ; 
( 2 ) ऐसे साधनों की व्यवस्था की जाएगी जिनसे , बाय बनाए 

रखने के लिए हवा भरने का पम्प या धोकनी प्रयक्त की 

जा सके ; 
( ४ ) बचाप तरापा यथोचित मामग्री और मन्निमाण का होगा , 

पौर इस प्रकार सन्निमित होगा कि सभी समद्री वशानी में 
तिरत हुमा 30 दिन तक के खुने रहने के प्रभाव को सहने 

में समर्थ हो । 
( 8 ) हर मघाप तरापा जो भवतरण माधिन के साथ प्रयोग 

के लिए डिजाइन किया गया है, जिस प्रयोजन के लिए वह 
प्रापित है उसके लिए समुचित रूप से सन्निमित होगा और 
ध्यक्तियों की पूरी संध्या और. उपस्कर से लदे होने पर जल 
में सुरक्षापूर्वक प्रवतरित किए जाने के लिए पर्याप्त मजबूत 

होगा 
( ण ) बचाप तराषा में इस पंरा के उप-परा ( म ) के अनुसार 

संगणित छह व्यक्तियों से प्रन्यून या पच्चीस व्यक्तियों से 

अनधिक की बहन धारिता होगी । 
364 GI/ 82 -- 11 
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( ण ) किसी पौत पर जिस पर सुवाइम रेडियो परकर को ध्यवस्था 

की गर पाम किए जा रहे हर एक चाय सराप में प्रचालन 
की स्थिति में ऐसे उपस्कर के एरियल को ठीक प्रकार है 
पान देने के लिए गवस्था की जाएगी । 


में पुरमापूर्वमा प्रपतरित किए जाने लिए पर्याप्त मजबूत 

होगा ; 
( ग ) चाप तरापा इस प्रकार मन्निमित होगा कि इसके हवा बंद 

रिम्बे या उत्प्लाषक सामग्री इसके किनारों के पपा संभा 

निकट रखी हो । 
( 4 ) ( 1 ) बचाव तरापे का रेक क्षेत्र , गाव तरापे के उस भाग 

में स्थित होगा वो उसके पधिमोगिमों का संरक्षण करता 


( 2 ) क को मरुति ऐसी होगी जो यथासाम्य अस के प्रवेश को 

निवारित करे मोर वह पधिभोगियों को जल के बाहर निकालने 

* प्रभावशाली रूप से सहारा दे ; 
( क ) पचाप तरापा में उन दृश्यमान वर्ण की समतुल्य व्यवस्पामो 

से मुक्त एक समान लगा होगा जो , मन में बचाने के लिए 
प्रधिभोगियों के संरक्षण में समर्थ हो , चाहे पचाय तरापा 

किसी प्रकार से भी तेरे रहा हो । 
( अ ) पाव तरापे का उपस्कर इस प्रकार मोमरित किया जाएगा 
किचार तरापा सरलता से प्राप्त हो चाहे वह किसी प्रकार 

है भी तैर रहा हो ; 
( 0 ) ( 1 ) माजी पोतों में बहन किए जा रहे किसी बाष तरापे 

पोर उपस्कर का कुल भार 180 कि . ग्रा. से अधिक महीं 

होगा । 
( 2 ) स्पोरा पोतों में पहम किए जा रहे बचाप सरापे यदि ये 

पोत की दोनों पोर प्रपतारित किए जा सकते हैं या यदि 
पोत की किसी मोर से उन्हें पंम से जल में भवतरित करने 
के लिए साधनों की व्यवस्था की गई है तो वे पार में किलो 

ग्राम से अधिक हो सकेंगे । 
( 4 ) पचाय तरापा सभी समय , किसी तरफ से करने पर प्रभाव 

वाली पौर स्थिर होगा ; 
( a ) व्यक्तियों की वह सन्या, जिसे स्थान देने के लिए बनाय 

तरापा ठीक समझा जाएगा - -- 
( 1 ) हषा बंद किम्बों के या उत्प्लावक सामग्री के बन 

देसी मीटर में मापे गये प्रायातन को 96 वारा विभाजन 

करने पर प्राप्त सबसे बड़ी संख्या ; मा 
( 2 ) वर्ग सेंटीमीटर में मापे गए बचाय तरापे केक क्षेत्र 

फल को 3720 द्वारा विभाजन करने पर प्राप्त सबसे 
बड़ी पूर्ण सन्या ; इन दोनों में से जो संख्या कम होगी , 

उसके बराबर होगी । 
( 1 ) ( 1 ) बचाव तरापा मैं एक संमग्म कर्षक रस्सा और बाहर 

+ चारों और सुरक्षा पूर्वक मूल वाली एक रक्षा रस्सी 
होगी ; 
( 2 ) पाव तरापे के अंदर की पारों भोर एक रक्षा रस्सी 

लगी रोगी ; 
( 1 ) अल में के व्यक्तियों के फलक पर पढ़ने में समर्थ बनाने के 

लिए बचाप तरापे के हर एक द्वार पर दम साधनों की 
- व्यवस्था की जाएगी । 
( ४ ) पित्युत्त बैटरी प्रकार की एक उत्प्लवन बस्सी बचाप तराप 

से मेरी वारा संलग्न होगी ; 
( 1 ) बाप तरापे में उसको सरलता से अनुशापिस होने में मम 

बनाने मासी व्यवस्थाएं होगी । 
( ) गाव राणा इस प्रकार नागरित होगा कि पोन के ध्वम 

होने की वसा में स्वतंत्र र सो ; 


तीसरी मनुसूची 
[ नियम 2 ( अ ) पौर नियम 61 ( 2 ) ( क ) मोर ( म ) वेषिए ] 

बाब तरपा अवतरण सावित 
1. "कार्यकारी भार " की परिभाषा : इस अनुसूची में "कार्यकारी 
भार " पद से बचाव तरापा और इसके उपस्कर, सभी पन्य सहयुक्त 
गियर जिसको अवतरण की क्रिया के दौरान , प्रवतरण साधिन द्वारा सहारा 
विया जाता है और व्यक्तियों प्रयेक व्यक्ति का भार 15 कि०मा० माना 
जाए, को अधिकतम संख्या जिसे बहम करने के लिए बधाम तरापा ठीक 
समाना गया है, के भार का योग अभिप्रेत है । 

2. सामर्म्य: हर पाप तरापा , अवसरण साधित पौर सभी सहयुक्त 
गियर जिस पर, प्रवतरण क्रिया के दौरान कार्यकारी भार या कार्यकारी 
भार के कारण अधिरोपित कुल भार परता है, ऐसी सामर्थ्य के होंगे 
कि बजाय तरापा जब व्यक्तियों की पूरी संख्या और उपरकर से लवा 
हो तो जब पोत में 10डिग्री मति है या किसी भी पोर 15 डिग्री का 
है, तो सूरक्षापूर्वक प्रयतरित हो सके । 

१. मभिर्माण ( i) हर बचाप तरापा प्रबतरण साधिन का प्रत्येक 
भाग ऐसा होगा कि जब साधिन , कार्यकारी भार पौर मुकाव तथा मति 
की अनुकूल दशाओं के अधीन प्रचालित है तो वह प्रयुक्त सामग्री, सभि 
मर्माण की रीति और उसके कार्य को प्राप्ति को ध्यान में रखते हुए सुरक्षा 
का पर्याप्त ध्यान रखेगा । 
(ii ) म पत्रिका पौर बराबी पत्रिका के सिवाय के साधिन के सभी 
भाग और इसके सहयुक्त गियर जिस पर कार्यकारी भार पड़ता है या 
जिस पर प्रवतरण की प्रक्रिया में साधित या मचाप तरापे की सुरक्षा 
निर्भर करती है ये तम्य धातु से समिमित किए जाएंगे और अग्रपंत्रिका 

और बरामी पद्रिका से भिम कोई भाग इलयां पातु से सब सक सनि 
मित महीं किया जाएगा जब तक कि , केन्द्रीय सरकार इस प्रकार प्रमुहा 
नहीं देती है । 

4. स्थैतिक भार परीक्षण : हर बचाव तरापा प्रवरतण साधित , कार्य 
कारी मार के 2, 2 गुमा से पन्यूम के स्पैतिक मार परीक्षण को सहन 
करने में समर्थ होगा । 
5 . प्रचालन : ( क ) हर बाद तरापा प्रवतरण साधिन इस प्रकार 

डिजाइन किया जाएगा कि उस पर व्यक्तियों की पूरी संख्या 
पौर उपस्कर लवे होने पर बचाव तरापा जल में सुरक्षापूर्वक 
प्रवसरित हो सके । 


( ब ) मचाय तरापा के प्रवतरण की गति, प्रति मिमिद 18 मीटर 

से प्रन्यून और प्रतिमिनट 38 मीटर से समधिक पर स्वत : 
नियंत्रित होगी और बचाप तरापे का अवतरण हर ममय 

प्रचालक के इस्तेन नियंत्रण में होगा । 
( ग ) ( i) अवतरण साधिन का प्रचालन केवस हाय के प्रयत्न 

या गुरुत्व में भिन्न माधमों के प्रयोग पर ही पूर्णत : निर्भर 
महीं होगा । 
( ii ) व्यवस्था ऐसी होगी कि बाप तापा गुरुत्व से मधमारत 

हो सके । 
( प ) व्यवस्था ऐसी होगी कि अल माहित होने पर चार तरापा 

प्रमतरण साधिन से स्वत: निर्मुक्त हो जाएगा पार पाव 

रापे के फसक पर किसी व्यक्ति द्वारा पचाय तराप को 
हमनेन गिपिन के लिए व्यास्था होगी । 
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( क) ब बभाग तरापा भबतरण साधिक्ष में निच हो तो मिष 

बौदहमा अनुसूची के भाग II के रा 10 के अनुसार मलि 

मित किए आएंगे । 
6. अवतरण परीक्षण : जन सभाप तरापे का , उसके पूर्ण उपस्कर 
भोर व्यक्तियों की पूरी संख्या जिसे स्पान देने के लिए यह ठीक समता 
गया है पन जल में नौरोहण स्पित कार्यकारी भार के 10 प्रतिशत के 
बराबर मवतरित भार से लवा हुमा हर एक चाप तरापा प्रवतरण 
साधित सबसे बड़े बचाय तरापे का अवतरण करके परीक्षण किया जाएगा 
जिसके लिए वह माशामित है । 

7. प्रधालन परीक्षण : ( i) यह सुनिश्चित करने के लिए परीक्षण 
किया जाएगा कि मवसरण साधिन से युक्त कोई बचाप तरापा जब केवल 
उसके उपस्कर से लवा हो तो जय वे गुवस्व द्वारा प्रषतरित हो सके । 

( ii ) यदि एक से अधिक भचाव सरापा किसी प्रवतरण साधिन 
से प्रवसरित किया जाता है तो प्रभावशाली प्रानुक्रमिक प्रमतरण निदर्शन 
किया जाएगा । 

बोषी मनुस 
नियम 2 ( 1) , 43 और 46 देखिए 

रक्षा नौकामों के लिए साधारण अपेक्षाएं 
1. हर रक्षा मौका यूठ किमारों से सनिर्मित होगी । 

2. ( क ) किसी रक्षा नौका में जिसमें दृढ माधरण लगा हपा है 
पावरण भीतर मौर बाहर दोनों प्रोर से सरलता से खुलने में समर्म 
होगा पौर रक्षा नौका के शोन नौरोहण और प्रबरोहण या प्रवतरण 
भोर पालन में अमन नहीं लेगा । 

( ब ) ऐसे पावरण के बारे में , जहां वह लगा हो , यह माना जा 
सकेगा कि यह नियम 23 के उपनियम ( 1 ) के सण ( फ ) की अपेक्षामों 
का मनपालम करता है । 

3. सों से बनी हुई लकड़ी की रक्षा मौकामों के सिवाय, हर 
एक रक्षा मौका में , सातवीं अनुसूची के अनुसरण में प्रवधारिस धन धारिता 
के ). 64 से मामून का मनत्व गुणांक होगा 10. 64 से कम के धमत्व 
गुणांक वाली रक्षा भोकाएं मनुमात की जाएंगी परन्तु यह तब जब रक्षा 
नौका व्यक्तियों की पूरी संख्या और साधिन से लदी हो पौर चलमेन्द्री 
ऊंचाई और फ्रीमो पर्याप्त हो । 

4. ए. रमा मौका ऐसे प्राकार और अनुपात की होगी कि जब यह 
व्यक्तियों की पूरी संख्या मार उपस्कर से भवी हो तम जलगामी होने में 
पर्याप्त स्थिरता पीर पर्याप्त झी बीरें होगा । 

. हर रक्षा मीका इस प्रकार सन्निमित होगा कि जब वह तले 
समाज में व्यक्तियों की पूरी संध्या पोर उपस्कर से परित हो तब वह 
धनात्मक स्थिरता कायम रखने में समर्थ होगी । 

6. ( क ) हर रमा मौका उस प्रयोजन के लिए, जिसके लिए यह 
पाशयित है, ममुचित रूप से सनिर्मित होगी और व्यक्तियों की पूरी 
संख्या भौर, उपस्कर से लदी होने पर जल में सुरक्षित रूप से पवतरित 
किए जा सकने के लिए पर्याप्त सामथ्र्य की होगी । 

. ( ब ) ऐसे सामय की होगी कि यदि उस पर का कम 25 
प्रतिशत अधिक भार होतो उसमें प्रवशिष्ट प्रस्फीति नहीं होगी । 

1. कोई भी रक्षा मौका लंबाई में 4. 9 मीटर से कम नहीं होंगे 
सिवाय तबके. जब कि इन नियमों द्वारा विकल्प के रूप में गर्ग ग नौका 
बहन किए जाने के लिए अनुशात है तो ऐसी रक्षा नौका की लंबाई पहली 
मनुसूभी करा 3 के मनमार यया मधारिल वर्ग ग नौसा की लंबाई 


हर रमा नौका में सभी मारे तसे मीर बगल की माममा 
माय मी लगी होगी और लफलक लगे होगे । 
____ 10. हर रक्षा नौका में , उसकी लंबाई के कम से कम चार प्रतिसत 
के परावर पोसत मकान होगा मौर यह मुकाव माफार में लगभग पर 
पलयिक होगा । 
___ 11. हर रक्षा नौका में मान्तरिक उत्प्लवन साधिन लगा होगा जिसमें 
पाय बन्द हिने या उत्प्लावक सामग्री होगी जिस पर तेल या तेल उत्पादों 
द्वारा प्रतिकूल प्रभार महीं पड़ेगा और जिनसे नौका पर प्रतिकूल प्रभाव 
नहीं पड़ेगा । 
___ 12. हर रक्षा नौका में प्रान्तरिक उत्प्लवन साधिन का कुल पायतन 
ऐसा होगा जो कम से कम उन मामतनों के मोग के बराबर होगा 
जो :---- 

(फ ) रक्षा नौका और उसके उपस्कर का उस समय जब बह रखा 
नौका जलप्लावित हो और उसमें समुद्र मल प्रविष्ट हो सकता है, ऐसे 
प्लाबित करने के लिए प्रपेक्षित है कि पोतमय परण का उपरी सिरा 
मलमग्न न हो , 

( ख ) रक्षा मौका की धन धारिता के 10 प्रतिशत के बराबर हो । 

13. उन रक्षा नौकामों की दशा में जिसमें 100 या उससे अधिक 
व्यक्तियों के लिए स्थान होता है इन मन सूपी के पूर्ववर्ती परा 12 में 
पण ( ख ) द्वारा अपेक्षित उत्प्लवन साधिन का मामतन निम्नलिखित 
प्रकार से माया जाएगा : --- 
( क ) उन रक्षा नौकामों में जिनमें 100 से लेकर 130 व्यक्तियों 

के लिए स्थान होता है उतनी मात्रा से जो 100 व्यक्तियों 
पर शून्य और 130 व्यक्तियों पर रक्षा नीका की धमधारिता 

1 , 5 प्रतिशत के बीच अंतर्वेशन भरा निर्धारित हो । 
( 4 ) उन रक्षा नौकामों में जिनमें 130 से अधिक व्यक्तियों के 

लिए स्थान होता है, रक्षा मौका धनभारिता 1 . 5 प्रतिशत 
की बराबर मात्रा से । 


पाची अनुसूची 
नियम 4 ( 12) , 6( 15) , 6( 11 ), 7( 15) , 8 ( 10 ), 10( 8 ), 
11 ( 7) , 12 ( 8 ), 13 ( 10) , 16( 11 ) , 17( 6 ), 19 ( 6) , 20 ( 5 ), 
21 ( 6) , 22 ( 6 ), 23( 5 ), 25 ( 5 ) , 26 ( 6 ), 27( 5 ), 28 ( 5 ) , 
31 ( 5 ), 32 ( 8) , 33 ( 5 ), 34 ( 5) , 36( 6 ), 36( 4) , 38( 4) , 
39( 4 ), 40( 5 ), 41( 4 ), पौर 42 ( 6) देखिए । 

रक्षा गारमें के लिए अपेक्षाए 


भाग 1 


1. इस भाग के पैरा 7 के उपबंधों के अधीन रहते हुए फिसी बयस्क 
व्यक्ति द्वारा प्रयोग के लिए हर रमा जाकेट इस प्रकार पर्याप्त उत्प्लावकता 
की होगी कि उसे इस भाग के रा के बण ( 1 ) की अपेक्षामों को 
पूरा करने के लिए समर्थ बनाए । 
___ स्पष्टीकरण----इस भाग के प्रयोजन के लिए 30 कि०मा० या उससे 
अधिक भार वाला हर एक व्यक्ति , यह समझा जाएगा । 

2. हर ऐसा रमा जाकेट, दोनों और 1. 27 ०मी० पम्युन 
साकार के प्रकारों से " वयस्कों के लिए ", पाखों से, और केवल एक पौर 
बनाने वाले का नाम या मय पहचान मिह से पमित रूप से नियमित 
की जाएगी । 

३. देसी रमा नाउ के निम्नलिखित पपेक्षामों कानो पनुपालन 
मारेगी, प्रीत : - - 

( क ) मह इस प्रकार समिर्मित होगी कि गत रूप में पहनने की 


____ 8. किसी भी रक्षा लोका का भार, जब यह पक्तियों पूरी संख्या 
पौर उपस्कर से लदी हो 20 . ३ टन में अधिक नहीं होगा । 
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यथासंभव संभावना , न हो पोर यह उल्टी भी पहनी जा 

सकेगी । 
( य ) ( i ) यह किसी श्रीत या प्रबेत व्यक्ति के मुख को जल से 

बाहर उठाने मौर शरीर की खड़ी स्थिति से उसे पीछे की 
मोर मुके होने के साथ जल से बाहर सुरक्षापूर्वक धारण 
करने में समर्थ होगी, 
( ii ) यह, शरीर के उर्वाधर से उसके पीछे की प्रोर झुके होने 
के साथ शरीर को जल में किसी स्थिति से सुरक्षित तैरने 
की स्थिति में घुमाने में समर्थ होगी ; 
( iii ) ऐसे रक्षा जाकेट की उत्प्लापकता जिमसे पूर्ववर्ता कार्यकरना 
अपेक्षित है मलवण जल में 24 घंटे के निमजन के पश्चात् 

पाँच प्रतिशत से अधिक नहीं होगी ; 
( ग ) उस पर सेल या तेल उत्पादों का प्रतिकूल प्रभाव नहीं 

पड़ेगा । 
( ब ) यह उच्च वृश्यमान वर्ण की होगी । 
( क ) बचाव को सुगम बनाने के लिए यह एक छल्ले या फंवे या 

पर्याप्त मजबूमी के उसी प्रकार की युक्ति से लगी हुई होगी ; 
( च ) वह सम ज्वलनशील सामग्री को बनी होगी और बह कपड़ा 

जिससे वह ठकी हुई है तथा उसके फीते विगलन रोधी होंगे ; 
( छ ) मह मेरी से मजबूती से संलग्न अनुमोदित सीटी से लगी 

होगी ; 
( ज ) ( i) उसमें बांधने वाले फीते होंगे जो रक्षा माकेटः कमर 

से मजबूती से बंधे होंगे और 91 फि० मा० भार उठाने 
में समर्थ होंगे । 
(ii ) फीतों को बांधमे की रीति ऐसी होगी कि मासानी से समानी 
जाए और सरलता से कार्यान्वित की जा सके ; 
( iii ) धातु मंध, जब प्रयुक्त हों, तो बांधने वाले फीसे से अनुकूल 
माकार और मजबूती के होंगे और संक्षारण प्रतिरोधी सामग्री 

के होंगे ; 
(iv ) जल में , इसको पहनने वाला बिना क्षति के और रक्षा जाकेट 

के उतारे बिमा 6. 1 मीटर की उधिर दूरी कूद सकेगा । 
4. ऐसे हर रक्षा जाकेट को उत्प्लावकता सेमल की गई या अन्य 
समान रूप में प्रभावशाली उत्प्लावन सामग्री द्वारा व्यवस्थित होगी । 

5. ऐसी हर कैपाक रक्षा जाकेट, इस भाग के पैरा 1 से 4 की 
भपेक्षापों का अनुपालन करने के अतिरिक्त निम्नलिखित अपेक्षाओं का 
भी अनुपालन फरेगी , अति : - - 

( क ) इसमें 1 कि० ग्रा० से अन्यूम कैपांफ होगा ; 
( ख ) पाक अच्छी प्लवन क्वालिटी का , भली प्रकार धुना हमा 

समतलता से पैक किया गया भौर बीज तथा अन्य बाहय 
पवार्थ से मुक्त होगा ; 


के लिए 170 ग्राम से मम्यून मोर अन्य पौड़ाई के लिए 
इसी अनुपात में होगा ; 
( ii ) कपष्टा मांरी या किसी अन्य बाहय पदार्थ की मिलावट 

से मुक्त होगा । 
( ii ) करघे की स्थिति में धागे प्रति 25 मिमी, दोहरे 

धागे के 44 ताने और योहरे धागे के 34 बाने होंगे ; 
( iv ) मिलाई 25क के नंबर वाली बगिया म्हाइट मोर डोरी 

की क्वालिटी से अन्यून के लिनेन के धागे से की जाएगी । 
6. ऐसी हर रक्षा जाकेट जिममें कैपाक से भिन्न उत्प्लवन सामग्री 
प्रयोग की जाती है, हम भाग के पैरा 1 से 4 पौर पर 5 के खंड ( १ ) 
की अपेक्षाओं का अनुपालन करने के अतिरिक्त निम्नलिखित अपेक्षामों 
का भी अनुपालन करेगी, अर्थात् : - - 
( क ) ( i) सामग्री प्रति धन नमीटर . 19 2 . 5 कि०मा० से अधिक 

भार की नहीं होगी और अच्छी क्वालिटी की ओर साफ होगी ; 
(ii ) यदि सामग्री टुकड़ों में है तो हर एक टुकड़े का प्राकार , 
जब तफ से टुकड़े तह के रूप में नहीं है और अनुमोदित 
श्रासंजक के सहित अंधे हुए नहीं है , 164 घन सें०मी० से 

कम नहीं होगा ; 
( ख ) सामग्री रासायनिक रूप से स्थिर होगी । 

7. हर रक्षा जाकेट, जिसकी उत्प्लापकता स्फीति पर निर्भर करती 
है जो तेल पोतों से मिग्न वर्ग VI और VII के पोतों के कर्मादल के 
सबस्यों द्वारा प्रयोग के लिए वहन की जाती है, इस भाग में पैरा 3 
की अपेक्षानों का अनुपालन करेगी और इसके अतिरिमत निम्नलिखित 
अपेक्षापों का भी अनुपालन करेगी, अर्थात् :- - 
( क ) निम्नलिखित में से किसी एक प्रकार के दो पृषक उत्प्लावन 

मक्ष होंगे --- 
( i ) कम से कम 9 कि ग्रा० में बराबर अनिहित उत्प्ला 

पकता का एफ का और कम से कम 6 . 8 कि०मा० 

का एक वायु कक्ष ; या 
( ii ) दो पृथक वायु कक्ष जिनमें से प्रत्येक कम से कम 

9 . 4 फि० प्रा० उत्प्लावकता का होगा ; 
( ख ) उसके दोनों और, 25 मि०मी० से अन्यन प्राकार के प्रक्षरों 

से " केवल कर्मीदल " शब्दों से और एक पोर झेवल छोटे 
अक्षरों में बनाने वाले का नाम या अन्य पहधान चिन्ह से 

अमिट रूप से चिल्लाकिन की जाएगी ; 
( ग ) यह येत पारा और मह दोनों से स्फीत होने में समर्थ 

होगी । 


प 


( ग ) कपाक तेल या तेल उत्पादों के प्रभाव से इस प्रकार संरक्षित 

होगा कि 48 घंटे की अवधि के लिए 3 मिलीमीटर से अन्यून 
परत को गैस-तेल मिश्रण वाले विक्षन्ध जल में तैरने के 
पश्चात् रक्षा जाकेट में उत्प्लावकता की हानि प्रारंभिक उत्पमा 
वकसा से 2 प्रतिशत से अधिक नहीं होगी और इस परीक्षण 
के प्रयोजन के लिए रक्षा जाोट इसको प्रारंभिक उत्प्लावकता 

के माधे के बराबर भार से भरी जाएगी । 
( ष ) (6) मागावम पूर्व प्राषित सूती सामग्री का होगा जिसका 

करणे की स्थिति में प्रतिमीटर भार 0 . 68 मीटर चौड़ाई 


भाग II 
1. किसी बालक द्वारा प्रयोग के लिए हर रक्षा जाकेट में इस 
प्रकार पर्याप्त उत्प्लावकता की व्यवस्था की जाएगी कि उसे भाग I के 
पैरा 3 के खंड ( ख ) की अपेक्षाओं को पूरा करने के लिए समर्थ 
बनाए । 
स्पष्टीकरण :---. इस भाग के प्रयोजन के लिए 30 किलोग्राम से कम भार 

वाला हर व्यक्ति बालक समना जाएगा । 
2. हर ऐसी रक्षा जाकेट दोनों और 12 . 7 मि०मी० से प्रस्थान 
प्राकार के भक्षरों में "बालक के लिए " शब्दों से और एक फेवल बनाने 
वाले का नाम या अन्य पहचान चिन्ह से अमिट रूप से विहांकित की 
जाएगी । 


की अपेक्षानों 


3. हर ऐसी रमा आकेट भाग I के पैरा 3 और 
का अनुपालन करेगी । 


[ भाग II - -Nण 3( i) ] 
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4. हर ऐसी कैपक रमा बाकेट में 425 ग्राम से भम्यूम कैपाक ोगा 
और इस भाग के पैरा 1 से 3 की अपेक्षानों का अनुपालन करने के प्रति 
रिक्त भाग I के पैग 5 के खंड ( ख ), ( ग ) और ( प ) की अपेक्षानों का 
अनुपालन करेगी । 


6. हर ऐसी रक्षा जाकेट जिसमें पाक से भिन्न उत्सवन सामग्री 
प्रयोग की गई है, इस भाग के पैरा 1 से 3 की अपेक्षाओं का अनुपालन 
करने के अतिरिका भाग I के पैरा 5 के खंड ( घ ) और पैरा 6 के 
उप -पैरा ( क ) और ( ख ) का अनुपालन करेगी । 


छठी अनुसूची 
नियम 5 ( 2 ), ( 3) और ( B ) ( ग ) और ( घ ) , 7( 2 ), ( 3 ) और ( 8 ), 8 ( 2 ) और ( 3 ), 9 ( 2 ) पोर ( 3 ), 10 ( 2 ) और ( 3 ) 

और 69( 2 ) देखिए वर्ग II , IV , Vौर VI के पोतों में व्यवस्था किए जाने वाले डेविटों के सेटों की न्यूनतम संख्या और रक्षा मौकानों की 
न्यूनतम धन धारिता को दर्शाने वाली सारणी 


डेविट सेटों की 
न्यूनतम सं० 


पोत की रजिस्ट्रीकृत लंबाई 


असाधारण रूप से रक्षा नौकानों की 
प्राधिकृत रेविटों के न्यूनतम पारिता 
सेटों की म्यूनतम पन मीटरों में 


सं० 


घन मीटर 


11 


मीटर 
37 मीटर तक 
37 मीटर और उससे अधिक किन्तु 43 मीटर से कम 
43 मीटर और उससे अधिया किन्तु 40 मीटर से कम 


26 


49 


53 


33 


38 


63 


87 


70 


52 


४८८ 


75 


78 


88 


78 


87 


91 


102 
110 


96 


101 


101 


107 


122 


107 


113 


135 
146 


113 


119 


119 


125 


10 


157 


125 


133 


12 


140 


171 
185 
202 
221 


149 


159 


133 
140 
148 
159 
189 
177 
187 


169 


238 


177 


18 


187 
196 


18 


196 


44. 


205 


20 


205 


, 


20 


214 
223 


214 


22 


232 
241 
251 


" 


241 


" 


231 


261 


4A 


281 


273 


, 


283 


R 


271 
283 
293 


293 


28 


304 


345 


, 


30 


20 


- 


- 


- 
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सातवी मनुसूची 
[नियम 44 ( 1 ) मौर 4 देखिए 
रमा नौकामों को ममारिता गणना 


( क ) का नाम के अगले सिरे के शीर्ष सहित तसे बाहर 

पाटाम से मौका के पिणो माग के बने पर तत्संधी मिन्यु 
सक मा पिछले भाग में वर्गाफार बभे वाली रक्षा नौका 

की दशा में विपकी के शीर्ष के पीछे की भोर तक , 
( ब ) चोड़ाई सब्ते के बाहर उस बिन्दु से जहां रवा नौका को 

बोगई सबसे अधिक है। 


1. इस मनुसपी के पैरा 4 के उपबंधों के अधीन रहते हुए हम 
नियमों के प्रयोजनार्थ रक्षा मौका की धनधारिसा धन मीटरों में मापी 
पाएगी पौर निम्नलिखित सूत्र के अनुसार निर्धारित की जाएगी । 

( क ) पनपारिता-एल0/ 12 ( 4ए + 2बी + 4सी ), महो एल . 
भाग के अगले सिरे के शीर्ष पर बोल के भीतर से नौका के पिछले 
भाग के ब के शीर्ष पर तत्संबंधी विन्दु तक मीटरों में रक्षा नौका 
की मंगाई दर्शित करता है, पिछले भाग में वर्गाकार बभे बालो रक्षा 
नौका की दशा में लंबाई बिएकी के शीर्ष के भीतर तक मापी जाएगी । 

ए . मी० सी० क्रमशः प्रभुप्रस्थ काटों के उन क्षेत्रों को दशित 
करता है जो भागे से पतुर्थाश लंबाई, पीतमध्य पोर पीछे से चतुर्थाश 
संचाई पर है, जो एल० को भार पराबर भागों में विभक्त करने पर 
प्राप्त वीन स्थानों के बराबर होती है ( रक्षा मौका के सिरों के तत्प 
संबंधी क्षेत्र नगण्य समझे जाएंगे ) । 

( ब ) ए . बी . सी . मेष , तीन अनुप्रस्म काटों में से प्रत्येक 
को निम्नलिषित सूल के मानुक्रमिक प्रयोग पारा वर्ग मीटरों में दिया 


की सतह तक किन्तु मन क्षमता की संगणना में प्रयुक्त गहराई 
किसी भी दशा में चौड़ाई के पैतालीस प्रतिशत से प्रपीक 

नहीं हो सकेगी । 
___ 8. मोटर रक्षा नौका या अन्य नौवन गियर से युक्त रक्षा नौका 
की अम क्षमता मोटर पोर उसके उपसाधनों या अन्य नोदन गियर 
के गियर बाक्स पोर. किसी उपस्कर बारा जिसकी रक्षा नौका में नियम 
56 के अनुपालन में व्यवस्था हो सकेगी घिरे हुए पायाम के परामर 
भायाम की कुल क्षमता में कटौती करने पर प्राप्त होगी । 


भाठी अनुसूची 


सपा समक्षा जाएगा , मेत० - - - - - - ( ए + 4 श्री + 2 सी + 4 + ) , 

12 
महा एच . पोन में कोल से परज की सतह तक , या उसके पश्चात 

छ शामों में, पपा प्रधारित उससे नीचे की सतह तक मीटरों में 
मापी गई गहराई सूचित करता है। पोर ए, बी , सी , डी , खोल 
के भीतर गहराई के ऊपरी पोर निचले विद्युभों पर भोर एक को चार 
अपार भागों में विभक्त करने पर प्राप्त तीन विदुमों पर मीटरों में 


[नियम 45 ( क ) देखिए 

मोटर मा मोका की मशीनरी 
1. अन हो मौसम से सरलता से सटार्ट होने और तापक्रम की 
पराकाष्ठा की दशामों में विश्वसनीय रूप से पलने योग्य होगा । 

2. ( क ) कम से कम 10 डिग्री नति की शानों में जन समुचित 
रूप से प्रचालित होगा । 

( ख ) अहो पण जल पम्प लगे है वहां वे स्वत: लेनदेन पाले होंगे । 

3. ( क ) जन मोर उसके उप साधन जिममें ईधन टंकी पाईप 
पौर फिटिंग सम्मिलित है, समुद्र में प्रतिकुल मौसम के दौरान संभव 
उत्पन्न हो सकने वाली घशामों में विश्वसनीय प्रापलन को सुनिमियत 
करने के लिए पर्याप्त रूप से मंरक्षित होंगे । 

( ब ) इसके अतिरिक्त, जन चोल भग्मिरोषी होगा और पाय 
शीतित डीजल इंजनों की दशा में इस प्रकार गिलान किया गया 
होगा कि शीतन मायु का प्रदाय नियंत्रित न होंगे । 


पर प और ई पोड़ाई है पौर सी एप के मध्य बिन्दु पर है ) । 

( ग ) पिछले भाग में वर्गाकार बंभे वाली रक्षा नौका की क्षमता 
पिछले भाग में नौकवार बंभे वाली रक्षा नौका की तरह संगणित की 
भाएगी । 

2. यषि रक्षा नौका के दोनों छोरों से मंगाई के अतर्थाश पर 
स्थित दो विमो पर मापी हुई पैरज का मुकाम , मोका की संबाई के 
एक प्रतिशत हे अधिक हो जाता है, तो ए या सी अनुप्रस्प काट क्षेत्र 
की संगणना में प्रयुक्त गहराई यह समझी आएगी ओ पोत मध्य गहराई 
में रमा मोका को संबाई के 1 प्रतिशत को जोड़ कर पाए । 

3. यषि पोत मध्य रक्षा मौका की गहराई, पौड़ाई के पैतालीस 
प्रतिशत से पढ़ जाती है तो पोत मान्य मनुप्रस्थ काट दी के क्षेत्र की 
संगणना में प्रयुक्त गहराई, बोगी के पैतालीस प्रतिशत के बराबर समझी 
जाएगी, पर ए और सी काटों की पर्याश लंबाई के क्षेत्रों की संगणना 
में प्रयुक्त गहराई, रक्षा नौका को लगाई के एक प्रतिशत के बराबर इस 
प्रतिम पंक को बढ़ाने से प्राप्त की जाती है : 

परन्तु किसी भी पशा में संगणमा में प्रयुक्त गहराई, हम बिमों 
पर वास्तविक गहराई से अधिक नहीं होगी । 

जब तक रक्षा नौका का सामी , वायं माप पारा पन क्षमता 
के मंचारित किए जाने की अपेक्षा नहीं करता है, यपि इस सबसे 
इस पनुसूची के पैरा 1 में उपणित सूत्र वारा प्राप्त ममता से अधिक 
समक्षा प्राप्त नही होती है तो नकदी के तनों ससिमित रमा मौका 
की लपमता गुमित गोगा मोर गाई 0 .00 गुणा 
भवंबातीमाली जा बरगी समाई बोगर और गnt 
निम्नलिपित रीति मापी जाएगी : 


4. सभी रक्षा मौकामों में तेल के फैलने को रोकने के लिए सामनों 
की मापस्मा होगी । सकड़ी की रक्षा नोका में मन के नीचे एक धात 
दे लगी हुई होगी । 

5. ( क ) धन की ययेष रूप से समिर्मित , उपयुक्त स्पिति में 
मजबसी से लगी हई होगी, उसके नीचे एक धातु दे होगी तथा उपयुक्त 
भरण , वाष्प निकास मोर विमोचन व्यवस्थामों से युक्त होगी । 

( 4 ) टेको या उसके संयोजनों के किसी भी भाग या इंधन पाप 
या फिटिंग के किसी भी भाग का कसाव सोलार से नहीं होगा पोर 
इस्पात से बनी टंकिया समुद्र जल से संक्षारण के विरुद्ध बात फुशारण 
या समरूप साधनों पारा बाहर से सरमित होंगी । 

( ग ) टंकी और उसके संयोजन कम से कम 4. 6 मीटर की ऊंचाई 
के ममान जल वाब को सहन करने योग्य होंगे । 

( 4 ) पाइप के प्रत्येक सिरे पर एक का लगा होगा । 
8. इंजन मोर न टफी की जगह पमतापूर्वक संगातित शेगी । 

7. मा गोमा में व्यक्तियों को अति संरक्षित करने लिए मन 
भाषायक हो जहाँ पिग मोर मय गतिमान भागा की पारगाव 
जाएगी । 


भाग II---- पण 3 (1 )] 
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(नियम 48 लिए ) 
पंत्र चालित रक्षा मोकाभी कीमोगरी 


1. नोदन गियर इस प्रकार व्यवस्थित होगा कि यह कार्य के लिए 
शीघ्रता से पौर प्रासाभी से तैयार किया जा सके भौर रक्षा नौका में 
व्यक्तियों के शीघ्रभारोहण में बाधा नहीं हासे । 

2. यपि नोवम गियर हस्सचालित है तो वह उसके प्रयोग में 
अप्रशिक्षित व्यक्तियों द्वारा प्रचलित होने योग्य होगा और रक्षा मौका 
के प्रलाषित होने पर प्रपलित किए जाने योग्य होगा । 

3. नौद गियर को , विभिन्न कद के व्यक्तियों द्वारा चलाने योग्य 
होने के लिए समायोजन अपेक्षित नहीं होगा और वह, भागत : या पूर्णत : 
बनी हुई रक्षा मोका के मोधन में प्रभावी होगा । 

4. (क ) नौर गियर यथेष्ट रूप से सम्मिमित होगा और रक्षा 
मोका में दक्षतापूर्वक लगा होगा । 

( क ) यह सुनिश्चित करने के लिए कि चालकों के हाप गीत की 
पराकाष्ठा की दशा में संरक्षित, है, किसी भी प्रचालन हेण्डल की धातु 
माला भाग लकड़ी से भिन्न सामग्री वारा उपयुक्त रूप से प्राच्छादित 
होगा । 


4 (1 ) हर पा समतुल्य उत्प्लवला, सानिमारों 
+ यथासंभव निकट रखी होगी और ऐसी जलसमाना सोनि भिर मही 
होगी । 

(ii ) उत्प्लावक सामग्री पर तेल या तेल उत्पादों का प्रतिकूल प्रभाव 
नहीं पड़ेगा पोर न ही वह उत्प्लवन माधिन्न पर प्रतिकूल प्रभाव डालेगी । 

5. ( 1 ) ( i ) साधित के चारों पोर पकड़ रस्सियो इस रीप्ति से 
लगी होगी कि व्यक्तियों की संख्या के , जिसे सहारा देने के लिए साबित 
ठीक है, पराबर फंदों की संध्या को व्यवस्था हो पाए ; 

( i ) प्रत्येक फंदे में एक कार्क या हल्की लकड़ी का तिरोदा होगा और 
भीग जाने पर फंवे की गहराई 15 सेंटीमीटर से प्रन्यून पोर 20 सेंटी 
मोटर से अनधिक होगी । 

( 2 ) ( i ) समग्र गहराई में 30 सेंटीमीटर से अधिक साधित 
पकड रस्सियों की दो कतारें लगी होगी जिसमें एक के संगम होने का 
स्थाम, हवा बन्द रिव्य के शीर्ष के थोड़ा नीचे पौर दूसरे का हवा बन्द 
शिम्बे के तेल के थोड़ा ऊपर मोर हवा बन्द निम्मे के किनारों के पपा 
साध्यमिकट होगा । 

( ii ) समप्र गहराई में 30 सेंटीमीटर ला उससे कम के सामिल 
पका रस्सियों की एक कतार गहराई के मध्य की रस्सी से संलग्न हों 
सकेगी । 

( 3 ) (i ) पका रस्सियां, परिधि में 8 सेंटीमीटर से कम रस्से की 
नहीं होगी । 

( i ) वे गये के छिद्रों में से निकाल कर भोर पसान को निवारित 
करने के लिए गुपी होने पर साधिन से संलग्न हो समेंगी, या तो ये 
पिटयां लोहे या इस्पात जकानों के द्वारा साधिन से संलग्न हो सकेंगे ; 

( iii ) जो मो रीति अपनाई गई हों , संयोणम पद रस्सियों द्वारा 
साधिन को उठाने के लिए पर्याप्त मजबूत होगा । 

6. उत्प्लवन साधिन कर्षक रस्से से लगा होगा । 

71 (i ) उत्प्लवन साधिन म तक उसको हाप से आए मि । प्रा . 
तरण होने में समर्थ बनाने के लिए उपयुक्त सानो को या नहों की 
जाती है, भार में 181 किलोग्राम से अधिक नहीं होंगा ; 

( ii ) यदि साधित का भार 138 कि० प्रा० से अधिक है तो इस 
प्रयोजन के लिए उपयुक्त हैडल या डण्डी लगाई जाएगी । 

8. वर्ग । के पोतों में बहन किया जा रहा उस्मान साधित हाई 
में 108 सेंटीमीटर से कम नहीं होगा । 


8. मोदन गियर इतनी पर्याप्त शक्ति का होगा कि जब रमा नौका 
इन नियमों द्वारा अपेक्षित अपने उपस्कर पौर व्यक्तियों की उस पूरी 
संख्या के बराबर , जिसे वह वहन करने के योग्य है, वितरित भार से 
लवी हो , सब पह शान्त जल में 400 मीटर दूरी तक रक्षा नौका को 
मागे की दिशा में 3 . 5 समुद्री मील की गति से नोदित हो सके । 


___ 6. मोदन गियर रक्षा नौका को प्रागे या पीछे नोबित करने में समर्थ 
होगा और उसमें एक ऐसी युक्ति लगी होगी जिसके द्वारा किसी भी समय 
गम नौवन गियर प्रचालित हो तो माविक रक्षा नौका को पीछे यामागे 


रसवीं अनुसूची 

(नियम 49 देखिए ) 

उस्लावन साधित के लिए अपेक्षाएं 
__ 1.(i ) शासपन सावित ऐसे सनिर्माण का होगा कि पोत पर, मौसम 
में ले रहने पर पौर जल में रहने पर उनका प्राकार पार विशेषताएं 
बनी रहें । 

( ii ) बह इस प्रकार समिमित होगा कि प्रयोग के पहले समायोजन की 
पेसा न हो । 

2. उत्सबन साधिन उस पोत-परीक्षण को सहन करने में समय होगा 
जिसकी ऊंचाई उस क की ऊंचाई के समतुल्य होगी जिस पर वह पीत 
की निमरण जल रेखा के ऊपर नोपरित है, किन्तु किसी भी दशा में निम्न 
सिवित से कम महीं होगी ; . 

वर्ग I और वर्ग III के पोतों में बहन किया जा रहा साधित 18 मो . 
वर्ण IV के पोतों में पहम किया जा रहा साधित 6 मी० । 

3. ( i) एप्लवम साधित किसी भी तरफ से तैरने पर प्रभावशाली 
पोर स्थिर होगा ; 

( i ) पह साधित के अपरी जम के किसी माग को दुबाए बिन 
किसी किनारे से प्रति मोटर पूरी पर 23 किलोग्राम ( कम से कम 291 
हितोपाम होगा ) पका रस्सियों में प्रसवण जल में लटकाए हुए लोहे 

भार संभालने में समर्थ होगा । 


मारी बासूची 
(नियम 1 वेचिर ) 

रक्षा बोयों को लिए अपेक्षाएं 
हर रमा बोया समतल पोर निरापद का ए ए कार्य 
या समान रूप से या किसी उत्प्लावक समपी से समिमित होगा, जिस तर 
तेल या सेल उत्पादों का प्रतिकूल प्रभाव भी पडेगा और उससे लटकते 
हए 14. 5 फि० प्रा० लोहे सहित कम से कम 24 घंटे तक प्रलवण जस 
में तैरने में समर्थ होगा । 

2. प्लास्टिक या अन्य सापिलष्ट यौगिग ते पना इपा हर एक रमा 
पोया, समग्री जल या तेल उत्पादों के सम्पर्क में या तापक्रम के परिवर्तन 
में या बली समुद्र यावामों में होने वाले जलवायु संबंधी परिवर्तनों में 
अपने उत्प्मापन गुणधर्म और स्थायित्व को बनाने में समर्थ होगा । 

3. रमा बोये में मर कार्क , सेविंग, बामेवार कार्क या किसी अन्य 
होली पानेदार सामग्री नही भरी जाएगी पोर इसकी प्लारकता - 
मायु कनों के ऊपर निर्भर नहीं होगी जिन्हें स्कीत लिए जाने की 
पावश्यकता होती है । 
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4 (i) रमा बोये का भीतरी पास 45 से० मीटर और को 
पास 78 # ० मीटर होगा । 

( ii ) काट का वीर्ष कक्ष दा 15 सं० मीटर होगा ; 
( ii ) काट का लघुका पण्ड 10 सै० मीटर होगा । 
5. हर रखा बोया , उच्च दृश्यमान वर्ण का होग. । 

6. (1 ) हर रक्षा बोया , उस पीस है जिसमें वह बहन किया जाना 
है नाम पोर रजिस्ट्री परत से स्पष्ट प्रक्षरों में चिन्हांकित किया जाएगा । 

( ii ) कार्फ से भिन्न सामग्री से सप्रिमिस रमा बोया, उस उत्पाद के 
लिए पिनिर्माता के व्यापार नाम से स्थायी रूप से विहांकित किया जाएगा । 

7. हर रक्षा मोये में पकड रस्सियां लगी होगी जो अछी मालिटी 
में डूबने योग्य रस्से की होगी और चार समदूरस्थ स्थानों पर मच्छी 
तरह मन्त्री होंगी जिनसे चार रस्सी के फो बन जाएं और प्रत्येक फवा 
70 से० मी० से कम न हो । 

8. नव निर्मित होने पर रक्षा बाये का भार 6 . 1 फि० ग्रा० से 
अधिक नहीं होगा । 

बारहवी अनुसूची 

(नियम 53 देखिए ) 

रस्सी प्रक्षेपण सामित्रों के लिए अपेक्षाएं 
1. हर रस्सी प्रक्षेषण साधिन में 4 जाकेट पौर 4 रस्सी होंगी 
प्रत्येक रस्सी परिधि में 12 . 7 मिलीमीटर भोर यथापित लंबाई की होगी 
जिनक , भजन बिपाय 114 फि० प्रा० से भन्यून हो । 

हर रस्सी प्रभेषण स.भिन्न ऐसी रीति से रस्सी प्रक्षषित करने में 
समर्थ होग, कि फायर करने की विश. की प्रत्येक मोर रस्सी का पाशिवक 
मोष राकेट की उड़ान के स प्रतिशत से अधिक न हो । 

3. रस्सियो पोर राकेट उनके प्रज्वलित करने के साधनों सहित जल 
रोधी हिम्मे में रखे जाएंगे । 

समाई में 44 मीटर या उससे अधिक के पीतों में वहन किया 
जा रहा हर रस्सी प्रभेषण साधिन परिधि में 12. 7 मिलीमीटर की 
रस्सी को शांत मौसम में 230 मीटर की न्यूनतम पूरी तक प्रक्षेपित करने 
में समर्थ होगा । 

5. लंबाई में 44 मीटर या उससे अधिक के पोतों में पहन किया जा 
रहा हर रस्सी प्रक्षेपण साधिन्न , परिधि में 12 . 7 फिलीमीटर की रस्सी 
को शांत मौसम में 123 मीटर को नयूनतम दूरी तक प्रक्षेपित करने में 
समर्थ होगा । 

8. ( i ) राकेटों के सभी संघटक , संरचनाए और अवयव मौर उनकों 
प्रज्वलित करने के साधन ऐसे स्वरूप भौर ऐसी क्वालिटी के होंगे कि 
कम से कम दो वर्ष की अवधि तक पछी मौसत भण्डारकरण वशामों के 
अधीन उसकी उपयोगिता बनाए रखने में उन्हें समर्थ बनाएं 
. ( 2) जिस तारीख को राकेट भरा जाता है वह राकेट पोर उसके 
माया पर ममिट रूप से स्टाम्पित की जाएगी और पैक करने की तारीख 
कारतूस भाषा पर इसी प्रकार स्टाम्पित की जाएगी । 


( ii ) प्रयुक्त द्रव , पोद्योगिक मैथिलित स्पिरिट मोर जल का मिमग 
होगा , जिसका विशिष्ट गुरुत्व 15 . 5 सं० पर 0 . 93 होगा । वह - - 
23. 5° सेंटीग्रेड से + 49° सेंटीग्रेड के माप पर प्रभावशाली रूप से कार्य 
करेगा । 

2. (1 ) धुंबक का पर्याप्त - दैशिक बन होगा । 

( ii ) लगभग 15 . 5° से . तापमान पर 40° के विक्षेप के पश्चात 
18 से 22 सो सक की अवधि, इस अपेक्षा का अनुपालन करने वाली 
समझी आएगी । इस पैरा के प्रयोजनों के लिए " मवधि " वह समय है जो 
40° के विक्षेप के पश्चात् कार्य के पूर्ण वोलन में , उसकी विश्राम स्थिति 
से हो कर एक पेंग और उस दिशा में जिससे वह मूलतःविपिस हुमा था , 
वापस लौट कर अपने पैग को पूरा करने में , लगता है । 

3. - 23° सेंटीग्रेश से + 49° सेंटीग्रेड के रेंज में कार्ड प्रणाली 4 और 
10 ग्राम के बीच भार सहित , कम्माम द्रव में निनार होने पर धुरे पर 
स्थिर रहेगा । 

4. (i ) कार्य, प्यास में 10 सेंटीमीटर से कम नहीं होगा और 
कम्पास कटोरों से उसकी दूरी कम से कम 7 मिलीमीटर होगी । 

( ii ) यह भी बिन्दुओं पर चिन्हांकित की जाएगी और पाठ मुख्य 
बिन्दु स्पष्ट रूप से चिम्हामित किए जाएंगे । कार्ड प्रतीत होगा या प्रदीप्ति 
के यथोधित साधन उसमें लगे होंगे । 

5. फाई का केन्द्र मीलम या समान रूप से यमौषित कठोर. सामग्री 
का होगा । 

6. काई का धुरा इरीडियम या समान रूप से ययोचित कठोर सामग्री 
फा होगा । 

7. द्रव के प्रसार और संकुचन के लिए की गई व्यवस्थाएं ऐसी होंगी 
कि कम्पास को , लीक झिए बिना , बुलबुले बने बिना या मन्य दोषों के 
बिना, - - 23. 6° सेंटीग्रेड से + 48° सेंटीग्रेड के ताप रेंज को सहन 
कर सके । 

8.(i ) कम्पास कटोरी उन जिम्बलों में पर्याप्त रूप से तौली हुई 
होगी और समुचित रूप से रखी होगी जो पोत के मागे पीछे भोर चौड़ाई 
की पोर कार्य कर सकेगी । 

(ii ) जिम्बल लगाना उसी क्षतिज स्थान में होगा जिसमें कार्ड के 
विलम्बन का विन्दु है और बाहरी जिम्मल पिने भागे रखी होगी । 

( iii ) कटोरी, बिनै रुन , या अनुन्धतीय माममो के बाप में रखो 
होगी और लबर लाइन या बिन्दु प्रदीप्त होगा या प्रदीप्ति के यथोचित 
साधन उसमें लगे होंगे । 

( iv ) जब कम्पास कटोरी 10 डिग्री नत हो तो कार्ड प्रणाली मुक्त 
रहेगी । 

9. (i ) कार्य के केन्द्र से लपर लाइन या बिन्दु की दशा उसी 
उर्वधर स्थान में रहेगी जिसमें बाहरी जिम्बल पक्ष या अन्य मागे पीछे 
क्स रेखा है । 

(ii ) कार्ड , धुरा , वैशिक और अन्य तत्सम त्रुटियो और लबर के बिन्दु 
के बुटिपूर्ण स्थित होने का संकलित प्रभाव ऐसा होगा कि पृथ्वी के अवि 
क्षन्ध क्षेत्र में लमर बिन्दु के सामने कार्य पर पड़ी गई दिशा में , बाहरी 
सिम्बल पक्षकी चुपकीय विशा मा मागे पीछे दत्त-रेखा से पश्चात् बर्ती की 
किसी दिशा के लिए 3 डिग्री से अधिक अन्तर होगा । 

10. ( i ) कम्पास के सनिर्माण में प्रयुक्त धातु की न्यूनतम मोटाई 
निम्नलिखित होगी : - - 
कम्पास कटोरी 

---- 21 एस० सम्ल्यू जी . 
कम्पास बक्स (बिनकल ) . - - 24 एस० अम्ल्यू० जी० 

--- 24 एस० सम्ल्यू . जी . 


तेरहवीं अनुसूची 
नियम 54( 1 ) , ( १), ( २ ), ( ड ), ( ण ), ( स ) पोर ( प ) और 

58 ( 1 ) ( स ), ( ड ) मोर ( 6 ) देखिए] 
रक्षा नोकामों , नौकामों और बचाव तरापों के लिए उपस्कर के विनिर्देश 


भाग • I 
रक्षा नौकामों के लिए कम्पास 
1 . (i ) हर कम्पास व प्रकार का होगा । 


दीप 
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( ii ) ( क ) कम्पाम कटौरी जिम्बल पिनों को लेने के लिए दक्ष 

कनवम थैले की लंबाई 1 37 मीटर 
रूप से मजबूत की जाएगी । 

नीनपान 

परिधि में 76 मि० मा 
रोक मी 

पर्गिध में 51 मि . मी . 
( ब ) यिनकाल प्राधार रिंग में म्बंग या म्पन किया जाएगा और 
चारों तरफ सोल्डर किया जाएगा । 

( ख ) उन रक्षा नौकानों के 

लिए जिनकी लंबाई ॥ 
(iii ) ( क ) जिम्बल रिंग , जहाजो पोनल को या अन्य 15मि० मि . x 

मीटर में अधिक नहीं है । 
3 . 1 मि . मो० वृत प्रचुंबकीय धातु का होगा । 

7 मीटर लवी किन्तु 9 मीटर से 
( ख ) जिम्मल पिनें , जहाजी पीतल की या अन्य कठोर, अश्वबकीय 

अधिक लंबी नहीं । 
सामग्री की होगी और 6 . 2 मि . मी० च्याम की होगी ; ये और, बिर्यारंग 

वृत्ताकार किरमिन लंगर मह व्याम 63 में मी० प्रवृत्ताकार 
विसमें वे लगी हैं, वोनों ही पूर्ण रूप से चिकनी होंगी । 

बंद होने वाले 
____ 11. कम्पास कटोरी के अन्दर के बिन्दु मे स्फोटन का कोई चिन्ह 

किरमिच लंगर मह ( 1 में०मा० प्रपेक ओर 
दर्शित नहीं होगा । 

किरमिच केनवस की 1 . 2 मीटर 

लंबाई 
12. सामग्री पोर कारीगरी प्रायोप्रान्त : प्रच्छी होगी और कम्पास 

तीनपान 

परिधि में 76 मि . मी० 
ऐसा होगा जो . समुद्र में जाने की दमानों के अधीन कार्यदक्ष रहेगा । 

रोक रस्मी 
( 13 ) कम्पाम कटोरी पर बनाने वाले का नाम या अन्य पहचान 

( ग ) रक्षा नौकाएं जो 6 . 7 मीटर में अधिक लंबी नहीं है और 
चिन्ह उत्कीर्ण या स्टाम्पित होगा : 

अन्य नौकानों के लिए ( वर्ग ग नौकानों में भिन्न ) 

वृत्ताकार किरमिच नंगर प्रत्येक प्रार मर. 61 में० मी० व्याम 
भाग - 1 

प्रवृत्ताकार बंद होने वाला 
किरमिच लंगर 

मह 55 में० मी . प्रत्येक ओर 
, वर्ग ग नौकाओं से भिन्न रमा नौकरों और नौमानों के किमिव 

कैनवम थे ले की लंबाई 1 मीटर 
लंगर । 

तीनपान 

परिधि में 64 मि० मी० 
1. हर किरमिच मंगर निम्नलिखित अपेक्षाओं का अनुपालन करेगा : 

सेक रम्मी 

परिधि में 38 मि . मी . 
( क ) वह नंबर 1 मर्वोनम मन कनबम या अन्य यथोचित मामग्री 

भाग-II 
से बना होगा ; 

रक्षा नौकाओं और बचाय तरापों के निर, छनरी संकट राकेट मकेन । 
( ख ) कैनवस भाग मजबूती से मिला हुमा . पौर. जोड़ों पर 44 

मि० मी० की - पाल रम्सी मे बंधा होगा ; तब रस्से लंगर 
की सकि के रूप में बनाए जाएंगे और थिवल , संयोजन मिरों 

नारक होगा जो एक राकेट द्वारा अपेक्षित ऊंचाई तक प्राशन किया जाना 
में डोरी से मांधे जाएंगे और रम्से पासा फंदे में रोक रस्सी 

है और जो गिरते ममय जलता है, इसके गिरने की दर एक छोटा छनरी 
के लिए लगाव बनाने के लिए विस्तारित होंगे और डोरी 

द्वारा नियंत्रित होने पर 4. 5 मी० प्रनि म कंगन प्रोमा दर तक होती है । 
मे बांधे जाएंगे । 

(ii ) उसमें प्रज्वलन के म्वतः पूर्ण साधन लगे होंगे , जो हम प्रकार 
( ग ) एक तीन पान , बिम्बल को लेने के लिए यथोचिम प्राकार की 

डिजाइन किए गए होंगे कि बाहरी महायमा के बिना हस्न धारित स्थिति 

मे प्रचलिम हो सके और अधिभोगियों को किसी सानि के बिना राकेट 
__ एक शैकल द्वारा किरमिच लंगर से संलग्न होगा , 

को रमा नौका , नौका या बचाव तराणे में छोड़ने में समर्थ बनाए । 
( घ ) तीमपान की लबाई, रमा नोका या नौका की लंबाई के तीन 

2. (i ) जब राकेट लगभग उधिर फायर किया जाता है तो मारक 
गुनी होगी ; 

और छतरी , कम से कम 183 मीटर की ऊंचाई पर प्रक्षेप -पथ के शीर्ष 
( 1 ) मीमपान मे दो फैदम लबी एम रोक रम्मी की व्यवस्था की पर या उससे पहले उन्क्षेपित होंगे । 
जाएगी । 

(ii ) राकेट मममल मे 45 डिग्री के कोग पर फायर किए जाने पर 
2 (i ) एक वृसाकार किरमिच लंगर , मह पर जम्तेदार लोहे के भी कार्य करने में समर्थ होगा । 
एक हुक महित लगा होगा । 

3. ( i ) नारक , कम से कम 30 में कार के लिए कम से कम 15000 
( 2 ) किसी अन्य प्रकार का किरमित्र संगर , मुंह के पारपार जस्ते फैडल शक्ति की दीप्नि में जलेगा । 
दार प्रसारफ़ साधम से लगा हुमा और ऊपरी किनारे पर एक प्रैश प्रसारक 

( ii ) यह, समुद्र सतह में कम से कम 45 मीटर ऊंचाई पर जल 
माषन से लगा होगा । 

जाएगा । 
3. किरमिच लंगरों का प्राकार निम्नलिखित होगा -- - 

4. ( i ) छनरी में प्रकार की दगी ना मनने हा नारक के गिरने 
( क ) 9 मीटर से अधिक लंबी 

की दर का अपेक्षित नियंत्रण कर सके । 
रक्षा मौकामों के लिए 
. प्रवृत्तकार बंद होने वाला . 

( ii ) यह तारक में , नम्य अग्नि मह कवच बाग मलग्न होगा । 
किरमिच मंगर मह 76 में० मी० , 

5. राकेट अपह होगा और एक मिनट ना जान निमार रहने के 
ऊपरी किनाग 68 में० मी०, 

पश्चात् संतोषजनक रूप में कार्य करने में समर्थ होगा । 
निचला किनारा 69 में . मी . 
पत्यक पोर । 

___ G. सभी संबटक , गंरचना और अपयन वा और क्यालिटी के 
मह का क्षेत्रफल 50 वर्ग डेसी होंगे जो कम में कम दो वर्ष की अवधि तक प्रचणी श्रीमत भंडारकरण 
मीटर । 

वणाओं के अधीन इम का उपयोग बनाए रखने में गमर्थ बनाए । 
364 GI /82-~-12 
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7. (i ) राकेट ऐसे आधान में पैक किया जाएगा जो प्रभावशाला 

भांग VI 
रूप से मुद्राबन्द होला । 

रक्षा मौकाओं के लिए प्राथमिक उपचार उपकरण बास 
( ii ) यदि धातु का बना हो तो प्राधान अमी कलईदार, और मैकार 

रक्षा नौकाओं में हर एक प्राथमिक उपमार उपकरण बक्म की 
किया हुआ या संरक्षण के बिच मान्यथा पर्याप्त रूप से संरक्षित होगा । 

यवस्था की जाएगी जिममें निम्नलिखित होंगे । 
___ 8. जिस तारोन्म को राफेट भरा गया है वह गकेट और प्राधान 

मात्रा 
पर अमिट रूप में स्टाम्पिन की माएगी । 

( क ) निपान शारीरिक शकित के हाम की नर्ग 
9. प्रयोग के लिए माण्ट और संक्षिप्त निदेश अंग्रेजी और हिन्दी 

चेतना देने वाले ( सुगंधिम अमोनिया के 
भाषा में गफेट पर अमिट रस से भद्रित किए जागे । 

6 कैपस्यूल ) 

1 टिन 
( ख ) योगिक कोरोन टिकिया (टेंब०कोडीन के०) 25 टिकिया 
मांग IV 
रक्षा नौकाओं और बवास रापों के लिए हस्त भारित संकट 

( ग ) स्क्रू टोपी वाले धातु पीपे में , प्रयोग के लिए नि 
प्रबोपक संकेत 

देशों सहित , छह मारफीन एम्पल सिरीज, 

जिनमें या तो मारफीन लवण जो 1 जन से० 
1. हर एक हस्त धारित मंफट प्रदीपक मंकेत में , प्रज्वलन के स्वतः 

मी० में 1/ 4 ग्राम मिर्जल मारफीन के रामसुल्य 
पूर्ण साधन लगे हॉग जो इस प्रकार उिजाइन किया छुपा होगा कि बाहरी 

से या 1 धन० से०मी० में 1/ 2 ग्राम पेपार 
सहायता के बिना हस्त धारित स्थिति से प्रर्चालन हो सके और अधिभो 

स्टेम सी० पी० सी० का बिलयन हो 

1 पीपा 
गियों को हानि के बिना प्रदीपक की रक्षा नौका, नौका या असाध तरापे 
से संप्रदर्शित होने में समर्थ अनाए । 

( घ ) मानक ड्रेसिंग 14 नंबर की मध्यम मी० 
2. अक्षां प्रदीपक बनाय तराणे में बहन किया जाता है यह इस प्रकार 

पी० सी० 15से०मी० : 10 सें० मी० 
सनिर्मित होगा कि अब प्रदीपक फायर किपा जाना है तो बचाव सगपे 

( इ ) मानक सिंग 15 नंबर की बड़ी बी० पी० 
को नुकसान पहुंचाने वाला कोई दाहक पदार्थ प्रदीपक मे नहीं गिरेगा । 

मी० 20 सं०मी० .५ 1 6 में० मी० 

2 
3. प्रदीपक फन से कम 55 सेकण्य के लिए कम से कम 15000 

( च ) प्रत्यास्थ प्रासंजक होमग 5 सें० मी० x 8 से०मी० 
कैडल माकिन की वीप्ति का एफ लाल प्रकाश उपजिन करने में समर्थ 

के तीन तीन के पैकेट 

2 पैकेट 
होगा । 
4. प्रदीपक जल सट होगा और एक मिनट तफ अल निमग्न रहने के 

मीटर पाधार नी , त्रिकोण निवर्णचिन्न सहित 
पश्चात् सन्तोषजनक रूप से कार्य करने में समर्थ शेगा । 

पट्टियाँ 
5. सभी संघटक , संरचना और अवयव ऐसे स्वरूप और स्वालिटी 

( ज ) सफेय, अवशेषक ,मपीडित जाली 85में०मी०x 
फे होंगे कि एकमा से जले और प्रयोपक को कम से कम दो वर्ष की अवधि 

2 . 25 मीटर 
तक अच्छी प्रोमत भंडारकरण भगानो के अधीन उसका उपयोग 
बनाए रखने में समर्थ बनाए । 

(ा ) संपीडित लपेट पट्टियां 5 . 6 सें . मी . x 
6. यह नारीन मिसको संकेत भग गया है अमिट प से स्टाम्पित 

3 . 15 मीटर 
किया जाएगा । 

( अ ) अविरंजित बिना धनी पट्टी 15 सें . मी . 
7. प्रयोग के लिए स्पष्ट और संक्षिप्त निवेश अंग्रेजी और हिन्दी भाषा 

x5. 5 . मीटर 
में संकेत पर अमिट रूप से मुद्रित किए जाएंगे । 

( ट ) संपीहित कई ऊन 15ग्राम का पैकेट 

1 पैकेट 
भाग v 

( छ ) 5 सें० मी० पीतल नेपित, सुरपिन 
रक्षा नौकाओं के उत्प्लवन धूस संमत 

( य ) कोमल पैगफीन 30 ग्राम की ट्यूम 

( 1 ) मोरचा रहित और जंग रोधी इम्पात की 
__ 1. हर एक उत्प्नयन धूम्र केन में , प्रज्वलन के स्वन पूर्ण साधन 

10 सें० मी० की कैंची, जिसकी 1 धार 
लगे होंगे । 

तेज, 1 भार कुरंद हो । 
2. संकेत- जल पर तैरने सगय कम लो कम दो मिनट और अधिक 

( ण ) स्फुति टिफियां ( 10 मि० ग्रा० एम्फेटाभन 
से अधिक चार मिनट की अवधि के लिए धनी मात्रा में नारंगी रंग वाले 

मल्फेट ) 

60 टिफिया 
छूम को उन्मगित करने गे भगध होगा । 

( त ) सिलिका जेल 

1 कैपम्यूल 
3. संमेमा लमह होगा और तः मिनट तक जल निमग्न रहने के 
पश्चात् संतोषजनमः Enार्य करने में मार्य होगा । 

( थ ) लिनेन या जलमह पागज पर मुद्रित अंग्रेजी 

और हिन्दी भाषा में अनुदेण 
1. सभी संघटक , गाना र अवयव से स्वरूप और क्वालिटी के 
होंगे कि एफम्प से जल और मकान को कम से कम दो वर्ष की अवधि 

2 प्राथमिक उपचार उगकरण बम, एक प्राधान में पैक किया जाएगा 
सम प्रौलत भंडारण बनाना अधीन इसका योग बनाए रखने में 

जो निम्नलिखित अपेक्षाग्यो का अनुपालन करेगा : - - 
ममर्थ बनाएं । 

( क ) यह टिकाऊ प्रार्द्रतासह और प्रभावशाली रूप से मुद्राबंद किया 

जाएगा । यह ऐसी यक्ति से भुद्राबंद किया जाएगा जो यह उप 
किया जाएगा । 

शिन करे कि अलवस्तुएं सुरक्षम हैं । 


6. प्रयोग न लिए गाट और मंक्षिात निदेशपांगेजी और हिन्दी भाग 
में संकेत पर अमिट T से मुद्रित किए जाएंगे । 


( म्प ) यह से कमरे में पैक किया जाएगा जिसमे यथामभन वायु 

मंगलीरा नमी निकाल दी गई है । 
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( ग ) जहां माधान धातु का बना हुआ है, वहां यह अच्छा कलईदार 

( अ ) लिनेन या जलमह कागा पर मुद्रित मंग्रेजी पोर हिन्दी भाषा 
और लेकर किया सुमा होगा और लक्कन में हैरल लगा होगा । 

में अनुदेश । 
( घ ) अन्तमम्तुओं को मदवार सूची प्राधान के बाहर दी जाएगी । 

2 21. 3 मीटर से कम लम्बाई के वर्ग 8 के पोतों में हर एक रक्षा 
भाग VII 

मरापे में व्यवस्थित प्राथमिक उपचार उपकरण बस्म की अन्तर्वस्तुएं , 

म भाग के पैरा 1 के खंड ( क ) में , जिनमें ये खण्ड भी मम्मिलित 
रक्षा सेवाओं के लिए हस्सचालित पम्प 

है, विनिर्दिष्ट माताओं की प्राधी नथा उक्त पैर। के ग्मंड ( च ) और ( ज ) 
हर एक रक्षा नौका हस्त - चालित पम्प निम्नलिखित अपक्षाप्रो का में विनिर्दष्ट मदों महित होगी । 
अमपालन करेगा : 

3. प्राथमिक उपचार उपकरण बम एक प्राधान में पंक किया 
1. जब 1 . 2 मीटर की ऊंचाई से नृपण पर प्रति मिनट अधिक जाएगा भी टिकाऊ आद्रनामह और प्रभावशाली म्प में मुद्राबंद किया 
से अधिक 60 उबल स्ट्रोक पर प्रचालित हो तो धारिता निम्नलिखित 

जाएगा । अत वस्तुओं की मदवार, सूची प्राधान के बाहर दी जाएगी । 
से कम नहीं होगी : 

चौदस्मी अनुसूची 
( क ) 7. 8 मीटर या उससे अधिक लम्बी रक्षा नौकानों में 32 
लिटर प्रति मिनट , या 

[नियम 60 ( 9 ) देखिए ] 
( ख ) 7 . 3 मीटर से कम लंबी रक्षा नौकानों में 23 लिटर प्रति 
मिनट । 

भाग 1 
2. अपनी प्रसामान्य शुष्क स्थिति में ( प्रान्तरिक ग्रीम या अन्य गहायता 

साधारण 
को अपवर्जित करके ) पम्प जम कम में कम 1 - 2 मीटर की ऊंचाई से 

" कार्यकारी भार " की परिभाषा सम अनुसूची में "कार्यकारी भार " 
चूषण पर प्रचालित हो तो सरलता से अपक्रमणीय होगा । 

पद में निम्नलिग्गिन अभिप्रेत है.. - 
3. पंप के सभी भाग समुद्र जल में मंक्षारक प्रभाव में न प्रभावित 
होने वाली मामग्री के होंगे । 

( क ) उन विटों के संबंध में जिनको भाग 2 के पैर! 1 का वर 

( क ) लागू होता है , रक्षा नीना, जमके पूरे उपस्कर दराबी और रस्मे 
___ 4. पम्प का अर्न्तभाग जिसमें वास्च भी सम्मिलित है , पापात सफाई और घ्यक्तियों की , प्रत्येक व्यक्तिको भार 75 कि० ग्रा० माना जाएगा , 
के लिए सरलता से पहुंच योग्य होगा और पहुंच के लिए ढकन , स्पेनर अधिकतम संख्या, जिमे वहन करने के लिए रक्षा नौका ठीक समझो गई है , 
या अन्य विशेष औजार के प्रयोग के बिना प्रामानी से हटाए जा सकेंगे । भार का योग । 

( ख ) उन विटों और अवतरण के अन्य माधनों के संबंध में 
रबर होज संबंधनों के साथ प्रयोग के लिए यथोचित होगी । प्रचालन हैंडल जिनकों भाग 2 के पैरा 1 का खंए ( ख ) या ( ग ) लागू होता है रक्षा 
का धातु भाग यह निश्चित करने के लिए कि जब पम्प अत्यधिक सेतुक 

नौका , वर्ग ग नौका , या अन्य नौका , तुमके पूरे उपस्कर , दरामी रस्से 
में प्रयुक्त किया जाए तो चालक के हाथ संरक्षित गर्ने, यथोचित गप मे 

और दो व्यक्तियों से मिलकर बने प्रत्येक व्यक्ति का भार 75 कि० ग्रा० 
लकड़ी से भिन्न सामग्री से उपछादित होगा । स्पिरिन गनेर, प्रैिप भारित 

माना जाएगा प्रयतरण कर्मीवा के भार का गोग । 
सील इस प्रकार का शेगा । 

( ग ) विश्चों के संबंध में अवतरण करने उत्तालिन करने या भारत 
____ भाग VIII 

करने के दौरान बाल पीपे पर रम्गे या रस्मे से लगाया गया अधिकतम 
1. इस भाग के पंग 2 के उपबंधों के अधीन रहने हए बचाव कर्षण जो किसी भी दशा में विट या रेविटों पर कार्यकारी भार को 
तरापे में व्यवस्थित हर एक प्राथमिक उपचार उपकरण बक्म में निम्न 

अवतरण करने वाले टेकन के वेग अनपान द्वारा विभाजित करके निकाला 
लिखित होंगे । 

आए, उससे कम नहीं होगा । 
मात्रा 

भाग 2 
( क ) मानक ड्रेसिंग 14 नंबर की मध्यम बीपीसी 15 सें . मी० 

सनिर्माण 
x10 से० मी० 

1. सामर्थ्य: ( क ) रक्षा नौका में लगा हुआ हर एक डेविट जो 
( ख ) मानक ड्रेसिंग 15 नंबर की बड़ी बीपीमी 20 में मी० उमके व्यक्तियों को पूर्ण सा में लदे होने पर जल में रखे 
x 15 में० मी० 

जाने के लिए नियम ) के उप-नियम ( 1 ) छाया अपने विच , रस्से 
( ग ) कम से कम 95में० मी० चौधी, 1 . 25 मीटर आधार की वगनी और अन्य मी गारमा मनग्या गियर भहित ऐसी सामर्थ्य 
त्रिकोण, निदर्श चिन्न महित पट्टियां 

के होंगे कि उसके पुरे कर और कम से कम दो व्यक्तियों के अवतरण 

वार्मीवल मलित रक्षा नौका अपनारित सोना और जब पोत में 10 डिग्री 
( घ ) विवृल संग्रस्थित पट्टियां बीपीमी 8 में . मी . x 3 . 5 मी० । 

की गति है और किसी और 15 डिग्री का हुआ तब व्यक्तियों की 
10 

पूरी संख्या सहित नौरोहण स्थिति से गुरक्षापूर्वक जन में अवतरित 
( ४ ) जल या घाव की ऐस्टीसेप्टिक श्रीम , मेट्रिमाहर सीपीमी हो सके । 
05 प्रतिशत ब्ल्यू -नम्म्यू 50 ग्राम की ट्यूब 

( ख ) हर यंत्र निपनि लल-भुज पि : पने विच, रस्में दराबी 
( च ) मोरना रहित और जंग रोधी इस्पात की 10 में . मी . 

और अन्य गमी महायुवत अननगर : मी सागय के होगे और 
को कैचो जिसको 1 धार मेज , । धार कूद हो । 

प्रचालन गियर ली शक्ति का हागा कि रक्षा नौका पूर्ण रूप से उसकरित 
( छ ) स्ऋटोपी वाले धातु पीप में प्रयोग के लिए निदेशों महित छह और दो मदम्पों गो अवतरग कर्मीदल गहन जल से बाहर निकाली जा 
मारफोन एम्पलसिरीज जिनमे या मो मारफीन लवण जो 1 

गके और पान के 25 डिग्री के होने में जल में सुरक्षापूर्वक अवमरिन 
घन में० मी० 1 / 4 ग्राम निर्जल मारफीन के समतुल्य हो या हो भके । 
1 धन में . मी . 1 / 2 ग्राम पंपायरेटम मापीसी का विलयन 

( ग ) उस मिट से भि , जिसकी मामय उस पैर। के खण्ड ( क ) 
। पीपा 

और ( ग्य ) में विनिदिष्ट है रिटी का हर एक रोट , डेविट मा अवतरण 


1590 THE GAZETTE OF INDIA : JULY 10, 1982 / ASADHA 19 , 1904 [ PARTI ILE - SEc : 3 
- - - _ - - - --- - - --- - -- - - --- - - 
के अन्य माधन जिमसे कोर्स रक्षा नौका , वर्ग " ग " नौका या अन्य नौका 

( 2 ) निचली वराबियां जब लगी हों तो गमगाने के बानी नहीं 
संलग्न है अपने पिंच , रस्से , दराबी और अन्य महयुक्न अवरतण गियर होंगी और प्रापान रक्षा नौकामों की दशा में पल होने से रस्मों के 
सहित ऐसी मामर्थ्य का होगा कि उसके पर्ण उपस्कर और दो मबस्यों के निवाग्नि करने के लिए व्ययस्था की जाएगी । 
अवतरण भीवल महिल रक्षा नौका, वर्ग ग नौका या अन्य नौका, 
अब पोत में 10 डिग्री की नाम है और किसी और 15 डिग्री मुफा 

( 3 ) दराबी का प्राकार रस्से के ममानुपातक होगा । 
हुआ है, जल से बाहर निकाली जा गले और जल में सुरक्षापूर्वक अव 

( ख ) ( i ) धातु दराबी अधिकतम भार के कम 2-1/ 2 गुने के 
तरित हो सके । 

जिसे यह सेवा में वहन करने के लिए प्रायिन है , प्रमाण भार परीक्षण 

को महने में समर्थ होगी । 
( घ ) रेविटों का हर एक मेट डेविट या अवतरण के अन्य माधन 
जिससे रक्षा नौका , वर्ग ग नौका या अन्य नौका संलग्न है, अपने पिंप 

( 2 ) धात बसवी चक्रिका और दगवी गल्ले के बीच जिसमें सार 
पौर सभी महफ्त उत्तोलन गियर सहित में सामर्थ्य के होंगे कि नौका 

रस्मा प्रयुक्त किया जाना है, दूरी यथासंगत न्युनतम रखी जाएगी, ओ 
अपने पूरे उपम्कर और कम से कम दो व्यक्तियों के होने पर सुरक्षापूर्वक 

किमी दराबी या अग्रपत्रिका के रिम के पर चढ़ने से रस्मी की 
उत्तोलित हो मके और नौग्ति हो सके और इसके अतिरिक्त प्रापान 

निषारित करेगी । 
रक्षा नौका की दशा में अपने पुरे उपस्कर और 1016 कि० ग्रा० के 

( 3 ) बरामियों के , उमकी चक्रिका मे भिन्न संघटक भाग बन्द 
वितरित भार मे लदे होने पर प्रति मिनट कम में कम 18 मीटर की सामग्री के होंगे । 
गति में वह मुरक्षापूर्वबा जल से प्रारोहण ट्रेक पर उत्तोलित हो मके । 

( ग ) लकड़ी की दराबी , वरामी पर, भर के कम से कम 2-1/ 2 
2 - गुरुत्य रेयिट .- - ( 1 ) सभी गुरुत्व डेविट छम प्रकार डिजाईन किए गुना के प्रमाण भार को सहने में समर्थ होगी । गहलों के गीच चौड़ाई 
जाएगे कि अग्नयान के सीधे खड़े होने पर और उसके सीधे किसी प्रोर जम नया माज परिधि में 9- 6 से मोहो तब उसके याम में 12- 7 
25 डिग्री तक या उसको मम्मिलित करने ए सके होने पर पोत के मि० मी० अधिक होगी और रस्सी के उनमे छोटे होने पर उनकी परिधि 
भीतर से उसके बाहर स्थिति तक सम्पूर्ण विट की पूरी चाल के दौरान अनुपात में कम होगी । 
अक्तरण की घनात्मक स्थिति हो । 

9 तार रस्से : - - ( क ) रक्षा नौकानों , पर्ग ग " नौकानी या अन्य 
( 2 ) उन गमत्य प्रकार के विटों जो गेलरी पर भगा रोहण से नौकानों को अवतरण करने के लिए प्रयुक्त प्रत्येक तार रम्से का तनन 
बने हैं और जो प्रानत पटरी पर लगे हैं और चलते हैं , की वेशा में भार अवतरण करने , उसोलम करने या नौमरण के समय रस्मे पर अधिक 
पटरी जलयान के सीधे सखरी होने पर क्षनिज में कम से कम 30 तम भार छ: गने से कम नहीं होगा । 
डिग्री के कोण पर पानत होगी । 

( ) तार रस्से विष के पोपे से मजबूती से संलग्न होंगे और 
3. लफिंग डेविट मभी लफिंग हेविटों के प्रचालन गियर यह सुनिश्चित मार्ग के सिरे संयोजन और अन्य भाग जिनसे रक्षा नौका , वर्म ग मौका 
करने के लिए , पर्याप्त शक्ति के होगे कि पूर्ण रूप से उपस्फरिन और या अन्य नौका लटकाई जानी है , वे संयोजनौं भोरं मन्य भागों पर भारी 
अवतरण कर्मीवल महित किन्तु जो अन्य व्यक्तियों से लदी नहीं है रक्षा के कम से कम 2- 1/ 2 भुजा प्रमाण भार को महने में समय होना 
नौकाएं , वर्ग ग नौकाएं या अन्य नौकाएं कम से कम 15 डिग्री के मुकाय 

( ग ) जहां तार रस्सी जोर या पट्टी से मजबूत किए गए प्रक्षिपटट 
के विरूष निकाली जा सके । 

प्रयोग किए जाते हैं , वे सेवा में उन पर रखने भार में कम से कम 2-1/ 2 
4. यन्त्र नियनित एकल भुज रेबिट.--- किसी यन्त्र नियंत्रित 

गने के प्रमाण भार को महन करने में तब तक समर्थ होंगे जब तक कि 
एकल भज डेबिट का कार्यकारी भार 1521 किलोग्राम से अधिक नहीं 

मार के प्रत्येक प्राकार के नमूने जिम पर प्रयुक्त किए गए हैं जम के 
होगा । 

नष्ट करने के लिए परीक्षित किए जाएं सुरक्षा का कम से कम 5 गुणन 

खण्ड दर्शित नहीं करते । 
5. प्रतिबल. - ( क ) यन्त्र नियंत्रित एकलभुज रेविटों में भिन्न डेविटों 
की दशा में अधिकतम भार, और गनि नया मुकाव की दशाओं के प्रधान 

____ 10 विज ( क ) ( 1 ) यंत्र नियंत्रित एकलभुज सेविटों से मिल 
प्रचालित होने पर डेबिट भुजाओं पर परिकल्पित प्रतिबल प्रयुक्त मामग्री 

डेविटों की दशा में विष पीपों की दोंनो रस्सों को पृथक रखने के लिए 
की क्वालिटी सनिमार्ण की रीति और भार की यास्मधिक प्रकृति जिसके 

और उन्हें तत्ममय दर से रस्सी को ढीला करने में समर्थ बनाने के लिए 
प्रधीत डेबिट हैं , की दृष्टि में रखने हुए पर्याप्त सुरक्षा प्रदान करेगा । 

व्यवस्था की जाएगी । 

( 2 ) तार रस्से की लपेटम ऐसी होगी कि वे पीपों पर समरूप से 
( ख ) यंत्र नियंत्रित एकल भुज डेविटों की दशा में अधिक तम भार 

लपेटे जाएं और अग्र दरामी की , खधिवार वीपों के लिए अधिक से 
और अनुकूल झुकाव की दशानों में प्रचालित होने पर डेविट 

अधिक पाय डिग्री और बिना खादार पीपों के लिए तीन डिग्री मप्रसा 
पर परिकल्पित प्रतियन प्रयुशन मामग्री की क्वालिटी, सनिर्माण की रीति 
मौर भार की वास्तविक प्रकृति जिमके प्रधान देविट है, को दृष्टि में 

कोण बनाने के लिए, व्यवस्था की जाएगी । 
रखने हुए पर्याप्त सुरक्षा प्रदान करेगा । 

( 3 ) यंत्र नियंत्रित एकल भुज टेविटों की दशा में तार रम्से की 

लपेटन ऐसी होगी कि रस्सी पीपे पर ममरूप से लपेटी जाए । 
____ 6. स्थैतिक भार परीक्षण प्रत्येक लेविट अपनी भुजा सहित सीमा 
से पूर्ण रूप में बाहर होने पर भगा के द्वारा संभाले गए कार्यकारी भार 

( ख ) ( 1 ) विष प्रेक दृढ़ सनिर्माण का होगा और अवतरण करने 
के इस भाग में कम से कम 2- गना के स्थैतिक भार परीक्षण को 

की संक्रिया में पूर्ण नियंत्रण और गति को सीमित करेगा ; 
सहने में समर्थ जोगा । 

( 2 ) हाथ बेक की इस प्रकार व्यवस्था की जाएगी कि सामान्यतः 
7. रेमिट शीर्ष पर गयोजन . - बिट के शीर्ष पर संयोजन जिनमे 

यह " जारी " स्थिति में हो और अब नियंत्रक हेंडस प्रचालित नहीं हो 
धराषिया लटकी हुई हैं , संयोजनों पर अधिकतम भार के कम से कम 

रहा हो तो “ जारी " स्थिति को लौट आए : 
2- 1/ 2 गने के प्रमाण भार परीक्षण को सहने में समर्थ होगा । 

( 3 ) बेक लीवर पर भार, बिमा अतिरिक्त दाम के प्रभावशाली 
8. दराबिया ( क ) ( 1 ) रक्षा नौकाओं , वर्ग ग नौकानों या अन्य 

__ रूप से ब्रेक को चालू करने के लिए पर्याप्त होगा ; 
नोकों के उनोलन और अवतरण के प्रचालन में प्रयका मभी चरावियां 

( 4 ) यह सुनिश्चित करने के लिए कि रक्षा मौका , वर्ग ग नौका 
ऐसे डिजाईन की होगी कि पर्याप्त सुरक्षा प्रदान करें । 

या अन्य मौका, सुरक्षा के अनुरूप अवतरण करने की दर को बिना बढ़ाए, 
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शीघ्रता से प्रवरित की जाती है, नो प्रेक गियर में अवतरण की गति मुगममापूर्वक पुनः नौभरित की जा सकें । और हम प्रकार लदी होने 
को स्वसः नियंत्रित करने के लिए माधन गम्मिलित होगे , 

पर रक्षा नौका वर्ग ग नौका या नौका, अब अभिमान हो मो विच 

उम्से , दराबी और अन्य महयान गियर के घर्षण प्रतिरोध के विरुद्ध जल 
( 5) इम प्रयोजन के लिए स्वचालित अंक इस प्रकार सेट की जाएगी 

में गुरुत्य द्वारा अवतरित हो सके । 
कि रक्षा नौका को अवतरण करने की गति 18 मीटर और 36 मीटर प्रति 
मिनट के बीच हो ; 

! अवतरण परीक्षण -- ( क ) उविटों का प्रत्येक जाडा भिनको भाग 
( G ) रक्षा नौका जों की हाथ मेंक यंत्र रमना में रचेट गियर 2 के पंग ( 1 ) का खण्ड ( का ) लागू होता है और कोई महयुक्त रक्षा 
लगे होगे । 

नौका , विच और उनके ब्रेक निम्नलिखित परीक्षण महने में समर्थ होंगे :- - 
( 7 ) जहाँ माध्य हो ब्रेक माधन इम प्रकार स्थित होगा कि विच 

( क ) रेविटी के प्रत्येक सेट में रक्षा नौका, मन नियमो द्वारा अपेक्षित 
को प्रचालिम करने वाले व्यक्ति को , जल में अवतरण हनि का सम्पूर्णे 

उपस्कर से और व्यामिलयों की पूरी संख्या भिमसे स्थान बने 
प्रक्रिया के दौरान रक्षा नौका वर्ग ग नौका या अन्य नौका का सम्प्रेक्षण 

के लिए यह ठीक समझी गई है तथा 10 प्रतिणत कार्यकारी 
करने में समर्थ बनाए परन्तु यह मम जय कि आपात रक्षा नौकानो को 

भार के बगबर वितरित भार से लदी , नौरोहण लेक से जल 
मेवा में लगे पिच किसी भी दशा में इस प्रकार रखे हुए होंगे । 

में अवतरित की आएगी, खले मौसम में रम्ये गए विच क गीली 

श्रक मल सहित पूर्ववर्ती परीक्षण सहन करने में समर्थ होगे । 
( ग ) प्रत्येक बिच भाग 1 की मद ( ग ) मे यथा परिभाषित कार्य 
पारी भार के 1 . 5 गुना परीक्षण भार का अवतरण करने और धारण 

( ब ) उन इंविटों की दशा मे जिनकी भाग ? के पैरा ( 1 ) का 
करने में ममर्थ होगा । 

खण्ड ( ख ) या ( ग ) लाग होता है , रक्षा नौका, वर्ग ग नौका या 

अन्य नौका , इन नियमों द्वारा अपेक्षित उपस्कर और दो 
( घ ) विच दम प्रकार सग्निमित होंगे कि जब रक्षा नौका, वर्ग ग 

व्यक्तियों के अवतरण कर्मीदल के भार धन कार्यकारी भार 
नौका या अन्य नौका का अवतरण हो रहा हो या उमे शक्ति से उत्तालिन 

के 10 प्रतिणन के बगबर वितरित भार सहिन जल में 
किया जा रहा हो तो विष के भागों के गतिमान हिस्सो द्वारा कैक हैडल 

अवतरित की जाएगी । 


( ग ) वण्ठ ( क ) और ( स्त्र के अधीन अपेक्षित परीक्षा के प्रयोजन 


____ 3. प्रापास रक्षा नौकामो के लिए उत्थापन परीक्षण :-~ -मापात रक्षा 
नौकाएं जिनकी पुनः प्राप्ति के लिए विचों द्वारा सेवा किया जाना इन 
नियमों द्वारा अपेक्षित है , इम भाग के पैरा 2 द्वारा अपेक्षित परीक्षामों 
के अतिरिक्त जल के नौरोहण डेक नक , अधिकतम उत्थापन गति से , इन 
नियमों द्वारा अपेक्षिम उपस्कर और 1016 कि० ग्रा० के वितरित भार 
घन कल दस प्रतिशत उत्थापन भार , जिसमें दराबी और रम्मे भी सम्मि 
लित है, पापात रक्षा नौका के उत्थापन द्वारा परीक्षिप्त की जाएगी । 


की जाएगी । 

11 काजं रस्से : ---- 
( 1 ) काज रम्मे सनी मनीला या किसी अन्य उपयुक्त मामग्री 

के होंगे और टिकाऊ , न ऐटने बाले, इट राख्ने हए और लचकदार 

होंगे । 
( 2 ) के किसी भी दशा में रस्से के नियत व्याम से 1 से० मी० 

यथै छिन से, मान रूप से गुजरने योग्य होंगे । 
( 1 ) रक्षा नौका , वर्ग ग नौका या अन्य नौका के प्रथमरण के 

लिए प्रयुक्त प्रत्येक रस्से का मंजन भार अवतरण करते या 
उसोलन करते समय रम्से पर अधिकतम भार के 6 गुने से 

कम नहीं होगा ; 
( 4 ) रक्षा नौका रस्मे के लिए , परिधि में 6 . 3 से० मी० से कम 

का रस्सा प्रयुक्त नही होगा । मनीमा नीला रस्से के लिए 

लपेटन रीलें या परस बरसे की व्यवस्था की जाएगी । 
12. रक्षा स्तम्भ 
( 1 ) उन मभी दशाओं में जहाँ काज रस्में प्रयुक्त किए जाते हैं 

किसी रक्षा नौका वर्ग , ग नौका या अन्य नौका के 
अवारण के लिए यथोचित रक्षा स्तम्भों या ममान रूप से 


पग्रहयो अनुसूची 
[ मियम 60 ( 16)] ( ग ) देखिए ] 
रक्ष मौका को खोलने वाले गियर 


( a ) ऐसे रक्षा स्तम्भ या अन्य माधिल ऐसे स्थित होगे जो यह 

सुनिश्चित करें कि उनसे सेषा की जा रही रक्षा नौका, मर्ग 
ग नौका या अन्य नौका सुरक्षा पूर्वक प्रवतरित हो सके , और 
रस्सी मार्ग-दर्शक या अग्र पत्रिका इस प्रकार लगी होगी कि 
जो यह सुनिश्चित करें कि यह , बाहर निकालने या झुलने 
की प्रक्रिया के दौरान उत्थापिप्त नहीं होंगी । 


1. रक्षा नौका को खोलने वाले गियर की इस प्रकार व्यवस्था की 
जाएगी कि रक्षा नौका के दोनों मिरों की एक माथ निकित सुनिश्चित 
हो जाए । 

2. निर्मुक्ति करने वाले माधन पीछे रखे जाएंगे । 

3. गियर इम प्रकार का होगा जो रक्षा नौका की जब यह जल 
वाहित हो , निर्मुक्ति करेगा । 
___ 4. गियर बम प्रकार का होगा जो , यदि श्रृंखला या रस्मों पर 
नौकर्षण तनाम हो तो निर्मुक्ति करे । 
___ 5. लुक , ऐसे यथोचित प्रकार के होगे कि हाथ में तुरन्त खोले जा 
सकें । 

6. हुक के दराबी की प्रनी, छाला या अंखला में लगा स्थान 
उस स्थान से नीचे नहीं होगा जहां साधारण स्थायी हुक लगे हो । 

7. गियर और निर्मुक्ति करने के लिए यंत्र इस प्रकार मन्निमित 
और व्यवस्थित होंगे जो बिना किसी सुरक्षा पिन के रक्षा नौका की सुरक्षा 
मुनिश्चित करें । 

8. ( क ) ( 1 ) निर्मुक्ति करने के लिए माधन , कर्षण या रस्सी छोड़ना 
या लीवर का प्रयोग करना होगा । यदि निर्मविस रस्सी के कर्षण 
पारा की जाती है तो रम्सी समुचित रूप से पाधान में रखी जाएगी, और 


( भाग 3 ) 


बोर्ड पर प्रतिष्ठापन के पश्चात परीक्षण 
1. माधारण : -- यह मुनिश्चित करने के लिए परीक्षण किया जाएगा 
कि डेविटों से संलग्न सभी रक्षा नौकाएं , वर्ग ग नौकाए या अन्य नौकाएं 
अपेक्षित उपस्कर से लवी होने पर नौरोहण स्थिति से सुरक्षापूर्वक और 
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( 2 ) जब कभी , गियर की सुरक्षा के लिए मा दक्षतापूर्ण कार्य 
के लिए या शनि से व्यक्तियों के संरक्षण के लिए प्रावश्यक हो तो हकों 
के बीष और अन्य मयोजन भी प्राधान में रग्ने जाएंगे । 


( 2 ) यदि धातु का बना हो तो प्रधन अच्छा कलाईवार और लेकर 
किया हुमाया संरक्षारण में अन्यथा पर्याप्त रूप से संरक्षित होगा । 

___ J0. वह तारीख जिसको गकेट भरा जाता है राकेट और प्राधान 
पर अमिट रूप से स्टाम्पिन की जाएंगी । 

11. प्रयोग के लिए स्पष्ट और संक्षिप्त निदेश अग्रेजी और हिम्वी 
भाषा में गकेट पर अमिट रूप से मुनिन किए जाएंगे । 
[ फा० सं० । स डन्न्य 5- एम एग पार ( 11 ) 178-एम ० ए . ] 

अनुराग भटनागर , अपर सचिव 


MINISTRY OF SHIPPING AND TRANSPORT 


(Shipping Wing ) 
New Delhi, the 15th June , 1982 


G . S . R. 608, - The following draft of certaim rules which 
the Central Government proposes to make in exercise of 
the powers conferred by sub- section ( 1 ) and clauses ( a ) , 
( b ), ( c ), ( d ) , ( e ), ( f), ( g ), ( h ) , (i ) (j ) and ( n ) of sub 
section ( 2 ) of Section 288 , read with clause ( h ) of sub 
scction ( 2 ) of Section 435 and Section 157 of the said Act , 
und in supersession of the Indian Merchant Shipping (Life 
Saving Appliances ) Rules , 1956 , is hereby published as 
required by sub - section ( 1 ) of Section 288 for information 
of all persons likely to be affected thereby and notice is 
hereby given that the said draft will be taken into conside 
ration after the expiry of period of forty five days from the 
dale of publication of this notification in tho Official Gazette; 

Any objections or suggestions which may be received from 
xly person with respect to the said draft rules before the 
expiry of period so specified will be considered by the 
Central Government, 


( ख ) रस्मी मार्गदशकों की , रस्सियों का कट जाना या जाम होना 
विषारित मारने के लिए समुचित प से व्यवस्था की जाएगी और रक्षा 
नौका के स्थायी भागों में मजबूती में संलग्न होंगे । जहां दक्षता के लिए 
मावश्यक है यहाँ रस्मियों में जंजीर लगी होगी । 

9. गियर के ऐसे भाग, जिनके जंग या संक्षरण या अन्यथा जकर 
जाने की संभावना है, असंक्षारणीम धातु के बने होंगे । 

10 रक्षा नौका का भार उठाने वाले गियर का कोई भी भाग 
ढलवा धातु से नहीं बनाया जाएगा । 

___ 11, लकड़ी के छोटे टुकड़े और सभी भाग रक्षा नौका का भार 
सम्भालते हैं , उनका बटक माप और अनुपात, सर्वाधिक भार से लवी 
हुई रक्षा नौमा फे , जिसमें गियर का लगा होना प्राशियत है, भार के कम से कम 
2- 1/ 2 गना भार के अनुपात में भजन सामय की व्यवस्था करने के लिए 
डिजाईन किए जाएंगे । 

सोलहवीं अनुसूची 

[नियम 68 ( 1 ) लिए ] 
1. हर पोम का छतरी संकट संकेम एक चमकीली लाल तारक से 
भना होगा जो राकेट द्वारा अपेक्षित ऊंचाई से प्रक्षिप्त किया जाएगा और 
जो गिरते समय जले । इसके गिरने की दर प्रति सैकेंड 4. 5 मीटर की 
औसत दर तक छतरी द्वारा नियंत्रित होगी । 

2. ( 1 ) जब राकेट लगभग उर्ध्वाधरत : फायर किया जाता है 
तो तारक और छतरी , 229 मीटर की न्यूनतम ऊंचाई पर प्रभप पथ 
के शीर्ष पर या सामने उरिक्षप्त होगी । 

( 2 ) इसके भनिरिक्त राकेट क्षितिज मे 45 डिग्री के कोण पर 
फायर किए जाने पर मार्य करने में समर्थ होगा । 

3. ( 1 ) नारक कम से कम 10 संकेड के लिए कम से कम 30, 000 
केन्डल शक्ति की वीप्सि से जलेगा । 

( 2 ) वह समुद्र सतह से कम में कम 46 मीटर की ऊंचाई पर 
जल जाएगा । 
___ 4. ( 1 ) छतरी ऐसे प्राकार को होगी कि जलते हुए नारक के 
गिरने की दर के अपेक्षिा नियंत्रण की व्यवस्था करे । 

( 2 ) यह नम्प अग्निसह कया छाग लारक से संलग्न होगी । 
5. ( 1 ) राकेट किमी भी यथोचिन रीति से प्रचलित हो सकेगा । 

( 2) यदि सेफ्टी फाज द्वारा बाहय प्रज्वलन किया गया हो तो 
सेफ्टी फ्यूज का बाहरी मिग दियामलाई मंचना से प्रस्तर लगे हुए 
फरहल धातु से ढका हुआ होगा और एक पृथक स्ट्राईकर प्रत्येक राफेट 
से यथोचित रूप से संलग्न होगा । 

6. दियासलाई संरचना , स्ट्राइकर संरचना, फरल और राकेट की 
समस्त बाल मतह जलमह होगी । 

7. राकेट एक मिनट तक जल निमग्न रहने के पश्चात और हिलाने 
से, लगे हुए जल के हटाने के पश्चात समुचित रूप से कार्य करने में 
समर्थ होगा । 

___ 8. मभी संघटक , संरचनाएं और प्रषयब ऐसे स्वरूप मौर एसी 
क्वालिटी के होंगे ओ राकेट को कम से कम दो वर्ष की अवधि सक मच्छी 
पोसत मंडारकरण वणानों के अधीन उसका उपयोग बनाए रखने में ममर्थ 
बनाएं । 

9. ( 1 ) राकेट ऐसे प्राधान में पैक किया जाएगा जो टिकाऊ , 
मार्द्रतासह और प्रभावशाली रूप से मुद्रावन्द होगा । 


DRAFT RULES 
____ . Short title, commencement and application. --- ( 1 ) These 
rules may be called the Merchant Shipping (Life Saving 
Appliances ) Rules, 1982 . 

(2 ) They shall come into force on the date of their pub 
lication in the Official Gazette . 
( 3 ) They shall apply tom 
(a ) All sea going indian ships and all sea-going Indian 

Sailing Vessels including fishing vessels and fishing 
boats fitted with mechanical means of propulsion ; 

and 
(h ) 111 sea - guing ships and sea - going sailing vessels 

including fishing vessels and fishing boats other 
than those under Todian flag while they are at any 
part or place in India or within the territorial 
waters of India : 


Provided that these zulcs shall not apply to any ship 

or sailing vessels including a fishing vessel or a fish 
ing boat by reason of its being at a port or placo 
in India or within the territorial waters of India , 
it would not have been at any such port or place 
birt or the stress of weather or any other circum 
Stances that neither the master , tindal skipper nor 
the owner , for the charterer , if any , of the ship , sail 
ing vessel, fishing vessel or fishing boat could have 

prevented or forestalled . 
2 . Definitions.--- In these rules, unless the context other 
wise requires 
( u ) " Act means the Merchant Shipping Act, 1958 

( 44 of 1958) : 
( b ) " Approved means approved by the Central Gov . 

crnment; 
{ c ) " Bloyant apparatus means floation aquipment 

other than it Jifobuoy or a life - jacket Jesigned to 
niippurt a specified number of persons who are in 
the water and such construction that it retains its 
shape and properties; 
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( d ) “ Certificated Lifeboatman " means illy member of Class V 

- Special Trade Pu -senger ships (other than 
the crew who holds a curtificate of efficiency issued 

ships of Classes VI & VII ) cngaged 
under the Merchant Shipping (Life Buatman s Quali 

on voyages other than international 
fications and Certificates ) Rules , 1963; 

Voyages . 
( e ) " Clasa C tout " means a buat which complics with 

Class VI 
the provisions of the First Schedule ; 

- -Special Trade Passenger ships engaged 

on voyages on the coasting trade of 
( f ) " fair weather season " means 

India during the course of which they 
(i ) in the Arabian Sea , the season froin the 1st Ser 

do not go more than 20 miles from the 
ttniher to the 31st May; and 

nearest land : 
( ii ) in the Bay of Bengal, the season from the 1st 

Provided that such ships shall not cease 
December to the 30th April; 

to be ships of Class VI morcly by season 
( g ) " foul weather season ” means - - 

of the fact that tbey cross during thoir 

voyage the Gulf of Kutch , Cambay or 
(i ) in the Arabian Sea , the season from the 1st June 

Manner. 
to the 31st August; and 

Class VII 

Special Trade Passenger ships engaged 
( ii ) in the Bay of Bengal, the season from the 1st 

on voyages in fair season betwcen ports 
May to the 30th November ; 

in India during the course of which they 
( h ) " Inflatable lil craft" means a liferaſt complying with 

do not go norc than 5 miles from the 
the requirements of Part I of the Second Schedule ; 

nearest land . 
( i) “ Internutional voyage " has the same meaning 

B - Ships other than l essenger Ships 
assigned to it in the Act; 

Class VITI 

--- Cargo ship s enyagelon international 
(j ) Launching appliance " nieans an appliance comply 

voyages . 
ing with the requirements of the Third Schedule ; ! 

Class IX 

Cargo ships (other than ships of Class X ) 
( k ) " Length " in relation to a registered ship inoans 

engaged on yuyagcs which are not inter 
registered length and in relation to an unregistered 
ship means the icngth from the fore part of the 

national. 
stern to the aſt side of the head of the stern post, Class X 

- Cargo ships engaged on the coasting 
or if no stern post is fitted to take the rudder , to 

trade of India ( athe than ships of Class 
rhc foreside of the rudder stock at the point where 

IX ) during the course of wliich they do 
the rudder stock passer out of the hull; 

not go more than 20 miles from tho 
( 1) " Lifeboat" means a boat complying with the 

nearest land ; 
requirements of the Fouth Schedule ; 

Provided that such ships shull not ceaso 
(m ) " Lifecraft" means a lifecraft complying with the 

to be ships of Class X merely by reason 
requirements of the Second Schedule ; 

of the fact that they cross during their 
(n ) " Technically propelled lifeboat" means lifeboat 

voyage the Gulf of Kutch , Cambay or 
complying with the provisions of rule 46 ; 

Manar. 
( 0 ) " motor lifeboat" means lifeboat complying with Class XI 

- Cargo ships engaged on voyages during 
the requirements of rule 45; 

the fair weather Season hetween ports 
( p ) " person " in relation to these rules nicans any per 

in India during the course of which thoy 
son above the age of one year anul includes ship s 

do not go more than 5 Nautical miles 
crew and officers ; 

fron the nearest land . 
( g ) " rigid lifecraft" means in lifecraft complying with the Class XII 

- Lugs tenders, launches lighters , dredgors, 
requirements of Part II of the Second Schedule ; 

barges and hopper s which go 10 sea . 
(1 ) " Schedule" means a Schedule 10 these rules ; 

Class XIII 

Fishing vessels othe : than those of Class 
( s ) " short international voyage " means an international 

XIV . 
voyage in the course of which shin is not at any 
time more than 200 nautical miles away from a 

Class XIV 

-- Sailing vessels including sailing fishing 
port or place where the passengers and crew could 

boats , 
be placed in safety and which does exccet 600 
nautical miles in length between lust rort of call 

Class XV 

Pleasure Yachts, 
in a country where the voyage hcing and the fian ! 
port of destination . 

4 . Ships of Class 1. - 11) This rule shall apply to ships 
3. Classification of ships. For the purposes of these rules, 
ships shall be arranged in the following classes, namely : 

of Class I. 

( 2 ) Fvery ship of class I shall carry 
A Passenger Ships 

(á ) On each side of the ship , such munber of life - boats 
Class ] Passenger ships engaged on international 

as would be of suflicient aggregate capacity to 
oyages other than ships of Class III . 

accommodate one half the total number of per 

sons the ship is certified lo cury ; or 
Class TT 

- - Passenger ships engagern short interna 
tional voyancs other than shins of Class 

(h ) lifeboats and lifecrafts in such number as would 
IV , 

be sufficient to piovide together aggregate capacity 

to accommodate the rotal number of persons the 
Class III Special Trade Passenger Ships engaged on 

ship is certified to carry ; 
international voyage 

Provided further that in the cause of it shin ibe keel of 
Class IV - - Special Trade l assenger ships crianged 

shall never be less this nicessary to accommodate 37- 1 / 2 
on short internation voyages 

per cent of the total numher of persons the yhip is certified 
to Curry : 
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Provided further that in the case of a ship the keel of 

( 11) ( 1 ) Every ship shall carry i minimum number of 
which was laid beforo the 26th day of May , 1965, the pro lifebuoy in accordance with the following Table : 
visions oĽ this clause shall apply only if the number of per 
ons the ship is certified to carry is not increased for the 

TABLE 
1c1son that the life -rafts available on board are adequate 

- - - -- - - - - 7 - - -- - - - - - - - - - - - - - - -- - - - - - 
for such increased number . 

Length of tho ship in metres Minimum number of 
( 3 ) ( a ) On every ship , two of the lifeboats required under 

lifebuoys required to 
sub-rule ( 2 ) shall be kept ready , one on each side of the 

be fitted 
ship , for immediate use in an emergency while the ship is - - - - - - - - - - - - - - -- - - -- - - - - - - - - - - - - -- - - - - - 
at sea . 

Less than 61 metres 

61 inetros and over but less than 
( b ) Nonc of the two lifeboaty referred to in clause ( a ) 
shall be of more than 8. 5 metres in length buç they may be 122 metres . 
motor lifcbonts or lifeboats and, may be counted for the 

122 metros and over but loss than 
purpose of compliance with sub - rule ( 4 ) , 

183 metres . 
( c ) Notwithstanding the provisions of sub - rule ( 13) of 

183 metres and over but less than 
rule 60 skates or other suitable appliances are not required 
to be fitted to these lifebonts , 

244 metres . 

244 motros and over . 
( 4 ) Every « bip shall carry on cach side of the ship at 
least one motor Jifeboat : 

( b ) At least one half of the total number of lifebuoys! 

So carried , subject to a minimum of 6 , shall be provided 
Provided that a shin which is certified to carry not more 
than 30 persons shall be required to carry only one such 

with officient self -igniting lights . 
motor lifeboat . 

( c ) At least two of the lifebuoys provided with self 

igniting light s shall also be provided with an efficient self 
( 5 ) (a ) In every ship which is certified to carry 1500 per 

activating smoke signal of a highly visible colour lasting for 
sons or more , each of the motor lifeboats carried in compli 

bot less than 15 minutes and lifebuoys so provided with 
ance with sub - rule ( 4 ) shall be provided with tho cquip 

smoke signals shall be capable of quick relcase from tho 
ment specificd in sub - rulc ( 1 ) of rule 56 . 

navigating bridgo . 
(b ) In every shin which is certified to carry more than 

( d ) At least one lifebuoy on each side of the ship shall 
199 but less than 1500 persons, at least one of the motor be provided with a buoyant life line of at least 27 . 5 metres 
lifeboats carried in compliance with sub -rule ( 4 ) shall be in length . 
provided with the equipment specified in sub -rule ( 1 ) of 

( 12 ) (a ) Every ship shall carry - - 
rulo 56 . 

( i) a llfe jacket complying with the requirements of 
( c ) Every motor lifeboat carried in compliance with this 

Part I of the Fifth Schedule for every person on 
rule shall be provided with a search light referred to in sub 

board or, as the case may be, for che number of 
rule ( 2 ) of rule 56 . 

rorsong it is certified to carry , whichever is more ; 

and 
( 6 ) Every ship which does not carry on each sido of the 
shin a motor lifeboat as required under clause ( A ) of suh 

( ii ) a lifc-jacket complying with the requirements of 
rule ( 5 ) shall also carry a portable radio equipment which 

Part II of the Fifth Schedule for at least ten per 
shall comply with the provisions of rulo 65. 

cent of tho total number of persons the ship is 

certified to carry ; 
17 ) Every Lifeboat carried in conipliance with this rule 
shpll not he less than 7 . 3 metres in length . 

( b ) Every ship , in addition to life - jacket carried in com 

pliance with clause ( a ) , shall also carry life - jackets comply . 
(8 ) In every ship , each lifeboat shall be attuched to a 

ing with the requirements of Part I of the Fifth Schedule for 
separate set of davits which shall be of the gravity type at least fivo per cent of rho number of persons it is certified 
except that the devity of luffing type may be fitted for ope 

to carry and szich tife -jackets , shall be stowed on deck at a 
rating lifeboats weighing not more than 2300 kgms. in their 

suitable place which shall he conspicuously marked , 
turning out condition . 

( 13 ) Every ship shal} carry an approved line throwing 

appliance . 
19 ) ( u ) The liferafts carried in compliance with clause 
( b ) of suh - rule ( 2 ) shall be servod by launching appliances, ( 5 ) Ships of Class II. ( 1 ) This file shall apply to ship 

of class II. 
( b ) On each side of the ship , there shall at tcast be ono 
such arpliances and the difference between the number of 

( 2 ) ( a ) Every ship shall be fitted , in accordance with its 
appliances fitted on each side sball never exceod one , 

longtb , with the minimum number of sets of davits specified 

in column A of The Table set out in the Sixth Schedule ; and 
( 10 ) Pvery ship shall carry lifcrafts which may not be 

( h ) Where the Central Government is so satisfied , it shall 
served by launching appliances of sufficient capacity to 

permit a smaller number of sets of davits to be provided 
accommodate 25 per cent of the total numbc; of persons 
the ship is certified to carry together with 

on a ship , so however , that the number of sets of davis shall 
the buoyant 

never be less than the minimum specified in column B pf 
apparatus for 3 per cent of that number ; 

the Sixth Schedule : 
Provided that - - 

Provided that no shin shall be required to he fitted with a 

number of sets of davits which is greater than the number 
( a ) If liferafts are so carried in compliance with of lifeboats required to accommodate the total number 
clauso ( b ) of sub -ruc ( 2 ) . all liferafts carried by persons the ship is certified to carry . 

of 
the ship shall be of a type capable of being launch 
cd by the Launching Appliance fitted on the ship 

( 3 ) A lifeboat shall be attached to every such set of 
in compliance with sub -sule ( 9 ) ; and 

davits and the lifeboats so attached shall, subject to the pro 

visions of sub - rule 18 ), together provide at least the capa 
( h ) a ship which has a factor of sub -division of 033 nr city specified in column of the Table set out in the Sixth 

less may carry in lieu only buoyant apparatus for Schedule , Os the capacity required to accommodate the totul 
25 per cent of the total number of persons it is number of persolis , which it is certified to carry , if the latter 
certified to carry . 

he less. 
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(c) in the case of a ship in which the aggregate capa 

city of the lifeboats carried on board is less than 
the capacity specificd in column C of the fablo set 
out in the Sixth Schedule additional lifecrafts of 
the type capable of being launched by the appli 
unces referred to in sub -rule (2 ) of rule 61 shall 
be provided ; and 


(4 ) ( a ) On every ship , two of the lifeboats required under 
gub -rule (3 ) shall be kept ready, ono on each side of the 
ship , for immediate 118° in an emergency while the ship is 
at sca . 

(b ) None of the two lifeboats referred to in clause (a ) 
shall be more than 8 .5 metrcs in length but they may be 
motor lifeboats or lifeboats and may be counted for the 
purpose of compliance with sub - rule ( 5 ) . 

c ) Notwithstanding the provisions of sub -rule ( 13 ) of 
rüle 60 , skates or other suitablo appliances shall not be re 
quired to be fitted to these lifeboats . 

( 5 ) Every ship shall carry on cach side of the ship at 
least one motor lifeboat : 

Provided that ship which is certified to carry not more 
than 30 persons shall be required to carry only one such 
motor lifeboat. 

(6 ) Subject to the provisions of sub- rules ( 7 ) and ( 8 ) , 
when the lifeboats carried in compliance with sub -rule (3 ) 
do not accommodate the total number of persons the ship is 
cortiAed to carry , additional sets of davits with a lifeboat 
attached to cach , shall be fitted to make up the deficiency 
in such accommodation . 

(7) If in the opinion of the Central Government the 
volume of the traffic so requires , it may permit any ship , 
which is sub - divided in accordance with the provisions of 
rulog made under section 284 of the Act, to carry persons 
in excess of the lifeboat capacity provided on that ship in 
coinpliance with sub - rule ( 3 ) : 
Provdcd that 
( A ) When such ship is permitted by the Central Goy 

ernment to proceed to sca from a porc or place 
in India on an international voyagc exceeding 600 
miles but not exceeding 1200 miles from the last 
port or place of call in India to the port or 
place of final destloution outside India , it shall carry 
life bouis attached to davity affording accommo 
dation for at least seventy - five per cent of the per 
kons on board ; 


( d ) the number of liferafts so provided shall be such 

as to ensure that the total capacity of lifcrafts is 
at least equal to the number obtained by dividing 
by 10 the difference between the aggregato cubic 
capucíy of the lifeboats and the cubic capacity 
specified in column C of the Sixth Shedule , Bubject 

to the condition chat 
(i) such additional lifecrafts shall be sufficient for 

accommodating at least 40 persons; 
( ii) ar least one launching appliance is provided on 

each side of the ship ; and 
(iii ) the difference between the number of launchiog 

appliances ficted on each side of the soip dock 

not exceed one . 
(9 ) In overy ship the lifeboats carried in compliance with 
this rule shall not be of less than 7 . 3 metres in length . 

( 10 ) In every ship the davits requirod to be carried in 
compliance with this role shall be of the gravity type except 
that luffing type davits may be fitted for operating lifeboats 
weighing not more than 2300 Kgms. in their turning out 
condition . 


( b ) in all cases the number of liforaſts to be carried 

shall be such as to ensure that total number of life 
boats together with Jiferafs shall be sufficient to 
accommodate the total number of person , the ship 

is cortified to carry or is permited to carry ; and 
( c ) if in any such ship a two -conipartment standard of 

Bub - division is not achieved throughout, it shall, 
carry liferafts of sufficient aggregate capacity to 
accommodato ten per cent of the persons which it 
is cerificd to carry or is permitted to carry, such , 
liferafg being in addition to those required to bo 
provided in compliance with clause ( b ) of this prod 
viso or with clause ( b ) of tho proviso to sub - rulo 
( 8 ) , 819 the case may be , and with sub -rule 12 . 


( 11) Every ship which does not carry on each side of the 
ship a motor lifeboat provided with equipment specified in 
sub - rule ( 1 ) of rule 56 , shall also carry a portable radio 
equipment which shall comply with the provisions of 
rulo 65 : 

Provided that if in the case of any ship the Central Gov 
crnment is satisfied that the duration of a voyage is such 
as to render the carriage of a portable radio requiremont 
unnecessary , it may permit the requirement of this rulo to 
be dispensed with . 

( 12 ) Every ship shall in addition to any líferafts carried 
in pursuance of sub - rule ( 7 ) and ( 8 ) , carry additional life 
rafts sufficient to accommodate ron per cent of the total 
number of persons for whom lifeboat accommodation in 
provided in the ship . 

( 13) Every ship shall carry buoyant apparatus suficient to 
support five per cent of the total number of person the ship 
is certified to carry . 

(14 )(A ) Every ship shall carry at least the number of 
lifebuoys determined in accordance with the following 
Tablo : 

TABLE 

- - - - 
Longth of the ship in metres 

Minimun num 
ber of lifebuoys re 

quired to be carrled 
- . - - - - - - - - - - 
Loss than 61 metros 
61 metres and over but less than 122 metres 12 
122 metros and over but less than 183 metres 
183 metres and over butless than 244 metres 
244 metres and over 

30 
- - - - - - 

(b ) At least one-half the total number of lifebuoys su 
carried subject to a minimum of six , shall be provided with 
efficient self- igniting lights , 


( 8 ) Where it is shown to the gatisfaction of the Central 
Government that it is impracticable in any shin engaged on 
Å short international voyage to stow satisfactorily the life 
rafts required to be carried in pursuance of sub- rule ( 7 ) 
without reducing the number of lifeboats, the Central Gov 
croment may permit the number of sets of davits required 
to be fitted under sub- rule ( 2 ) and also the number of life 
boats required to lic , attached to davits luder sub -rule ( 3 ) 
to be reduxed . 

Povided that 


- ver 


( a ) in the case of a ship exceeding 58 ,5 metrca in 

longth the number of lifeboats to be carried shall 
never be less than four , two of which shall be on 
each side of the ship and in the case of ghiry of 
less than 58. 5 metres in length the number of life 
hoats to be carried shall never be less than two , 
one of which shall be carried on each side of the 
ship ; 


(b ) in all cases the lumber of lifeboats and lifecrafts 

shall always be sufficient to accommodate the total 
nuimter of persons the ship is certified or permitted 

to carry ; and 
364 G1/82--- 13 


(c ) At least two of the lifebuoys provided with self 
igniting lights shall also be provided with an efficient self 
activating smoke signal of highly visible colour lasting for 
not less than 15 minutes and lifebuoys so provided with 
smoke signals shall be capable of quickretcasc from the 
navigating bridge , 
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( d ) At least one lifebuoy on cuch side of the ship shall be 
provided with buoyant life line of at least 27 . 5 metres in 
length , 
(15 ) (a ) Every ship shall carry 
(i) a life - jacket complying with the requiremonty of Part 

I of the Fifth Schedule for every person on board 
or, 49 the case may be , for the number of persong 

it is certified to carry , whichever is more; apd 
(ü ) a life- jacket complying with the requirements of Part 

Il of the Fifth Schedule for at loast ten pot ( cat of 
the total number of persons the ship is certified 

tо саrrу ; 
( b ) Every ship , in addition to life -jackets carried in com 
pliance with clausc ( u ) , shall also carry life -jackets comply 
ing with the requirements of Part I of the Fifth Schedulo 
for at least five per cent of the number of persons the ship 
is certified to carry and such lifc - jackets shall be stowed on 
deck at a suitable place which shall be conspicuously marked . 

( 16 ) Every ship carry an approved line throwing 
appliance. 

6 . Ships of Class III. - ( 1 ) This rule shall apply to ships 
of Class III. 
( 2 ) Every ship of Class III shall carry 
( a ) on each side of the ship , such pumber of lifeboats 

as would bo of sufficient aggregate capacity to ac 
commodato one-half of the total nung ber of person 

the ship is certified to curry; or 
( b ) lifeboats and liferafts in such number as would be 

suficient to provide together aggregate capacity to 
accommodate the toul number of persools the ship 
de certified to carry : 


( 7 ) Every lifeboat carried in compliance with this rulo 
shall not be less than 7 .3 meters in length . 

( 8 ) In overy ship , each lifeboat shall be attached to a 
sepurato set of davits which shall be of gravity typo except 
that the davits of luffing type may be fitted for operating 
lifeboats or boats , as tho caso may be, welghing not moro 
than 2300 Kgms, in their turning out condjuon . 

( 9 ) Every ship shall carry liferafts and buoyant apparatus 
of gufficient capacity to accommodate twenty -five per cent of the 
total number of persons the ship is certified to carry : 

Provided that the number of Liferafts as carried on board 
any ship under this rule shall be sufficient to accommodate 
at least ten per cent of the total number of persons the ship 
is certified to carry . 

( 10 )(a ) Every ship shall carry a minimum number of life 
buoys in accordance with the following table : 

TABLE 


Length of the ship in metres 


Minimum numy 
ber of lifebuob 
required toos 


carried 


12 


Less than 61 metres 
61 metres and over but less than 122 metres 
122 metres and over but less than 183 metres 
183 metres and over but loss than 244 metres 
244 metres and over , 


18 


24 


30 


Provided that lifeboats carried on cuch side of the ship , 
shall Rover be less than necessary to accommodato 35 per 
cent of the total number of persong the ship is certificd to 
carry 

( 3 ) ( a ) On overy ship , two of the Ufeboats required under 
sub - rule ( 2 ) of this rule shall be kept ready, one on each 
side of the ship for immediate use in an cmergency whilo 
the ship is at sea . 

(b ) Nono of the lifeboats referred to in clause (a ) shall 
be more than 8 ,5 metres in length but they may bo motor 
Jifeboats or lifeboats and may be counted for tho purpose 
of complianco with sub -rulo ( 4 ) 

( c ) Notwithstanding the provisions of sub -rule ( 13 ) of 
rule 60 , skates or other suitable appliancca are not required 
to be fitted to these lifeboats. 

( 4 ) Every ship shall carry on each side of the ship at 
least one motor lifeboat : 


( b ) At least one -half of the total number of lifebuoys go 
carried, subject to minimum of six , shall be provided with 
efficient self -igniting lights . 

(c ) Al Teast two of the lifebuoys provided with self -ignit 
ing lights shall also be provided with an afficient self acti 
vating smoke signal capable of producing smoke of a bighly 
visible colour lasting for less than 15 miniutes and lifebuoys 
so provided with smoke signals shall be capable of quick 
release from the navighting bridge , 

( d ) At least lifebuoy on cach side of tho ship shall be 
provided with a buoyant life line of at least 27, 5 metros in 
length . 
( 11 ) ( a ) Every ship shall carry 
(1) a lifo-jacket complying with the requirements of Part 

I of tho Fifth Schedulo for every porson on board 
Or, as the case may bo , for the number of persona 

it is certificd to carry , whichever is more ; and 
( li) a life - jacket complying with tho requirements of 

Part II of the Fifth Schedulo for at the least ten 
per cent of the number of persona the ships is certi 

Aed to carry . 
(b ) Every ship , in addition to life - jackets carried in com 
pliance with clause ( a ) , shall also carry Jife -jackets comply 
ing with the roquirements of Part I of the Fifth Schedulo 
for at least 5 per cent of the number of person , it is certified 
to carry and such life- jackets shall be stowed on deck at a 
Buitable place which shall be conspicuously marked . 

( 12 ) Every ship shall carry an approved line throwing 
appliance . 


Provided that a ship which is certified to carry not moro 
than 30 persons shall be required to carry ouly one such 
motor lifeboat. 

( 5 ) ( a ) In every ship which is cortified to carry 1500 per 
sone or more each of the motor lifeboats carried in cool 
pllanco with sub - rule ( 4 ) shall be provided with the equip 
ment specified in sub - rule ( 1 ) of rule 56 . 

( b ) In every ship which is certified to carry more than 
199 but less than 1500 persons, at least one of the motor 
lifeboats carried in compliance with sub - rule ( 4 ) shall be 
provided with the equipment specified in sub -rule ( 1 ) of rule 
56 . 

( c ) Every mofor lifeboat on board a ship , the keol of 
which was said on or after the 26th day of May , 1965 car 
ried in compliance with this rule may be provided with a 
search light referred to in sub -rile ( 2 ) of rule 56 . 
56 . 

(6 ) Every ship which dose not carry on each side of the 
ship a motor lifeboat ag required under clauso (a ) of sub 
rute ( 5 ) shall also carry a portable radio cquipment which 
shall comply with the provisions of rule 65. 


7. Ships of class Iy : - ( 1 ) This rulo shall apply to ships 
of Clans IV . 

( 2 )(a ) Every ship shall be itted , in accordance with its 
length , with the minimum number of sets of davits specified 
in column A of the Table set out in tho Sixth Schedule . 

( b ) Whore the Central Government is so satisfied , it shall 
permit a smaller number of sets of davits to be provided on 
A ship so however that tue number of sets of davits shall 
never be less than the minimum specified in column B of 
the Sixth Schedule : 

Provided that no ship will be required to be fitted with a 
number of sets of davits which is greater than the number 
of lifeboats required to accommodate the total number of 
persons the chip la certified to carry , 
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- 
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- 


(3 ) A lifeboat shall be attached to each set of davits, and 
the lifeboats attached shall together provide at least the 
capacity specified in column C of thc Table set out in the 
Sixth Schedule , or the capacity required to accommodate the 
total number of porsons which the ship is certified to carry , 
if the latter be lcs , 


that luffing type davits may be fitted for operating lifeboats 
or boats weighing not more than 2300 Kgms. in their turn 
ing out condition . 

( 12 ) Every motor lifeboat carried in pursuance of sub 
rule ( 5 ) , shall cariy a portable radio equipment which shall 
comply with the provisions of rule 65 : 


Provided that if in the case of any ship or class of ship , the 
Central Government is satisfied that the duration of voyago 
is such as to render the carriage of a potable radio equip 
ment unnecessary it may permit the requireinent of his sub 
rule to be dispenscd with , 


( 4 ) ( a ) On everyship , two of the lifeboats required under 
sub -rule ( 3 ), shall be kept ready, one of each side of the 
ship , for immediate use in an emergency , while the ships is 
at sea . 

(b ) None of the two lifeboats referred to in clause (a ) 
shall be more than 8 .5 meters in length but they may be 
motor lifeboats or lifeboats and may be counted for the 
purpose of compliance with -nilo ( 5 ) . 

( c ) Notwithstanding the provisions of sub - rule ( 13 ) of 
rule 60 , skates or buitable appliances shall not be required 
to be fitted to these lifeboats or buata, 

(5 ) Every ship shall carry at lcast onc motor lifeboat. 

(6 ) Where the lifeboats, carried in compliance with sub 
rulc (3 ) do not accommodate the total number of persons 
on board , liferafts suitably placed shall be provided so that 
the accommodation provided on lifeboats and liførafts suffi 
ciont for all persons on board . 


( 13) Every ship shull curry, in addition to the lifeboats 
and liſcrafts carried under sub -rule ( 6 ) or, as the case may 
be sub - rule ( 9 ) liferafts and buoyant apparatus suficient to 
accommodate ten per cent of the total number of persons 
the ship is certified to carry : 


Provided that the number of liferafts carried on board any 
ship under this sub - rule shall never be less than required to 
accommodate at least five per cent of the number of per 
sons the ship is certified to carry . 


( 14 ) (a ) Every ship shall carry at least the plimber of 
lifebuoys in accordance with the following Table : 


TABLE 


- 


- 


- 


- 


(7 ) Notwithstanding anything contained in sub -rule (6 ) 
no ship of Class IV shall persong on board in excess of 
lifeboat capacity unless it is so permitted by the Central 
Goveroment for the reasons of volume of traffic containing 
at tho relevant time. 


( 8 ) Where under the provisions of sub - rule ( 7 ) a ship isi 
permitted to carry persons on board in excess of lifeboat 
capacity and the Central Government is satisfied that it is 
impracticable in that ship to stow the lifeboats required 
to be carried in accordance with sub- rule (6 ) without re 
ducing the number of lifeboats , it may permit a reduction 
in the number of lifeboats to be carried by such ship : 


Length of ship in metres 

Minimum num 
ber of lifebuoys 
rcquired to be 

carried 
Less than 61 metres 
61 metres and over but less than 122 metres 
122 metres and over but less than 183 metres 
183 metres and over but less than 244 metres 
244 metics and over 
- - - - 

- - - - - - 
(b ) At least one-half the number of life-buoys so carried 
subject to a minimum of six , shall be provided with efficient 
self-igniting lights, 


Provided that 
( i) that number of lifeboats shall , in the case of a ship 

of 58 metres in length or over , never be less than 
four, two of which shall be carried on each sido 
of the ship , and in the case of a ship of less than 
58 meters in length , the number of lifeboats SO 
carried shall never be less than two , one of which 

shall be carried on each side of the ship ; 
(ii) the number of lifeboats and liferafts shall always 

be sufficiont to accommodate the total number of 

persons on board ; and 
(iii ) where lifeboats provided do not give capacity rc 

quired by column C of the Table set out in the 
Sixth Schedule , the liferafts provided for making 
good the deficiency shall, as far as practicable , be 
capable of being launched from devices referred 

to in rule 61, 
( 9 ) ff in the opinion of the Central Government the 
volume of tho traffic so requires , it may permit any ship to 
proceed to sea from a port or place in India on in an inter 
national voyage exceeding 600 miles but not exceeding 1200 
miles from the last port or place of call in India to the port 
or place of final destination outside India : 


( c ) At least two of tho lifebuoys provided with solf. ignit 
ing lights shall also be provided with an efficient self -activi 
tics smoke signal capable of producing smoke of a highly 
visible colour for not less than 15 minutes and lifebouys so 
provided with smohe signal shall be capable of quick release 
from the navigating bridge . 

(d ) At least one lifebuoys on cach side of the ship shall 
be provided with a buoyant life line of at least 27 . 5 meters 
in length 


( 15 ) ( a ) Every ship shall carry 


(i) a life-jacket complying with the requirements of 

Part 1 of the Fifth Schedule for every person on 
board or as the case may be, for the number of 
persons it is certified to carry , whichever is more ; 
and 


( li ) a life - jacket complying with the requirements of 

Part II of the Fifth Schedule for at least ten per 
cent of the total number of persons the ship is 
certiſed to carry . 


Provided that 
( i) the ship carries lifeboats attached to devite acord 

ing accmmodaion for at least 70 percent of persons 

on board ; and 
(ii) the number of lifebonts and liferafts carried on 

board are sufficient to accommodate the total number 
of persons the ship is certified or permitted to 

carry . 
(10 ) in every ship , lifehoats carried in coinpliance with 
this rule shall not be less than 7 . 3 meteres in length . 

( 11) In every ship the davits required to he carried in 
compliance with this rule shall be of the gravity type exccpt 


( b ) Every ship in addition to life- ackets carried in com 
pliance with clause ( a ), shall also carry life- jackets comply . 
ing with the requirements of Part 1 of the Fifth Schedulo 
for at least five per cent of the number of persons the ship 
is certificd to carry and such life- jackets shall be showed in 
deck at a suitable place which shall be conspicuously marked. 

( 16 ) Every ship shall carry an approved line throwing 
appliance. 

8 . Ships of Class V .- ( 1 ) Thiy sule shall apply to ships 
of Class V . 
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( 2 ) ( a ) Every ship shall be fitted in accordance with its with the requirements of Part I of the Fifth Schedule for 
length with the minimum number of sets of davits specified ilt least five percent of the number of persons the ship is 
in column A of the Table set out in the Sixth Schedule . 

certified to carry and such life -jackets shall be stowed on 

deck at a suitable place which shall be conspicuously marked . 
- (b ) Where the Central Government is so satisfied it shall 
permit a smaller number of sets of devits to be provided ( 11 ) Every ship shall cany an approval line throwing 
on a ship so however that the nunber of sets of davits shall 

appliance. 
never by less than the minimuin number specified in column 9 . Ships of Class VI. - 1 ) This rule applic ; to ships of 
B of the Sixth Schedule : 

Class VI. 
Provided thut no ship shall be required to be fitted with 
the number of sets of davits which is greater than tho num length , with the minimum number of sets of davits specified 
ber of lifeboats requircd to accommodate the total number 

in Column A of tho Table set out in the Sixth Schedule . 
of persons the ship is certified to carry . 

(b ) Where the Central Government is so satisfied , it shall 
(3 ) A lifeboat shall be attached to cach sct of such permit a smaller number of sets of davits to be provided 
davits and the lifeboats so attached shall together provide 

on a ship , so however that the number of sets of davits shall 
at least the capacity specificd in column C of the Table set 

never be less than the mpinimum number specificd in Column 
out in the Sixth Schedule , or the capacity icquircd to accom 

B of tho Table set out in the Sixth Schedulo : 
modate the total number of persons which the ship is ccrtified 
to carry , if the later be less. 

Provided that no ship will be required to be fitted with 

a number of sets of davits which is greater than the number 
(4 ) Every ship shall carry at least one motor lifeboat. of lifeboats required to accommodate the total number of 
( 5 ) Such additional 

persons the ship is certified to carry , 
lifeboats and liferafts or buoyant 
Apparatus shall be carricu as shall be suflicient together ( 3 ) A lifeboat shall be attached to each set of davits, and 
with the lifeboats carried in pursuance of sub - rule ( 3 ) , for the lifchoats so attached shall together provide at least tho 
the total number of persons the ship is certified to carry : capacity specified in Column C of the Table set out in the 

Sixth Schedule , or the capacity required to accommodate the 
Provided that lifeboats shall be carried to accommodate 

total number of persons which the ship is certified to carry 
not less than twenty - five per cent of the total number of 

if the latter be less . 
persons the ship is ctrtified to carry . 

(4 ) Every ship shall carry at least one motor lifeboat. 
(6 ) Tht lifeboats carried in compliance with this rule 
where reasonable and practicable shall not be less than 7. 3 

(5 ) In every ship , lifeboats carried in compliance with this 
metres in length . 

rule shall not be less than 7 .3 metres in length . 

(6 ) Where the lifchoats carried in compliance with sub 
(7) Davits required to be fities in compliance with this rule , 

rule ( 3 ) do not accommodate the total number of persons on 
shall be of the gravity typo except that luffing type davits 

board , additional lifeboats lifecrafts or buoyant apparatus 
may be fitted for operating lifeboats or hoats weighing not 

shall be carried so that accommodation provided on lifeboats 
more than 2300 Kams, in their turning out condition . 

lifecrafts and buoyant apparatug 80 carried in sufficient for 

all persons on board : 
( 8 ) Every motor lifeboat carried in pursuance of sub-rulo 
( 4 ) shall carry a portable radio equipment which shall 

Provided that socommodation provided in lifeboats shall 
comply with tho provisions of rulo 65. 

in no case he less than twenty -five percent of the total num 

ber of persons the ship is certified to carry . 
(9 ) ( a ) Every ship carry at least the number of life 
buoys in accordance with the following Table : 

(7 ) Every motor lifeboat carried in pursuance of sub -rule 
. . TABLE 

(4 ) shall carry A portable ladio equipment which shall 

comply with the provisions of rule 65 : 
- - - - - - - - . . 
Length of the ship in metres 

Minimum nun 

Provided that if in the case of any ship tho Central Gov . 
ber of lifebuoys ernment is satisfied that the duration of the voyage is such 
required to 

As to render tho carriage of a portable radio equipment un 
be carried 

necessary , it may permit the requirement of the sub- rule to 

he dispensed with , 
Less than 61metros 

(8 ) In every ship , the davits required to be carried in 
61 metres and over but less than 122 metres 

compliance with this rule shall be of gravity type except 
122 metres and crer tut less than 183 metics 

that lufting type davits may be fitted for operating lifeboats 
183 metres and over but less than 244 meties 

weighing not more than 2300 kilograms in their turning out 
244 metres and over 

30 

condition , 
- - - - - - - - - - - - - - - - - .- . - . - . 

(9 ) (a ) Every ship shall carry at least the number of lifc 
( b ) At least half the number of lifebuoy s so carried sub 

buoys in accordance with the following Tablo : 
ject to a minimum of six , shall be provided with cfficient 
self- igniting lights. 

TABLE 
( c ) At least one lifebuoys on each side of the chip shall 
be provided with a buoyant lifeline of at lcast 27. 5 meters 
in length . 

Length of the ship in metros 

Minimum num 
( 10 ) ( a ) Every ship shall carryone 

ber of lifebuoy 
( i) a lifo - jacet complying wih the requirements of Pait 

required to he 
I of the Fifth Schedule for every person on board 

carried 
or, as the case may be, for the number of persons - - - - - - - - - - - - - - - 
it is certified to carry , whichever is more; and 

Less than 61 metros 
(il ) a life-jacket complying with the requirements of 61 metres over but less than 122 metres 
Part II of the Fifth Schedule for at least ten per 

122 metres and over but less than . 183 metres 
certified to carry . 

183 nietres and over but less 244 metres . 
( b ) Every ship , in addition to life- jackets carried in coinp 244 mores and over 
lance with clause ( 11 ) , shall also carry life- jacket complying 


- 


- 


- - 


- 


- 


- - - - 


18 


24 


12 


- 


- - 


- 


- 


- - 


- 


- 


- - 


- - 


and 


und 
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SERICS : 
(b ) At least onc -half the number of lifebuoyy su carried , 

(b ) a liſeboat or Class C boat attached to davits capa 
subject to i minimun of six , shall be provided with efficient 

ble of being launched from one side of the ship and 
self igniting lights . 

at least two liferafts, of sufficient aggregate capacity 

to accommodate twice the number of persons on 
( 10 ) Every ship shall carry -- 

board . 
(1) it lifc -jacket complying with th¢ requirements of 

( 3 ) In every such ship each lifebout or Class C boat shall 
Part I of the Filth Schedule for every person on 

be attached to a separuic set of davits which shall be of the 
board , or, as the casc may he, for the number of 

gravity type or of thc uſing type . 
perfony it is certified to cariy , whichever is more ( 4 ) Every such ship shall carry at least four lifebuoys one 

half of which shall be provided with efficient self- igniting 
( ii ) a life-jacket complying with the requirements of 

lights . 
Part 1 of the Fifth Schedule for at least ton per 

( 5 ) Every such ship shall be provided with a portable 
cent of the total nụmber of persons the ship is certi 

radio equipment complying with the requirements of rule 63 : 
ficd to carry 

Provided that the Ceniral Governmení. may, if it is satis 
( 11 ) Every ship shill carry in approved line throwing Sjed that the duration of voyage is such as to render carriage 
appliance . 

of portable radio equipment linreasonable or unnecessary , 
10 . Ships of Class VII. - ( 1 ) This rule applics to ships of 

cxample any ship from the requirement of this sub -rule . 
Class VII. 

(6 ) Every such ship shall be provided with an approved 

line throwing appliance. 
( 2 ) ( a ) Every, ship shall be fitted , in accordance with its 
length with the minimum number of sets of cavits specified ( 7) Every such ship shall carry-- 
in Column A of the Table set out in the Sixth Schedule . 

(i) a life jacket complying with the requirement of Part 
(b ) Where the Central Government is 60 satisfied , it shall 

I of the Fifth Schedule for every person on board ; 
permit a smaller number of sets of davits to be provided on 
a ship , so however that the number of scts of davits shall 

(ii ) a life -jacket complying with the lcguirements of 
never be less than the minimum number specided in Column 
R of the Table set out in the Sixth Schedule . 

Part II of the Filth Schedule for every child on 

board . 
Provided that no ship will be required to be fitted with a 

12 . Ships of Class VIII ( 500 tons gross or over but loso 
number of sets of davits which is greater than the number than 1600 tons gross other thail tankera ) - ( 1 ) This rullo 
of lifeboats required to accommodate the total number of applies to whips of Class VIII being ships of 500 tons gross 
persone the ship is certified to carry . 

of over but less than 1600 Lons gross other than tankers. 
( 3 ) A liſeboat shall be attached to each set of davits and 
the lifeboats so attached shall together provide at least the 

( 2 ) Every such ship shall carry -- 
capacity specified in Column C of the Table set out in the 

(a ) (i) on cach side opc or more lifeboats attached to 
Sixth Schedule , or the capacity required to accommodate 

Javits of sufficient aggregate capacity to accom 
the total number of peinons which the ship is certificd to 

modate all person on board ; or 
carry , if the later be less . 

(ii) a motor propelled Class C boat attached to davits 
( 4 ) Where the lifeboats carried in compliance with sul 

or provided with launching device and arrangement 
rule (3 ) do not accommodate the total number of persons on 

for recovering the boat; and on each side liferaits 
board , additional liferafts Or buoyant apparatus shall be carricd 

of sufficient aggragate capacity to accommodate all 
so that accommodation provided on lifebuoys, literafts und 

persons on board ; and 
buoyant apparatus so carried is suſicient for all persons tlio (b ) liferafts of sufficient aggregate capacity to accommo. 
ship is carried to carry . 

date at Icast half the total number of persons on 
15 ) In every ship , lifeboats carried in compliance with this 

board , 
rule shall , whore reasonable and practicable be not less than 
6 . metres in length . 

Provided that in the case of any ship engaged on voyages 

between near neighbouring countries the Central Govern 
(6 ) In every ship the davits required to be carried in 

ment may, if it is satisfied that the conditions of voyage are 
compliance with this rule shall be of the gravity type except 

such as to render carriage of liferafts unreasonable ore 
that Juffing type davits may be fited for operating lifeboats necessary , exempt such ship from complying with the to 
weighing not more than 2300 kilograms in their turning out quirement of this clause , 
condition . 

( 3 ) Where the distance from the . embarkatian deck to 
17) (a ) Every ship shall carry at least 8 lifebuoys . 

water is more than 4 . 5 meters in any ship , the liferafts 

carried by such ship in accordance with clause ( a ) (ii) of 
(6 ) At least one-half the number of lifebouys so carried 64b - rule ( 2 ) shall be capable of being launched by launch 
shall be provided with eficient self-igniting lights, 

ing device and there shall be provided at least one launch 

ing device on each side of the ship . 
(8 ) Every ship shall carry 
(iy a life-jacket complying with th : requirements of Part 

( 4) In every ship cach lifeboat or class C boat shall be 
I of tho Fifth Schelule for every person on boad, 

attached to a separatc sci of davits which shall be of the 
or, as the case may be , for the number of persons 

gravity type except that davits of luſfing type may be fitted 
it is certified to carry whichever is 

for operating lifeboats , or , as the case may be , boats weig 
morc; and 

ing not more than 2300 kilograms in their turning out 
( il ) a life -jacket complying with the requirements of 

condition . 
Part II of the Fifth Schedule for at least ten per 

(5 ) Every such ship shall carry At least eight lifebuoys 
cent of the total numher of peisong the ship is one -half of which shall he provided with cfficient self- ignit 
certified to carry . 

ing lights. 
(9) Every ship shall carry an approved line throwing 
applianco . 

(6 ) Every such ship shall be provided with a poriable 

l udio equipment complying with the requirements of rulc 63 : 
11 . Ships of Class VIII ( ess than 500 tons fross ),- - 11 ) This Provided that the Central Government may if it is satis 
rule upplies to ships of Class VIII being shy of less than 

fied that the duration of the voyage is such as to render 
500 tons grosg . 

curiage of portable radiu cquipment unreasonable or un 
(2 ) Every such ship shall carry- -- 

11cuessaly , exempt any ship from the requireinents of this 

Stib -tule , 
( a ) on cech side one or more lifeboat attached to divits 

of sufficient aggregate capacity to accommodate ull ( 7) Every such ship shall be provided with an approved 
persons on board ; or 

line throwing appliance , 
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( 8 ) Every such ship shall carry -- 
(i) a life- jacket complying with the requirements of 

Part I of the Fifth Schedule for every person on 
board ; and 


(il) a life -jacket complying with the requirements 

Part II of iho Fifth Schedulo for every child 
board , 


of 
on 


(3) In every such tauker two of the Lifeboats provided 
in pursuance of sub- rule (2 ) shall be carried aft and 
the remaining two amidships except that in tankers which 
havo no Amidships superstructure all lifeboats shall be 
carriod aft : 

Provided that in the case of any tanker without any 
amidships superstructure the Central Government may, if 
it is satisfied that it is impracticable to carry four lifeboats 
aft, permit carriage aft of only two lifeboats , one on cach 
side, subject to the following conditions, namely : 
(i) no lifeboat carried in pursuance of this provision 

shall excecd 8 .5 meters in length ; 
(ii) each lifeboat shall be slowed as far forward 29 

practicable and atleast so far forward that the after 
end of the lifeboat is forward of the propellere 
by not less than one and a ball times the length 

of the lifeboat ; 
( iii ) each lifeboat shall be siowed as near the sca level 

as is safe and practicable ; 
(iv ) liferafts of gufficient aggregato capacity to accom 

modato at least one-half the number of persons 
on board are carried in addition to those carried 

undor sub -rulo ( 7 ). 
( 4) Save as otherwise provided in proviso to sub -rule (3 ) 
every lifeboat carried on board any such tanker in pursuanco 
of sub -rule ( 2 ) shall be of not less than 7.3 metres in length : 

( 5) Every lifeboat carried on boord any such tanker in pur 
suance of sub - rule ( 2 ) shall be attached to a separate set of 
davits of tho gravity type. 

(6 ) Two of the lifeboats carried on board any such tanker 
in pursuance of sub - rule ( 2 ) shall be motor lifeboats which 
shall be carried one on cach side of the tanker . 

( 7 ) (a ) Every such tankor shall carry lifecrafts of sufficient 
aggregato capacity to accommodate atleast one-half the total 
number of persons on board . 

(b ) In tankers of 150 metres or over in length with no 
amidships super - structure , there shall be carried ono lifecraft 
in addition to those carried in pursuance of the provision of 
clause (a ), which shall be capable of accommodating atleast 
six persons. Such liferaft shall be stowel as far forward ag is 
rcasonable and practicablo . 


13. Ships of Class VIII ( 1600 tong gross or over other 
than tankers)– ( 1 ) This rule applics to ships of Class VIII 
being ships of 1600 tons gross or over , other than tankers . 

(2 ) Every such ship shall carry on cach side thereof us 
or more lifeboats of gufficient aggregate capacity to accom . 
modate all persons on board . 

( 3 ) In every such ship , the lifeboats carried in pursuance 
of sub -rule (2 ) shall not be less than 7. 3 metrcg in leogth . 

(4 ) In overy such ship , one of the lifeboats carried in 
pursuance of sub -rulo (2 ) shall be a motor lifeboat. 

( 5) In every ship , cach lifeboat carried in pursuance of sub . 
rule ( 2 ) shall be attached to a separate set of duvits which 
shall be of the gravity type except that luffing type davits 
may be fitted for operating lifeboaty weighing not more 
Than 2300 kilograms in their turning out condition , 

(6 )( a ) Every such whip carry liferafts of suflicient aggre 
gate capacity to accommodate at least half -the total number 
of persons on board . 

(b ) In ships of 150 meters or ovor in length , with no 
midships super- structure there shall be carried one liferafts 
in addition to those carried in pursuance of the provision of 
clause ( a ), which shall be capable of accommodating at least 
six persons. Such liferaſt shall be stowed as far forward as 
is reasonable and practicable , 

(7 ) Every such ship shall carry at least 8 lifebuoys. ope 
half of which shall be provided with self - igniting lights. 

(8 ) Every such ship shall be provided with an approved line 
throwing appliance . 

(9) Every such ship shall carry a portable radio equipment 
complying with the requirements of rulo 65 . 
(10) (a) Every such ship shall carry --- 
(i) a life-jacket complying with the requirements of 

Part I of the Fifth Schedule for every person on 

board ; and 
( II ) a Ilfe- jacket complying with the requirements of 

Part II of the Fifth Schodulo for every child on 

board . 
14 . Ships of class VIII (Tankers of 500 tons gross or over 
but less than 3000 tons grogs . - ( 1 ) This rule applios tu 
ships of Class VIII being tankers of 500 gross or over 
but less than 1600 tons. 

(2 ) The provisiong of rule 12 shall apply to tankers of 
Soo tong gross of over in the like manner as they apply 
to ships of Class VIII, bcing ships other than tankers, of 
500 tons gross or over but less than 600 tong gross. 

15. Ship of class VIII (tankers of 1600 tons gross or over 
but less than 3000 tons gross . - ( 1) This rule applies to 
ships or Class VIJI being tankers of 1600 tons gross of over 
brut less than 3000 tons gross . 

( 2 ) The provisions of rule 13 shall apply to tankors of 
1600 tons gross Or Over but less than 3000 tong gross in 
the like manner as they apply to Class VIII ships being 
ships other than tankers of 1600 tons gross or more except 
that two of the lifeboats provided in pursuance of sub -rule 
( 2 ) of rule 13 shall be inotur life hoats which shall be carricd 
out ono on each side of thc tanker . 

16 . Ships of Clasy VII ( Tankeis of 3000 tons gross Or 
over. - ( 1) This rule applies to ships of Class VIII beinz 
1ons gross or over but less than 3000 tong gross in the like 
manner as they apply to Class VIII ships being ships other 
than tankers of 1600 tons gross or more except that two of 
tankers of 3000 tons gross or over . 

( 2 ) Every such tenker shall carry on cach side thereof 
atleast two lifeboats of sufficient aggregate capacity to 
accommodate the total number of persons on board. 


(8 ) Every such tanker shall carry atleast eight lifebuoys one 
hall of which shall be provided with efficient self- igniting lights. 

( 9 ) Every such tanker shall be provided with a portable 
radio equipment complying with thy requirements of rulo 65 . 

( 10 ) Every such tanker shall be provided with an approved 
line throwing appliance. 

(11) Every such tanker shall carry - 
(i) a life-jacket complying with the requirements of Part I 

of the Fifth Schedule for every person on board ; 

and 
( ii ) a life -jacket complying with the requirements of Part 

If of the Fifth Schedule for ovory child on boord . 
17. Shipk of Class IX .. - (1) This rule applies to ships of 
Class LX being ships of less than 500 tons gross . 
(2 ) Every such ship shall carry 
(1) one or more lifeboats attached to davity of sufficient 

aggregate capacity to accommodato all persons op 

board ; or 
(i ) a motor propellecl clasa C boat attached to davita 

or provided with launching device and arrangement 

for recovering the boat. 
(3 ) (a ) Every such ship shall carry liferafts of suficient 
aggregate capacity to accommodate ull persons on board , In 
Addition , it shall carry liferafts sufficient to accommodate half 
the persons on board : 

Provided that in the case of any ship cagaged on voyages 
between near neighbouring countires . the Central Govern 
ment may, if it is satisfied that conditions of the voyage ATO 


additional capacitysuch ship 
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such as to render carriage of additional Ilferafts unreason . 
ahle or unnecessary , except such ship from carrying addi 
tional liferafts under this sub -rule. 

(b ) The lifcrafts carried in pursuance of clause (a ) shall 
be so stowed that they can be readily transferred to water 
from either side of the ship . 

(4) Every such ship shall carry atleast four lifebuoys onc 
half of which shall be provided with efficient self-igniting 
lights . 

( 5 ) Every such ship shall carry an approved line throw 
wing applianco. 
(6 ) Every such ship shall carty - - 
(1) a life-jacket complying with the requirements of Part I 

of the Fifth Schedule for every porson on board ; 

and 
( ii) a life-jacket complying with the requirements of Part 

II of the Fifth Schedule for every child on board . 
18 . Shipy of Class IX (500 tons gross or over but 1¢ss 
than 1600 tons gross ) ,- - This applies to ships of Class IX , 
being ships of 500 tons gross or over but less than 1600 ton 
grog . 
(2 ) Every such ship shall curry 
(a ) (i) on cach side one or more lifeboats attached to 

davits of suficient aggregate capacity to accommo 

dato all persons on board ; or 
(ii) a motor propolled Class C boat attached to davits or 

provided with launching device and arrangement for 
recovering the boat : and on each side lifērafls of 
sufficient aggregate capacity to accommodate all per 

Anns on board ; or 
(b ) liferafts of suflicient aggregate capacity to accommo. 

date atleast half the total number of persons on 

board : 
Provided that in the case of any ship engaged on voyage3 
between near neighbouring countries the Central Government 
may, if it ja satisded that the conditions of voyage are such as 
to render carriage of liferofts unreasonable or unnecessary , 
cxempt such ship from complying with thr requirement of this 
clause . 

(3 ) Every such ship shall carry 8 lifehuoy , one half of which 
shall be provided with clficient self -igniting lighis. 

(4 ) Every suh ship shall carry a portable radio equipment 
complying with the requirement of rule 65 : 

Provided that the Central Government may, if it is satisfied 
that the duration of the voyage is such as to render the car 
riage or portable radio equipment unreasonable or unnecessary , 
exempt any ship from the requirement of this sub -rule , 

(5 ) Every such ship shall be provided with an approved line 
throwing appliance . 
(6 ) Every such ship shall carrya 
(i) a lifc -jacket complying with requirements of Part I of 

the Fifth Schedule for every person on board ; and 
(il) a life - jacket complying with the requirement of Part JI 

of the Fifth Schedule for every child on board , 
( 19 ) Ships of Class IX ( 1600 tons gross or over). - ( 1) This 
rule applies to ships of Class IX , being ships of 1600 tons gross 
or over. 

( 2 ) The provisions of rule 13 shall apply to ships of Class 
IX of 1600 tons and over in the like manner as they apply to 
ships of Class VII of 1600 tons and over . 


( 3 ) Every Class C boat, liferafts or buoyant apparatus calu 
ricd in pursuance of sub - ruic (2 ) shall be so stowed that it 
can be readily transferred to the water from either side of the 
ճhip. 

( 4 ) Every such ship shall carry alleast two lifebuoys one of 
whch shall be provided with self-igniting lights. 
( 5) Every such ship shall carry 
(i) a life -jacket complyiug with the requirements of Part I 

of the Fifth Schedule for every rergon on board ; 

ind 
(ii) a lifc-jacket complying with the requirements of Part II 

of the Fifth Schcdul for every child on board . 
21. Ships of Class X (ships of 25 metres in length or more 
but less than 35 metres in length ). - 1 ) Thig Tule applies to 
ships of Class X being sbip3 of 25 maçtres in length or more 
but loss than 35 metres in length . 

( 2 ) Every such ship nball carry * Clasg C boat so stowed 
that it can be readily transferred to the water froni cither side 
of the ship . 

( 3 ) Every such ship shall carry liferafts or buoyant appa 
ratus or a combination of both of sufficient aggregate capacity 

to accommodate of , as case niay be, to support all persons on 
hoard 

( 4 ) Liforafts and buoyant apparatus carried in pursuance of 
Bob- rulo ( 3 ) shall be en stowed that they can be leadily trans 
ferred to the water from either side of the ship . 
- (5 ) Every guch ship shall carry atleast four lifebuoys one 
hall of which shall be provided with efficient self- igniting 
lights , 
(6) Every such ship shall carry 
(i ) a life -jacket complying with the requirements of Part 1 

of the Fifth Schedule for every person on board ; 

and 
(ii) a life -jacket complying with the requirements of Part 

IL of the Fifth Schedule for every child on board . 
22 . Shins of Class X ( Ships of 35 metres or more but less 
than 45 metres in Icngth ), - 1 ) This rule spplies to ships of 
Clasa X being ships of the 35 metsce or more but less than 
45 metres in length . 

( 7 ) Every such ship shall carry one or more Clasa C boato 
Attached to devits of « ufficient aggregate capacity to accom 
modate all persong on board . 

(3 ) Every such ship shall carry liferafts or buoyant appara 
tus of sufficient aggregate capacity to accommodatc all per 
song on board . 

( 4 ) Class C boats, liferafts and buoyant apparatus carried in 
pursuance of sub -rules (2 ) and ( 3 ) shall be so stowed that 
they can be readily transförred to the water from either side 
of the ship . 

( 5 ) Every such shin shall carry atleast four lifebuoya one 
half of which shall be fitted with efficient self- igniting lights. 
(6 ) Every such ship shall carry 
(i) a life -jacket complying with the requirements of Part I 

of the Fifth Schedulo for every person on board : 

and 
(ii) a life- jacket complying with the requirements of Part 

II of the Fifth Schedule for every child op hoard . 
( 7 ) Every such ship shall be provided with an approved line 
throwing appliance . 

23 , Ships of Class X ( Ships of 45 metres or over hut less 
than 1600 tons gross ), - ( 1) This rule applies to ships of Class 
X , being ships of 45 metres or over in length but less than 
1600) tons gross, 

( 2 ) Every such ship shall carry 
( a ) one or more lifeboats of sufficient aggrouate capacity 

to accommodato all persons on buard and lifcrafts 
of sufficient aggregate capacity to accommodate all 
persons on board ; or 


20 . Ships of Class X . - ( 1 ) This rulo applies to ship of 
Class X , being ship , leas than 25 metres in length . 
(2 ) Every such ship shall carry 
(a ) a Clasg C boat of sufficient aggregate capacity to 

accommodate all persons on board ; or 
(6 ) liferafty of sufficient aggregate capacity to accommo 

date all persons on board ; or 
(c) buoyant apparatus to support all persons on board , 
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(b ) a Class C boat attached to devity and atleast two 

liferaſts, the boat and liferofts together of sufficient 
aggregate capacity to accommodate twice the number 

of porsons on board , 
( 3 ) Life rafts carried in pursuance of sub - rule (2 ) sh :10 be 
Só stowed that they can be readily transferred to the water 
from cither side of the ship . 

(4 ) Every such ship shall carry atleast four lifebuoys, Onc 
half of which shall be provided with efficient sell-igniting 
lights . 
(5 ) Every ship shall carry 
(i) a life- jacket complying with the requirements of 

Part 1 of the Fifth Schedule for cvory person on 

hoard ; and 
(ii) a life - jacket complying with the requirements of Part 

It of the Fifth Schedule for cvery child on board . 
(6 ) Every such ship shall be provided with an approved line 
throwing applianco , 

24 . Ships of Class X (Ships of 1600 tons Or Over ) . - - ( 1 ) 
This rule applies to ship of Class X , being shops of 1600 
tons gross or over , 

(2 ) The provisions of rule 18 shall apply to ships of Class 
X of 1600 tons gross or ovor in the like manger as they apply 
to ships of Class IX being ships of 500 tons gross or over 
but less than tho 1600 tons gross. 

23. Shipy of Class XI. - ( 1 ) This rule applics to ships of 
Class XI being ships of less than 25 metres in lengib , 

(2 ) Every such ship shall carry 


27 . Ships of Class XI (ships of 35 metreg or more but 
less than 45 mctics ) . - ( 1 ) This rule applies to ships of Class 
XI, boing ships of 35 metres or more but less than 45 metres 
in length . 
(2 ) Every auch ship shall carry --- 
(1) one or more Callss C boats attached to davits of 

sufficient aggregato capacity to accommodato all 

persoas on board ; and 
( ii) liferofts or buoyant apparatus of sufficient aggregato 

capacity to accomincdate or , as the case may bo, 

support all persons on board , 
(3 ) Clang C boats, liferafts and buoyant apparatus carried 
in pursuance of sub -rule (2 ) shall bo 80 stowed that they 
may bo readily transforred to the water from cither side of 
the ship , 

( 4 ) Every such ship shail carry atleast lifebuoys , one-half 1 
of which shall be provided with citicient self- ingiting lights, 
( 5 ) Every such ship shall carry - - 
(i) a life-lacket complying with the requirements of 

Part I of the Fifth Schedule for every person on 

board ; and 
( ii ) a life -jacket complying with the requireinents of Part 

II of the Fifth Schedule for every child on board , 
28 . Ships of Class XI (sbips of 43 metres or more but less 
than 1600 tons gross ),- -( 1 ) This rule applics to ships of 
Class XI, being ships of 45 metres. in length or over but 
less than 1600 tons gross. 
(2) Every such ship shall carry 
(i) onc or morc class C boats attached to divits of muffi 

cient aggregate capacity to accomodate all personis 
on board ; and 


(a ) class C boat ; or . . 
(b ) liferafts ; or buoyant apparatus of sufficient aggre 

gate capacity to accommodato or, as the case may 

be, support all persons on board , 
( 3 ) Class C boat liferafts or buoyant apparatus carried in 
pursuance of sub -rule (2 ) shall be go slowed that they can be 
transferred to tho water from either side of the ship . 

( 4 ) Every such ship carry atleast two) life -bouya ono 
half of which shall be provided with efficient self-igniting 
ligths. 


( ii) Jiferafts of sufficient aggregate capacity lo accuni 

modate all pernong on board . 
(3) Class C boats and lior: fts carried in pursuance of sub 
rule ( 2 ) shall be so stowed that they may be readily trans 

ferred to the water from either side of the ship . 
. . ( 4 ) Every such ship shall carry atleast 4 lifebuoys one 
half of which shall be provided with efficient self -igniting 
lights. 

(5) Every such ship shall carry -- 
. (i) a life-jacket complying with the requirements of Part 
. 

I of the Fifth Schedule for every person on board ; 

and 
(li ) a life - jacket complying with the requirements of Part 

II of the Fifth Schedule for every child on board . 
29 . Ships of Class XT (ships of 1600 tons gross or more ) - - 
( 1 ) This file applies to ships of Class XI, being ships of 1600 
tons gross or over . 


(5 ) Every such ship shall carry 
(i) a life- jacket complying with the requirements of Parl 

I of the Fifth Schedule for every Dorson on board ; 

and 
( ii ) life -jacket complying with the requirements of Part 

II of the Fifth Schedule for every child on board . 
26 . Ships of Class XI (ships of 25 metres or more hut 
Jess than 35 metres ),- 1) This rule applics to shing of Clase 
XI, being ships of 25 metres or more but lese than 35 metres 
in length . 
(2 ) Every such ship shall currv . . 

(i) a Class C boat ; and 
(ii) liferafts or buovant apparatus of sufficient Aggregate 

capacity to accommodato or, as the caso may be, 

to sapport, all persons on board , 
(3 ) Clays Choat liferafts and buoyant apparatus carried 
in pursuance of sub -rule ( 2 ) shall be stowed that they can 
be teadily transferred to the water from either side of the 
ship . 

( 4 ) Every such ship hull carry atleast four lifebuoys , víc 
half of which shall hc provided with oficiont self -igniting 
light, 
( 5) Every such ship shall carry 
(i) a llfe -jacket comntying with the requirements of Part 

T of the Fifth Schedule for cvery person on board ; 


(2 ) The provisions of rule 18 shall apply to ships of Clogs 
XI of 1600 tons grosg or over in the like manner as they 
apply to ships of Class IX of 501) tong gross or over but 
less than 1600 tong gTO : 9 . 

30 . Ships of Class XIT, - ( 1 ) This rule applies to ships of 
Class XII which are engaged on coastal voyages . 

(2 ) The provisions of rules 20 to 24, inclusive , arply to 
ships of Class XII engaged op coastal veyages in the like 
manner as they apply to ships of Class X . 

31, Ships of Class XII ( shing of less than 500 tong gross ). 
( 1 ) This rule applies to ships of Class XII being shirs of 
less than 500 tons gross which go short distance to sea . 

( 2 ) Every ship shall carry Class C boat or one or moro 
liferafts or buoyant apparatus of suflicient aggregate CAPS 
city to accommodate , or as the case may be, support all 
persons on board , 

(3 ) Lifcrafts and buoyant apparatus carried in pursuance of 
sub - rule ( 2 ) shall be 60 stowed that they can be readily trans 
fcrred to the water from cither side of the ship . 


And 


(ii) a lifc -iacket complving with the requirements of Part 

II of the Fifth Schedule for cvery child on board . 
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( 4 ) Every such ship shall cilin y atleist 4 lifebuoys One can be teadlily transferred to the water from either side of 
half of which shall be provided with efficient self-igniting lights. the ship . 
( 5 ) Every such ship shall cry - - 

( 4 ) Livery such ship shall curry at least four lifebuoys , one 

half of which shall be provided with efficient self- igniting 
(i) a life - jacket complying with the requirements of lights . 
Part 1 of the Fifth Schedule for Clery reason on 

( 5 ) Every such ship shall carry - - 
board ; and 

(i) a life- jackct complying with the requirements of Part 
( ii ) a life -jacket complying with the requirements of Part 

l of the Fifth Schodule for every person on board ; 
Il of the Fifth Schedule for cvery chill on board . 

and 
32. Ships of Class XII ( ships of 500 tons gross and 

( ii) a life - jacket complying with the requirements of Part 
above ). - ( 1 ) This rule anplies to ships of Class XII of 500) 

II of the Filth Schedule for every chill on board . 
lung gross and above which yo short distances to se . . 

35 . Ships of class XIII (ships of 35 metres or over but 
(2 ) Every yuch ship shull carry it lifeboat or a Class C 

less than 45 metres ). ( 1 ) This rule applies to ships of Class 
hoat which can be readily lowerce into the water from cither 

XIII, being ships of 35 metres or over but less than 45 mcties 
side of the ship . 

in length . 
(3 ) Every such ship shall carry lilerufts or buoyant uppal 

( 2 ) Every such ship shall carry a lifeboat attached io davits 

or Class C boat of sufficient aggregate capacity to accommo 
atus of sufficient aggregate capacity to accommodale or , 18 

date all persons on board . 
the case may be , support all persons on board . 

( 3 ) Every such ship shall carry liferaſts or buoyant appara 
(4 ) Liferafts and buoyant apparatus carried in pursuance of tus of sufficient aggregate capacity to accommodate or , as 
sub -rule ( 3 ) shall be SO howed that they can be transfcried 

the case may be, support all persons on board . 
to the water from either side of th : ship . 

( 4 ) The life hoat, Class bout, liferafts and buoyant ap 
15 ) Every such ship shall carry atlcast 4 lifebuoys one - hall paratus carried in pursuance of sub - rulcs ( 2 ) and ( 3 ) shall be 
of which shall be fitted with cfficient sell -igniling lights. 

SO stowed that they can be rcadily transferred to the water 

Trom either side of the ship . 
(6 ) Every such ship shall carry 

( 5 ) Evcry surh ship shall cariy atleast 4 lifebuoys onc- half of 
( i) a lifc -jacket complying with the requirements of Par which shall be provided with efficient self- igniting lights , 

I of the Fifth Sche lule for every person on board ; 
and 

(6 ) Every such ship shall carry- - 
( ii) a life -jacket complying with the jequirements of Part 

(i) a lifc - jacket complying with the requirements of Part 1 
II of the Fifth Schelule for every chill on board . 

of the Fifth Schedule for every person on board ; and 
33 . Ships of Class XII . — ( 1 ) This rule applies 10 ships of 

(ii) a life -jacket complying with the requirements of Part 
class XIII being ships of less thun 25 metres in length). 

11 of the Fifth Schedule for every child on board . , 
( 2 ) Every such ship shall carry -- 

36 . Ships of Class XIII (ships of 45 metres or over but less 

than 75 metres ). - ( 1 ) This riile applies to ships of Class XIII, 
(i) a Class C boat ; or 

being ship of 45 metres or over but Icss than 75 metres ini 

length . 
( ii ) liferafts ; or 

(2 ) Every such ship shall carry — 
(iii) buoyant apparatus 

(i ) one or more lifeboats attached to divits on each side 
of sufficient aggregate capacity to accommodate a s the 

of the ship of sullicient aggregate capacity to accom 
case may be, support persons on board : 

modalc opc -haif ihc total number of persons on 
Provided that the Central Government may, if satisfied that 

board ; and 
the length , type or size of the slip is such as lo render 

(11) two liferafts of sulficient uggregate cincity to ac 
compliance with the piovisions of this sub -rule impracticable , 

commodate all persons on board . 
permit any other type of life saving appliance , in such quan 
lily as it may specify to lie suustituted for those prescribed in 

( 3 ) Every such ship shall carry atleast 4 lifcbuoys one -half 
this sub-rule . 

of which shall be provided with self- ignitiog lights . 
(3 ) The Class C boat , liferafts or buoyant apparatus carried 

( 4 ) Every such ship shall carry.- - 
in pursuance of sub -rule ( 2 ) shall be su stowed that they can 

( i) a lile -jacket complying with the requirements of Part 
be readily transferred to the water from either side of 

l of the Fifth Schedule for every person on toard ; 
the ship . 

And 
( 4 ) Every such ship shall curly atleast two lifebuoys one of 

(ii) a life -jachet complying with the regurements of Part 
which shall be provided with an efficient seir-igniting lights, 

I of the Filth Schedule for every child on board . 
15 ) a life - jacket complying with the requirements of l art 

(5 ) Every such ship shall be provided with an approved line 
I of the Filth Schedule for every person on board ; 

throwing appliance . 
and 

16 ) Every such sbip shall be provided with a portable radio 
( ii ) a life- jacket complying with the reguliements of 

equipment complying with the requirements of rule 65 . 
Part II of the Fifth Schedule for every child on 
board . 

( 37 ) Ships of Class XIII ( Shins of 75 merres or uver ) . -- ( ) 

This rule applies to shing of Class XIII being shipy of 
34 . Ships of Class XIII (ship of 25 metre , vi over but 75 melles or over in length . 
less than 35 mctres ), - ( 1 ) This illc ipplics to ships of Class 
XIII, being ships of 25 metres or over but less than 35 metres 

( 2 ) The provisions of rule 36 shall apply to ships of Class 
in length . 

Xill of 75 metres or uver in length in the like manner ay ibey 

opply to shins of Class XII of 45 metres or over but less 
12 ) Every such ship shall carry --- 

than 73 metres in length , except that one of the lifeboats 
(i) a Class C hoat; or 

carried on board any hip of 75 metres or over in length shall 

he il motor lifeboat. 
( ii ) liferafts ; or 

38 . Shins of Class XIV . -- 11 ) This rule applics to ships of 
(iii ) bloyant apparatus. 

Class XIV , being ships of less than 25 metres in length . 
of sulficient aggregate capacity to commodita , ill as the 

( 2 ) Every such ship shall carry a boat or liferafts or buoyant 
casc nay be, support uil persons on board . 

apparatus which singly or collectively provide sufficient aggre 
( 3 ) The Class C hoat, lifcrafts and buoyant apparatus Chr atc copacity to accommodate , or as the case may be, support 
ried in pursuance of sub -jule (2 ) shall be so stowed tbat they all persons on board . 

364 G1/82 -- 14 


1604 

THE GAZETEE OF INDIA : JULY 10 1982/ASADHA 19 1904 [Part II - SEC -3 (1)] 

- - -- - - - - - - - - . : - -- - - - - - - - - - - - - - - -- - - -- - - = - - - - 
( 3 ) Every guch ship shall carry at loast two lifcbuoys one of Thut they can readily be launched or lowered into the water 
which shall be provided with an efficient sell-igniting light. from oither side of the ship . 
(4 ) Every guch ship shall carry 

( 5 ) Every ship shall carry all least four lifebuoys unc 

half of which shall be provided with efficient-igniting lights, 
( i) a life- jacket complying with the requirements of part 

I of the Fifth Schedule for every person on tour-l; (6 ) Every such ship shall carry - 
and 

(i) a life - jackct complying with the requirements of Part 
(ii) a life-jacket complying with the requirements of Part 

I of the Fifth Schedule for all person on bud ; 
II of the Fifth Schedule for every child on board , 

and 
39 . Ships of Class XIV (ships of 25 metres or more but 

(ii) a life - jacket complying with the requirements of Part 
less than 45 metres). - ( 1 ) This rule applies to ships of Class 

IT of the Fifth Schedule for cvery child on board . 
XIV , beinjg ships of 25 metres or more but less than 45 
metres in length . 

43. General requirements for lifeboats .- - All lifeboats carri 

ed on board ships in pursuance of these rules shall comply 
( 2 ) Every such ship shall carry a boal or liferafts or buoyant with the requirements specified in the Fouth Schedule . 
apparatus which singly or collectively provide sufficient ag 
gregate capacity to accommodate , or , as the case may ho, 44 . Carrying capacity of lifeboilis .- - ( 1 )(a ) Subject to the 
support all persons on board . 

provisions of sub - rules ( 2 ), 13 ), 14 ) and ( 5 ), the number of 

persons il lifeboat shall be leemcıl fi: 10 accommodate shall 
(3 ) Every such ship shall carry at least 4 lifebuoys one- halt 
of which shall be provided with efficient self-igniting lights . 

be equal to the greatest whole number obtained by the 

formula 
(4 ) Every such ship shall carry -- 
(i) a life -jacket complying with the requirements of Part 

I of the Fifth Schedule for every person on board ; 


V 


and 


( ll ) a life-jacket complying with the requirements of Part 

II of the Fifth Schedule for every chill on board . 
40 . Ships of Class XIV (ships of 15 metres or noe). - ( 1 ) 
This rule applies to ships of Class XIV , being ships of 45 
metres or more in length . 

( 2 ) Evory such ship shall carry one or more Class C boals 
of sufficient aggregate capacity to accommodate all persons 
on board . 


wbero " V " is the cubic capacity of the lifeboat in cubic 
metres determined in accordance with the provisions of the 
Seventh Schedule and V is the volume in cubic metres for 
each person which shall be 0 . 283 for a lifeboat 7 . 3 metres 
in length or over and 0 . 396 in the case of limeboats of 4. 9 
metres in length , 

( b ) For intermediate length of lifeboals, ihe va le or X 
shall be determinied by interpolation , 


( 2 ) The number of persons which a lifeboat is deemed fit 
to accommodate shall not -Xeed the number of adult per 
song wearing life -jackets for which there is proper scating 
uccommodation arranged in such it way that the persons when 
ecated do not interfere in any wily with the lise of cars or 
Operation of other propulsion equipment, 

( 3 ) No lifeboat shall be deernal fit to nccommodate moro 
ihan 150 persons. 

( 4 ) No lifeboat other than it motor lifeboat shall be dc 
emed lit to accommodate more than 100 persous, 


( 5 ) No lifeboat other than it motor lifeboat or a mechani 
cally propelled lifeboat shall be deemed ſit to accommodate 
more than 60 persons . 


(3 ) Class C boats carried in pursuance of sub -rule (2 ) shall 
be so stowed that they can be readily lowercd into the water , 

(4 ) Every such ship shall carry at least 4 lifebuoys one - half 
of which shall be provided with efficient self-igniting lights. 
15) Every such ship shall carry - - 
(1) a life - jacket complying with the requirements of Part 

I of the Fifth Schedule for every person on board : 

and 
( ii ) a life - jacket complying with the requirements of Part 

II of the Fifth Schedule for every child on board . 
41. Ships of Class VX ( 1) This rule applies to ships of 
Class XV being ships of less than 25 metres in length . 

( 2 ) Every such ship shall carry liferafts of buoyant ap 
paratus of sufficient aggregate capacity to accommodatc all 
persons on board . 

(3 ) Every such ship shall carry at least two lifebuoys which 
shall be provided with an eficient selt-igniting light. 
(4 ) Every such ship shall carry - - 
(i) a life -jacket complying with the requirements of Part 

I of the Fifth Schechile for every person on board ; 
and 


45. Motor Lifeboats - Every motor lifeboat in addition 
10 complying with the requirements of the Seventh Schedule , 
shall comply with the follow nig requiremefits , namely : - - 


( a ) it shall be fitted with a compression igaition engine 

and slich engine and its accessories shall comply 
with the requirements of the Eighin Scheule und 
shall be so maintined as to be ready for use at all 

times ; 
( b ) it shall lze provided wih sufficient ſuel for 24 hours 

continuous operation ! ile speel specified in clause 
(d ) or clause ( e ). 


(ii) a life -jacket complying with the requirements of Part 

II of the Fifth Schedule for every child on board . 


(c ) it shall be capable of going intern ; 


42 . Ships of Class Xv ( ships of 25 metres or over ) -- -11) 
This rulo applies to ships of Cas XV, being ships of 25 
metres or over in length , 


( d ) if it is a lifeboat provided in accordince with sub 

Tule ( 4 ) of rule 4, 10 - ule (15 ) of rule 5, sub - rule 
( 4 ) of rule 6 , sub - rule 4 of rule 13 when extended 
lo tankers by virtue of the provision of sub -rule (2 ) 
of rule 15 of sub - 1 !1! 161 of rule 16 it shall be 
capable of going head in mooth water when loir 
ded with its full complement of persons and equip 
mental il peed of knots , per hour: 


(2 ) Every such ship shall carry one or more Class C boats 
of sufficient aggregate capacity to accommodate all persons 
on board . 


( 3 ) Every such shall carry liferafts of buoyant appa 
ratus of sufficient aggregate capacity 10 accommodate all 
persons on board . 


(c ) if it is a motor lifehont provided in ccordance with 

any other rule excepting rules referred to in clause 
(d ), it shall be copahle of going ahead in smooth 
water with its full l omplement of persons and 
equipment at i speed of I hnots , 


( 4 ) The Class C boats liferaits of buoyant apparatus carri 
od in pursuance of sub - rules ( 2 ) and ( 3 ) shall be so slowed 
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46 . Mechanically propelled lifeboats . - Mechanically pro 
pelled lifebonts , in addition to complying with the icquire 
ments of the Fourth Schedule, shall be fitted with machinery 
which shall comply with the icquirements of the Nineth 
Schedule . 

47 . Class C boats . - Class C boat shall comply with the 
requirements of the First Sihedule . 

48 . Liferaſts. – ( 1) Liferafts shali comply with the requirc 
ments of either Part I or Part Il of the Second Schedule . 

( 2 ) Liferally complying with the requirements of Part I 
of the Second Schedule shall be surveyed at a servicing sta 
tion approved by the Central Government at intervals of not 
more than 12 months : 


Provided that if the Central Governmeat is satisfied that 
it is impracticable to survey sacī lifcraft at an interval of 
12 months it may permit that interval to be extended by not 
more than 3 months . 

49 . Buoyant apparatus. - - ( 1) Bluyant apparaius shall com 
ply with the requirements of the Tenth Schedule . 

( 2 ) The number of persons which in buoyant apparatus 
shall be deemed lit to support will be equal to - - 
( a ) the greatest whole number obtained by dividing by 

14 . 5 the number of kgms. of iron which the appa 
ratus is capable of supporting from its grub fines 

in fresh water ; or 
(b ) the greatest whole number obtained by dividing its 

perimeter in centimetres by 30 . 5 ; 

which is less. 
50 . Marking of liſeoats, class C boals , lıferafts and buo 
yant apparatus. -- 11 ) (a ) The dimension of a lifeboat or a 
Class C boat and ithe number of persons which it is deemed 
fit to accommodate shall be clcurly marked on it in perma 
nent characters . 

(b ) the major and port of registry of the ship to which 
the lifeboat or the class boat belong shall be painted on 
cach side of the bow of each sich litebuit or Cliss C boat . 

( 2 ) (a ) The number of persons which uliferalt complying 
with the requirements of Part 1 of the Second Schedule 
is deemed fit to accommodate shall be clearly marked in 
permanent character on the liferaſt and on the valise or other 
container in which the liferafts is contained when not in 
use . 


( 2 )(a ) The self -igniting lights shall be capable of IC 
maining in water without getting extinguished . 

(b ) They shall be capable of burning for not less than 45 
minutes and shall have a luminosity of not less than 2 
candellas in all directions of the upper hemisphere. 

( 3) The self - igniting lights attached to lifebuoys carried in 
lankors shall be of an electric battery type . 

(4 ) (a ) In every ship not being ishi) of class X to XV 
less than 25 metres in length one lifebuoy on cach side of 
the ship shall have attached to it a buoyant line of at least 
27. 5 inetres in length . 

(b ) In every ship of Class X to XV of less than 25 metres 
in length one lifebuoys on each side of the ship shall havo 
attached to it a buoyant line of at least 18 metres in length . 

(c ) The lifebuoys having lines attached to them in com 
pliance with this sub -rule shall not have self - igniting lights 
attached 10 them . 

( 5 ) In every ship , other than a ship of Class X , XI, XU , 
XIII, XIV or XV , not less than two of the lifeboats pro 
vided with self -igniting lights in accordance with the pro 
visions of sub - rule ( 1 ) shall be provided with a self- activating 
smoke signal capable of producing smokc of a highly visi 
ble colour for at least 15 minutes , 

(6 ) (2 ) The lifebuoys provided with self-igniting lights 
und self - activating smoke signals in accordance with thcso 
rules, shall be carried on each side of navigating bridge if 
any, and so fitled its to be capable of quick relevse . 

(b ) Each of the lifebuoye referred to in clausc (a ) and 
kiny other lifebuats in position where the release of self 
igniting light depends upon the weight of such lifebuoy shall 
wcigh not leas than 4 .3 kgms. 

53 . Line throwing appliances . Every line throwing appli 
unce shall comply with the requirements of the Twelth 
Schedule . 

54 . Equipment for lifeboats and Class C boate. - ( 1) Sub 
ject to the provisions of sub-rules (2 ), (3 ) and (4 ), the cup 
ment of every lifeboat shall be the follows : 
(a ) # signal banked complement of buoyant 0ATA, two 

spare buoyant Oars , and a buoyant steering oar ; 
one set and a holf of crutches attached to the life 

boat hy lanyard or chain and a boathook ; 
( b ) Two plugs for each plug hole (except where proper 

automatic valves are fitted ) attached to the lifeboat 

by lanyards or chains; a Wailer and two buckets ; 
( c ) a rudder attached to the lifeboat and 4 tiller ; 
( d ) a life line backeted round the outside of the lifeboat; 

means to cnable persons to cling to the lifeboat if 
Lipturned in the form of bilge keele or keel rails , 
together with grab lines secured from gunwale 

under the keel; 
(c) A locker, conspicuosiy marked as such , suitable for 

the stowage of small items of equipment; 
(f) two hatchets, one at cach end of the lifeboat ; 
( ) a lamp with oil sufficient for 12 hours ; 
( h ) a watertight box containing two boxes of matches 

not readily extinguished by wind ; 
(i) u mast or masts with galvanized wire stays together 

with orange coloured sails which shall be marked 
for identificatioin purposes with the first and last 
letter of the name of the ship to which the lifeboat 

belongs; 
(j) a compass in bioacle complying with the requirements 

of Part I of the Thirteenth Schedule ; 
( k ) a Sea anchor complying with the requirements of 

Part II of the Thirteenth Schedule ; 
(1) two painters of yufficient length and size . One shall 

he sccured to the forward and of the lifeboat with 
strop and toggle so th : t it can be released and the 
other shall be firmly secured to the stem of ibe Ufe 
boat and be ready for ust ; 


(b ) Every such liferati shall also bear it serial number 
and the manufacture s name and the year of manufacture , 

(3 ) Eveny lifcruft which complies with the requirements 
of Part II of the Second Schelule shall be marked with 
the name and port of registry of the ship in which it is cur 
ried and with the rilimher of persons it is Gt 10 acconmo 
date . 


( 4 ) The number of persons il buoyut231 apparatus is fil to 
support shall be clearly marked on it in permouent churac 
ter. 


51 . Lifebuoys. - Lifebuoys sul comply with the require 
ments of the Eleventh Schedule . 


52 . Liifebuoys light, smoke signals and lines. - ( 1 ) Life 
buoys carried in accordance with these rules shall have 
attached to them self- igniting lights oil thc scales specified in 
sub -rule ( 22 ) of rule 4 , sub -tule ( 14 ) of vulc S , sub - sulc ( 10 ) 
of rule 6 , sub - rule ( 141 of rule 7, sub -rule ( 9 ) of rule 8 , 
sub -rule ( 9 ) of rule 9 , sub -rule ( 7 ) of rule 10 , sub -rule (4 ) 
of rule 11, sub - rule ( 5 ) of rulc 12 , sub -rule ( 7 ) of rule 13 , 
sub -rule 18 ) of rulc 16 , sub - rille ( 4 ) of rule 17 , sub - rule ( 3 ) 
of rule 18 , gub -rlue ( 4 ) of rue 20 , sub -rule ( 5 ) of rule 21 , sub 
rule ( 5 ) of rule 22 , sub -rule ( 4 ) of rule 23 , sub - rule ( 4 ) of 
rule 25, suih -rude ( 4 ) of rule 26 , sub -uule ( 4 ) of rule 27, sub 
rule ( 4 ) of ille 28 , Sub -rule ( ) of rulc 31, suh -rule ( 5 ) of 
rule 32, Sub -l ule ( ) of rule 33, 41b -lule ( 4 ) vl rulc 34, NUD 
rule ( 5 ) o mule 35, sub -rule 14 ) of rule 36 , sub -rule ( 3 ) 
of rulle 38 , S410 - 10le ( 3 ) of rule 34 , sub -rule 1 ) of rule 40 
and sub -rule ( 5 ) of rulc 42 . 
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( m ) a vessel containing 4 ,5 litres of vegetable , fish or 

( f) a painter of sullicient length ind size sccurest to the 
animal oil . A means shall be provided enabling 

forward end of the buat will stion and togele SO 
casy distribution of oil 0 .1 Water und it shall be 

that it can be released ; 
50 arrangeal that il cant be attached to the sea 

( g ) meuns to enablc nosos Loving in the boat iſ up 
anchor ; 

turned in the form of bilge kcely or keel rails ; 
(1 ) for parachute distress rocket signals complying with 

(h ) ? waterproof electrix turch auilublc for morse vignal 
the requiremenly of Part II . 1 1176 Thirteenth 

line together with one spure sct of batteries and one 
Schedule ; and in hand -hcl, distress llare signals 

Spare bulb in a waterproof container ; and 
complying with the provision of Part IV of the . 

(1) iwo light buoyunt huiny lines , 
Thirteenth Schedule ; 

lifcbont 
55. Rations for lifeboats , - 1 ) Every 

hull he 
( 0 ) two buoyunl Smoke signals complying with the 

provided with at least ine rations pecified in the following 
rcquirenients of Part V or the Thirteenth Sche 
Julc ; 

scalc fur cich poison it is decmed tot to accommodate : 
ici outfil complying with the requirements 

(u ) 450 
(p ) a first 

Tits of biscuits ; 
uf Part VI of the Thirteenth Schedule : 

(b ) 450 grams of burløy sugur, and 
( g ) a waterproof clectric torch suitable for norse 

( c ) 450 grams of sweetened condensed inilk of first 
signalling together with one spole SCL of batteries 

quality . 
and one stare bulb ind Water proof continer ; 

Provided that this rule shall not apply to any lifebout cal 
(r) a day light signalling nirrio ! ; 

ricul in shipy of Classes VI, VII, X , XI, XI , XIII, XIV and 

XV which do not proceed outsile Home- Trade Limita . 
(s ) & jack knifc fitted with a tin -upener to be kept attach 
ed in the lifeboat vith the lanyard ; 

( 2 ) All the foodstuls specilied in sub- rule ( 1) shall be 

packed in suitable water tighe containers and labelled to 
10) two light buoyant heaving lines ; 

indicate the contenis . 
· (u ) a manual pump complying with the requirements 

13 ) (a ) Every lifeboat varied in shipy of classes I to VIII 
of Part VIII of the Thirteenth Schedule ; 

both inclusive) sball be provided with at least 2 litres of 

[resh water for cach of the number of persons it is deemed 
( v) a whistle : 

fit to accommodate or at least two litres of fresh water for 

lach sich person together with a desalting apperatus capu 
( w ) a fishing line and six huoks ; 

ble of providing at least one litre of drinking water for each 

nlich person and in either case the lot:11 quality of water 
( x ) u cover of a highly visible colour capable of pro shall be increased as far as practicable 
trung the occupants l_ inst injury hy exposure ; 

(b ) Every Class C boat carried in ships of classes referred 
(y ) a copy of Rescue Signal Table 3s required under to in clouse ( ) shall be provided with adequate quantity 

regulation 16 of Part V of the Safety Convention ; of water. 
(z ) means to enable persous in the water to climb into 

( 4 ) The water shall bu kept in the lifebuat in suitable con 
the lifeboat, 

Lainers and every container shall be provided with at least 

one dipper which shall be illacheal to such containery by 
( 2 ) ( a ) Ny motor lifeboat or mecb :inically propelled life a lanyard , and thice rust proof drinking vessels graduated 
boat shall be required to carry u mast or sails , nor Dore in 25 , 50 and 100 milli litrey . 
than half the complement of cars, 

Provided that a container of not more than two litres 
(b ) Every such lifeboat shall carry two boat books. 

capacity shall not be required to be provided with a dipper. 
( 3 ) ( a ) Every motor lifeboat shall carry at Icast two por 

( 5) The Witer in containers refessed to in sub - rule ( 4 ) shall 
table fire extinguishers capable of discharging foam or other be frequently changed so as to ensure thnt it always clean 
substance suitable for cxtinguishing oil fires, receptacle and fit for drinking. 
containing a suficient Quantity of mind and a scoop for dis 
tributing the sand , 

56 . Special cquipmen , for cerian motor lifebuuts . - - ( 1 ) In 

very ship of classes and all , the motor lifeboats which 
( b ) such portable fire cxlingushor s shall be of a type coin ure carica in compliance with clause u ) of sub - rule ( 5 ) 
plying with the requirements of the Merchant Shipping (Fire of rule 4 and clause (a ) of sub - rulc ( 5 ) of rule 6 shall be 
Appliances ) Rules, 1969 except that the capacity of each ex irovided with the following cquipment, namely : 
tinguisher shall not be required to ccecd 4 . 5 litres of fluid 
or its equivalent. 

( a ) a radio equipment which shall comply with the 

Genevat Radio Regulations Geneva , 1959 and in 
( 4 ) Ships of Classes VI, X , XIII and XIV need nut Lairy 

ad lition , the following provisions shall apply thereto , 
the equipments specified in clauses (i), (r ) and ( w ) of sub 

naniely - 
rule ( 1 ). 

(i) it shall be installed in it ciibin large enough to 
( 5 ) Ships of classes VII , XI and VII need not couy 

acconmodule both the apparatus and the person 
the cquipments specitied in clauses (i), ( i), ( 12 ), ( u ), 

using il ; 
( v ), ( ), and ( y ) of sub-iule i ). 

(ii ) the arrangement shall be such that the efficient 
( 6 ) Every class C boat carried in pursuancc of these rules , 

operation of the transmitter and received shall 
or a lifeboat in lieu of which carriage of a Class C boal is 

not be impaired through interference from the 
permitted , shull be equipped as Collows : 

enginc of the motor lifebot whether a battery 

is on charge or not ; and 
. .. (a ) a signal complement of buoyant oars and one sparc 
- - - buoyant oar provided that there shall never be less 

tii) the sitio batter s shall not be used to supply 
than three ours ; one set uſ couches attached to the 

power 

to any engine starting nicior or ignition system , 
· · boat hy lanyard on chain anul a boathook : 
( b ) twt) plugs for each pluhole ( except where ploper 

( b ) & dynamio fitled to the engine of the motor lifeboat 
Automatic valves are fitted ) attached to the lont by 

and carable of recharging all batteries in the life 
lonyard or chain ; a bailer and a bucket ; 

boat, 
(c) a rudder attached to the boat 100 i tiller ; 

12 ) ( 1) A search light carried in pursuance of liese rules 

should include a lamp of at least 80 watts, an efficient reflector 
. (d ) a life line hacketcat round the outside of the hout ; ( 

11 il youCC of power which will give clictive illumination 

of a light coloured ubject having width of about 18 motres 
- - - ( e ) a locker , coospicuously murked its such suitable for 
the stowage of small itenis of equipment ; 

at a distance of 183 metres for it total period of six 


hours , 


tion . 


( 1 ). 
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(b ) The search light shall be capable of wocking for 

person may be replaced by a suilable ( c - salting 
at least 3 hours continuously . 

apparatus capable of producting an equal amount of 

fresh water , 
57. Security of quipment railulls in lifebouts und Class 
boots - 1) (A ) All items of cyument provided in a life 

) six anti-sca -sickness tublais fur cach person which the 
hont , class C boat or other boat, with the exception of in 

lileraft is deemed lit 101 le Omodatc ; 
boat hook which shall loc hep free for ſending of purposes. 

(s ) instructions printed in the English anal Hindi laura 
shall be liably secured within the lifeboat or buat. 

guages on how to survive in the liferaft ; 
( b ) Any lashing whall lie carried oul in such a manner i to 

(1 ) one copy of Rescuc Signal Table is required under 
ensure the security of the equipment and so as not to inter 

Regulation 16 of pisat V of the salely conven 
fere with the liſting hooks, if liitet, or to pirvent ready cm 
barkation . 
( c ) All items of such cyuipment shall be as small and in 

( 2 ) In ships of Classes II and IV .-- - ( i ) One or more life 
light in weight as possible and shall he machus in suitabe und wis, nut being less than one- six of the 101al number of 
compact form . 

liferaſts curried in any such shin , inay be provided with the 

equipment specified in clauses lal luig ) thuth inclusive ), (k ), 
( 2 ) All the rations provided in a lifebout shall be stowed ( s ) and ( t) of sub -rul ( 1 ) and with one -half of the equipment 
in water -tight tanks which hall be firmly secured to the pc- ified in clauses ( m ) and in1) of that sub - rule . 
lifeboat. 

( ii) Liferafis other than those quippcat in cortance 
( 3 ) The tanks for the food with water iations shall be with clause (i), shall be provided with equipment specified in 
conspicously maihed lood or Water whichever is appro clauses (it) to ( g ) ( both inclusive ) and (s ) and (t ) of sub - rule 
priate . 
58 . Equipment and rations for lifciulis . Il Subject to 

( 3 ) In shins of classes V , VI , VII, X , XII , XIII, XIV ani 
the provisions of sub - rulc ( 2 ) and ( 3 , the cylipment and XV lifcruſts shall be providel with the cquirment secified 
rations provided in every liferaft shall be as follows : 

in Lausch lã ), ( b ), ( c ), ( e ), 11 ) (g ), (i ) , ( m ) , ( n ) , ( n ) , ( q ) 

( r ), is ) and ( t ) of sub -rulc ( 1 ) of this rule togerlier with sca 
(a ) one byouant rescue quoit attached 10 at least 31 

anchor which shall be permanently attached to the liferaft . 
meatres of buoyant line ; 

59 . General provisions relating to the stowage and handling 
(b ) (i) for lifcrafts which are fit for accommodating not 

of life -saving appliances . - ( 1 ) The illiungements for cach life 

hoat Class boat or other hout, liſeraft, and article of 
more than 12 persons - 904 salcty knife and one 

buoyant apparans shall be such that it will not interfere with 
bailer ; 

the operation of other life saving appliances or impede in any 
( ii) for liferafts which are lit for at omnmodating 13 way their prompt handling or the marshalling of persons ul 
persons OL moie wo saluty knives and two bai 

the launching station or their cmbarkation . 
Ters , 

( 2 ) Lifeboats, class C boats or other boats , liferalis and 
( c ) iwo sponges ; 

buoyant apparatus shall be so słowed that they can all be 

launched safely in the shortage possible time and the over 
( l ) two sea anchors , ane permanently utlached to the all launching period shall not exceed 30 minutes in the case 
liferaſt and one spiire with line ; 

of ships of classes I, II, III, IV und VII which wty liferafts 

under launching appliances . 
( e ) two paddles ; 

60. Stowage and handling of liiebo: ts , class ( boats and 
( f ) one repair outfit capillc of repuiring punctuues in 

other boats . - ( 1 ) Subject to the provisions of illu - rules ( 2 ) , 
buoyancy compartinents unless the liferaft com ( 3 ) ani ( 4 ) , every lifeboat attached to a set of cavits , other 
plies with the requirements of Part II of the Second than a lifeboat which is carried as an alternative to a class C 
Schedule ; 

boat or other bont, shall he so arrangel that even under un 

favourable conditions of trim and upto 15 degrees of list 
( g ) one topping up pump or bellows unless the life 

either way it can be put into the water when louded with its 
raft complies with the req urements of Part II of ihe 

full complement or persons ind calipinent l equiled by these 
Second Schedule ; 

rules, except that in ships of under 45. 7 meters in length of 
(h ) threc safety lii openers ; 

clasy VII such lifeboats may inc so arranged that in the afore 

said conditions they can he put into wiiter when loaded with 
(i) a first ail outfit complying with the requirements of their required cquipment 1747 a launching crew of at least two 
Part VII of the Thirleent Schedule ; 

persons. 
(j) one rust proof drinking vessel gravlunted in 25 , 50 ( 2 ) Any lifeboat which is caricd its :111 alternative to a 
and 100 milli litres ; 

Class C boat or other boat and any Class C boat or other boat 

which is attached to a davit or of a set of davits other than a 
( k ) one watcrproof electric torch suitable for more mechanically controlled single ücm davit shall be so arranged 

signalling together with one spare set of batteries that when loaded with its equipincat required by these rules 
and one spure bulb in a water proof container ; 

and a launching crew of two persons, it can be put into the 

water on either side of the ship when the ship is upright or 
(1) one day-light signalling injrior and one signalling from the side of the list when the ship is listed to 15 degrec 
whistle ; 

Stowards that side. 
(m ) two parachute distress rocket signals complying ( 3 ) Every lifeboat, class choul or other buat otlached 10 

with the requirements of Part II of Thiricenth a mechanically controlled single arm davit shall be 30 
Schedule ; 

arranged that when loaded with its equipment required by 

these rules and a launching crcy of two persons it can be 
in ) six hand hold distress fure signals complying with 

put into the water on one side of the ship when the ship is 
the requiriemcnts of Part IV of the Thirteenth 
Schedule ; 

upright or is listed upto 15 Jegrecs towards that uide, cxccpt 

that in the case of fishing vessels which carry lifeboats , class C 
(o ) one fishing line and six hooks ; 

boats or other boats in accordance with these rules the life 

boal shall be so arranged that when loaded with its reqırircd 
(p ) 340 grams of suitablc non -thiist provoking food pri eqipment and a launching crew of two persons it can be put 

viding at least 2200 calories per 450 gramy weight into water from either side of the ship , or if the ship has a 
and 170 grams of rley sugar or other equally 

list from the side to which the ship is listed . 
suitable sweels for each person the life aft is de 
emcd fit to commodule ; 

(4 ) Cvery lifeboal or class ( boais carried in compliance 

wiib clause ( 1 ) of sub - ule ( ? ) ( f jule 11 , clause ( b ) of sub 
19 ) Wateitighi recepticles conning one hand 1 lialf rule (2 ) of rule 23 and clause ( 1) or sub - rulo ( 2 ) of rule 36 , il 

litres of fresli Hater for cach person the liferaft is not attached to a divit or a set of davits , sill be attached to 
deemed fit to accommoulaie , of which 1 / 2 litre per a levice which shall be provided primarily for the purpose of 
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launching the boat and which shall be capable of putting the (b ) Such a wire l ope span shall be fitted with at least 
boat into the water from one side of the ship when it is loaded two life lines which shall be long enough to reach the 
with its cquipment required by these rules and a launching water with the ship at its highest scagoing draught and 
crew of two persons ; and when the ship is upright or listed listed to 15 degree cither way, 
upto 15 degrees such device shall bo capable of putting the life 
hoat or class C bout into the wate from the side of the 

( 16 ) (1 ) Liſeboels , class C bonly and other boats al 
ship towards which it is listed . 

lached to davits shall have lhe falls ready for service and 

such falls shall be at least long enough to icach the water 
( 5 ) Not more than one lifebout, class boat or other boat 

with the ship at its highest seagoing dragght and listed to 
shall be attached to any set of davits , davit or other tneans 

15 degree either Wily . 
of lanuching . 
(6 ) Lifeboats may only be stowed on more than one deck 

(b ) Means shall be provided for detaching the lifebouts, 
provided that proper incrisires are taken to prevent lifeboaty 

Cass C boals or the other boats from the falls . 
on a lower deck being fouled by those stowed on a cleck above , (c ) Lower fall blocky shall be fitted with it sitable ring 
( 7 ) ( 1) Lifeboats shall not be placed in the bow of ihe shin , 

or a long link for attaching to the sling books, unless dis 
( ii) Lifeboats shall be positioned is close to the accommodc 

engaging gear complying with th requirements of the Fif 
lion and service spaces as is possible . ( ii) Lifeboats shall be 

teenth Schedule is fitted . 
situated in such a position as to ensure safe launching, ili 

( d ) The points of attachment of thy lifeboats, class C 
particular, having regard to the clearance from the proneller 

boats and other boats 
and the steep ever -hunưing portions of the hull with the object 

10 the falls shall be at such height 
of ensuring, as far as parcticable , that they can he launched 

above the gunwate is to ensuro stability when lowering 
down the straight side of the shir . 

the lifeboats , class C boats or other boats , 

( 17 ) ( a ) Every emergency 
(8 ) Davits shall be suitably placcu in the ships. 

lifeboat carried in compli 

Ance with sub -rule ( 3 ) of rule 4 , sub -rule ( 4 ) of rule 5 . 
( 9 ) Davits , winches , falls , llochs and other launching yeur sub- rule ( 3 ) of rule 6 , and sub -rule ( 4 ) of rule 7 shall be 
provided in accordance with these we shall comply with provided with means for facilitating the attachment of the 
the requirements of the Fourteenth Schedule . 

lower fall blocks to the lifting arrangements of the boat 

when the boat is recovercal from the sce adverse whether 
• ( 10 ) ( a ) All lifeboats, class C boaty or other boaty attached 

conditions. 
to davits shall be served by wire l ope fall , and winches into 
the following cases : 

(b ) For this purpose a pendaut of adequate strength 

and suitable length shall be provided for 
( i) when they are rittached to gravity davits; or 

cach davit , and 

one end of the pedant shall be attached to the lower 
( ii ) when they are attached to lachanically controlled 

fall bolck and other cnd to the lifting arrangement on the 
single arm davity ; or 

boat. 
· (iii ) when they are fitted to any slip of classes I, II , III , 

(c ) In addition , means slaan also be provided for hang 
IV , V , VIII, IX and ships of class XIII of 45 meters 

ing off the boat atter hoisting to enable the lower fall 
or more in length ; or 

block to be attachei directly to tho Jifting hook . 
(iv ) when the weight of toe aatached lifeboat, class boat ( 18 ) In any ship , when a lifeboat is attached to any 

or other boat in the lowering condition exceeds 2300 set of davits , davit Or Oiher mering of launching not of 
kilogramms : 

sufficient strength for safe lowering of the boat into the 

water when loaded with its full complement of person 
Provided that the Central Government may permit other and equipment required by these rules under conditions of 
types of falls to be fitted with or without winches in cases of trim Os of ljyt specified in these rules for the class of such 
lifeboats other than emergency lifeboaty where it is satisfied ship , or when any class C boat or other boat is attached 
that such falls are adequate , 

to uny set of davits or davit or other means of launching 

which are 110t of sufficient strength for safo lowering of 
(b ) In every ship in which lifeboats, class C bouts or other 
boats are served by wire core falls, winches shall be pro 

such class C boat or other boat when loaded with its full 
vided for handling such falls. 

complement of persons and equipment required by these 

rules , each such set of davits , davit or other means of 
( c ) Emergency lifebudes curried in compliance with sub launching shall be conspicuously marked with a red band 
rule ( 3 ) of rule 4 , sub -rule ( 4 ) of rule 5, and sub - rule ( 4 ) 15.25 centimetres wide paiated on a white background. 
of rule 6 shall be served by winches which are capable of 

61, Stowage and handling of liferafts, buoyant Apparatus 
Tecovering them it a speed of not less than 18 metres per 

and lifebuoys. ( i ) , liferafts and buoyant apparatus shall 
minute when the lifeboats is louded with its equipment required 

le so stowed that they can be put into water sately cven 
by these rules and a distributed load equal to 1016 Kgs . 

under linfavourable conditions of trim and uplo 15 deg 
(11) Elficicnt hand gear still be provided for the recovery recs of list either way. 
of all lifebouts , class C boats or other boats which are served 

(2 ) (a ) In every ship of clasacs I and I which cal 
by winches. 

ries liferafts in accordance with clause (b ) of 
( 12 ) Where davits ure recovered by action of the falls hy 

sub -rusle ( 2 ) of rule 4 , or item c ) of previso 
powers , safety devices shall fitted which will automatically 

to sub -rule (8 ) of rule 5, launching appliances 
cut- off the power when the davits ure at least 10 centimeties 

complying with the requirements of the Third 
away from the steps to ensure that the wire rope falls or 

Schedule shall be providod for such liferafts. 
davits are not over-stressed . 

(b ) In every ship of class III which carries liferafts 
( 13 ) Unless expressly provided otherwise in these jules , to 

in accordance with clauze ( b ) of sub - rule ( 2 ) 
fcailitate the launching of lifeboats against a list of 15 degrees 

of rulc 6 , there sball be provided launching 
skates or other suitable means shall be provided for any life 

appliances complying with the requirements of 
boat stowed under davits which are of such strength that the 

the Third Schoduje , in such nulinber as the Cen 
lifeboat can be lowered with its full complement of prons 

tral Government may consider sufficient, which 
und its equipment required by these rules . 

shall, as far ag practicable , be distributed equally 

on cach side of the ship ; 
( 14 ) Means shall be provided for bringing the lifelouts , 
which are required to be capable of being lowered in the full 

Provided that there shall never be less than one 
loaded condition against the ship s side for holding them there 

auch appliance on each side of the ship . 
for the safe embarkation of persons , 
( 15) (i ) In any ship other than ship in which the lifeboat 

( c ) Every liferaft launching appliance shall be $ 0 
class C boat or other boal is attached to a mechanically 

Tanged that even under unfavourable conditions 
controlled single arm dirvil, this clavit shall be fitted with a 

of trim and of list upto 15 degree cither way, 
wire rope span su positioned that when thc hoat is in the 

each liferaſt which is designed for use with such 
lowering position , the span is as near as practicable over thç 

an appliance can be launched when loaded with 
centrc line of the boat. 

its full complement of persons and equipment. 
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( d ) Liferafts for which launching appliances are pro 

in groups at fixed launching position , a person train 
vided and such launching appliances, shall not 

ed in the handling and operation of lifçrufth shall 
be placed in the boys of the ship and shall be 

be assigned to cach suivi positioni. 
so placed as to ensure síc launching buving 

( 4) In ships of classes i, il, III, IV und Va pucson 
particular regard to clearance from the propeller 

capable of working the iudio equipment and scarch light 
ind steeply over - hanging portion of the hu )? 
aft, and to cnsuro , so far as iş practicable that 

equipment shall be assigned to cach lileboat carrying such 
they can be launchesl down the straight side of 

equipment. 
the ship . 

( 5 ) In every ship in which motor lifcbonts are carried a per 

son capable of working the motor shall bc ussigned to each 
( e ) Means shall be provided for hiingiay liferaſts for 

which launching appliances are provided against 
the ships side and for holding them therelore the 

04. Certificated lifelvontman . - -11) The crew of every ship of 
gaſe embarkation of persons . 

calsses I, II , III, IV and V shall include for each lifeboat car 

ricd in compliances with these rules , a number of certificated 
( 3 ) Lifebuoys shall ho so stowed as to bc readily acces 

lifeboatmen not less than that specificd in the following 
sible to all persons on board and in such a way that thcy Table . 
can be rapidly cast loose . 

( 4 ) Liſe - jackets shall be so stowed 28 10 he readily 
accessible to all persons on board and their position shali 

Prescribed complement of a lifeboat 

Minimum num 
be clearly and permanently indicated . 

ber of ceriili 
62. Embarkation into lifeboats , class C hoats, other 

cated lifeboat 
boats and liferafts . - ( 1 ) Arrangements shall be made to on 

man required . 
sure that it is possible to effect embarkation into the Ific 
hoats , class Choats, other boats and liferaſts rapidly and in 

Less than 41 persons 
good order , 

41 persons and more but than less 62 
( 2 ) In cvery ship arrangements shall made or warning the 86 persons and more 
pasengers and crew when the ship is about to be abandoned . 
(3 ) ( a ) (i ) In ships of classes VIIT , X anci x when 

(2 ) In this rule , " prescribed complement" mean , the num 
the length of the ship exceeds 45 metres, one 

ber of persons which the lifeboat is deemed fit to accommodato 
ladder shall be carried at each set of lifeboat davits 

under these rules . 
where the davits are capable of lowering the lifchool 

65. Portable rudio equipment.- -- ( 1 ) The portable radio 
when loaded with its full complement of persons 

equipment required 10 be carried in compliance with sub 
and equipment 1cc uired by these rules, 

rule ( 11 ) of rule 5 , sub - rlle ( 6 ) of rule sub -rule ( 12 ) 
( i ) Such provision shall also be made in ships of classes 

of rule 7 , and sub -rule ( 8 ) of rule & and sub -rule ( 7 ) of 
I, II und VI except that in such ships the Centrot 

Tulc 9 , sub -rule ( 5 ) of rule 11 , suh -ruilc ( 6 ) of rule 12 , 
Government may permit such ladders to be replaced 

sub -rule ( 9 ) of rule 13 , sub -rule ( 9 ) of rule 16 and sub- rule 
hy suitable mechanical devices provided that there 

( 4 ) of rule 18 shall coinply with such of the requirc 
shall not be less than onc ladder on eich side of 

ments of the Geneva Radio Regulations Go. icva 1959 as 
overy such ship , 

apply thereto and hall be hept in a suitable place ready to 

be moved into a lifeboal or a liferafts in case of cmergency , 
( b ) In ship of classes , VIII, IX X . XI. XIII sind 
XIV which carry a class C hoat or a lifeboat which is not 

12 ) lo ships where the disposition of superstructures or deck 
capable of being lowered into the water when loaded with 

houses is such as to involve substantial fore and alt sepa 
its full complement of persons and its cquipment required 

ration of the main transmitter und lifebvals Alich equipment 
hy these ruley suitable means shall be provided for em 

shall be hept in the vicinity of these lifeboats or liferafis which 
harking persons into the boat. 

are farthest away from the main transmitter . 
( c ) In ships of classes I to X and ship of classes XI to 

66 , Flectrically operated signala . Every ship of classes I, 
XIV of 500 tons gross or over , sufficient la ders shall be 

I , III, IV ind V shall be provided throughulit the ship with 
provided to faciltate embarkation into the liſerafts when 

clectrically cerated signals controlled from the bridge for 
water borne except that in such ships the Central Govern summoning passengers to musler nations . 
ment may permit replacement of some or all such ladders 
by suitable mechanical devices . 

67, Electric lighting - ( 1 ) ( a ) in every shiin of classes I, 

II, III, IV , V and VIa clectric lighting systein shall be 
( d ) The ladders provided in conipliance with the provisius provided throughout the ship and in particular ippon the decks 
of this sub - rulo shall be of sufficient length to reach the water from which licebouts and lifcrafts are çmbarked . 
line with tbe ship at its lightest draught and listed to 15 dec 
Tees either way . 

16 ) Provision shall also he made in cvciy such ship for 

the electric lighting of the launching gcar and of the life 
( 4 ) Every ship be provided with mean * silivatid out 

boat and of liferaft launching appliances , where provided 
side the engine room where by any dicharge of water into the 

innel the liferafts which they served during the preparation 
lifcboats or into lifecrafts at fixed launching positions including 

for and process of launching and is for illuminating the 
thonc under launching appliances can be prevented . 

water into which the lifeboats and liferafts served by 

Paulinching is completed , and for lighting the stuuage pogi 
63. Mannig of lifeboats anal life afts, - 1 ) in ships of 

lion of liferafts for which launching appliances are not 
classes I, II, III, IV und V deck Miccr vr il certificaled lifc 

provided . 
hoatman shall be placed in charge of cach lifeboni nil a se 
cond -in - commond shall also he nominated . The pero 

( c ) The lighting shull bc operated from the ship s main 
son incharge shall have a list of the lifeboaty crew and shall 

generaing plant and shall be so aangent that power may 
see that the persons pluced under his orders are acquainted 

be supplied from lhe emergency source of power required 
with their several duties. 

to be provided for on such ships under the rules made on 
( 2 ) In ship of classes , ) and illa person trained in the hand 

der section 184 of the Ict relating to the countruction of 
line and operation of literaris shall he assigned to each life passenger ships . 
soft . 

( 2 ) In every ship of Clansch I, II, III, IV , Vand VI, the 
(3 ) (a ) in sbips of class II carrying literally served by 

exist from every main compartment occupied by passengers of 
launching appliances, twù persons Traineil lil the hand 

crew shat he continuously lighted by an emergency elec 
ling and operation of liferalts shall be assigned to 

tric lamp, operated from the ship s mui ? gcneruling plant 

Und shall be so arranged that power may be supplied fron ) 
| cach launching sppliance 

the emergency source of power required to be provided 
( b ) In spite of musse III, IV and V carrying literafly for on yuch ship under the rulds made tider section 284 ol 

10t served by lunching ppliances which are stowel the Act relating to the cons [ruction of passenger ships , 
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( 3 ) (0 ) In every ship of classes VII to X of 500 tons 

may pcrinit onc or more sets of davits to be dispersed with 
yTOSS or over provision shall be made to the clectric 
lighting of the launching gear and of thic lifeboats and of 

in that ship , subject 10 such conditions , if any, as it may 
the lifurasts which they serve , during the preparation for thu 

Thiuk ſit to impose : 
process of launching and also for lighting the water into 

Provided that in the cast of sbins of classes I and IV 
which the lifeboats and the liferafts served by launching the number of sets of davits fitted shall, subjcct to the 
appliance are launched until the process of launching in provisions of suih -rules ( 2 ) and (8 ) of rule 5 and sub 
completed , and for the lighting or the stowuge position ut rules (2 ) and (itſ of rulc 7 , in no case bc 1499 than the 
liferafty for which launching appliances are 110t provided . 

minimum number determined by column B of the Table set 
( b ) in every flp of classes VII to X 

out in the Sixth Schedule . 

of 1600 tons 
gross or over, provision shall be made for the clcctric 

( 3 ) If a ship of class I or Class 10 is permitted to carry 
highting of the alleyways, stairways and ex1544 so as to hetween specificd ports or places abroad a number of 
ensure that access of all persong on board to the lauriching passengers in addition to the number allowed when the 
stations and stowage positions of lifeboas and liferaft , is nou bhip procecded to sea from a port or place in India , the 
impeded . 

Central Government inay , subject to such conditions HS 
(c ) The lighting required under clauses (a ) and (b ) shall 

it may think fit to imposa , permit as regards the part of 
be operated from the ship s main eloctric generating plant 

the voyage between such specified ports of places , and 
and , in addition , shall be capable of reing operated 

modifications of the provisions of sub -rules (2 ) and ( 10 ) 

of rulo 4 and sub - rules ( 2 ) and (9 ) of rule 6 As may be 
(i) in every such ship of 5000 tons gross or over , from specified by it ; 

an emergency source of electric power providcd for 
such lighting in such ships or under sub -rule ( 1 ) 

Provided that where such modifications are permitted 
of rule 7 of the Merchant Shipping (Cargo Ship thc total number of lifeboaty together with such liferafts 
Construction und Survey ) Rules , 1971, in the casc are carried shall be always sufficient for the total number 
of ships to which those rules apply : 

of persons which the ship is certified to carry and , in 
( il ) in every ship of over 1600 tons gross but under 

addition on liferafts chall be carricd sulliciently to support 
5000 tons 510ss , from un emergency source of 

ten per cent of that number of persons. 
electric power provided for such lighting in such 

14 ) The Central Government may cxempt any ship not 
stips or under sub -rule ( 1) of rule 8 of the Mer 

normally engaged on international voyages but which , in 
cbant Shipping ( Cargo Ship Construction and Survey ) 

exceptional circumstances , is required to undertake a 
Rules , 1974 , in the case of ships to which those 

single international voynge, from any of the requirements 
rules apply, 

nf these rulos : 
( d ) In every shin of 500 tons grossol uver but of 
under 1600 tons gross, the lighting requircd onder clause 

Provided that no such exemption shall be granted unless 
( n ) of this sub -rule shull he operated from the ship s main 

such a ship complies with the safety requirements , which 
clectric gcncruting plint and , in addition , shall be capable 

in the opinion of the Central Government are adequate 
of being operated from an emergency source of electric pov er 

for the voyage which is to be undertaken by the ship . 
provided for such lighting in such ships or under sub - rule 

( 5 ) If iî is impracticable or uorcagunable for a ship to 
( 1 ) of rule 9 of Merchant Shipping (Cargo Ship Construction 

carry a lifeboat or bont of the minimum length prescribed 
and Survey ) Rules, 1974 , in the case of ships to which 

under these rules, the Central Government may permit a 
those rules apply , or if the Central Government so permis 

smaller lifeboats or bont to be carried in that ship . 
from the reserve source or electrical energy provided for on 
sucir ships under the Geneva Radio Regulationa , Gençva , (6 ) The Central Government may either absolutely or 
1959 , subject to the condition that lighting circuits can be suhject to such conditions as it may think fit, exempt any 
readily disconnected und the saict reserve source is capable shin th - keel of which was laid prior to 26th day of May , 
of supplying the udditional loud or Joads without falling below 1965, from the applications of any requirements of these 
the capacity required under those rules. 

rules if it is satisfied taht the compliance with tho require 
( 4 ) In every shin of classes VIII, IX and X to which sub ment is either impracticable or linreasonable in the case 
rylc ( 3 ) docs not apply , means shall be provided for the of such ship . 
electric lighting of the launching pear ind lifeboats or boats 
during the preparation for and the process of launching and 

THE FIRST SCHEDULE 
also for the lighting of the stowage position of the liferafts. 

(Sec rules 21c ) and 471 
68. Ships distress signals. ( 1) Fvery ship except ships of 
clayscs X to XV which are less than 24 metrca in length 

Class C Boats 
shall carry not less than twelve parachute distress rocket 

1. Every Class C bont shull be an open boat constructed 
signals complying with the requirements of the Sixteenth 

with rigid sides , 
Schedirle , 
( 2 ) Ships of classes X to XV other than ships above 24 

2 . À Class C " boat shall be of such form and proportions 
metres in length shall carry not l ex than six red star distress that it shall bave aniple stability in a seaway and sufliciont 
signals which shall comply with sub -rule ( 3 ). 

freeboard when loaded with the greatest number of persons 

for whom geating is provided and with its full equipment, 
( 3 ) Any red star igual requirer under this rule shall be 
capable of cnitting two or more rod stars either together 

3 . The length of Class boat shall be ai least 
Or scparately at or to a height or not less than 45. 7 metres 
and each of these stars shall burn with a minimum lumi. 

( 11 ) 4 .3 metres for a ship whose length is 12 metres or 
nosily of 500 condlo power fo not less than 5 seconds , 

niore but less than 24 metres ; 
( 4 ) All pyrotechnic distress signals shall be racked in 

( b ) 4 . 9 metres for a ship whose length in 24 inetres or 
# watertight container and shall be clearly and indelibly 

more but less than 35 metres ; 
Tabelled to indicato lheir purpose. 

Ici 5 . 2 metres for i Shin whose length 
69 . Equivalents and etcmptions. - --( 1 ) Where these rules 

18 35 metres 
require that a particular fitting material, appliance or appe 

or more but less than 44 metres ; and 
ratus, or tyre thereof , shall be fitted or carricd in a shir , 

(d ) 5.5 metres for a ship whose length is 44 metres or 
op that any firlicului provision ; shall be made the Central 

more . 
Government niay permit and other fitting, materia ), appliance 
or apparatus or type thereof to be fitted or carried or any 

4 . All thwart and side seats in Class 0 " boat shall be 
other provision to be inade in n ship , is it is salisfied hy 

fitted as low in the heat us practicable and bottom boards 
trail thereof that such other fitting ,natěrint appliance or 

shall be fitted , 
apparatus, op type thereof or provisioss is at least as effective 
is that requireil by these rules . 

5 . A Class C boat shall be squarc - steriied and shall have 
(2 ) If it apncar s (o the Central Government on the a niean sheer at least squal t. five per cent of its length . 

acti 
ilpplication of the owner of any ship , that it is not 

his 

6 . A Class boat shall be fited with internal buoyancy 
cable or reasonable to fit in that ship the number of 

appliances which shall be so place : l as to secure stahility 
of davits required by these rules, the Central Government 
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when the boat is fully laden under adverse weather condi 

there is a reasogable margin of buoyancy if the 
tions. 

raft is damaged or partially fails to inflate ; 

(i) the total weight of liferaft, its valise or other 
7 . The internal buoyancy appliances & Class C toat shall 

contained and 118 cquipment 
consist cither of air cuses constructed of copper or muntt 

shall not exceed 

180 kgms. 
mctal of not less than 1675 grams to the superficial metre , 
or of other equal suitable material. 

( i) tho number of persons which a liføraſt shall be 

deemed fit to accommodate shall be equal to 
8 . The total volume of the internal buoyancy appliances 
in & woodon Class C boat shall be at least equal to eevçn 

(i) the greatest whole number obtained by dividing 
and one- balf per cent of the cubic capacity of the boat 

by 96 the yolume, measured in cubic decimetres 
which shall bo determinod in accordanco with paragraph 4 

of the main buoyancy tubes (whicb for this 
of the Seventh Schedule , 

purpose shall include Deither the arches for the 

ibwarts if fitted ) when inflated ; or 
9 . The buoyancy of a Class C boat which is made of any 

Gi) the greatest whole number obtained by dividing 
material other than wood shall be not less than that rcquired 

by 3720 the arcás, measured in square centi 
for a wooden class C boat of the same cubic capacity and 

metres of the floor (which for this purpose may 
the volume of the internal buoyancy eppliances shall be 

include the thwart or thwarts it fitted , whichever 
increased accordingly . 

number shall be the less ; 
10 . The minimum number of persons for whom scating 

(k ) the floor of the liferaſt shall be waterproof and 
shall be provided a class C boat shall be equal to the 

rhall be capable of being bulliciently insulated against 
greatent number obtained by multiplying by 2 .65 the cubic 

cold either 
capacity of the boat in cubic metres . 

(1) by means of one or more compartments which 
THE SECOND SCHEDULE 

tho occupants can inflate if they so desire , or 

which inflate automatically and can be deflated 
[See rules 2(h ), (m ) and (9), 48, 50(25 and (3 ), 50(i), (f) & (8)] 

and re- inflated by the occupants; or 
REQUIREMENT FOR LIFERAFTS 

( ii) by otber equally efficient meang not dependent on 

inflation ; 
PART I 

(1) (i) the liferaft shall be inflated by a gas which is 
INFLATABLE LIFERAFTS 

not injurious to the occupants and the inflation shall 

take place uutomatically either on the pulling of a 
1. Subject to the provision of paragraph 2 of this part overy 

line or by some other equally simple and efficient 
inflatable liferafts shall comply with the following 

method ; 
requirements : - - 

( ii ) means shall be providerl whereby a topping -up 
a ) the liferaft shall be so constructed that when fully 

pump or bellows may be used to maintain pressure : 
inlated and loating with the cover uppermost, it 

(m ) the liferaft shall be of suitable material and con 
shall be stable in a seaway ; 

struction , and shall be so constructed as to be 
(b ) the liferaft shall be so constructed that if it is 

capable of withstanding exposure for 30 days afloat 
dropped into the water from a height of 18 metres 

in all sea conditions ; 
peither the liferaft nor its equipment will be dema 

( n ) every liferaft which is designed for use with a 
ged ; If , the liferaft is to be stowed on a ship at 

launching appliance shall be properly constructed 
a height, above the water , of more than 18 metres , 
it shall be of a type which has been satisfactorily 
drop tested from a height atleast equal to the licight 

be of sufficient strength to permit it to be safely 

lowered into the water when loaded with its full 
at which it is stowed . 

complement of persons and equipment; 
( c ) (i) the construction of the liferaſt shall include 

( o ) the liferaft shall have a currying capacity calculated 
a cover of a highly visible colour which shall be 

in accordance with sub - paragraph (j ) of this para 
set in place when the liferaft is inflated ; 

graph of not less than six persons or raore than 
(ii ) this cover shall be capable of protecting the 

twenty -five persons; 
nccupants against injury from explosive and means 

( p ) the liferaft shall be capable of operating through 
shall be provided for collecting rain ; 

out a temperature range of 66° to minus 30°C ; 
( ili) the top of the cover shall be fitted with a lamp 
which derives its luminosity from a sea - activated 

( 9 ) che liferaft shall be fitted with arrangements enabl 
cell and a similar lamp shall also be fitted inside 

ing it be readily towed . 
the liferaft ; 

(r ) every liferaft carried on a ship which is provided 
( d ) (i) the liferaft shall be fitted wiih a painter and 

with portable radio equipment shall be provided 
shall have a lifeline backeted round the outsido ; 

with arrangement for accommodating properly in 

the operating position the acrial ut sich equip 
(i ) a lifeline shall a so be fitted round the insido 

ment, 
of the liferaft : 

( s ) ( i) The liferaft shall be so stowed us to be roa 
( c ) the liferaft shall be capable of being readily 
righted by one person if it inflates in an invested 

stowed in such a manner as to pernut it to float 

free from its stowage , inflate and brakefrce from 
( f) the liferaft shall be fitted at each opening with 

the ship in the event of sinking , 
efficient means to cnable persons in the water to 
climb on board ; 

( ii ) If used , lashings shall be fitted with an approved 

automatic release system of a hydrostatic or 
(F ) (i) the liferaft shall be contained in a valise or 

equivalent nature . 
other container no constructed as to be capable 
of withstanding hard wear under conditions en 

( iii ) The liferaſt required by clause (b ) of sub -rule ( 6 ) 
countered at $ ce : 

of rule 13 of clause (b ) of sub- rule ( 7 ) of rule 

16 may be securely fastened . 
( il) the liferaft in its valise or other container shall be 
inherently buoyant; 

2 . In ships of Classes IV and V and in ships of Class VIII 
(h ) the buoyancy of the liferaft shall be so arranged as 

of under 500 tons gross or under 21 metres in length , the 

requirements of sub - paragraphs (b ) , ( c ) , ( k ) o ) , ( p ) and 
to ensure by a division into an even number of 

( q ) of paragraph of this part may be modified as follows : 
Reparate compartments , half of which shall be 
capable of gupporting out of the water the number 

(al the height of 18 metres referred to in the 
of neraons which tho liferaft is At to accommodate 

said 

sub -paragraph ( b ) may be the height equivalent 
or by some other equally efficient mçans, that 

to what the deck on which the liforaft is stowed 
364 GT /82 - 19 
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(b ) 


above the ship s light water lifcraft but in no 
case less than 6 metres ; 
means for collecting rain referred to in the said 
sub -paragraph ( c ) shall not be required to be 

provided ; 
( c ) the method for insulating the floor of the liferaft 

against cold as referred to in the said sub 
paragraph ( k ) shall not be required to be com 

piled with ; 
( d ) the minimum carrying capacity of liferaft 

required by the said sub - paragraph ( 0 ) us six 
persons may be four persons, provided that life 
ratts which are deemed fic to accommodate loss 
than six persons shall only be carried on sucb 
ships on which the total number of person on 

board is less than six ; 
( e ) the temperaturo of minus 30°C referred to in the 

said sub -paragraph ( p ) may be minus 18°C ; 
( f ) the arrangements for towing referred to in said 

sub -paragraph ( q ) shall not be required to be 
provided 


whichever number shall be the less. 
(j) (i ) the liferaft shall have a paintor attached and 
i lifeline securely becketed round the outside; 

( ii ) a lifelino shall also be fitted round the inside 

of the liferaft ; 
(k ) the lifcraft shall be fitted at each Opening with 

efficient means to enable pergons in the water to 

climb on board ; 
(1 ) a buoyant light of the electric battery type shall 

be attached to the liferaft by a lanyard ; 
( m ) the liferaft shall be fitted with Arrrangements 

enabling it to be readily towed ; 
(n ) liferaft shall he 40 stowed as to float free in the 

event of the ship sinking : 
( 0 ) every liferaſt carried on a ship which is provided 

with portable radio equipment shall be provided 
with arrangement for accommodating proporly in 
the operating position the aerial of such equipment, 


THE THIRD SCHEDULE 
[Sec rules 2 ( j) and 61 (2 ) ( a ) and ( b ) l 
LIFERAFT LAUNCHING APPLIANCES 


1. Definition of " Working Load " . In this schedule the 
expression “ Working Load" means the sum of the weight 
of the liferaft and its equipment, all other associated gear 
that is supported by the launching appliances during the 
launching operation and the maximum number of persons 
which the liferaft is deemed fit to carry , the weight of cach 
person being taken to be 75 kgms. 

2 . Strengtb . - Every liferaft launching appliance and 
all asyociated gear which during the launching operation is 
subjected to the working load or total load imposed due 
to the working load shall be of such strength that the life 
raft when loaded with its full complement of persons and 
equipment can be safely lowered when the ship has a trim 
of up to 10 degree and is listed up to 15 degrecs cither way . 


PART II 

RIGID LIFERAFTS 
Every rigid liferuft shall comply with the following 
requirements : 
( a ) the liferaft shall be so constructed that if it is 

dropped into the water from its stowed position 
neither the liferaft nor its equipment will be 

damaged ; 
( b ) any liferaft which is designed for use with a 

launching appliance shall be properly constructed 
for the purpose for which it is intended and 
shall be of sufficient strength to permit it to be 
safely lowered into the water when loaded with 

its full complement of persons and equipment ; 
( c ) the liferaft shall be constructed that its air 

cases or buoyant material are placed as near as 

possible to its sides ; 
( d ) ( i ) The deck area of the liferaft shall be situated 

within that part of the lifcraft wuich affords 
protection to its occupants ; 
(ii ) the nature of the deck shall be such as to pre 
vent so far as practicable the ingresz. of water and 
it. shall effectively support the occupants our of 

the water; 
( c ) the liferaft shall be fitted with a cover of equiva 

lent arrangements of a highly visiblo coiour, which 
shall be capable of protecting the occupants against 

injury whichever way up the liferoft is floating ; 
( f ) the cquipment of the liferaft shall be so stowed 

as to he readily available whichever way up the 

liferaft is floating; 
( g ) ( i) the total weight of any liferaft and its 


ching appliance shall be such that the appliance is opera 
ting under the working load and unfavourable conditions 
of list and trim ic shall have an adequate factor of safety 
having regard to the material used , the method of cong 
truction and the nature of its duty . . 

( ii ) Except for load sheaves and block stcaves all parts 
of the appliance and its associated gear which are subjected 
to the working load or on which the safety of the appliance 
Or the liferaft while in the process of launching dependi 
shall be constructed of ductile material and no part other 
than lead sheaves and block sheaven shall be constructed 
of cast metal unless the Central Government so permits , 

4 . Static Load Test. — Every liferaft launching appliance 
shall be capable of withstanding a static load test of not 
less than 2 . 2 times the working load , 


exceed 180 kgms. 
( ii ) liferafts carried in cargo ships may exceed 
180 kgms, in weight if they are capable of being 
launched from both side of the ship or if means are 
provided for putring them into the water mechani 

cally on either side of the ship ; 
(h ) the liferaft ghall, at all times, be afective and 

stable when floating either way up : 
( i ) the number of persons which the liferaft shall be 

deemed fic to accommodate shall be equal to 
( i) the greatest whole number obtained by dividing 

by 96 the volume measured in cubic decimctres 

of the air cases or of buoyant material; or 
( ii ) the otpatest, whole number obtained by dividing 

hy 3720 the deck area of the liferuft measured 
in squaro centimetres; 


5. Operation. 
(a ) Every lifcraft launching appliance shall be Bode 

signed that the liferaft when loaded with its full 
complement of persons and equipment an be 

safely lowered into the water . 
(6 ) The speed of lowering of the liforaft shall be 

automatically controlled at not less than 18 me 
tres per minute no more than 36 metres per 
minute and the descont of the liferaft shall be at 
all times under the manual control of the 

operator . 
(c ) (i) Operation of the launching appliance shall not 

be solely dependent on the use or meang other 

than manual effort or gravity . 
(ii ) The arpangements shall be such that the liferaft 

can be lowered by gravity . 
(d ) Arrangemonts shall be such that on becoming 

water -borne the liferaft shall be automatically 
released from the launching appli: nce , and there 
shall be provisions for the manual release of the 
liferaft by a person on board the liferuft. . 
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12 . In every lifeboat the total volume of tho internal 
buoyancy appliances shall be such that it will be at least 
cqual to the sum of the volumes of : 


( e ) When liferaft launching appliances incorporato 

winches , the winches shall be constructod in ac 
cordance with paragraph 10) of part II of the Four 

teenth Schedule . 
6 . Powering Test. — Every literaft launching appliance 
shall be tested by lowering the largest liferaft it is inten 
ded to serve when loaded with its full cquipment and a 
distributed weight equal to the full number of persons 
which it is deemed fit to uccommodate plus ten per cent 
of the working load from the embarkation position into 
the water. 

7. Operational Tests. — (i) Tests shall be made to ensure 
that any liferaft served by any launching appliance when 
loaded only with its full equipment can be lowered by 
gravity into the water, 

( ii ) If more than one lifcraft is serviced by any launch 
ing appliance effective successive launching shall be 
demonstrated . 


THE FOURTH SCHEDULE 

[ See rules 2 ( 1 ) , 43 and 46 ) 
GENERAL REQUIREMENTS FOR LIFEBOATS 
1. Every lifeboat shall be constructed with rigid sides . 

2 . (a ) In any lifeboat fitted with a rigid shelter , the 
shefter shall be capable of being readily opened from both 
inside and outside and shall not impede rapid embarkation 
and disembarkation or the launching and handling of the 
lifebot. 

2 . (b ) Such a shelter where fitted may be accepted as 
complying with the requirements of clause ( a ) of sub - rule 
( 1 ) of rule 54 . 

3. Every lifeboat, except wooden lifeboats made of planks; 
shall have a block coefficient of the cubic capacity as 
determined in accordance with the Seventh Schedule of 
not less than 0 .64 Lifeboats having a block coefficient of 
less than 0 . 64 will be permitted provided the metacentria 
weight and the freeboard when the lifeboat is loaded with 
full complement of persons and equipment is adequate 

4 . Every lifeboat shall be of such form and proportions 
that if shall have ample stability in a seawy, and suffici 
ent freeboard when loaded with its full complement of 
persons and equipment. 

5. Every lifeboat shal be so constructed that it shall be 
capable of maintaining positive stability when open to the 
sca and loaded with its full complement of persons and 
equipment. 

6 . ( a ) Every lifeboat shall be properly constructed for 
the purpose for which it is intended and shall be of sufil 
cient strength to permit its being safely lowered into the 
water when loaded with its full complement of persons and 
equipment. 

( b ) It shall be of such strength that it will not suffer 
Tesidual deflation if subjected to an overload of at least 
25 per cent. 

7 . No lifeboat shall be less than 4 .9 metres in length 
except that where these rules permit a lifeboat to be carried 
as an alternative to a Class C boat, the length of such life 
boat shall not be less than that of the Class C boat as de 
terminod in accordance with paragraph 3 or the First Sche 
dulo . 


( a ) that required to float the lifeboat and its full equip 

ments when the lifeboat is flooded and open to sea 
80 that the top of the gunwale amidship is not sub 

merged ; 
(b ) that equal to ten per cent of the cubic capacity of 

the lifeboat, 
13 . In the case of lifeboat which accommodate 100 or 
more persons the volume of the buoyancy appliances re 
quired by clausę (b ) of the preceding paragraph 12 of the 
Schedule shall be increased as follows : 
(a ) in lifeboats which accommodate from 100 to 130 

persons by an amount determined by interpolating 
between nil at 100 persons and 1. 3 per cent of the 

cubic capacity of the lifeboat at 130 persons ; 
(b ) in lifeboats which accommodate over 130 persons 

by an amount cqual to 1 . 5 per cent of the cubic 
capacity of the lifeboat. 

THE FIFTH SCHEDULE 
( see rules 4 (k ), 5( 15 ), 6 ( 11 ), 7 ( 15 ), 8 ( 10 ), 10 (8 ), 11( 7) , 
12 (8 ) , 13 ( 10 ) , 16 ( 11 ), 17 (6 ) , 18 (6 ), 20 ( 5 ) , 22 (6 ), 23( 5 ) , 
25(5), 26 (5 ), 27 (5 ), 28 ( 5), 31( 5 ), 32 (5 ), 33 (3 ), 34 ( 3 ), 
35 (6 ), 36 (4 ), 38 ( 4 ) , 39 ( 4 ) , 40 ( 5 ) , 41 ( 4 ) and 42 (6 ) 

Requtrement of Life Jacket 

PART I 
1. Subject to the provisions of paragraph 7 of this part, 
every life -jacket for use by an adult person shall provide 
adequate buoyancy so as enable it to satisfy the require 
ments of clause (b ) of paragraph 3 of this part. 
Explanation : — For the purpose of this part, overy person 
weighing 30 Kilograms, or more shall be deemed to be an 
adult person . 

2 . Every life- jacket shall be marked indelibly on both 
sides is letters not less than 1. 27 centimetres in size with the 
words For Adults and on one side only with the maker s 
Dame or other identification mark , 

3 . Every such life - jacket shall also coniply with the follow 
ing requirements namely : 
( a ) It shall be so constructed as to eliminate as far 

as possible all risk of its being on incorrectly 

and it shall be capable of being worn inside out ; 
(b ) (i) it shall be capable of lifting the face of an 

exhausted or unconscious person out of the water 
and holding it safely above the water with the body 
inclined backwards from its vertical position ; 
( ii ) it shall be capable of turning the body in the 
water from any position to a safe floating position 
with the body inclined backwards from its verti 


cal ; 


8 . No lifeboat when laden with its full complement of 
persons and equipment shall weigh more than 20 . 3 tonnes . 

9 . In every lifeboat all thwart and side scats shall be 
fitted as low in the lifeboat as practicable and bottom boards 
shall be fitted . 

10 . Every lifeboat shall have a mean sheer at least equal 
to four per cent of its length and the sheer shall be approxi 
mately parabolic in form . 

11. Every lifeboat shall be fitted with internal buoyancy 
appliances which shall consist either of air cases or buoyant 
material which shall not be adversely affected by oil or oll 
products and which shall not adversely affect the boat. 


(ili ) the buoyancy of the life-jackets required to 
provide tho foregoing performance shall not be re 
duced by more than five per cent after 24 hours 

submersion in fresh water ; 
(©) it shall not be adversely affected hy oil or oil pro 

ducts : 
(d ) it shall be of a highly visible colour : 
(e ) It shall be fitted with ring or loop or similar device 

of adequate strenght to facilitato rescue ; 
(f) it shall be made of materials of low flammability 

and the fabric with which it is covered and its tapes 

shall be rotproof ; 
( g ) it shall be fitted with an approved whistle firmly 

attached by a lanyard . 
(b ) (i) it shall have fastening tapes securely attached 

to the life- jacket cover and capable of taking a load 
of 91 k . gma, 


· 1614 


THE GAZETTE OF INDIA : JULY 10 , 1982/ASADHA 19, 1904 


[PART II-- Sec . 3(1) ] 


( c ) it shall be capablo of being inflated both mechani 

cally and by mouth . 


PART II 


· (ü ) the mothod of fastening the tapes shall be 

such as to be casily understood and capable of being 
casily carried out; 
(iii ) metal fastening when used shall be of a gizo 
and strength consistent with the fastening tapes and 
of corrosion resistant materials ; 
( iv ) it shall allow the wearer to pump a vertical 
distance of 6 . 1 metros toto tho water without injury 

and without dislodgement of the life -jacket. 
4 . The buoyancy of over life - jacket shall be provided by 


1, Every Life - jacket for use by a child shall provide ade 
quate buoyancy so as to enablo it to satisfy the roquirements 
of clauso ( b ) of paragraph 3 of Part I. 


Explanation : - For the purpose of this part, every person 
weighing less than 30 Kilograms shall bo deemed to be a 
child , 


2 . Every such life - jacket shall be marked indelibly on both 
sides in lettere not less than 12 . 7 mm in size with the words 
" FOUR CHILD ” and on ono side only with the maker , name 
or other identification mark . 


with the require 


5. Every such Kapok life-jacket shall in addition to com 
plying with the requirements of paragraph 1 to 4 of this 
part comply with the following requirements namely 

(a) it shall contain not less than 1 k .gm . of Kapok ; 
(b ) the kapok shall be of good floatation quality, well 

teagod , evenly packed and free from seeds and 

other foreigo matter ; 
( c ) The hapok shall be protected from the effects of 

oil or oil products so that the loss of buoyancy in 


3 . Every such life -jacker shall comply 
ments of paragraphs 3 and 4 of Part I. 


4 . Every such kapok life- jacket shall contain not less than 
425 gms, kapok And shall in addition to complying with the 
requirements of paragraphs 1 to 3 of this part comply with 
the requirements of clanse ( b ), ( c ) and ( d ) of paragraph 5 of 
Part I. 


5. Every such life -jacket using a buoyant material other 
than kapok shall in addition to complying with the roguiro 
ments of paragarphg 1 to 3 of this part comply with clausc 
( d ) of paragraph ( 5 ) and sub -paragraphs (a ) and (b ) of 
paragraph 6 of Part I. 


THE SIXTH SCHEDULE 
[Sce rules 5 (2 ), (3 ) and (8 ) (c) and ( d ), 7 (2 ) 3 and (8 ), 8( 2 ) 
and (3 ), 9 (2 ), and 10 ( 2 ) and ( 3 ) 69 (2 )] 
Table showing the minimum number of sets of dayits and 
minimum cubic capacity of lifeboat to be provided in ships of 
classes II , IV , V and VI. 


Registered length 


taining a layer of not less than 3 millimetres in 
depth of a mixture of gas oil for a period of 48 
hours , shall not exceed 2 per cent of the initial luoy 
ancy and for the purpose of this test the life -jacket 
shall be loaded with weights cqual to half its initial 

buoyancy ; 
( d ) ( i ) the covering shall be of pre -shrunk cotton mate 

rial, the weight of which in loom - state per 
metre shall be not less than 170 gms. for a width 
of 0 .68 metre and in proportion for other width . 
( ii ) the fabric shall be free from admixture of siz 
ing or other foreign matter ; 
(ili ) the threats per 25 m .m . in Joomstate shall bo 
warp 44 two - fold threads and waft 34 two -fold 
threads ; 
(iv ) the sewing shall be carried out with linen 
thread of not loss quality than No . 25a finc cord 

whitemoro cord . 
(6 ) Every such life -jacket using a buoyant material 
otbor than kapok shall in addition to complying with the re 
quirements of paragraphs 1 to 4 and clause ( d ) of para 
graph 5 of this part comply with the following require 
ments : 
(a ) (i) the materials shall not welgb inore than 192 . 5 

K . gma, pet cubic metre and shall be of good quality 
and clean ; 
(it) if the materials is in pieces, the size of each 
picce shall be not less than 164 cubic centimetree un 
less such pieces are in layer from and are fastened 

togother with an approved adhesive ; 
(b) the material shall be chemically stable. 
2. Every life -jacket the buoyancy of which depends on 
inflation which may be carried for use by meinbers of tho 
crews of ships, other than tanker , of Classes VI and VII , 
shall comply with the requirements of paragraph ( 3 ) of this 
part and in addition shall comply with the following require 
monts gamely 
( a ) It shall have two separato buoyancy compartments 

in either of the following forms 


Minimum Smaller Minimum 
number of numbor of capacity 
sets of sety of of life boats 
davits davits in cubic 

authorised metres 
exceptionally 


A 


Metres 


Nos. 


Nos. 


Cubic 
motres 


11 


upto 37 metres 
37 motres and over 
but less than 43 m . 
, 49 Metres 

53 
5358 
58 , 63 
63 , 67 


BoorwaamuAAWWANNO 
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94 


(i) one compartment of inherent buoyancy equal to 
at least 9 K . gms. and one air compartment of at 
least 7 . 8 K . gmg., or 
(i ) two separate air compartments each of at least 

9 .4 K .gms. buoyancy ; 
(b ) it shall be marked indelibly on both sides in letters 

not lege than 25 mm . in size with the words 
" CREW ONLY" and on one side only with the 
maker s name or other identification mark in smaller 
letfers ; 


102 
110 
122 
135 
146 
197 
171 


125 


133 
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and C is obtained by increasing this last figure by an amount 
equal to one per cent of the length of the lifeboat : 

Provided that in no caso shall the depths employed in the 
calculation exceed the actual depths at these points , 


185 
202 


135 metres and over but 
loss than 140 metres 
140 149 
149 , 159 
159 , 169 
169 1771 


4 . Unless the owner of the lifeboat requires the cubic capa 
city to be determined by exact mčasuremont, the cubic capa 
city of a lifeboat constructed of wooden planks may bo aggu 
med to be the product of the length , the broadth and the 
depth multiplicd by 0 . 6 if this formula does not give a grea 
ter capacity than that obtained by the formula set out in 
paragraph ( 1) of this Schedule . The dimensions shall be 
measured in the following manner : -- - 


(A ) Length From the intersection of the outside of tho 

planking with the top of the stem to the correspond 
ing point at tho sternpost, or in the case of squaros 
terned lifeboat, to the after side of the top of the 
transom , 


(b ) Breadth From the outside of the planking at the 

point where the point where the breadth of tho life 
boat is greatest. 


304 


345 


(c ) Depth - Amidship inside the planking from the keel 

to the level of the top of the gunwale but the depth 
used in calculating the cubic capacity may not in 

any caso exceed forty - five per cent of the breadth . 
5. The cubic capacity of a inotor lifeboat or a lifeboat fitted 
with other propelling gear shall bo oblained from the gross 


THE SEVENTH SCHEDULE 

[Scc rules 44 (1) and (45) 
CALCULATION OF CUBIC CAPACITY OF LIFEBOATS 


motor and its accessories or the gear box of the other pro 
pelling gear, and any oquippient with which the lifeboat may 
be provided in compliance with rule 56 . 


1 . Subject to the provisions of paragraph 4 of this Schedulo 
tho cubic capacity of lifeboat for tho purpose of these 
rules shall bo measured in cubic metres and shall bo deter 
mined by Stirling s (Simson ) Rules , which may be consider 
ed as given by the following formula : 

where L denotes 
(a) Cubic capacity = 12 (4A + 2B + 4C ), 

the length , 
of the lifeboat in metres from the inside of the shell at the 
top of the stem to the corresponding point at the top of the 
stern past : in the case of a lifeboat with a square stern the 
length is measured to the inside of the top of the transom ; 


A . B . C ., denoto respectively the areas of the cross -section at 
the quarter longth forward , amidsbips and tho quarter length 
left which correspond to the thrce points obtained by divid 
ing L into four equal parts ( the areas corresponding to the 
two ends of the lifeboat shall be considered negligible ) , 


( b ) The areas A . B . C ., shall be deemed to be given in square 
metres by the successive application of the following formula 
to each of the three cross sections ; 


Area = ( a + 4b - 20 - 40 c ), where h de 
notes the depth measured in metres inside tho shell from the 
keel to the level of the gunwale , or, in certain casos , to a 
Jower level as determined horeafter ; and a .b . c. d . e , denote the 
horizontal breadthg of the lifeboat measured in metres inside 
the shell at the upper and lower points of the depth and at 
the three points obtained by dividing into four equal parts 
( a and 3 being the breadths at the extreme points, and c at 
the middle point of h ) . 


THE EIGHTH SCHEDULE 

{see rule 43(a ) 
MACHINERY OF MOTOR LIFEBOATS 
1. The engine shall be capable of being readily started in . 
cold weather and of running reliably under conditions of 
extremes of temperature . 

2. (a ) The enginc shall operate properly under conditions 
of atleast 10 degrees trim . 

(b ) Circplating water pumps where fitted whall bo self 
priming . 

3 . (a ) The engino and its accessories, including the fuel tank , 
pipes and fittings, shall be adequately prolected to ensure re 
liable operation under conditions likely to arise at sea during 
adverso weather, 

(b ) The engine casing shall additionally be fire-resisting 
and in the case of air -cooled diesel engines shall be so de 
· signed that the supply of cooling air is not restricted . . . ! 

4 . Means shall bo provided in all lifeboats to provent tho 
sperad af oil. In a wooden lifeboat a metal tray shall be 
fitted under the engine , 

5. (a ) The fuel shall be substantially constructed , focu 
roly fixed la position with a metal tray underncatb and fitted 
with suitable filling , vapour venting and relief arrangements. 

(b ) No part of the tank or its connections or any part 
of the fuel piping or fittings shall depend on soft solder for 
tightness , and tanks, made of steel shall be protected exter 
nally against corrosion by sea water by metal spraying or 
similar mcans. 

(c ) The tank and its connections shall be capable of with 
standing hydraulic pressure corresponding to a head at least 
4 , 5 metres 

(d ) A cock shall be fitted at cach end of the pipo . 

6 . The engine and fuel tank spaces shall be efficiently ver 
tilated. 

7. The shafting and other moving parts shall be fenoed 
where necessary to protect the persons in the lifeboat from 
injury . 


(c ) Tho capaciy of square -sterned Hfeboat shall be cal 
culated as if the lifeboat had a pointed stern . 

2 . If the sheer of the gunwale, measurred at the two points 
situated at the quarter of the length of the lifeboat from the 
onds, excoeds one per cont of the length of the lifeboat, the 
depth employed in calculating the area of the cross- section A 
or C shall be deemed to be depth amidships plus 1 per cent 
of the length of the lifeboat. 

3 . If the depth of the lifeboat amidships exceeds forty - five 
per cent of the breadth , depth employed in calculating the 
area of the amidship cross- section B shall be decmod to be 
equal to forty - five per cent of the breadth , and tho depth em 
ployed in calculating the areas of the quarter length section A 
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(ü ) On apparatug of 30 centimetros or loss in in overall 
depth one row of grab may be attached along the lino of 
the middle of the dopth . 

3 ((i) The grab lines shall be of rope of not less than 5 
centimctres in circumference ; 

(ii) They may be attached to thc apparatus by being 
passed through holes in the framing and being inter -laced to 
prevent movement, or they may be attached to the apparatus 
by means of wrought iron or steel fastenings 


( iii) Whichever method is adopted the attachment shall be 
strong cough to permit the apparatus being lifted by the 
grab lines. 

6 . Buoyant apparatus saall be fitted with a painter. 

7 . (i) Buoyant apparatug shall not exceed 181 Kems in 
weight unless suitable means are provided to enable it to be 
10unched lifiting by hands; 

( ii) If the weight of the apparatus excoeds 136 kgms . 
suitable handless or rings shall be fitted for this purpose . 

8. Buoyant apparatus carried in ships of Class I shall not be 
les than 106 centimetres in breadth , 


THE NINTH SCHEDULE 

(Seo rulo 16 ) 
MACHINERY OF MECHANICALLY PROPELLED 

LIFEBOATS 
1. The propelling gear shall be so arranged that it can be 
rapidly and casily mado roady for service and will not inter 
fore with the rapid embarkation of persons into the lifeboat. 

2 . If the propolling gear is manually operated it shall bo 
capable of being operated by persong untrained in its vse and 
shall be capable of being operated when the lifeboats is flooded . 

3 . The propelling goar shall not require adjustment to coablo 
it to be worked by persons of different stature and it shall 
effective in propclling the life boat partially fully loaded , 

( 4 ) (a ) The propelling gear shall be substantially construc 
Lod and Atted to the lifeboat in an efficient manner. 

(4 ) ( a ) The propelling gear shall be substantially construc 
tod and sheathod by material other than wood to ensure 
that the hands of the operators are protected in conditions of 
Oxtreme cold . 

3 . The propelling gear shall be of sufficient power to enable 
the lifeboat when loaded with its equipment required by thcso 
rules and a distributed weight equal to the full number of 
persons which it is fit to carry , to be propelled at a epced ahead 
of at least 3 . 5 knots in smooth water over a distanco of 
400 metrco . 

6 . The propelling gear shall be capable of prepelling tho 
ljfoboat ahead or astern and a device shall be fitted by nicans 
of which the helmsman can cause the lifeboat to a stern or 
ahead any time when the propelling gear is in operation . 

THE TENTH SCHEDULE 

(Soo rule 49) 
REQUIREMENTS FOR BUOYANT APPARATUS 

1 . ( 11 ) Buoyant apparatus shall be of such construction that 
it retains its shape and properties when exposed to the wea 
ther on board ship and when in the water : 

(il) it shall be constructed so as not to require adjustment 
prior to use . 

2 . Buoyant apparatug shall be capable of withstanding a 
drop test, tho hoight of which shall be equivalent to that of 
tho doak on which it is stowed above the ship s light water 
ljno, but in no cage less than tho following : 
Apparatus carried in ships of Class I and Class III. . 10 metres . 
Apparatus carried in ships of Class IV , 

. . 6 metres 
3. (1) Buoyant apparatus shall be effective and stable when 
floating cither way up ; 


THE ELEVENTH SCHEDULE 

(Sco rulo 51) 
REQUIREMENTS FOR LIFEBUOYS 
1. Every lifebuoy shall be constructed of cork , evenly formed 
and securely plugged , or of other equally efficient buoyant ma 
terial which shall not be adversely affected by oil or oll pro 
ducts and shall be capable of floatation in fresh water for at 
least 24 hours with 14 . 5 K . gms of iron suspended from it. 

2 . Every lifebuoy made of plastic or other synthetic com 
pounds shall bo capable of retaining its buoyant properties and 
durabiity in contact with sea water or oil products or under 
variation of temperature of climatic changes prevailing in 
open sea voyages . 

3 . A lifebuoy, shall not bo fillod with rushes, cork , shav 
ings, granulated cork or any other loose granulated material 
and its buoyancy shall uot be end upon air compartments 
which require to be inflated. 

(1) The inside diameter of a lifebuoy shall be 45 centimetres 
and the outside diameter 76 centimetres ; 
the major axis of the soction shall be 15 centimetres . 

( lil) the minor axig of the section shall be 10 centimotres. 
5. Every lifebuoy shall be of a highly visible colour. 

6 . 6 ) Every lifebuoy shall be marked in block lotters with 
tho name and the port of registry of the ship in which it is 
carried ; 


( LI ) It shall be capablo of supporting a woight of iron 
Guspended in fresh water from grab lines , 23 Km . por meter 
of longth along any odge (subject to a minimum of 29 Kgmo) 
without Immersing any part of the upper surface of the ap 
paratus. 

4 .(i) Tho aircases or equivalent booyancy shall be placed 
45 Doar as possible to the sides of the apparatus , and such 
buoyancy shall be dependent upon inflation ; 


( ii ) lifebuoys constructed of materials other than cork 
shall bo permanently marked with the manufacturer s trado 
name for that product. 


7 . Every lifebuoy shall be fitted with grab lines which shall 
be of good quality unginkable line and well secured at four 
oquldistant points , providing four loops of lines each got loos 


10 centimients, provide able line with grab | 


( ii ) Buoyant material shall not be adversely affected by 
oil or ofl product: nor shall it adversely affect the buoyant 
apparatus, 


8. The weight of a lifebuoy shall not exceed 6. 1 K .gms when 
Dewly constructed . 


5. ( 1 )(i) Grab lines shall be fitted all round the appara 
tu , in such a manner a9 to provide a number of equal loops 
corresponding to the number of persons which the appara 
tua is fit to support. 

( ii) Each loop shall have cork or Hght wood foat and 
the dopth of the loop when wet shall not be less than 15 cen 
timetres and not more than 20 centimetres, 


THE TWELFTH SCHEDULE 

(See rula 53) 
REQUIREMENTS FOR LINE THROWING APPLIANCES 

Every line-throwing appliance shall include 4 rockots and 
4 lines , each line being 12 . 7 millimetres in circumference and 
of prescribed length , and having a brcaking strain of not 
less than 114 K . gins, 

2 . Every line-throwing appliance shall be capable of throw 
ing the lino in such a manner that the lateral deflection of the 
line on either side of the direction of firing does not exceed 
ten per cent of the length of flight of the rocket , 


(2 ) (I) On apparatus exceeding 30 centimetres in overall 
depth two rows of grab linee shall be fitted , ono having its 
polnts of attachment a little below the top of tho air cages and 
the other a little above the bottom of the alr cases and A8 
close to the sides of the air cases as is practicable ; 
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3 . The lines and the rockots, with the means of Igniting them , 
Bhall be kept in a watertight case . 

4 . Every line - throwing appliance carried in ships of 44 metres 
in length shall be capable of throwing a line 12 . 7 milimetres 
in circumfercncc a minimum distance of 230 metres in calm 
weather . 

5 . Every line - throwing appliance carried in ships of less than 
44 metres in length , shall be capable of throwing a line 12 . 7 
millimetres in circumference a minimum distance of 123 metres 
111 calm weather . 

6 . (i) All components , composition and ingredients of the 
rockets and the means of igniting them shall be of such a 
character and of such quality as to enable them to maintain 
their service ability under goed average storage conditions for 
a poriod of at least two years . 

(ii ) Tho date on which the rocket is filled shall be stamped 
indelibly on the rocket and its container and the date of 
packing shall be similarly equiped on the cartridge containere. 


9 . (i) The direction of the lubber line or point from the 
centre of the card shall lic in tho samo vertical placo as the 
outer gimbal exis or other fore and aft datum line, 

(ii) The cumulative effect of card , pivot directional 
and other similar errors , and of inaccurato positioning of the 
lubber s point, shall be such that in tbe undisturboi carlb s 
field thọ direction as read on the card against tho lubber s 
point shall not differ by inore than 3 degrees from the mag 
nelic direction of the outer gimbal exls or other fore and aft 
datum line for any direction of the latter . 

10 . (i) Tho minimum thickness of the metal used in tho 
construction of tho compass shall be as follows : 
Compass -bowl 

- 21S . W . O . 
Binnacle 

- - 24 S . W . O . 

- 24 S . W .G . 
( ii) (a) The compass bowl shall be efficiently stiffened to 
take gimbal pins . 

(b ) The binnacle shall be swaged or spun into the base ring 
and soldered all round. 

(iii) ( 2 ) The gimbal ring shall be of naval brass or other 
rigid non -magnetic mctal 16 mm , by 3 . 1 mm , 
(b ) Gimbal pins shall be of naval brass or other hard 

non -magnetic material of 6 .2 mm , diumeter , both 
they and the bearings in which they are engaged shall 

be perfectly smooth , 
11. The point inside the bowl shall show no sign of blistering . 

12 . The materials and workmanship shall be good through 
out and the compass shall be such as will remain cfficient 
under sca - going conditions . 

13 . The bowl of the compusg shall be engraved or stamped 
with the maker s name or other identification thark . 

PART II 
Sea Anchol fo rLifeboats and Boats other than Class C 

Boats 

1. Every sea anchor gull comply with the following re 
quirements : - - 
( A ) It shall be constructed of No. 1 best flax canvas, or 

other suitable material ; 


THE THIRTEENTH SCHEDULE 
(See rules 54(1 ) ( ), (k ), ( 11 ), (o ), (p ) and (u ) and 

58 ( 1Xi), (m ) and (o )] 
SPECIFICATIONS OF EQUIPMENT FOR LIFEBOATS 

BOATS AND LIFERAFTS 

PART I 
COMPASSES FOR LIFEBOATS 
1. (i) Every compass shall be of the liquid type . 

(i ) Tho liquid used shall be a mixture of industrial 
methylated spirit and water, specific gravity 0 . 93 at 15. 50° C . 
It shall function sufficiently over a temperature range of 
23 , 5°C to + 49°C , 

2. (i) The magnet ghall have amplo directive force. 

( ii) A Period of 18 to 22 seconds after a deflection of 
40 degrees at 4 temperature of about 15 . 5° C shall be deemed 
to comply with this requirement. For the purposes of this pare 
graph a period is the time taken by a complete oscillation of 
the card after a deflection of 40 degress, a swing past tho 
position of rest and back again to the completion of its swing 
on the side to which it was originally deflected . 

3 . Over a range of --- 23°C to + 49°C the card system when 
immersed in thọ compass liquid shall rest on the pivot with 
a weight between 4 and 10 grammes . 

4 . (1) Thc card shall be not less than 10 centimetres in 
diameter and shall have a clearanco from the bowl of at least 
7 millimetrc . . 

( ii ) It shall bo marked to half points, the eight principal 
points being distinctively marked. The card shall be luminised 
or fitted with a suitable means of illumination . 

5 . The centro of the card shall be of sapphiro or equally 
suitable hard material. 

6 . The pivot of the card shall be of Irridum or equally 
suitable hard material. 

7. The arrangements made to allow for the expansion and 
contraction of the liquid sball enable the compasa to withstand 
a temperature range of.-- 23 ,5°C to + 49 C without leakage, 
formation of bubbles or other defects. 

(1) The bowl shall be adequately weighted and properly 
poised in the gimbals which shall give a fore and aft and 
thwartship action . 

( ii ) The gimballing shall be in the same horizontal place 
as the point of suspension of the card and the outer gimbal 
pins shall be placed for and aft, 


(6 ) The canvas part shall be strongly sewn together and 

be roped at the seams with 44 mm , bolt rope ; the 
ropes then being formed into a bridlo with a thimble 
seized in the connecting end , and the ropes ex 
tended and seized into a parcelled loop to form tho 

attachment for the tripping line ; 
( c ) A hawser shall be attached to the sea anchor by 

means of a shacklo of suitablo size to take tho 

thimble ; 
(d ) The length of the bawser shall be three times tho 

length of the lifeboat or boat ; 
(c ) A tripping line two fathome longer than the hawaer 

shall be provided . 
2 . (i) A circular sea anchor shall be fitted at the mouth 
with a galvanised iron hoop. 


( ii ) Any other type of sea anchor shall be fitted with gal 
vanised iron spreaders across the mouth and with an ash 
spreader at the upper edge . 


3. The size of such anchors shall be as follows: 
(a ) For lifeboats over 9 metres in length 

Non -circular folding sea anchor s - -Mouth 76 0.08. 
Upper edge 68 cms 
lower edge 68 cmy. 
each side, 
Area of mouth 50 judre decimctres. 
Length of canvas bag - 1.37 metres. 
Hawser - 76 m . m . in circumference . 
Tripping line - 51 m . in , in circumference . 


(iii) The bowl shall be placed in a binnacle or box of 
non -magnetic material and the lubber line or point shall be lumi 
nised or fitted with suitablo meang of illumination . 

(iv ) The card system shall remain free when the bowl 
is titled by 10 Degrees . 
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(b ) For lifeboats not over 9 metres in length -- 7 metres 

in length but not over 9 metres in length . 
Circular sea anchors - Mouth 68 cms, diameter, 
Nod - circular folding sea anchors - Mouth 61 cms. 
each side . 
Length of canvas bag - 1. 2 metres . 
Hawser - - 76 mm . in circumference . 

Tripping line - - 51 m . in . in circumference, 
( c ) For Jifeboats not over 0 . 7 metres in length and other 

boats (other than Class C boats 
Circular sca anchorg - Mouth 61 cms. diameter. 
Non - circular folding sen - anchors - Mouth 55 cms. 
cach side . 
Length of canvas bag - 1 metre . 
Hawser - 64 m .m . in circumforencc. 
Tripping line . 38 in . in . in circumference , 

PART III 
PARACHUTE DISTRESS ROCKET SIGNALS FOR LIFE . 

BOATS AND LIFERAFIS 


sition will fall from the flare which might cause damago 
to the liferaft. 

3 . The flere shall be capable of emitting a red light of 
minimum luminosity of 15 ,000 candle power for not less 
than 35 seconds. 

4 . The flare shall be water -proofed and capable of satis 
factory functioning after immersion in water for one minute, 

5 . All components, composition and ingredients shall be of 
such a character and of such a quality as to burn evenly and 
as to onable the flare to maintain its serviceability under good 
agerage storage conditions for a period of at least two years, 

6 . The fare shall be stamped indelibly with the date on 
which it is filled . 


7 . Clcar and concise directions for use in the English and 
Hindi languages shall be printed indelibly on the flare, 

PART V 


BUOYANT SMOKE SIGNALS FOR LIFEBOATS 
1. Every buoyunt smoke signal sball be fitted with self 
contained means of ignition . 

2 . The signals shall be capable, while floating on the water, 
of emitting of dense volume of orange-coloured smoke for 
a period of not less than two minutes and not moro than 
four minutos. 


3 . The signal shall be waterproofed and capable of satis 
factory functioning after immersion in water for one minute , 


(1) Every parachutc distress rocket signal shall consist of 
a single bright red star which is projected to tho required 
height by means of rocket, and which burns while falling , 
its rate of fall being controlled by means of a small parachute 
to an average rate of 4 , 5 metres per second . 

(ii ) I shall be fitted with a self-contained ineans of ignition , 
so designed as to operate from the hand-held position without 
external aid , and as to enable the rocket to be discharged 
from a life - boat, boat or lifo - raft without harm to the oocu 
pants . 

2 , (1) When the rocket is fired approximately vertically , 
the star and parachute shall be ejected at or bofore the top of 
the trajectory , at a minimum height of 183 metres. 

fil ) The rocket shall also be capable of functioning when 
fired at an angle of 45 degrees to the horizontal. 

3. (1). The star shall burn with a minimum luminosity of 
15 ,000 candle power for not loss than 30 seconds. 

(ii) It shall burn out at a height of not less than 46 metres 
from the sea lovel. 


4 . All components, composition and ingredients shall be 
such a character and of such a quality is to buro evenly and 
is to enable the signal to maintain its serviccability under 
good avorago blorage conditions for a period of at least 
two years. 

5 . Tho signal shall be stamped indelibly with the date on 
which it is filled . 

6 . Clear and conciso directions for use in the English and 
Hindi languages shall be printed indelibly on the signal, 


4 . (i ) The parachute shall be of slich a size as to provide 
the required control of the rate of fall of the burning star. 

(ii) If shall be attached to the star by means of flexible fire 
proof harness , 

5 . The rocket shall be waterproof and capable of satisfac 
tory functioning after immersion in water for onc minute . 


6 . All components, compositions and ingredients shall be 
of such a character and of such a quality as to enable the 
rocket to maintain its serviceability under good average stor 
age conditions for a period of at least two ycars , 

7 . (i) The rocket shall be packed in a container which shall 
bo effectively sealed. 

(ü ) If made of metal, the container shall be well tinned and 
lacquered or otherwise adequately protected against corrosion . 

8. The date on which the rocket is filled shall be stamped 
indelibly on the rocket, and on the container, 

9 . Cleur and concise directions for use in the English and 
Hindi languages shall be printed indelibly on the rocket. 


PART VI 
FIRST AID OUTFITS FOR LIFEBOATS 
1 . The contents of overy first aid outfit provided in a life 
boat shall include the following :- 
Article 

Quantity 
(a ) Collapse Rovivers (6 capsules of Fragrant 1 Tin 

Annonia ) 
Compound Code - in Tablets ( Tab . Code 25 Tablets 
io Co .) 
Six Morphino Ampoulo Syrings con - 1 Drum 
taining a solution of elther morphine salt 
cquivalent to Anhydrous Morphino 1 /4 
gr. in 1 c .c . or Papaveretum B .P . C . 1/2 
gr., in 1 c .c. In screw capped metal druin 

with directions for use . 
(d ) Standard Dressings No. 14 medium B . P . C . 2 

15 cmsx 10 cms 
(c) Standard Dressings No. 15 large B .P . C . 2 

20 cms x 16 cms 
Elastic Ad hesive Dressings 5 cms x 8 chis 2 packets 

Packets of three . 
(8 ) Bandages Triangular illustrated , not 5 

less than 95 cnis widc 1 . 52 metro base 
(h ) Gauze, wbito absorbcnt, compressed , 

85 cms x 2 . 25 metres 
(i) Roller Bandages, compressed 5,6 cm x 4 

3 . 5 metres 


PART IV 
HAND HELD DISTRESS FLARE SIGNALS FOR LIFE . 

BOATS AND LIFERAFTS 
1. Every hand -held distress flare signal shall be fitted with 
a self -contained means of ignition so designed as to operate 
from a hand -held position without cxternal aid und as to 
enable the fare to be displayed from a lifeboat , boat or life 
raft without harm to the occupants. 

2 . Where the flare is carried in a life -raft it shall he go 
constructed that when the flare is fired , no burning compo 
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(j) Bandage, unbleached Calico 15 cms 1 

5 . 5 mctres 
(k ) Cotton wool compressed 125 grams packet 1 packet 
(1) Safety pins, brast plated 5 cms. 

6 
(m ) Soft parafin 30 grams tube 
( 11 ) Scissors, 10 cms, 1 sharp , 1 blunt point of 1 

rustless and staipless steel 
(0 ) Encrøy tablets (10 mg. amphetaminc Sul. 00 Tablets 

phate ) 
(p ) Silica Gel 

1 Capsule 
(4 ) Instructions in the English and Hindi 

languages printed on linen or waterproof 
рарег . 


(c ) Bandages , Triangular, illustrated , not 4 

less than 25 cms side, 1 . 25 metres baso 
(d ) Open Wove Bandages, B . P .C . 8 cms x 10 

3 . 5 metres 
(e) Antiseptic Burn or Wound Cream , Certi- 2 

mido B . P. C . 0 . 5 % w /w 50 gm , lube 
(f) Scissors 10 cms, 1 sharp , 1 blunt point, 1 

of rustless and stainless steel 
(8) Six morphinc Ampoulc Syringe contain - 1 drum 

ing a solution of elther morphino salt 
equivalent to Anhydrous Morphine 1 /4 gr . 
in 1 c .c . or Papaverelum B . P . C . 1 /2 gr. 
in 1 c . c. in screw capped metal drum 

with directions for use 
(h ) Instructions in the English and Hindi lan 

guages printed on linen or waterproof 
paper. 


The first aid olitfit shall be packed in a contaiuer which 
shall comply with the following requirements : 
(a ) It shall be durable , uamp-proof, and effectively 

sealed . It shall also be caled with a device to indi 

cate that the contents are intact. 
( b ) It shall be packed in a room from which atmospheric 

moisture has been removed as far as possible . 
( c ) Whether the contajner is made of metal, it shall be 

well tinncd and lacquercd , and a handle sliall be 

fitted to the lid . 
( d ) An itemized list of contents shall be given on the 

outside of the container . 


2 . In ships of class VIII of less than 21 . 3 metreg in length 
the contents of the first aid oqit provided in every liferaft 
shall be one-half of the quantities specified in clauses (a ) to 
( c ) inclusive of paragraph 1 of this part together with tbe 
items specificd in clauses (1) and ( h ) of the said paragrapb . 

3 . The first aid outfit shall be packed in a container which 
shall be durable damp- proof and elfectively sealed . An 
itemized list of contents shall be given on the ouside of tho 
container, 


PART VII 


MANUAL PUMPS FOR LIFEBOATS 
Every lifeboat manual pump shall comply with the fol 
lowing requirements - 

The capacity when operated at not more than 60 double 
strokes per minute at 1 . 2 .metres suction head, shall be not 
less than 
(a ) 32 litres per minute in lifeboats of 7 . 3 metres in 

length or over ; or 
(b ) 23 litres per minute in lifeboats of less than 7.3 

netrcs in length , 


THE FOURTEENTHI SCHEDULE 

(see rule 60/60 ( 9) ] 
DAVITS AND LIFEBOATS LAUNCHING GEAR 

PART I 

GENERAL 
Definition of " Working Load " - - In this Schedule the ex 
pression " Working Load " means - 
(a ) in relation to davits to which clause ( a ) of paragraph 

1 of Part II applies, the sum of the weight of the 
lifeboat, its full equipment, the blocks and falls , 
and the maximum number of persons which the 
lifeboat is deemed 10 cafry , the weight of each 

person being taken to bc 75 K . gms. 
(b ) in relation to davits and other means of launching 

to which ( ause (b ) or ( c ) of paragraph 1 of Part 
II applies, the sum of the weight of the lifeboat, 
class C boat or other boat, its full equipment , tho 
blocks and fails , and a launching crew consisting 
of two persons, the weight of each person being 
taken to be 75 K . gms. 


2 . In its normal dry state ( excluding internal grease or other 
assistance ) the pump shall be rcadily self - sriming when 
operated at a suction head of not less than 1. 2 metres. 

3 . All parts of the pump shall be of material unaffected by 
the corrosive effects of sea water. 

4 . The interior of the pump, including valves , shall be 
readily accessiblo for emergency cleaning, and the cover for 
access shall be capable of being eusiliy removed without 
the use of a spanner or other special tool. 

5 . The pump branches shall be suitablc for usc with 
rubber hose connections of at lsast 32 mm bore. The metal 
part of the operating handle shall be suitably sheathed by 
material other than wood to cosure that the hands of the 
operator are protected when the pump is used in extreme cold . 
Onc spindl gland shall be of the spring loaded scal ring 
type . 

PART VIJI 
1. Subject to the provisions of paragraph ( 2 ) of this part 
the contents of every first aid outfit provided in a lifcraft 
shall include the following : 


(c ) in relation to winches the maxlmum pull exteried by 

the fall of falls at the winch druo during lowering, 
hoisting or stowing which in any case is to bo 
taken as not less than the working load on the davit 
or davits divided by the velocity of the lowering tacwel. 


PART I 
CONSTRUCTION 


Article 


Quantity 


(a ) Standard dressing No. 14 Medium B . P . C . 4 

15 cms x 10 cms 
(b Standard dressings No . 15 large BPC 4 

20 cms x 15 cins 


1, Strength . — a ) Every davit serving a lifeboat which is 

required by sub -rule ( 1 ) of rule 60 to be put into 
the water when loaded with its full complemont 
of person , shall, together with its winch , falls , 
blocks and all other associated lowering gear bo 
of such strength that the lifeboat with itg , full equip , 
ment and mfanned by a launching crow of not tong 
than two persons can be turned out and then gafery 
lowered into the water from the embarkation posi 
tion with its full complement of persons , whon 
the ship has a uim of up to 10 dogroes and is 
listed upto 15 degrces either way . 
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(b ) Every mechanically controlled single -arm Javit shall 

together with winch falls , blocks and all other 
Associated lowering gear be of such strength and 
the operating gear shall be of such power that the 
Jifeboat when fully equipped and manned with a 
launching crew of two members can be turned 
out and then safely lowered into the water with 
the ship listed to 25 degrees . 


8 . Blocks. — (a ) (i) All blocks used in the operation of hoigt 

ing and lowering of lifeboats, class C boats or 
other boats shall be of a design that affords an 

adequate factor of safety . 
(ii) Lower blocks, when fitted , shall be non- toppling 

und in the case of emergeacy lifeboat provision 

shall be made to prevent the falls from cabling. 
( iil) The Eize of blocks shall be commensurate with the 

size of the falls . 


(c ) Every set of davits , or other moons of laun 

ching to which a lifeboat , class C boat or other 
boat is attached other than a davit the strength of 
which is specified in clause (a ) or (b ) of this para 
graph, shall together with its winch , fuils, blocks 
and other Associated lowering gear be of such 
strength that the lifeboat, Class C boat or other 
boat with its full equipment and manncd by a laun 
ching crew of two members, can be turned out and 
then safely lowered into the water when the ship 
has trim of 10 degrees and is listed up to 15 
degrees eithed way , 


(1 ) Every set of Javits, davit or other means of laun 

ching to which lifeboat class C boat or other 
boat is attached , other than a davit the strength of 
associated hoisting gear shall be of such strength 
that the boat can be safcly hoisted and stowed 
when loaded with its full equipment and at least 
two persons, and in addition in the case of an 
emergency lifeboat that it can be safely hoisted 
from the water to thc cnzbarkation deck at a speed 
of not less than 18 metres per minute when loaded 
with its full equipment and a distributed load of 
1016 Kgms. 


2 . Gravity davits. — (i) All gravity davits shall be so desig 
ced that there is a positive turning out moment during the 
whole of the dayit travel from the inboard to the outboard 
position when the vessel is upright and also when the vessel 
is listed at any anglo upto and including 25 degrees cither 
way from upright. 


(b ) (i) A metal block shall be capable of withstanding a 

proof load test of not less than 24 times the maxi 

mum load it is intended to carry in service. 
(il) The clearance between tho sheaves and the block 

checks of metal blocks in which wire rope is used 
shall be kept to a practical minimum that will 
prevent the rope from overriding the rim of the 

sheave or any block or lead shcave . 
(iii ) Component parts of blocks other than their sheaves 

shall be of ductile material. 
(c ) a wood block shall be capablo of withstanding a proof 
load of not less than 27 times the load on the block . The 
width between the checks shall be 12 . 7 mm . greater than 
the diameter of new cordage ropes when these ropes are 
9 .6 cms. in circumferences , and less in proportion to the 
circumference of the ropes when they aro smaller . 
Wire ropco . ( a ) The breaking tensilo load of each wiro 

rope used for lowering lifeboats , class C boats or 
other boats shall be not lças than six times , the 
maximum load on the wire rope when lowering , 

hoisting or stowing ; 
(b ) Wire ropes shall be securely attached to the drum 

of the winch , and the end attachments of the wires 
and other parts from which ihe lifeboat, clase C 
boat or other boat is to be suspended shall be 
capable of withstanding a proof load of not lcas 
than 24 times the load on such attachments and 

other parts; and 
(c ) Whero wire ropc splices or ferrule -secured eye ter 

minals are used they shall be capable of withstand 
ing a proof test of not less thac 24 time, the load 
imposed on them in servicc uolesz samples re 
presenting each side om wire on which they are used , 
show a factor of safety of at least 5 when tested 

to destruction , 
Winches .-- (a ) (i) In the case of davits other than mechani 

cally controlled single - arm davits, winch drums 
shall be arranged to keep the two falls separato 

and to enablo hem to pay out at the same rate ; 
(ii) The leads of the wire -ropes shall be such that they 

will wind evently on the drums and lead blocks 
shall be arranged to give fleet angle or angle of 
Icad of not more than five degrees for grooved 
drums and three degrees for ungrooved drums ; 

and 
(ii) In the case of mechanically controlled single -arm 

davits , the lead of the wire rope fall shall be such 

that the fall winds evenly on the drum . 
(b ) (i) Winch brakes shall be of robust construction and 

afford completo control and limitation uf speed in 
the operation of lowering ; 


( ii ) In the caso of gravity type davits comprising arms 
mounted , on rolls which cngage with and travel down fixed 
inclined trackways, the trackways shall be inclined at an angle 
of not less than 30 degrees to the horizontal when the vessel 
is upright, 


Luffing davít8 . — The operating gear of all luffing typo 
davits shall be of sufficient power to ensure that the lifeboats, 
class C bouts or other boats fully equipped and manned 
with the launching crew , but not added with the persons, 
can be turned out against a list of at lcast 15 degrees . 


4 . Mechanically controlled single arm davits.- - Tho working 
load of any mechanically controlled single arm davit shall 
pot exceed 1524 Kgms. 


Stressco. - (a ) In case of davits other than mechanically 

controlled single arms davits the designed stress on 
the davits Arms, when operating under maximum 
load and conditions of tirm and of list, shall afford 
an adequate factor of safely having regard to the 
equality of the material tined , the method of cons 
truction and the nature of the load to which 
tho davits are subjected . 


(b ) In the case of mechanically controlled singleorm 

davits the designed strees , on the davit when operat 
ing under maximum load and conditions of favour 
able list shall afford an adequate factor of safety 
having regard to the quality of the material use, 
the method of construction , and the live nature 
of the load to which tho davit is subjected. 


( ii) Tho hand brake shall be arranged that it is normally 

in the " ON " position and teturns to the " ON " 
position when the control handle is not teing 
operated ; 


6 . Static load test. — Each davil with its arm at full out 
1each shall be capable of withstanding a static load test of not 
lcss than 2 . 2 times that part of the working load supported 
by the arm . 


( iii ) The weight in the brake level shall be suflicient to 

operate the brako effectively without additional 
pressure ; 


7 . Attachments at the davit head . - - The attachements at 
the davit head from which the blocks are suspended shall 
he capable of withstanding a proof load test of not less than 
21 times the maximum load on the attachments. 


( iv ) The brake gear shall include means for automatically 

controlling the speed of lowering to cnsure that 
the lifeboat, Class C boat or other boat is lowered 
expeditiously without exceeding a rate of lowering 
conslotent with safety ; 
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( v ) For this purpose, the automatic brake shall be set 

to give a speed of lowering of the lifeboat of bet 

wecn 18 and 36 metres per minute ; 
(vi) Rathet gear shall be incorporated in the band brake 

mechanism of lifeboat winches ; and 
(vi ) Where practicablo the brake gear shall be so situated 

As to enable the man operating the winch to have 
the lifeboat, class C boat or other boat under ob 
sorvation during the whole process of its being 
launched into the water , provided that winches 
serving omergency lifeboats shall in any case be 50 

placed . 
( c ) Each winch shall he capable or lowering and holding 
A test load of 1. 5 times to working load as defined in item 
( c ) of Part I; and 

( d ) Winches shall be so constructed that the crank handle 
Or handlos are not rotated be moving parts of the winch 
when the lifeboat, Class C boat or other boat is being 
lowcred or when it is being hoisted by power and provision 
shall be made to allow lhe falls to be manually unwound, 
11, Cordage rope falls.- - (i) Cordage rope falls shall be 

of manilla or some other guitable material ond shall 

be durable , unkinkable , firm laid and pliable; 
( ii ) The rope shall be able to pass freely under any condi 

tions through a hole 1 cm . larger than the nominal 

diameter of the rope ; 
( ili ) The breaking load of each rope used for lowering 

lifeboat, Class C boats or other boats shall be not 
less than 6 times the maximum load on the roße 

when lowering or positing; and 
( iv ) Rope of less han 6 . 3 cms, in circumferences shall 

not be used for lifehuat falls , Winding reels or 
flaging boxes for the manilla rope falls shall be 

provided 
12 . Bollards. - (i) Sultable bollarcls or other equally cffcc 

tive appliances for lowering any lifeboat, Calss C 
boat or other boat shall be provided in all casca 

where cordage rope falls are used . 
( il ) Such bollards or other appliances shall be sited 80 As 

to ensure that the lifeboat, Class C boat or other 
boat served by them can be safely lowered , and 
fairlends or lead sheaves shall be fitted fo as to 
ensure that it shall not be lifted during the procesy 
of turning out or swinging out. 


of a launching crew of two persons plus 10 per cent 

of the working load ; and 
(c ) For the purpose of the tests required under clause 

( a ) and (b ) the weight of a person shall be taken 

to bo 75 kgms. 
3 , Hoisting tests for emergency lifeboat . — Emergency 
lifeboats which are required by these rules 10 be served by 
winches for recovery shall in addition to tho tests required 
by paragraph 2 of this part be tested by hoisting the emer 
gency lifeboat with the equipment required by these rulos 
and 1 distributed load of 1016 Kgms. plus ten per cent of the 
total holding load , including blocks and falls, froin the water 
to the embarkation deck , at the maximum hoisting speed . 

THE FIFTEENTH SCHEDULE 

[See rule 60 ( 16 )(c )] 
LIFEBOAT DISENGAGING GEARS 
1. Lifeboat disengaging gears shall be so arranged as to 
ensure simultaneous release of both ends of the lifeboat. 

2 . The means of effecting releaso shall be placed aft. 

3 . The gear shall be of type which will permit the release 
of the lifeboat only when it is waterborno. 

4 . The gear shall be of a type which will permit release 
should there be a towing strain on the link or falls . 

5. The hooks shall be suitable for instant unbooking by 
hand . 

6 . The point of attachment of the book to the eye , ring 
OT link of the block shall not be lower than when ordinary 
fixed hooks are fitted . 

7. The gear and mechanism for effecting release shall be 
so constructed and arranged as to ensure the safety of the 
lifeboat independently of any safety pins. 

8 . (a ) (i) The means for effecting release shall be by haul 
ing on or lotting go a line or by using a levor . If release is 
effected by a pull upon a line shall be properly cased in ; and 

( li ) Roads or other connections between chooks shall also 
be cased in whenever this is necessary for the safety or the 
efficient action of the gear or for the protection of persons 
from injury . 

(b ) The fairlcade shall be properly arranged to prevent tho 
linog from jamming or nipping, and shall be strongly attached 
to permanent parts of the lifeboat. Tho lines shall be fitted 
with chains whero necessary for efficiency. 

Such parts parts of the gear as would otherwise be likely to 
be set fast by rust or corrosion shall be made of non - corridible 
metal, 

No parts of the gear taking the weight the lifeboat shall 
bo made of cast metal, 


PART III 
TESTS AFTER INSTALLATION ON BOARD 
1 . General.- - Tests shall be made to ensure that all life 
boats , Class C boats or other boats attached to davits can 
be restowed from tho embarkation position safely and with 

facility when loaded with the required equipment and that 
when so loaded thc lifeboat , Class C boat or other boat 
can when released be lowered by gravity into the water 
against the frictional resistance of the winch , falls, blocks 
and other associated gear . 


The scantlings and proportions of all parts which support 
the weight of the lifeboat shall be designod to provide break 
ing strength proportionate to a load of at least 2 -12 times 
the weight of the heaviest loaded lifeboat in which the gear 
js intended to be fitted . 


2 . Lowering tests. - (a ) Each pair of davits to which clausc 

( a ) of paragraph ( 1 ) of Part II applies and any A880 
ciated lifeboat winches and their brakes shall 

be capable of withstanding the following test : 
Tho lifeboat at each set of davits shall he lowered 

from the embarkation deck into the water loaded 
with the equipment required by these niles and 
a distributed Weight equal to the full number 
of persons which it is deemed fit to accommo 
date plus 10 percent of the working load , winch 
brakes exposed to the weather shall be capable 
of withstanding the foregoing test with braking 

surface wetted , 
(b ) In the case of daviy to which clause (b ) or (c) 

of paragraph ( 1) of Part II applies , the lifeboat, 
Class C boat or other boat shall be lowered into 
tho wator with the equipment required by these 
rules and a distributed weight cqual to the weight 


THE SIXTEENTH SCHEDULE 

[See rule 68( 11)7 
SHIPS PARACHUTE DISTRESS ROCKET SIGNALS 
1. Every ship s parachute distress rocket signal shall con 
sist of a single bright red star which is projected to the re 
quired height by meang of a rocket, and which burns while 
falling its rate of fall being controlled by means of a para 
chute to an average rate of 4 ,5 metres per second . 

2 . (i) When the rocket is fixed approximately vertically , the 
star and parachute shall be ejected at or before the top of 
the trajectory at ra minimum height of 229 metres. 

(ii) The rocket shall in addition he capable of functioning 
when fired at an angle of 45 degrees to the horizontal 

3. (i) The star shall burn with a minimum luminosity of 
30 , 000 candle power for not less than 40 secunds. 
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(ii) It shall burn out at a height of not less than 46 meters 
rom the sca level. 


bute shall be create ene burning provided 


4 . (i) Tho parachute shall be of such size as to provide 
the required control of tho rate of fall of the burning star . 


over te ne 


men and manage the 


quality as to canble the 


(ii) It shall be attached to the star by means of a flexiblo 
fireproof harness. 


5. (i) The rocket may be ignited by any suitable method . 


7 . The rocket shall be capable of functioning properly after 
immersion in water for one minute and removal of the adher 
ing water by shaking. 

8 . All componcnts , compositions and ingredients shall be 
of such a character and of such a quality as to eanble the 
rocket to maintain its serviceability under good average storage 
conditions for a period of at least two years, 

9 . (i) The rocket shall be packed in a container which 
shall be durable , damp-proof and effectively sealed ; 

(ii) If made of metal the container shall be weel tinned a 
lacquered , or otherwiso adequately protected against corro 
sion . 

10 . The date on which the rocket is filled shall be stamped 
indelibly on the rocket and on the container. 

10 . Clear and concise directions for use in the English 
and Hindi languages shall be printed indelibly on the rocket, 

[ F . No SW / 5-MSR (II ) / 78 -MA ] 
ANURAG BHATNAGAR , Under Secy. 


( ii ) If external ignition by means of a safety fuse is em 
ployed , the outcr end of the safety fuse shall be covered 
with a metal ferrule primed with match composition and a 
separate striker shall be suitably attached to each rocket. 


6 . The match composition , the striker composition , tho 
ferrule , and the whole of the external surfaco of the rocket 
shall be water- proofed . 


PRINTED BY THE MANAGER , GOVT . OF INDIA PRESS , RINO ROAD , NEW DELHI-110064 
AND PUBLISHED BY THE CONTROLLER OF PUBLICATIONS, DELF - 110054 , 1982 


